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Cutting Hole:

Ø Ø Ø Ø Ø Ø275, 405, 585, 855, 1135, 1425mm

LED source up to 214efficacy lm/W ( )4000K

Luminaire efficacy lm/Wup to 143 ( )4000K
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It consists of two models: High Power and High Efficiency.

It is offered with a Low Glare (UGR<22*) as an option in the High Power model.

It is offered with a Low UGR (UGR<19*) as an option in the High Efficiency model.

Luminaire material: Aluminium.

Cover material: PMMA

Powder Coated: Black (RAL9005), White (RAL9003), or Grey (RAL7037) as standard.

Custom luminaire colours also available on request.

Low tolerances for colour temperature (MacAdam 3).

Lumen maintenance L80/B10 50.000h

Emergency Function capability. (3 hours, with build-in rechargeable battery).

Indoor Use: IP40

Disc is a complete series of round luminaires available in surface, pendant, recessed and trimless application.

*Glare Evaluation: X=4H / Y=8H, S=0,25H, Reflection factors: 70/50/20

Ø289, Ø419, Ø599, Ø869, Ø1149, Ø1439mm

Ceiling Recessed

Available upon request:

Custom luminaire colours

Emergency version

404 ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr



www. .com

DISC RC
(Recessed)

8
4

1
0

6

Cutting Hole:

Ø Ø Ø Ø Ø Ø275, 405, 585, 855, 1135, 1425mm

LED source up to 214efficacy lm/W ( )4000K

Luminaire efficacy lm/Wup to 143 ( )4000K
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It consists of two models: High Power and High Efficiency.

It is offered with a Low Glare (UGR<22*) as an option in the High Power model.

It is offered with a Low UGR (UGR<19*) as an option in the High Efficiency model.

Luminaire material: Aluminium.

Cover material: PMMA

Powder Coated: Black (RAL9005), White (RAL9003), or Grey (RAL7037) as standard.

Custom luminaire colours also available on request.

Low tolerances for colour temperature (MacAdam 3).

Lumen maintenance L80/B10 50.000h

Emergency Function capability. (3 hours, with build-in rechargeable battery).

Indoor Use: IP40

Disc is a complete series of round luminaires available in surface, pendant, recessed and trimless application.

*Glare Evaluation: X=4H / Y=8H, S=0,25H, Reflection factors: 70/50/20

Ø289, Ø419, Ø599, Ø869, Ø1149, Ø1439mm

Ceiling Recessed

Available upon request:

Custom luminaire colours

Emergency version
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DISC RC
(Recessed)

Ordering Code Example: DISC - -30- W -RC HP BL 58 058-80 LG-230-ND-0

Model VoltageWatt / DiameterCCT Type

230VAC

(230)

3000K

4000K

(30)

(40)

(A1)

(ND)

(WL)

Non
Dimmable

Wireless

Dimming Option

(DL)DALI

Extras

Opal
(OP)

Low Glare
(LG)

Analogue
(1-10V)

27cm/11.9W 1910lm(12W027)

DISC

High Power

Recessed

( RC HP)DISC

40cm/26.2W 3970lm(26W040)

58cm/57.4W 8670lm(58W058)

85cm/123.8W 17980lm(124W085)

113cm/214.8W 31060lm(215W113)

142cm/336.6W 49550lm(337W142)

2070lm

4170lm

9110lm

18900lm

32650lm

52200lm

CRI**

IP40

LED Source LED Source

CRI**

Emergency (1)

Standard (0)

Fuction

Opal
(OP)

Low UGR
(LU)

27cm/4.5W 810lm(05W027)

40cm/9.8W 1680lm(10W040)

58cm/21.2W 3640lm(21W058)

85cm/45.7W 7430lm(46W085)

113cm/79.4W 12830lm(80W113)

142cm/124.4W 20590lm(124W142)

880lm

1770lm

3830lm

7810lm

13490lm

21700lm

HIGH EFFICIENCY

HIGH POWER 3000K 4000K

3000K 4000K

(80)80 (80)80

(80)80 (80)80DISC

High Efficiency

Recessed

( RC HE)DISC

Luminaire

Colour*

White

Black

(WH)

(BL)

Grey
(GR]

* Custom luminaire colours available upon request.

** Available in CRI90 upon request.

*** Low Glare (UGR<22), Low UGR (UGR<19)

***

***

Ceiling Recessed

LIGHTSOURCE BY
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Ø1439mmØ1149mmØ869mmØ599mmØ419mmØ289mm

DISC RC
(Recessed)

12W 26W 58W 124W 215W 337W

5W 10W 21W 46W 80W 124W

HIGH POWER

HIGH EFFICIENCY

DISC Recessed

Opal LOR 0.74 Low Glare LOR 0.73

HIGH POWER HIGH EFFICIENCY

Opal LOR 0.74 Low UGR LOR 0.73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

200

300

400

500

160

240

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

160

240

200

300

400

500

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

1.18KgsWeight 2.59Kgs 4.48Kgs 9.40Kgs 15.30Kgs 23.70Kgs

Ceiling Recessed
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DISC RC
(Recessed)

Ordering Code Example: DISC - -30- W -RC HP BL 58 058-80 LG-230-ND-0

Model VoltageWatt / DiameterCCT Type

230VAC

(230)

3000K

4000K

(30)

(40)

(A1)

(ND)

(WL)

Non
Dimmable

Wireless

Dimming Option

(DL)DALI

Extras

Opal
(OP)

Low Glare
(LG)

Analogue
(1-10V)

27cm/11.9W 1910lm(12W027)

DISC

High Power

Recessed

( RC HP)DISC

40cm/26.2W 3970lm(26W040)

58cm/57.4W 8670lm(58W058)

85cm/123.8W 17980lm(124W085)

113cm/214.8W 31060lm(215W113)

142cm/336.6W 49550lm(337W142)

2070lm

4170lm

9110lm

18900lm

32650lm

52200lm

CRI**

IP40

LED Source LED Source

CRI**

Emergency (1)

Standard (0)

Fuction

Opal
(OP)

Low UGR
(LU)

27cm/4.5W 810lm(05W027)

40cm/9.8W 1680lm(10W040)

58cm/21.2W 3640lm(21W058)

85cm/45.7W 7430lm(46W085)

113cm/79.4W 12830lm(80W113)

142cm/124.4W 20590lm(124W142)

880lm

1770lm

3830lm

7810lm

13490lm

21700lm

HIGH EFFICIENCY

HIGH POWER 3000K 4000K

3000K 4000K

(80)80 (80)80

(80)80 (80)80DISC

High Efficiency

Recessed

( RC HE)DISC

Luminaire

Colour*

White

Black

(WH)

(BL)

Grey
(GR]

* Custom luminaire colours available upon request.

** Available in CRI90 upon request.

*** Low Glare (UGR<22), Low UGR (UGR<19)

***

***

Ceiling Recessed

LIGHTSOURCE BY
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Ø1439mmØ1149mmØ869mmØ599mmØ419mmØ289mm

DISC RC
(Recessed)

12W 26W 58W 124W 215W 337W

5W 10W 21W 46W 80W 124W

HIGH POWER

HIGH EFFICIENCY

DISC Recessed

Opal LOR 0.74 Low Glare LOR 0.73

HIGH POWER HIGH EFFICIENCY

Opal LOR 0.74 Low UGR LOR 0.73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

200

300

400

500

160

240

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

160

240

200

300

400

500

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

1.18KgsWeight 2.59Kgs 4.48Kgs 9.40Kgs 15.30Kgs 23.70Kgs

Ceiling Recessed
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Cutting Hole:

Ø Ø Ø Ø585, 855, 1135, 1425mm

ECLIPSE RC
(Recessed)
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ECLIPSE is a complete series of round luminaires available in surface, pendant, recessed and trimless application.

It consists of two models: High Power and High Efficiency.

It is offered with a Low Glare (UGR<20,8*) as an option in the High Power model.

It is offered with a Low UGR (UGR<18*) as an option in the High Efficiency model.

Luminaire material: Aluminium.

Cover material: PMMA

Powder Coated: Black (RAL9005), White (RAL9003), or Grey (RAL7037) as standard.

Custom luminaire colours also available on request.

Low tolerances for colour temperature (MacAdam 3).

Lumen maintenance L80/B10 50.000h

Emergency Function capability. (3 hours, with build-in rechargeable battery).

Indoor Use: IP40

*Glare Evaluation: X=4H / Y=8H, S=0,25H, Reflection factors: 70/50/20

Ø Ø Ø Ø599, 869, 1149, 1439mm

Ø Ø Ø Ø381, 651, 931, 1221mm

LED source up to 195efficacy lm/W ( )4000K

Luminaire efficacy lm/Wup to 119 ( )4000K

Ceiling Recessed

Available upon request:

Custom luminaire colours

Emergency version
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Cutting Hole:

Ø Ø Ø Ø585, 855, 1135, 1425mm

ECLIPSE RC
(Recessed)
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ECLIPSE is a complete series of round luminaires available in surface, pendant, recessed and trimless application.

It consists of two models: High Power and High Efficiency.

It is offered with a Low Glare (UGR<20,8*) as an option in the High Power model.

It is offered with a Low UGR (UGR<18*) as an option in the High Efficiency model.

Luminaire material: Aluminium.

Cover material: PMMA

Powder Coated: Black (RAL9005), White (RAL9003), or Grey (RAL7037) as standard.

Custom luminaire colours also available on request.

Low tolerances for colour temperature (MacAdam 3).

Lumen maintenance L80/B10 50.000h

Emergency Function capability. (3 hours, with build-in rechargeable battery).

Indoor Use: IP40

*Glare Evaluation: X=4H / Y=8H, S=0,25H, Reflection factors: 70/50/20

Ø Ø Ø Ø599, 869, 1149, 1439mm

Ø Ø Ø Ø381, 651, 931, 1221mm

LED source up to 195efficacy lm/W ( )4000K

Luminaire efficacy lm/Wup to 119 ( )4000K

Ceiling Recessed

Available upon request:

Custom luminaire colours

Emergency version
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ECLIPSE RC
(Recessed)

ECLIPSE

High Power

Recessed

( RC HP)ECLIPSE

IP40

ECLIPSE

High Efficiency

Recessed

( RC HE)ECLIPSE

230VAC

(230)

3000K

4000K

(30)

(40)

(A1)

(ND)

(WL)

Non
Dimmable

Wireless

(DL)DALI

Opal
(OP)

Low Glare
(LG)

Analogue
(1-10V)

58cm/46.2W 6910lm(46W058)

85cm/75W 11070lm(75W085)

113cm/104.5W 15490lm(105W113)

142cm/134.1W 19960lm(134W142)

7310lm

11740lm

16390lm

21100lm

Emergency (1)

Standard (0)

Fuction

Opal
(OP)

Low UGR
(LU)

58cm/17.6W 2940lm(18W058)

85cm/26.7W 4450lm(27W085)

113cm/37.2W 6230lm(37W113)

142cm/47.8W 8020lm(48W142)

HIGH EFFICIENCY

HIGH POWER 3000K 4000K

3000K 4000K

(80)80 (80)80

(80)80 (80)80

White

Black

(WH)

(BL)

Grey
(GR]

***

***
3110lm

4720lm

6590lm

8480lm

Ordering Code Example: ECLIPSE RC HP BL 105W113-80 LG-230-ND-0- -30- -

Model VoltageWatt / DiameterCCT Type Dimming Option Extras

CRI**

LED Source LED Source

CRI**Luminaire

Colour*

* Custom luminaire colours available upon request.

** Available in CRI90 upon request.

*** Low Glare (UGR< ), Low UGR (UGR<1 )20,8 8

Ceiling Recessed

LIGHTSOURCE BY

410 ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

ECLIPSE RC
(Recessed)

46W 75W 105W 134W

18W 27W 37W 48W

Ø1439mmØ1149mmØ869mmØ599mm

HIGH POWER

HIGH EFFICIENCY

ECLIPSE Recessed

Weight 3.63Kgs 5.48Kgs 7.42Kgs 10Kgs

Opal LOR 0.6 Low Glare LOR 0.66

HIGH POWER HIGH EFFICIENCY

Opal LOR 0.6 Low UGR LOR 0.67

200

300

400

500

200

300

400

500

160

240

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

160

240

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

Ceiling Recessed
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ECLIPSE RC
(Recessed)

ECLIPSE

High Power

Recessed

( RC HP)ECLIPSE

IP40

ECLIPSE

High Efficiency

Recessed

( RC HE)ECLIPSE

230VAC

(230)

3000K

4000K

(30)

(40)

(A1)

(ND)

(WL)

Non
Dimmable

Wireless

(DL)DALI

Opal
(OP)

Low Glare
(LG)

Analogue
(1-10V)

58cm/46.2W 6910lm(46W058)

85cm/75W 11070lm(75W085)

113cm/104.5W 15490lm(105W113)

142cm/134.1W 19960lm(134W142)

7310lm

11740lm

16390lm

21100lm

Emergency (1)

Standard (0)

Fuction

Opal
(OP)

Low UGR
(LU)

58cm/17.6W 2940lm(18W058)

85cm/26.7W 4450lm(27W085)

113cm/37.2W 6230lm(37W113)

142cm/47.8W 8020lm(48W142)

HIGH EFFICIENCY

HIGH POWER 3000K 4000K

3000K 4000K

(80)80 (80)80

(80)80 (80)80

White

Black

(WH)

(BL)

Grey
(GR]

***

***
3110lm

4720lm

6590lm

8480lm

Ordering Code Example: ECLIPSE RC HP BL 105W113-80 LG-230-ND-0- -30- -

Model VoltageWatt / DiameterCCT Type Dimming Option Extras

CRI**

LED Source LED Source

CRI**Luminaire

Colour*

* Custom luminaire colours available upon request.

** Available in CRI90 upon request.

*** Low Glare (UGR< ), Low UGR (UGR<1 )20,8 8

Ceiling Recessed

LIGHTSOURCE BY
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ECLIPSE RC
(Recessed)

46W 75W 105W 134W

18W 27W 37W 48W

Ø1439mmØ1149mmØ869mmØ599mm

HIGH POWER

HIGH EFFICIENCY

ECLIPSE Recessed

Weight 3.63Kgs 5.48Kgs 7.42Kgs 10Kgs

Opal LOR 0.6 Low Glare LOR 0.66

HIGH POWER HIGH EFFICIENCY

Opal LOR 0.6 Low UGR LOR 0.67

200

300

400

500

200

300

400

500

160

240

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

160

240

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

Ceiling Recessed
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LOOP RC
(Recessed)
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LED source up to 197efficacy lm/W ( )4000K

Luminaire efficacy lm/Wup to 132 ( )4000K
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LOOP is a complete series of round luminaires available in surface, pendant, recessed and trimless application.

It consists of two models: High Power and High Efficiency.

It is offered with a Low Glare (UGR<2 *) as an option in the High Power model.

It is offered with a Low UGR (UGR<1 *) as an option in the High Efficiency model.

Luminaire material: Aluminium.

Cover material: PMMA

Powder Coated: Black (RAL9005), White (RAL9003), or Grey (RAL7037) as standard.

Custom luminaire colours also available on request.

Low tolerances for colour temperature (MacAdam 3).

Lumen maintenance L80/B10 50.000h

Emergency Function capability. (3 hours, with build-in rechargeable battery).

Indoor Use: IP40

1.8

8.6

*Glare Evaluation: X=4H / Y=8H, S=0,25H, Reflection factors: 70/50/20

319x319mm

469x469mm

609x609mm

879x879mm

1149x1149mm

1419x1419mm

Cutting Hole:

305x305mm

455x455mm

595x595mm

865x865mm

1135x1135mm

1405x1405mm

Ceiling Recessed

Available upon request:

Custom luminaire colours

Emergency version
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LOOP RC
(Recessed)

8
4

m
m

1
0

6
m

m

LED source up to 197efficacy lm/W ( )4000K

Luminaire efficacy lm/Wup to 132 ( )4000K
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LOOP is a complete series of round luminaires available in surface, pendant, recessed and trimless application.

It consists of two models: High Power and High Efficiency.

It is offered with a Low Glare (UGR<2 *) as an option in the High Power model.

It is offered with a Low UGR (UGR<1 *) as an option in the High Efficiency model.

Luminaire material: Aluminium.

Cover material: PMMA

Powder Coated: Black (RAL9005), White (RAL9003), or Grey (RAL7037) as standard.

Custom luminaire colours also available on request.

Low tolerances for colour temperature (MacAdam 3).

Lumen maintenance L80/B10 50.000h

Emergency Function capability. (3 hours, with build-in rechargeable battery).

Indoor Use: IP40

1.8

8.6

*Glare Evaluation: X=4H / Y=8H, S=0,25H, Reflection factors: 70/50/20

319x319mm

469x469mm

609x609mm

879x879mm

1149x1149mm

1419x1419mm

Cutting Hole:

305x305mm

455x455mm

595x595mm

865x865mm

1135x1135mm

1405x1405mm

Ceiling Recessed

Available upon request:

Custom luminaire colours

Emergency version
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LOOP RC
(Recessed)

Emergency (1)

Standard (0)

Fuction

Ordering Code Example: LOOP - -30- -RC HP BL 154W8686-80 LG-230-ND-0

Model VoltageWatt / DiameterCCT Type

230VAC

(230)

3000K

4000K

(30)

(40) (A1)

(ND)

(WL)

Non
Dimmable

Wireless

(DL)DALI

Extras

Opal
(OP)

Low Glare
(LG)

Analogue
(1-10V)

30x30cm/17.6W 2660lm(18W3030)

45x45cm/39.5W 5860lm(40W4545)

59x59cm/75W 10720lm(75W5959)

86x86cm/153.5W 22150lm(154W8686)

113x113cm/272.8W 39380lm(273W113113)

140x140cm/426.3W 61540lm(426W140140)

* Custom luminaire colours available upon request.

** Available in CRI90 upon request.

*** Low Glare (UGR<21.8), Low UGR (UGR<18.6)

2780lm

6160lm

11270lm

23290lm

41400lm

64700lm

CRI**

IP40

LED Source LED Source

CRI**

Opal
(OP)

Low UGR
(LU)

/6.6W 1130lm

/13.4W 2250lm

/25.9W 4200lm

/58.3W 9450lm

/103.7W 16790lm

/162W 26230lm

1180lm

2370lm

4410lm

9930lm

17650lm

27580lm

HIGH EFFICIENCY

HIGH POWER 3000K 4000K

3000K 4000K

(80)80 (80)80

(80)80 (80)80

Luminaire

Colour*

White

Black

(WH)

(BL)

Grey
(GR]

LOOP Recessed

High Power

( RC HP)LOOP

LOOP Recessed

High Efficiency

( RC HE)LOOP

***

***
30x30cm

45x45cm

59x59cm

86x86cm

113x113cm

140x140cm

(07W3030)

(13W4545)

(26W5959)

(58W8686)

(104W113113)

(162W140140)

Dimming

Option

Ceiling Recessed

LIGHTSOURCE BY

414 ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

LOOP RC
(Recessed)

Opal LOR 0.74 Low Glare LOR 0.73

HIGH POWER HIGH EFFICIENCY

Opal LOR 0.74 Low UGR LOR 0.73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

200

300

400

500

160

240

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

160

240

200

300

400

500

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

18W 40W 75W 154W 273W 426W

7W 13W 26W 58W 104W 162W

HIGH POWER

HIGH EFFICIENCY

LOOP Recessed

1.55KgsWeight 3.46Kgs 6.24Kgs 11.70Kgs 18.80Kgs 28Kgs

1419x1419mm1149x1149mm879x879mm609x609mm469x469mm319x319mm

Ceiling Recessed

415ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr
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LOOP RC
(Recessed)

Emergency (1)

Standard (0)

Fuction

Ordering Code Example: LOOP - -30- -RC HP BL 154W8686-80 LG-230-ND-0

Model VoltageWatt / DiameterCCT Type

230VAC

(230)

3000K

4000K

(30)

(40) (A1)

(ND)

(WL)

Non
Dimmable

Wireless

(DL)DALI

Extras

Opal
(OP)

Low Glare
(LG)

Analogue
(1-10V)

30x30cm/17.6W 2660lm(18W3030)

45x45cm/39.5W 5860lm(40W4545)

59x59cm/75W 10720lm(75W5959)

86x86cm/153.5W 22150lm(154W8686)

113x113cm/272.8W 39380lm(273W113113)

140x140cm/426.3W 61540lm(426W140140)

* Custom luminaire colours available upon request.

** Available in CRI90 upon request.

*** Low Glare (UGR<21.8), Low UGR (UGR<18.6)

2780lm

6160lm

11270lm

23290lm

41400lm

64700lm

CRI**

IP40

LED Source LED Source

CRI**

Opal
(OP)

Low UGR
(LU)

/6.6W 1130lm

/13.4W 2250lm

/25.9W 4200lm

/58.3W 9450lm

/103.7W 16790lm

/162W 26230lm

1180lm

2370lm

4410lm

9930lm

17650lm

27580lm

HIGH EFFICIENCY

HIGH POWER 3000K 4000K

3000K 4000K

(80)80 (80)80

(80)80 (80)80

Luminaire

Colour*

White

Black

(WH)

(BL)

Grey
(GR]

LOOP Recessed

High Power

( RC HP)LOOP

LOOP Recessed

High Efficiency

( RC HE)LOOP

***

***
30x30cm

45x45cm

59x59cm

86x86cm

113x113cm

140x140cm

(07W3030)

(13W4545)

(26W5959)

(58W8686)

(104W113113)

(162W140140)

Dimming

Option

Ceiling Recessed

LIGHTSOURCE BY

414 ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

LOOP RC
(Recessed)

Opal LOR 0.74 Low Glare LOR 0.73

HIGH POWER HIGH EFFICIENCY

Opal LOR 0.74 Low UGR LOR 0.73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

200

300

400

500

160

240

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

160

240

200

300

400

500

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

18W 40W 75W 154W 273W 426W

7W 13W 26W 58W 104W 162W

HIGH POWER

HIGH EFFICIENCY

LOOP Recessed

1.55KgsWeight 3.46Kgs 6.24Kgs 11.70Kgs 18.80Kgs 28Kgs

1419x1419mm1149x1149mm879x879mm609x609mm469x469mm319x319mm

Ceiling Recessed

415ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr
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ORBIT RC
(Recessed)

609x609mm

879x879mm

1149x1149mm

1419x1419mm

77

8
4

m
m

1
0

6
m

m

Cutting Hole:

595x595

865x865

1135x1135

1405x1405

391 391x mm

661x661mm

931x931mm

1201x1201mm

�

�

�

�

�

�

�

�

�

�

�

�

ORBIT is a complete series of round luminaires available in surface, pendant, recessed and trimless application.

It consists of two models: High Power and High Efficiency.

It is offered with a Low Glare (UGR<20,8*) as an option in the High Power model.

It is offered with a Low UGR (UGR<18*) as an option in the High Efficiency model.

Luminaire material: Aluminium.

Cover material: PMMA

Powder Coated: Black (RAL9005), White (RAL9003), or Grey (RAL7037) as standard.

Custom luminaire colours also available on request.

Low tolerances for colour temperature (MacAdam 3).

Lumen maintenance L80/B10 50.000h

Emergency Function capability. (3 hours, with build-in rechargeable battery).

Indoor Use: IP40

*Glare Evaluation: X=4H / Y=8H, S=0,25H, Reflection factors: 70/50/20

LED source up to 197efficacy lm/W ( )4000K

Luminaire efficacy lm/Wup to 120 ( )4000K

Ceiling Recessed

Available upon request:

Custom luminaire colours

Emergency version

416 ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr
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ORBIT RC
(Recessed)

609x609mm

879x879mm

1149x1149mm

1419x1419mm

77

8
4

m
m

1
0

6
m

m

Cutting Hole:

595x595

865x865

1135x1135

1405x1405

391 391x mm

661x661mm

931x931mm

1201x1201mm

�

�

�

�

�

�

�

�

�

�

�

�

ORBIT is a complete series of round luminaires available in surface, pendant, recessed and trimless application.

It consists of two models: High Power and High Efficiency.

It is offered with a Low Glare (UGR<20,8*) as an option in the High Power model.

It is offered with a Low UGR (UGR<18*) as an option in the High Efficiency model.

Luminaire material: Aluminium.

Cover material: PMMA

Powder Coated: Black (RAL9005), White (RAL9003), or Grey (RAL7037) as standard.

Custom luminaire colours also available on request.

Low tolerances for colour temperature (MacAdam 3).

Lumen maintenance L80/B10 50.000h

Emergency Function capability. (3 hours, with build-in rechargeable battery).

Indoor Use: IP40

*Glare Evaluation: X=4H / Y=8H, S=0,25H, Reflection factors: 70/50/20

LED source up to 197efficacy lm/W ( )4000K

Luminaire efficacy lm/Wup to 120 ( )4000K

Ceiling Recessed

Available upon request:

Custom luminaire colours

Emergency version

416 ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr
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ORBIT RC
(Recessed)

Ordering Code Example: ORBIT - -30- -RC HP WH 94W8686-80 LG-230-ND-0

Model VoltageWatt / DiameterCCT Type

230VAC

(230)

3000K

4000K

(30)

(40) (A1)

(ND)

(WL)

Non
Dimmable

Wireless

(DL)DALI

Extras

Opal
(OP)

Low Glare
(LG)

Analogue
(1-10V)

59x59cm/61.6W 9210lm(62W5959)

86x86cm/93.6W 14050lm(94W8686)

113x113cm/128.7W 19320lm(129W113113)

140x140cm/163.9W 24590lm(164W140140)

* Custom luminaire colours available upon request.

** Available in CRI90 upon request.

*** Low Glare (UGR< ), Low UGR (UGR<1 )20,8 8

9750lm

14860lm

20430lm

26000lm

CRI**

IP40

LED Source LED Source

CRI**

Opal
(OP)

Low UGR
(LU)

/23.4W 3920lm

/32.8W 5560lm

/45.1W 7650lm

/57.4W 9730lm

4150lm

5880lm

8090lm

10290lm

HIGH EFFICIENCY

HIGH POWER 3000K 4000K

3000K 4000K

(80)80 (80)80

(80)80 (80)80

Luminaire

Colour*

White

Black

(WH)

(BL)

Grey
(GR]

ORBIT Recessed

High Power

( RC HP)ORBIT

ORBIT Recessed

High Efficiency

( RC HE)ORBIT

***

***
59x59cm

86x86cm

113x113cm

140x140cm

(23W5959)

(33W8686)

(45W113113)

(57W140140)

Dimming

Option

Emergency (1)

Standard (0)

Fuction

Ceiling Recessed

LIGHTSOURCE BY

418 ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

ORBIT RC
(Recessed)

Opal LOR 0.6 Low Glare LOR 0.66

HIGH POWER HIGH EFFICIENCY

Opal LOR 0.6 Low UGR LOR 0.67

200

300

400

500

200

300

400

500

160

240

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

160

240

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

62W 94W 129W 164W

23W 33W 45W 57W

HIGH POWER

HIGH EFFICIENCY

ORBIT Recessed

Weight 4.40Kgs 6.66Kgs 9Kgs 11.9Kgs

1419x1419mm1149x1149mm879x879mm609x609mm

Ceiling Recessed

419ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr
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ORBIT RC
(Recessed)

Ordering Code Example: ORBIT - -30- -RC HP WH 94W8686-80 LG-230-ND-0

Model VoltageWatt / DiameterCCT Type

230VAC

(230)

3000K

4000K

(30)

(40) (A1)

(ND)

(WL)

Non
Dimmable

Wireless

(DL)DALI

Extras

Opal
(OP)

Low Glare
(LG)

Analogue
(1-10V)

59x59cm/61.6W 9210lm(62W5959)

86x86cm/93.6W 14050lm(94W8686)

113x113cm/128.7W 19320lm(129W113113)

140x140cm/163.9W 24590lm(164W140140)

* Custom luminaire colours available upon request.

** Available in CRI90 upon request.

*** Low Glare (UGR< ), Low UGR (UGR<1 )20,8 8

9750lm

14860lm

20430lm

26000lm

CRI**

IP40

LED Source LED Source

CRI**

Opal
(OP)

Low UGR
(LU)

/23.4W 3920lm

/32.8W 5560lm

/45.1W 7650lm

/57.4W 9730lm

4150lm

5880lm

8090lm

10290lm

HIGH EFFICIENCY

HIGH POWER 3000K 4000K

3000K 4000K

(80)80 (80)80

(80)80 (80)80

Luminaire

Colour*

White

Black

(WH)

(BL)

Grey
(GR]

ORBIT Recessed

High Power

( RC HP)ORBIT

ORBIT Recessed

High Efficiency

( RC HE)ORBIT

***

***
59x59cm

86x86cm

113x113cm

140x140cm

(23W5959)

(33W8686)

(45W113113)

(57W140140)

Dimming

Option

Emergency (1)

Standard (0)

Fuction

Ceiling Recessed

LIGHTSOURCE BY

418 ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

ORBIT RC
(Recessed)

Opal LOR 0.6 Low Glare LOR 0.66

HIGH POWER HIGH EFFICIENCY

Opal LOR 0.6 Low UGR LOR 0.67

200

300

400

500

200

300

400

500

160

240

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

160

240

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

62W 94W 129W 164W

23W 33W 45W 57W

HIGH POWER

HIGH EFFICIENCY

ORBIT Recessed

Weight 4.40Kgs 6.66Kgs 9Kgs 11.9Kgs

1419x1419mm1149x1149mm879x879mm609x609mm

Ceiling Recessed

419ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr
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Reform 30 is a complete series of miniaturized downlights available recessed, trimless or surface.

It is available in round form.

Power consumption: watt and watt.

Beam angle varies from to degrees.

Accessories available: honeycomb.

Luminaire material: aluminium construction/ PC part .

It is offered in white and/or black colour as standard but RAL colours also are available on request.

3 SDCM

L90/B10 50000h

Low UGR ensuring vi comfort .

3 6.3

28 50

s

sual (UGR<14 /black inner ring)

Ceiling RecessedREFORM 30 RC

Base

Spot

Inner Ring

Φ76mmΦ85mm

Φ30mm

5 º5

345º

4
8

m
m

3
5

m
m

420 ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

REFORM 30 RC-3-40C-80-36-AD-WWB-00-00

Ordering Code Example:

Adjustable (AD)

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless **

* Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

Dimming OptionTypeLED Power

Beam

Angle

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

CCT*

(80) (90)80 90

CRI80, CRI90

LED Source

28º (28)

50º ( )50

36º ( )36

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

3W (3)

6.3W (6)

396lm

396lm

4 lm28

4 lm28

3 lm20

3 lm42

3 lm69

396lm

669lm

669lm

7 lm22

7 lm22

5 lm40

577lm

6 lm23

669lm

2000

3000

4000

1600

2400

3200

1000

1500

2000

2500

3000

1000

1500

2000

800

1200

1600

2000

800

1200

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

28º LOR 0.81
105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

0° 0°15° 15°30° 30°30° 30°15° 15°

36º 50ºLOR 0.735 LOR 0.73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

28º LOR 0.86
105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

0° 0°15° 15°30° 30°30° 30°15° 15°

36º 50ºLOR 0.81 LOR 0.82

I ring colour:nner

BLACK

I ring colour:nner

WHITE

Honeycomb

AccessoriesLuminaire Colour

( )XXX
Base

(B)

(W)White
Black

Spot

Inner Ring

(B)

(W)White
Black

(B)

(W)White
Black

( )XX

(1)

(0)Standard
Honeycomb

Extras

(1)

(0)No Extras
Emergency

Ceiling Recessed REFORM 30 RC

Model

REFORM

Recessed

30

(REFORM 30 RC)

421ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr
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Reform 30 is a complete series of miniaturized downlights available recessed, trimless or surface.

It is available in round form.

Power consumption: watt and watt.

Beam angle varies from to degrees.

Accessories available: honeycomb.

Luminaire material: aluminium construction/ PC part .

It is offered in white and/or black colour as standard but RAL colours also are available on request.

3 SDCM

L90/B10 50000h

Low UGR ensuring vi comfort .

3 6.3

28 50

s

sual (UGR<14 /black inner ring)

Ceiling RecessedREFORM 30 RC

Base

Spot

Inner Ring

Φ76mmΦ85mm

Φ30mm

5 º5

345º

4
8

m
m

3
5

m
m

420 ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

REFORM 30 RC-3-40C-80-36-AD-WWB-00-00

Ordering Code Example:

Adjustable (AD)

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless **

* Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

Dimming OptionTypeLED Power

Beam

Angle

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

CCT*

(80) (90)80 90

CRI80, CRI90

LED Source

28º (28)

50º ( )50

36º ( )36

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

3W (3)

6.3W (6)

396lm

396lm

4 lm28

4 lm28

3 lm20

3 lm42

3 lm69

396lm

669lm

669lm

7 lm22

7 lm22

5 lm40

577lm

6 lm23

669lm

2000

3000

4000

1600

2400

3200

1000

1500

2000

2500

3000

1000

1500

2000

800

1200

1600

2000

800

1200

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

28º LOR 0.81
105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

0° 0°15° 15°30° 30°30° 30°15° 15°

36º 50ºLOR 0.735 LOR 0.73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

28º LOR 0.86
105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

0° 0°15° 15°30° 30°30° 30°15° 15°

36º 50ºLOR 0.81 LOR 0.82

I ring colour:nner

BLACK

I ring colour:nner

WHITE

Honeycomb

AccessoriesLuminaire Colour

( )XXX
Base

(B)

(W)White
Black

Spot

Inner Ring

(B)

(W)White
Black

(B)

(W)White
Black

( )XX

(1)

(0)Standard
Honeycomb

Extras

(1)

(0)No Extras
Emergency

Ceiling Recessed REFORM 30 RC

Model

REFORM

Recessed

30

(REFORM 30 RC)
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Reform 30 is a complete series of miniaturized downlights available recessed, trimless or surface.

It is available in round form.

Power consumption: watt and watt.

Beam angle varies from to degrees.

Accessories available: honeycomb.

Luminaire material: aluminium construction/ PC part .

It is offered in white and/or black colour as standard but RAL colours also are available on request.

Emergency kit and battery replacement accessibility of emergency kit should be considered

as the kit does not pass through the luminaire cutout.

3 SDCM

L90/B10 50000h

Low UGR ensuring vi comfort .

3 6.3

28 50

s

Recessed

sual (UGR<14 /black inner ring)

Ceiling RecessedREFORM 30 IN-OUT RC

Φ47mm

6
0

m
m

6
m

m

Φ30mm 8 º5

340º

8
5

m
m

1
5

m
m

Φ54mm Base

Spot

Inner Ring
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2000

3000

4000

1600

2400

3200

1000

1500

2000

2500

3000

1000

1500

2000

800

1200

1600

2000

800

1200

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

28º LOR 0.81
105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

0° 0°15° 15°30° 30°30° 30°15° 15°

36º 50ºLOR 0.735 LOR 0.73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

28º LOR 0.86
105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

0° 0°15° 15°30° 30°30° 30°15° 15°

36º 50ºLOR 0.81 LOR 0.82

I ring colour:nner

BLACK

I ring colour:nner

WHITE

Honeycomb

Ceiling Recessed REFORM 30 IN-OUT RC

LED Power

3W (3)

6.3W (6)

Model

REFORM

IN-OUT

Recessed

30

(REFORM 30 IO RC)

REFORM 30 IO RC-3-40C-80-36-AD-WWB-00-10

Ordering Code Example:

Adjustable (AD)

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless **

* Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

Dimming OptionType

Beam

Angle

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

CCT*

(80) (90)80 90

28º (28)

50º ( )50

36º ( )36

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

396lm

396lm

4 lm28

4 lm28

3 lm20

3 lm42

3 lm69

396lm

669lm

669lm

7 lm22

7 lm22

5 lm40

577lm

6 lm23

669lm

AccessoriesLuminaire Colour

( )XXX
Base

(B)

(W)White
Black

Spot

Inner Ring

(B)

(W)White
Black

(B)

(W)White
Black

( )XX

(1)

(0)Standard
Honeycomb

Extras

(1)

(0)No Extras
Emergency

CRI80, CRI90

LED Source
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Reform 30 is a complete series of miniaturized downlights available recessed, trimless or surface.

It is available in round form.

Power consumption: watt and watt.

Beam angle varies from to degrees.

Accessories available: honeycomb.

Luminaire material: aluminium construction/ PC part .

It is offered in white and/or black colour as standard but RAL colours also are available on request.

Emergency kit and battery replacement accessibility of emergency kit should be considered

as the kit does not pass through the luminaire cutout.

3 SDCM

L90/B10 50000h

Low UGR ensuring vi comfort .

3 6.3

28 50

s

Recessed

sual (UGR<14 /black inner ring)

Ceiling RecessedREFORM 30 IN-OUT RC

Φ47mm

6
0

m
m

6
m

m

Φ30mm 8 º5

340º

8
5

m
m

1
5

m
m

Φ54mm Base

Spot

Inner Ring
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2000

3000

4000

1600

2400

3200

1000

1500

2000

2500

3000

1000

1500

2000

800

1200

1600

2000

800

1200

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

28º LOR 0.81
105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

0° 0°15° 15°30° 30°30° 30°15° 15°

36º 50ºLOR 0.735 LOR 0.73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

28º LOR 0.86
105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

0° 0°15° 15°30° 30°30° 30°15° 15°

36º 50ºLOR 0.81 LOR 0.82

I ring colour:nner

BLACK

I ring colour:nner

WHITE

Honeycomb

Ceiling Recessed REFORM 30 IN-OUT RC

LED Power

3W (3)

6.3W (6)

Model

REFORM

IN-OUT

Recessed

30

(REFORM 30 IO RC)

REFORM 30 IO RC-3-40C-80-36-AD-WWB-00-10

Ordering Code Example:

Adjustable (AD)

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless **

* Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

Dimming OptionType

Beam

Angle

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

CCT*

(80) (90)80 90

28º (28)

50º ( )50

36º ( )36

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

396lm

396lm

4 lm28

4 lm28

3 lm20

3 lm42

3 lm69

396lm

669lm

669lm

7 lm22

7 lm22

5 lm40

577lm

6 lm23

669lm

AccessoriesLuminaire Colour

( )XXX
Base

(B)

(W)White
Black

Spot

Inner Ring

(B)

(W)White
Black

(B)

(W)White
Black

( )XX

(1)

(0)Standard
Honeycomb

Extras

(1)

(0)No Extras
Emergency

CRI80, CRI90

LED Source
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Reform 30 is a complete series of miniaturized downlights available recessed, trimless or surface.

It is available in round form.

Power consumption: watt and watt.

Beam angle varies from to degrees.

Accessories available: honeycomb.

Luminaire material: aluminium construction/ PC part .

It is offered in white and/or black colour as standard but RAL colours also are available on request.

Emergency kit and battery replacement accessibility of emergency kit should be considered

as the kit does not pass through the luminaire cutout.

3 SDCM

L90/B10 50000h

Low UGR ensuring vi comfort .

3 6.3

28 50

s

sual (UGR<14 /black inner ring)

Ceiling Recessed

Ordering Code Example: REFORM 30 RCSP-3-40C-80-36-AD-WWB-00-00

Adjustable (AD)

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless **

* Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

Dimming OptionType

Beam

Angle

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

CCT*

(80) (90)80 90

28º (28)

50º ( )50

36º ( )36

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

REFORM 30 RC Spot
4

0
m

m
6

0
m

m

8
m

m

Φ55mm

Φ43mm

Φ30mm 8 º5

340º

396lm

396lm

4 lm28

4 lm28

3 lm20

3 lm42

3 lm69

396lm

669lm

669lm

7 lm22

7 lm22

5 lm40

577lm

6 lm23

669lm

2000

3000

4000

1600

2400

3200

1000

1500

2000

2500

3000

1000

1500

2000

800

1200

1600

2000

800

1200

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

28º LOR 0.81
105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

0° 0°15° 15°30° 30°30° 30°15° 15°

36º 50ºLOR 0.735 LOR 0.73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

28º LOR 0.86
105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

0° 0°15° 15°30° 30°30° 30°15° 15°

36º 50ºLOR 0.81 LOR 0.82

I ring colour:nner

BLACK

I ring colour:nner

WHITE

Honeycomb

AccessoriesLuminaire Colour

( )XXX
Base

(B)

(W)White
Black

Spot

Inner Ring

(B)

(W)White
Black

(B)

(W)White
Black

( )XX

(1)

(0)Standard
Honeycomb

Extras

(1)

(0)No Extras
Emergency

Base

Spot

Inner Ring

LED Power

3W (3)

6.3W (6)

Model

REFORM

Recessed

30

Spot

(REFORM 30 RCSP)

424

CRI80, CRI90

LED Source
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Reform 30 is a complete series of miniaturized downlights available recessed, trimless or surface.

It is available in round form.

Power consumption: watt and watt.

Beam angle varies from to degrees.

Accessories available: honeycomb.

Luminaire material: aluminium construction/ PC part .

It is offered in white and/or black colour as standard but RAL colours also are available on request.

Emergency kit and battery replacement accessibility of emergency kit should be considered

as the kit does not pass through the luminaire cutout.

3 SDCM

L90/B10 50000h

Low UGR ensuring vi comfort .

3 6.3

28 50

s

sual (UGR<14 /black inner ring)

Ceiling Recessed

Ordering Code Example: REFORM 30 RCSP-3-40C-80-36-AD-WWB-00-00

Adjustable (AD)

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless **

* Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

Dimming OptionType

Beam

Angle

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

CCT*

(80) (90)80 90

28º (28)

50º ( )50

36º ( )36

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

REFORM 30 RC Spot

4
0

m
m

6
0

m
m

8
m

m

Φ55mm

Φ43mm

Φ30mm 8 º5

340º

396lm

396lm

4 lm28

4 lm28

3 lm20

3 lm42

3 lm69

396lm

669lm

669lm

7 lm22

7 lm22

5 lm40

577lm

6 lm23

669lm

2000

3000

4000

1600

2400

3200

1000

1500

2000

2500

3000

1000

1500

2000

800

1200

1600

2000

800

1200

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

28º LOR 0.81
105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

0° 0°15° 15°30° 30°30° 30°15° 15°

36º 50ºLOR 0.735 LOR 0.73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

28º LOR 0.86
105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

0° 0°15° 15°30° 30°30° 30°15° 15°

36º 50ºLOR 0.81 LOR 0.82

I ring colour:nner

BLACK

I ring colour:nner

WHITE

Honeycomb

AccessoriesLuminaire Colour

( )XXX
Base

(B)

(W)White
Black

Spot

Inner Ring

(B)

(W)White
Black

(B)

(W)White
Black

( )XX

(1)

(0)Standard
Honeycomb

Extras

(1)

(0)No Extras
Emergency

Base

Spot

Inner Ring

LED Power

3W (3)

6.3W (6)

Model

REFORM

Recessed

30

Spot

(REFORM 30 RCSP)

424

CRI80, CRI90

LED Source
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Ceiling RecessedREFORM 52 RC
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Reform 52 is a complete series of downlights available recessed, trimless or surface.

It is available in round form.

Power consumption: 12watt and 8.2watt.

Beam angle varies from 6 to 44 degrees.

Accessories available: honeycomb, line spread lens or softening lens.

Luminaire material: aluminium construction/ PC part .

It is offered in white and/or black colour as standard but RAL colours also are available on request.

3 SDCM

L90/B10 50000h

Low UGR ensuring vi comfort 2 .

s

sual (UGR<1 /black inner ring)

Φ100mm

Φ115mm

Φ52mm

6
0

m
m

4 º5

3 06 º

Φ92mm

6
0

m
m

Base

Spot

Inner Ring

Recessed
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Ceiling Recessed REFORM 52 RC

Adjustable (AD)

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless **

Dimming Option AccessoriesType

6º (06)

( )0X

( )XX
EXTRAS

No Extras

( )1XEmergency

Standard

Honeycomb

Line spread lens

Softening lens

( )0X

( )1X

( )2X

( )3X

21º (21)

44º (44)

33º (33)

Beam

Angle

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

CCT*

(80) (90)80 90

779lm

779lm

841lm

903lm

628lm

673lm

726lm

779lm

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K 1590lm

1710lm

1830lm

1710lm

1380lm

1485lm

1590lm

1590lm

Line spread lens Softening lensHoneycomb

Luminaire Colour

( )XXX
Base

(B)

(W)White
Black

Spot

Inner Ring

(B)

(W)White
Black

(B)

(W)White
Black

REFORM 52 RC-1 -40C-80-33-AD-WWB-00-012

Ordering Code Example:

* Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15°

6º LOR 0.73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15°

33º LOR 0.73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15°

44º LOR 0.54
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15°

21º LOR 0.69

1000

1500

2000

0°0°

3200

4800

0°0°

1600

2400

0°0°

20000

30000

40000

50000

60000

0°0°

I ring colour:nner

BLACK

0°

16000

24000

3200

4800

6400

1000

1500

2000

2500

3000

800

1200

1600

2400

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0°0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0°0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0°0°

6º LOR 0.85 21º LOR 0.85 44º LOR 0.6733º LOR 0.86

I ring colour:nner

WHITE

LED Power

8.2W (8)

12W (12)

Model

REFORM

Recessed

52

(REFORM 52 RC)

CRI80, CRI90

LED Source
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Ceiling RecessedREFORM 52 RC

�

�

�

�

�

�

�

�

�

�

Reform 52 is a complete series of downlights available recessed, trimless or surface.

It is available in round form.

Power consumption: 12watt and 8.2watt.

Beam angle varies from 6 to 44 degrees.

Accessories available: honeycomb, line spread lens or softening lens.

Luminaire material: aluminium construction/ PC part .

It is offered in white and/or black colour as standard but RAL colours also are available on request.

3 SDCM

L90/B10 50000h

Low UGR ensuring vi comfort 2 .

s

sual (UGR<1 /black inner ring)

Φ100mm

Φ115mm

Φ52mm

6
0

m
m

4 º5

3 06 º

Φ92mm

6
0

m
m

Base

Spot

Inner Ring

Recessed
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Ceiling Recessed REFORM 52 RC

Adjustable (AD)

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless **

Dimming Option AccessoriesType

6º (06)

( )0X

( )XX
EXTRAS

No Extras

( )1XEmergency

Standard

Honeycomb

Line spread lens

Softening lens

( )0X

( )1X

( )2X

( )3X

21º (21)

44º (44)

33º (33)

Beam

Angle

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

CCT*

(80) (90)80 90

779lm

779lm

841lm

903lm

628lm

673lm

726lm

779lm

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K 1590lm

1710lm

1830lm

1710lm

1380lm

1485lm

1590lm

1590lm

Line spread lens Softening lensHoneycomb

Luminaire Colour

( )XXX
Base

(B)

(W)White
Black

Spot

Inner Ring

(B)

(W)White
Black

(B)

(W)White
Black

REFORM 52 RC-1 -40C-80-33-AD-WWB-00-012

Ordering Code Example:

* Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15°

6º LOR 0.73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15°

33º LOR 0.73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15°

44º LOR 0.54
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15°

21º LOR 0.69

1000

1500

2000

0°0°

3200

4800

0°0°

1600

2400

0°0°

20000

30000

40000

50000

60000

0°0°

I ring colour:nner

BLACK

0°

16000

24000

3200

4800

6400

1000

1500

2000

2500

3000

800

1200

1600

2400

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0°0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0°0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0°0°

6º LOR 0.85 21º LOR 0.85 44º LOR 0.6733º LOR 0.86

I ring colour:nner

WHITE

LED Power

8.2W (8)

12W (12)

Model

REFORM

Recessed

52

(REFORM 52 RC)

CRI80, CRI90

LED Source
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Reform is a complete series of miniaturized downlights available recessed, trimless or surface.

It is available in round form.

Power consumption: watt and watt.

Beam angle varies from to degrees.

Accessories available: honeycomb.

Luminaire material: aluminium construction/ PC part .

It is offered in white and/or black colour as standard but RAL colours also are available on request.

3 SDCM

L90/B10 50000h

Low UGR ensuring vi comfort 2 .

52

12 8.2

4 44

s

sual (UGR<1 /black inner ring)

Ceiling RecessedREFORM 52 IN-OUT RC

Φ81mm

9
2

m
m

8
m

m

1
2

6
m

m

3 04 º

Φ52mm

8 º5

Φ90mm

Base
Spot

Inner Ring
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Ceiling Recessed REFORM 52 IN-OUT RC

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15°

6º LOR 0.73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15°

33º LOR 0.73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15°

44º LOR 0.54
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15°

21º LOR 0.69

1000

1500

2000

0°0°

3200

4800

0°0°

1600

2400

0°0°

20000

30000

40000

50000

60000

0°0°

I ring colour:nner

BLACK

0°

16000

24000

3200

4800

6400

1000

1500

2000

2500

3000

800

1200

1600

2400

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0°0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0°0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0°0°

6º LOR 0.85 21º LOR 0.85 44º LOR 0.6733º LOR 0.86

I ring colour:nner

WHITE

Line spread lens Softening lensHoneycomb

REFORM 52 IO RC-1 -40C-80-33-AD-WWB-00-012

Ordering Code Example:

* Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

(0)

EXTRAS

No Extras

(1)Emergency

Standard

Honeycomb

Line spread lens

Softening lens

(0)

(1)

(2)

(3)

( )XXAdjustable (AD)

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless **

Dimming Option AccessoriesType

6º (06)

21º (21)

44º (44)

33º (33)

Beam

Angle

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

CCT*

(80) (90)80 90

779lm

779lm

841lm

903lm

628lm

673lm

726lm

779lm

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K 1590lm

1710lm

1830lm

1710lm

1380lm

1485lm

1590lm

1590lm

Luminaire Colour

( )XXX
Base

(B)

(W)White
Black

Spot

Inner Ring

(B)

(W)White
Black

(B)

(W)White
Black

LED Power

8.2W (8)

12W (12)

Model

REFORM

IN-OUT

Recessed

52

(REFORM 52 IO RC)

CRI80, CRI90

LED Source
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Reform is a complete series of miniaturized downlights available recessed, trimless or surface.

It is available in round form.

Power consumption: watt and watt.

Beam angle varies from to degrees.

Accessories available: honeycomb.

Luminaire material: aluminium construction/ PC part .

It is offered in white and/or black colour as standard but RAL colours also are available on request.

3 SDCM

L90/B10 50000h

Low UGR ensuring vi comfort 2 .

52

12 8.2

4 44

s

sual (UGR<1 /black inner ring)

Ceiling RecessedREFORM 52 IN-OUT RC

Φ81mm

9
2

m
m

8
m

m

1
2

6
m

m

3 04 º

Φ52mm

8 º5

Φ90mm

Base
Spot

Inner Ring
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Ceiling Recessed REFORM 52 IN-OUT RC

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15°

6º LOR 0.73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15°

33º LOR 0.73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15°

44º LOR 0.54
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15°

21º LOR 0.69

1000

1500

2000

0°0°

3200

4800

0°0°

1600

2400

0°0°

20000

30000

40000

50000

60000

0°0°

I ring colour:nner

BLACK

0°

16000

24000

3200

4800

6400

1000

1500

2000

2500

3000

800

1200

1600

2400

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0°0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0°0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0°0°

6º LOR 0.85 21º LOR 0.85 44º LOR 0.6733º LOR 0.86

I ring colour:nner

WHITE

Line spread lens Softening lensHoneycomb

REFORM 52 IO RC-1 -40C-80-33-AD-WWB-00-012

Ordering Code Example:

* Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

(0)

EXTRAS

No Extras

(1)Emergency

Standard

Honeycomb

Line spread lens

Softening lens

(0)

(1)

(2)

(3)

( )XXAdjustable (AD)

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless **

Dimming Option AccessoriesType

6º (06)

21º (21)

44º (44)

33º (33)

Beam

Angle

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

CCT*

(80) (90)80 90

779lm

779lm

841lm

903lm

628lm

673lm

726lm

779lm

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K 1590lm

1710lm

1830lm

1710lm

1380lm

1485lm

1590lm

1590lm

Luminaire Colour

( )XXX
Base

(B)

(W)White
Black

Spot

Inner Ring

(B)

(W)White
Black

(B)

(W)White
Black

LED Power

8.2W (8)

12W (12)

Model

REFORM

IN-OUT

Recessed

52

(REFORM 52 IO RC)

CRI80, CRI90

LED Source
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Reform 52 is a complete series of downlights available recessed, trimless or surface.

It is available in round form.

Power consumption : 12watt and 8.2watt.

Beam angle varies from 6 to 44 degrees.

Accessories available: honeycomb, line spread lens or softening lens.

Luminaire material: aluminium construction/ PC part .

It is offered in white and/or black colour as standard but RAL colours also are available on request.

3 SDCM

L90/B10 50000h

Low UGR ensuring vi comfort 2 .

s

sual (UGR<1 /black inner ring)

REFORM 52 RC Spot Ceiling Recessed

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15°

6º LOR 0.73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15°

33º LOR 0.73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15°

44º LOR 0.54
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15°

21º LOR 0.69

1000

1500

2000

0°0°

3200

4800

0°0°

1600

2400

0°0°

20000

30000

40000

50000

60000

0°0°

I ring colour:nner

BLACK

0°

16000

24000

3200

4800

6400

1000

1500

2000

2500

3000

800

1200

1600

2400

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0°0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0°0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0°0°

6º LOR 0.85 21º LOR 0.85 44º LOR 0.6733º LOR 0.86

I ring colour:nner

WHITE

Line spread lens Softening lensHoneycomb

3 04 º

Φ52mm

4
0

m
m

9
2

m
m

1
0

m
m

Φ62mm

Φ52mm

8 º5

Base

Spot

Inner Ring

430

Ordering Code Example: REFORM 52 RCSP-1 -40C-80-33-AD-WWB-00-012

Adjustable (AD)

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless **

* Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

Dimming OptionType

Beam

Angle

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

CCT*

(80) (90)80 90

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

AccessoriesLuminaire Colour

( )XXX
Base

(B)

(W)White
Black

Spot

Inner Ring

(B)

(W)White
Black

(B)

(W)White
Black

LED Power

8.2W (8)

12W (12)

Model

REFORM

Recessed

52

Spot

(REFORM 52 RCSP)

779lm

779lm

841lm

903lm

628lm

673lm

726lm

779lm

1590lm

1710lm

1830lm

1710lm

1380lm

1485lm

1590lm

1590lm

6º (06)

21º (21)

44º (44)

33º (33)
(0)

EXTRAS

No Extras

(1)Emergency

Standard

Honeycomb

Line spread lens

Softening lens

(0)

(1)

(2)

(3)

( )XX

CRI80, CRI90

LED Source

ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

Φ58mm

90º

3 04 º

Φ75mm

3
3

m
m

1
5

0
m

m

1
0

m
m

Φ75mm

REFORM 75 RC Spot

Ordering Code Example: REFORM RCSP-1 -40C-80- -AD-WWB-00-1075 8 50

Adjustable (AD)

Dimming Option AccessoriesType

17º ( )17

50º ( )50

27º ( )27

Beam

Angle

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

CCT*

(80) (90)80 90

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K 2919lm

3102lm

3192lm

3230lm

2409lm

2512lm

2663lm

2791lm

Luminaire Colour

( )XXX
Base

(B)

(W)White
Black

Spot

Inner Ring

(B)

(W)White
Black

(B)

(W)White
Black

2067lm

2223lm

2379lm

2223lm

1794lm

1931lm

2067lm

2067lm

27º LOR 0.766 50º LOR 0.79317º LOR 0.73

I ring colour:nner

BLACK

17º LOR 0.755 50º LOR 0.80927º LOR 0.814

I ring colour:nner

WHITE

4000

6000

8000

10000

4000

6000

8000

10000

2000

3000

5000

2000

3000

800

1200

800

1200

0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0°

Base

Spot

Inner Ring

�

�

�

�

�

�

�

�

�

�

Reform is series of downlights available recessed or surface.

It is available in round form.

Power consumption : watt and watt.

Beam angle varies from to degrees.

Accessories available: honeycomb, line spread lens or softening lens.

Luminaire material: aluminium construction/ PC part .

It is offered in white and/or black colour as standard but RAL colours also are available on request.

3 SDCM

L90/B10 50000h

Low UGR ensuring vi comfort 5 .

75

23.5 18

17 50

s

sual (UGR<1 /black inner ring)

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless **

* Models with CCTs of 3500K & 6500K are available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

431

Ceiling Recessed

Line spread lens Softening lensHoneycomb

(0)

EXTRAS

No Extras

(1)Emergency

Standard

Honeycomb

Line spread lens

Softening lens

(0)

(1)

(2)

(3)

( )XX

LED Power

18W (18)

23.5W (24)

Model

REFORM

Recessed

75

Spot

(REFORM 75 RCSP)

CRI80, CRI90

LED Source
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Reform 52 is a complete series of downlights available recessed, trimless or surface.

It is available in round form.

Power consumption : 12watt and 8.2watt.

Beam angle varies from 6 to 44 degrees.

Accessories available: honeycomb, line spread lens or softening lens.

Luminaire material: aluminium construction/ PC part .

It is offered in white and/or black colour as standard but RAL colours also are available on request.

3 SDCM

L90/B10 50000h

Low UGR ensuring vi comfort 2 .

s

sual (UGR<1 /black inner ring)

REFORM 52 RC Spot Ceiling Recessed

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15°

6º LOR 0.73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15°

33º LOR 0.73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15°

44º LOR 0.54
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15°

21º LOR 0.69

1000

1500

2000

0°0°

3200

4800

0°0°

1600

2400

0°0°

20000

30000

40000

50000

60000

0°0°

I ring colour:nner

BLACK

0°

16000

24000

3200

4800

6400

1000

1500

2000

2500

3000

800

1200

1600

2400

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0°0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0°0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0°0°

6º LOR 0.85 21º LOR 0.85 44º LOR 0.6733º LOR 0.86

I ring colour:nner

WHITE

Line spread lens Softening lensHoneycomb

3 04 º

Φ52mm

4
0

m
m

9
2

m
m

1
0

m
m

Φ62mm

Φ52mm

8 º5

Base

Spot

Inner Ring

430

Ordering Code Example: REFORM 52 RCSP-1 -40C-80-33-AD-WWB-00-012

Adjustable (AD)

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless **

* Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

Dimming OptionType

Beam

Angle

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

CCT*

(80) (90)80 90

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

AccessoriesLuminaire Colour

( )XXX
Base

(B)

(W)White
Black

Spot

Inner Ring

(B)

(W)White
Black

(B)

(W)White
Black

LED Power

8.2W (8)

12W (12)

Model

REFORM

Recessed

52

Spot

(REFORM 52 RCSP)

779lm

779lm

841lm

903lm

628lm

673lm

726lm

779lm

1590lm

1710lm

1830lm

1710lm

1380lm

1485lm

1590lm

1590lm

6º (06)

21º (21)

44º (44)

33º (33)
(0)

EXTRAS

No Extras

(1)Emergency

Standard

Honeycomb

Line spread lens

Softening lens

(0)

(1)

(2)

(3)

( )XX

CRI80, CRI90

LED Source
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Φ58mm

90º

3 04 º

Φ75mm

3
3

m
m

1
5

0
m

m

1
0

m
m

Φ75mm

REFORM 75 RC Spot

Ordering Code Example: REFORM RCSP-1 -40C-80- -AD-WWB-00-1075 8 50

Adjustable (AD)

Dimming Option AccessoriesType

17º ( )17

50º ( )50

27º ( )27

Beam

Angle

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

CCT*

(80) (90)80 90

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K 2919lm

3102lm

3192lm

3230lm

2409lm

2512lm

2663lm

2791lm

Luminaire Colour

( )XXX
Base

(B)

(W)White
Black

Spot

Inner Ring

(B)

(W)White
Black

(B)

(W)White
Black

2067lm

2223lm

2379lm

2223lm

1794lm

1931lm

2067lm

2067lm

27º LOR 0.766 50º LOR 0.79317º LOR 0.73

I ring colour:nner

BLACK

17º LOR 0.755 50º LOR 0.80927º LOR 0.814

I ring colour:nner

WHITE

4000

6000

8000

10000

4000

6000

8000

10000

2000

3000

5000

2000

3000

800

1200

800

1200

0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0°

Base

Spot

Inner Ring

�

�

�

�

�

�

�

�

�

�

Reform is series of downlights available recessed or surface.

It is available in round form.

Power consumption : watt and watt.

Beam angle varies from to degrees.

Accessories available: honeycomb, line spread lens or softening lens.

Luminaire material: aluminium construction/ PC part .

It is offered in white and/or black colour as standard but RAL colours also are available on request.

3 SDCM

L90/B10 50000h

Low UGR ensuring vi comfort 5 .

75

23.5 18

17 50

s

sual (UGR<1 /black inner ring)

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless **

* Models with CCTs of 3500K & 6500K are available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

431

Ceiling Recessed

Line spread lens Softening lensHoneycomb

(0)

EXTRAS

No Extras

(1)Emergency

Standard

Honeycomb

Line spread lens

Softening lens

(0)

(1)

(2)

(3)

( )XX

LED Power

18W (18)

23.5W (24)

Model

REFORM

Recessed

75

Spot

(REFORM 75 RCSP)

CRI80, CRI90

LED Source
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Ceiling RecessedADORNO RC Spotlight Retrofit

90
o

330
o

Lamp

Holder

ADORNO

Spotlight

Recessed

Retrofit

( RCSR)ADORNO

TypeModel

Adjustable (AD) (G1)

Outer Colour - Inner Colour

ADORNO RCSR-WB-AD-G1-1Ordering Code Example:

White-Black

White-White

White-Gold

Black-Black

Black-White

Black-Gold

(WB)

(WW)

(WG)

(BB)

(BW)

(BG)

ACC.004

Honeycomb

ACC.007

Linear Spread

ACC.006

Softening Lens

ACC.005

Spread Lens

(0)Standard

Honeycomb

Linear Spread

Softening Lens

Spread Lens

(1)

(2)

(3)

(4)

Accessories

Black-WhiteBlack-Black Black-Gold

White-WhiteWhite-Black White-Gold

�

�

�

�

�

Adorno series with GU10 lampholder (lamp not included).

Powder coated Aluminium housing

Minimal aesthetic for contemporary architectural design

Available in white or black colour for the outer housing and in white, black or gold for the inner housing

Available with accessories: : honeycomb spread lens

spotlight , max 7.5W

.

.

.

, linear , softening lens, spread lens.

GU10 (max 7.5W)

Φ50mm

432

Lamp

Not included

Φ60mm

9
8

m
m

1
.5

m
m

1
1

7
m

m

Φ60mm

3
5

m
m
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Ceiling RecessedADORNO RC Spotlight Retrofit

90
o

330
o

Lamp

Holder

ADORNO

Spotlight

Recessed

Retrofit

( RCSR)ADORNO

TypeModel

Adjustable (AD) (G1)

Outer Colour - Inner Colour

ADORNO RCSR-WB-AD-G1-1Ordering Code Example:

White-Black

White-White

White-Gold

Black-Black

Black-White

Black-Gold

(WB)

(WW)

(WG)

(BB)

(BW)

(BG)

ACC.004

Honeycomb

ACC.007

Linear Spread

ACC.006

Softening Lens

ACC.005

Spread Lens

(0)Standard

Honeycomb

Linear Spread

Softening Lens

Spread Lens

(1)

(2)

(3)

(4)

Accessories

Black-WhiteBlack-Black Black-Gold

White-WhiteWhite-Black White-Gold

�

�

�

�

�

Adorno series with GU10 lampholder (lamp not included).

Powder coated Aluminium housing

Minimal aesthetic for contemporary architectural design

Available in white or black colour for the outer housing and in white, black or gold for the inner housing

Available with accessories: : honeycomb spread lens

spotlight , max 7.5W

.

.

.

, linear , softening lens, spread lens.

GU10 (max 7.5W)

Φ50mm

432

Lamp

Not included

Φ60mm

9
8

m
m

1
.5

m
m

1
1

7
m

m

Φ60mm

3
5

m
m
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�

�

�

�

�

�

�

�

�

�

�

�

�

�

�

�

SOUL recessed

available

SOUL DEEP version is also available for LED lamps.

Soul Mini: constant current 350mA @3W / 500mA @4.3W.

is a series of downlights.

It is available either round or square.

It is either fixed or adjustable depending on the model.

It is in standard or deep version offering extra visual comfort.

Power consumption: varies from 3 to 18 watt.

Beam angle: varies from 9 to 50 degrees.

Accessories available: honeycomb, linear spread lens, softening lens.

Luminaire outer trim material: aluminium.

Outer trim available in black or white as standard but custom colours also available upon request.

3 SDCM

L90/B10 50000h

Low UGR ensuring visual comfort (UGR<15 for DEEP version models).

Selection of IP protection: either IP20 or IP54 (face only).

Soul is also offered with an ingress protection rate IP65 (face only).

SOUL Series Ceiling Recessed

434 ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

SOUL Series

SOUL

ADJ

ADJ DEEP

IP65

IP65 DEEP

SOUL MINI

ADJ

ADJ DEEP

IP65

IP65 DEEP

DEEP

DEEP

Ceiling Recessed
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�

�

�

�

�

�

�

�

�

�

�

�

�

�

�

�

SOUL recessed

available

SOUL DEEP version is also available for LED lamps.

Soul Mini: constant current 350mA @3W / 500mA @4.3W.

is a series of downlights.

It is available either round or square.

It is either fixed or adjustable depending on the model.

It is in standard or deep version offering extra visual comfort.

Power consumption: varies from 3 to 18 watt.

Beam angle: varies from 9 to 50 degrees.

Accessories available: honeycomb, linear spread lens, softening lens.

Luminaire outer trim material: aluminium.

Outer trim available in black or white as standard but custom colours also available upon request.

3 SDCM

L90/B10 50000h

Low UGR ensuring visual comfort (UGR<15 for DEEP version models).

Selection of IP protection: either IP20 or IP54 (face only).

Soul is also offered with an ingress protection rate IP65 (face only).

SOUL Series Ceiling Recessed

434 ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

SOUL Series

SOUL

ADJ

ADJ DEEP

IP65

IP65 DEEP

SOUL MINI

ADJ

ADJ DEEP

IP65

IP65 DEEP

DEEP

DEEP

Ceiling Recessed
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Ceiling RecessedSOUL Series

Beam

AngleName Dimming Option

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

AccessoriesCCTShape

(80) (90)80 90

CRI80, CRI90

LED Source

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless***

( 0)XX

( )XXX

EXTRAS

No Extras

( )0XXStandard

Honeycomb

Linear Spread

Softening Lens

( 1)XX

No Extras

Emergency Kit

( )1XX

( )2XX

( )3XX

COVER

(30C)

(30C)

(30C)

(30C)

(30C)

(40C)

(40C)

(40C)

(40C)

(40C)

(50C)

(50C)

(50C)

(50C)

(50C)

3000K

3000K

3000K

3000K

3000K

4000K

4000K

4000K

4000K

4000K

5000K

5000K

5000K

5000K

5000K

(27C)

(27C)

(27C)

(27C)

(27C)

(1830B)

2700K

2700K

2700K

2700K

2700K

1800K 3000K~

(30C)

(30C)

(40C)

(40C)

(50C)

(50C)

3000K

3000K

4000K

4000K

5000K

5000K

(27C)

(27C)

2700K

2700K

22º 50º~

(2250)

1590lm

1710lm

1830lm

1710lm

1380lm

1485lm

1590lm

1590lm

LIGHTSOURCE BY

Low Depth

7W

(LD7)

Standard

6.2W

Standard

12.2W

Standard

18W

Narrow

Beam 6W

Narrow

Beam 8W

Warm

Dimming

0.2~6W

(ST )6

(ST12)

(ST18)

(NB6)

(NB8)

(WD)

Zoom 6.4W

Zoom 13W

(ZM )6

(ZM13)

Model

Luminaire Colour:

rim/T Inner Case**

(BB)

(WB)

(WW)

(BW)

White/White

White/Black

Black/Black

Black/White

(BL)

(WH)White

Black

930lm

960lm

1020lm

1020lm

762lm

792lm

840lm

840lm

2067lm

2223lm

2379lm

2223lm

1794lm

1931lm

2067lm

2067lm

616lm

616lm

665lm

714lm

497lm

532lm

574lm

616lm

792lm

792lm

855lm

918lm

639lm

684lm

738lm

792lm

704lm

713lm

760lm

736lm

568lm

608lm

656lm

704lm

1306lm

1360lm

1435lm

1453lm

1098lm

1150lm

1236lm

1236lm

636lm 518lm

9º (09)

(90) (95)90 95

(DL)

(A1)

(PC)

(WL)

DALI

Analogue (1-10V)

Phase Cut

Wireless***

IP54IP20

(SQ)

Square

(RD)

Round

( 0 )X X

IP RATE

IP20

( 1 )X XIP54

*Beam angle only for DEEP version.

** Inner Case applicable only for DEEP versions.

* * The wireless dimming option includes driver and Bluetooth dimming accessory.

**** Applicable only for SOUL IP65/SOUL IP65 DEEP.

*

704lm

713lm

760lm

736lm

568lm

608lm

656lm

704lm

Ordering Code Example: SOUL DEEP-RD-ST18-30C -30-WW-DL-100-80

SOUL

(SOUL)

SOUL DEEP

(SOUL DEEP)

SOUL ADJ

(SOUL A)

SOUL ADJ DEEP

(SOUL A DEEP)

SOUL IP65

(SOUL 65)

SOUL IP65 DEEP

(SOUL 65 DEEP)

30º

19º (19)

35º (35)

50º (50)

27º

1 º6
3 º0
35º

(30)

(16)

(30)

(35)

DEEP*

(27)

DEEP*

19º (19)

35º (35)

50º (50)

1 º6
3 º0
35º

(16)

(30)

(35)

DEEP*

ACR.056

Honeycomb

(as extra)

ACR.057

(as extra)

Linear Spread

ACR.059

(as extra)

Softening Lens

( 2 )X XIP65****

IP65
SOUL
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SOUL SeriesCeiling Recessed

*Beam angle only for DEEP version.

** Inner Case applicable only for DEEP versions.

*** Applicable only for SOUL IP65/SOUL IP65 DEEP.

**** Emergency option and battery replacement accessibility of the emergency kit

should be considered as the kit does not pass through the luminaire cutout.

Emergency option can be applied to 2-5 luminaires depending on the driver.

ACR.067

Honeycomb

(as extra)

ACR.066

(as extra)

Linear Spread

ACR.065

(as extra)

Softening Lens

SOUL MINI

(SOUL )MINI

SOUL MINI DEEP

(SOUL DEEP)MINI

SOUL MINI ADJ

(SOUL A)MINI

SOUL MINI ADJ DEEP

(SOUL A DEEP)MINI

Beam

AngleName Dimming Option AccessoriesCCTShape

(80) (90)80 90

(ND)

(00)

Non Dimmable

Without Driver

(30C)

(30C)

(40C)

(40C)

(50C)

(50C)

3000K

3000K

4000K

4000K

5000K

5000K

(27C)

(27C)

2700K

2700K 528lm

528lm

570lm

570lm

426lm

456lm

492lm

528lm

Standard

3W

Standard

4. W3

(ST3)

(ST4)

Model

Luminaire Colour:

rim/T Inner Case**

(BB)

(WB)

(WW)

(BW)

White/White

White/Black

Black/Black

Black/White

(BL)

(WH)White

Black

Ordering Code Example: SOUL MINI DEEP-RD-ST -30C -38-WB-DL-1004 -80

396lm

396lm

428lm

428lm

320lm

342lm

369lm

396lm

27º (27)

35º (35)

47º (47)

(SQ)

Square

(RD)

Round

25º

3 º0

38º

(25)

(30)

(38)

DEEP*

SOUL MINI IP65

(SOUL 65)MINI

SOUL MINI IP65 DEEP

(SOUL 65 DEEP)MINI

( 0)XX

( )XXX

EXTRAS

No Extras

( )0XXStandard

Honeycomb

Linear Spread

Softening Lens

( 1)XX

No Extras

Emergency Kit

( )1XX

( )2XX

( )3XX

COVER

( 0 )X X

IP RATE

IP20

( 1 )X XIP54

( 2 )X XIP65***

IP54IP20 IP65
SOUL MINI

****

Model

Round (RD)

Square (SQ)

Outer Trim

Ordering Code Example: SOUL A DEEP LL-RD-WW-G1-10

SOUL DEEP LL

SOUL DEEP LL

(SOUL DEEP )LL

SOUL ADJ LLDEEP

(SOUL A DEEP )LL

SOUL IP65 LLDEEP

(SOUL 65 DEEP )LL

* Applicable only for SOUL IP65 DEEP

(BB)

(WB)

(WW)

(BW)

White/White

White/Black

Black/Black

Black/White

Luminaire Colour: Accessories

( )XX

( )0XStandard

Honeycomb

Linear Spread

Softening Lens

( )1X

( )2X

( )3X

COVER

( 0)X

IP RATE

IP20

( 1)XIP54

( 2)XIP65*

IP54IP20 IP65

ACR.056

Honeycomb

(as extra)

ACR.057

(as extra)

Linear Spread

ACR.059

(as extra)

Softening Lens

CRI80, CRI90

LED Source

GU10 (max 7.5W)

Lamp Holder

(G1)

Lamp

Not included
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Ceiling RecessedSOUL Series

Beam

AngleName Dimming Option

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

AccessoriesCCTShape

(80) (90)80 90

CRI80, CRI90

LED Source

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless***

( 0)XX

( )XXX

EXTRAS

No Extras

( )0XXStandard

Honeycomb

Linear Spread

Softening Lens

( 1)XX

No Extras

Emergency Kit

( )1XX

( )2XX

( )3XX

COVER

(30C)

(30C)

(30C)

(30C)

(30C)

(40C)

(40C)

(40C)

(40C)

(40C)

(50C)

(50C)

(50C)

(50C)

(50C)

3000K

3000K

3000K

3000K

3000K

4000K

4000K

4000K

4000K

4000K

5000K

5000K

5000K

5000K

5000K

(27C)

(27C)

(27C)

(27C)

(27C)

(1830B)

2700K

2700K

2700K

2700K

2700K

1800K 3000K~

(30C)

(30C)

(40C)

(40C)

(50C)

(50C)

3000K

3000K

4000K

4000K

5000K

5000K

(27C)

(27C)

2700K

2700K

22º 50º~

(2250)

1590lm

1710lm

1830lm

1710lm

1380lm

1485lm

1590lm

1590lm

LIGHTSOURCE BY

Low Depth

7W

(LD7)

Standard

6.2W

Standard

12.2W

Standard

18W

Narrow

Beam 6W

Narrow

Beam 8W

Warm

Dimming

0.2~6W

(ST )6

(ST12)

(ST18)

(NB6)

(NB8)

(WD)

Zoom 6.4W

Zoom 13W

(ZM )6

(ZM13)

Model

Luminaire Colour:

rim/T Inner Case**

(BB)

(WB)

(WW)

(BW)

White/White

White/Black

Black/Black

Black/White

(BL)

(WH)White

Black

930lm

960lm

1020lm

1020lm

762lm

792lm

840lm

840lm

2067lm

2223lm

2379lm

2223lm

1794lm

1931lm

2067lm

2067lm

616lm

616lm

665lm

714lm

497lm

532lm

574lm

616lm

792lm

792lm

855lm

918lm

639lm

684lm

738lm

792lm

704lm

713lm

760lm

736lm

568lm

608lm

656lm

704lm

1306lm

1360lm

1435lm

1453lm

1098lm

1150lm

1236lm

1236lm

636lm 518lm

9º (09)

(90) (95)90 95

(DL)

(A1)

(PC)

(WL)

DALI

Analogue (1-10V)

Phase Cut

Wireless***

IP54IP20

(SQ)

Square

(RD)

Round

( 0 )X X

IP RATE

IP20

( 1 )X XIP54

*Beam angle only for DEEP version.

** Inner Case applicable only for DEEP versions.

* * The wireless dimming option includes driver and Bluetooth dimming accessory.

**** Applicable only for SOUL IP65/SOUL IP65 DEEP.

*

704lm

713lm

760lm

736lm

568lm

608lm

656lm

704lm

Ordering Code Example: SOUL DEEP-RD-ST18-30C -30-WW-DL-100-80

SOUL

(SOUL)

SOUL DEEP

(SOUL DEEP)

SOUL ADJ

(SOUL A)

SOUL ADJ DEEP

(SOUL A DEEP)

SOUL IP65

(SOUL 65)

SOUL IP65 DEEP

(SOUL 65 DEEP)

30º

19º (19)

35º (35)

50º (50)

27º

1 º6
3 º0
35º

(30)

(16)

(30)

(35)

DEEP*

(27)

DEEP*

19º (19)

35º (35)

50º (50)

1 º6
3 º0
35º

(16)

(30)

(35)

DEEP*

ACR.056

Honeycomb

(as extra)

ACR.057

(as extra)

Linear Spread

ACR.059

(as extra)

Softening Lens

( 2 )X XIP65****

IP65
SOUL
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SOUL SeriesCeiling Recessed

*Beam angle only for DEEP version.

** Inner Case applicable only for DEEP versions.

*** Applicable only for SOUL IP65/SOUL IP65 DEEP.

**** Emergency option and battery replacement accessibility of the emergency kit

should be considered as the kit does not pass through the luminaire cutout.

Emergency option can be applied to 2-5 luminaires depending on the driver.

ACR.067

Honeycomb

(as extra)

ACR.066

(as extra)

Linear Spread

ACR.065

(as extra)

Softening Lens

SOUL MINI

(SOUL )MINI

SOUL MINI DEEP

(SOUL DEEP)MINI

SOUL MINI ADJ

(SOUL A)MINI

SOUL MINI ADJ DEEP

(SOUL A DEEP)MINI

Beam

AngleName Dimming Option AccessoriesCCTShape

(80) (90)80 90

(ND)

(00)

Non Dimmable

Without Driver

(30C)

(30C)

(40C)

(40C)

(50C)

(50C)

3000K

3000K

4000K

4000K

5000K

5000K

(27C)

(27C)

2700K

2700K 528lm

528lm

570lm

570lm

426lm

456lm

492lm

528lm

Standard

3W

Standard

4. W3

(ST3)

(ST4)

Model

Luminaire Colour:

rim/T Inner Case**

(BB)

(WB)

(WW)

(BW)

White/White

White/Black

Black/Black

Black/White

(BL)

(WH)White

Black

Ordering Code Example: SOUL MINI DEEP-RD-ST -30C -38-WB-DL-1004 -80

396lm

396lm

428lm

428lm

320lm

342lm

369lm

396lm

27º (27)

35º (35)

47º (47)

(SQ)

Square

(RD)

Round

25º

3 º0

38º

(25)

(30)

(38)

DEEP*

SOUL MINI IP65

(SOUL 65)MINI

SOUL MINI IP65 DEEP

(SOUL 65 DEEP)MINI

( 0)XX

( )XXX

EXTRAS

No Extras

( )0XXStandard

Honeycomb

Linear Spread

Softening Lens

( 1)XX

No Extras

Emergency Kit

( )1XX

( )2XX

( )3XX

COVER

( 0 )X X

IP RATE

IP20

( 1 )X XIP54

( 2 )X XIP65***

IP54IP20 IP65
SOUL MINI

****

Model

Round (RD)

Square (SQ)

Outer Trim

Ordering Code Example: SOUL A DEEP LL-RD-WW-G1-10

SOUL DEEP LL

SOUL DEEP LL

(SOUL DEEP )LL

SOUL ADJ LLDEEP

(SOUL A DEEP )LL

SOUL IP65 LLDEEP

(SOUL 65 DEEP )LL

* Applicable only for SOUL IP65 DEEP

(BB)

(WB)

(WW)

(BW)

White/White

White/Black

Black/Black

Black/White

Luminaire Colour: Accessories

( )XX

( )0XStandard

Honeycomb

Linear Spread

Softening Lens

( )1X

( )2X

( )3X

COVER

( 0)X

IP RATE

IP20

( 1)XIP54

( 2)XIP65*

IP54IP20 IP65

ACR.056

Honeycomb

(as extra)

ACR.057

(as extra)

Linear Spread

ACR.059

(as extra)

Softening Lens

CRI80, CRI90

LED Source

GU10 (max 7.5W)

Lamp Holder

(G1)

Lamp

Not included
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LOR 0.53 LOR 0.52
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ZM6 / ZM13
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Ceiling RecessedSOUL Series
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H is a series of downlights available either recessed or trimless.

It is available either round or square.

It is adjustable and rotatable.

It is in standard or deep version offering extra visual comfort.

Power consumption: varies from 3 to 18 watt.

Beam angle: varies from 9 to 50 degrees.

Accessories available: honeycomb, linear spread lens, softening lens.

Luminaire outer trim material: aluminium.

Outer trim available in black or white as standard but custom colours also available upon request.

3 SDCM

L90/B10 50000h

Low UGR ensuring visual comfort (UGR<15 for DEEP version models).

Selection of IP protection: either IP20 or IP54 (face only).

IDE & HIDE MINI

available

HIDE DEEP version is also available for LED lamps.

Ceiling RecessedHIDE RC Series
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Ceiling Recessed

HIDE

HIDE MINI

HIDE RC Series

RC Round

DEEP RC Round

RC Square

DEEP RC Square

RC Square Double

DEEP RC Square Double

RC Round

DEEP RC Round

RC Square

DEEP RC Square
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H is a series of downlights available either recessed or trimless.

It is available either round or square.

It is adjustable and rotatable.

It is in standard or deep version offering extra visual comfort.

Power consumption: varies from 3 to 18 watt.

Beam angle: varies from 9 to 50 degrees.

Accessories available: honeycomb, linear spread lens, softening lens.

Luminaire outer trim material: aluminium.

Outer trim available in black or white as standard but custom colours also available upon request.

3 SDCM

L90/B10 50000h

Low UGR ensuring visual comfort (UGR<15 for DEEP version models).

Selection of IP protection: either IP20 or IP54 (face only).

IDE & HIDE MINI

available

HIDE DEEP version is also available for LED lamps.

Ceiling RecessedHIDE RC Series
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Ceiling Recessed

HIDE

HIDE MINI

HIDE RC Series

RC Round

DEEP RC Round

RC Square

DEEP RC Square

RC Square Double

DEEP RC Square Double

RC Round

DEEP RC Round

RC Square

DEEP RC Square

443ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr



www. .com

HIDE RC Series

Beam

AngleName Dimming Option

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

AccessoriesCCT

(80) (90)80 90

CRI80, CRI90

LED Source

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless**

( 0)XX

( )XXX

EXTRAS

No Extras

( )0XXStandard

Honeycomb

Linear Spread

Softening Lens

( 1)XX

No Extras

Emergency Kit

( )1XX

( )2XX

( )3XX

COVER

(30C)

(30C)

(30C)

(30C)

(30C)

(40C)

(40C)

(40C)

(40C)

(40C)

(50C)

(50C)

(50C)

(50C)

(50C)

3000K

3000K

3000K

3000K

3000K

4000K

4000K

4000K

4000K

4000K

5000K

5000K

5000K

5000K

5000K

(27C)

(27C)

(27C)

(27C)

(27C)

(1830B)

2700K

2700K

2700K

2700K

2700K

1800K 3000K~

(30C)

(30C)

(40C)

(40C)

(50C)

(50C)

3000K

3000K

4000K

4000K

5000K

5000K

(27C)

(27C)

2700K

2700K

22º 50º~

(2250)

1590lm

1710lm

1830lm

1710lm

1380lm

1485lm

1590lm

1590lm

LIGHTSOURCE BY

Low Depth

7W

(LD7)

Standard

6.2W

Standard

12.2W

Standard

18W

Narrow

Beam 6W

Narrow

Beam 8W

Warm

Dimming

0.2~6W

(ST )6

(ST12)

(ST18)

(NB6)

(NB8)

(WD)

Zoom 6.4W

Zoom 13W

(ZM )6

(ZM13)

Luminaire Colour:

930lm

960lm

1020lm

1020lm

762lm

792lm

840lm

840lm

2067lm

2223lm

2379lm

2223lm

1794lm

1931lm

2067lm

2067lm

616lm

616lm

665lm

714lm

497lm

532lm

574lm

616lm

792lm

792lm

855lm

918lm

639lm

684lm

738lm

792lm

704lm

713lm

760lm

736lm

568lm

608lm

656lm

704lm

1306lm

1360lm

1435lm

1453lm

1098lm

1150lm

1236lm

1236lm

636lm 518lm

9º (09)

(90) (95)90 95

Ordering Code Example:

(DL)

(A1)

(PC)

(WL)

DALI

Analogue (1-10V)

Phase Cut

Wireless**

IP54IP20

( 0 )X X

IP RATE

IP20

( 1 )X XIP54

*Beam angle only for DEEP version.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

704lm

713lm

760lm

736lm

568lm

608lm

656lm

704lm

ACR.056

Honeycomb

(as extra)

ACR.057

(as extra)

Linear Spread

ACR.059

(as extra)

Softening Lens HIDE RC-RD-ST18-30C -35-WWW-DL-100-80

30º

19º (19)

35º (35)

50º (50)

27º

17º
3 º0
37º

(30)

(17)

(30)

(37)

DEEP*

(27)

DEEP*

19º (19)

35º (35)

50º (50)

17º
3 º0
37º

(17)

(30)

(37)

DEEP*

HIDE RC

(HIDE )RC

HIDE RC DEEP

(HIDE )RC DEEP

Shape

(SQ)

Square

(RD)

Round

(SQD)

Square
Double

( )XXX

OUTER

(B)

(W)White

Black

INNER

DEEP

(B)

(W)

(N)

White

Without

Black

(B)

(W)White

Black

Model

Watt per LED

Outer

Inner

Deep

HIDE
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HIDE RC SeriesCeiling Recessed

Beam

AngleName Dimming Option AccessoriesCCTShape

(80) (90)80 90

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless***

( 0)XX

( )XXX

EXTRAS

No Extras

( )0XXStandard

Honeycomb

Linear Spread

Softening Lens

( 1)XX

No Extras

Emergency Kit

( )1XX

( )2XX

( )3XX

COVER

(30C)

(30C)

(40C)

(40C)

(50C)

(50C)

3000K

3000K

4000K

4000K

5000K

5000K

(27C)

(27C)

2700K

2700K 528lm

528lm

570lm

570lm

426lm

456lm

492lm

528lm

Standard

3W

Standard

4. W3

(ST3)

(ST4)

Model

HIDE MINI RC DEEP-RD-ST -30C -38-WWW-DL-1004 -80

396lm

396lm

428lm

428lm

320lm

342lm

369lm

396lm

27º (27)

35º (35)

47º (47)

Ordering Code Example:

(RD)

Round

25º

3 º0

38º

( 0 )X X

IP RATE

IP 02

( 1 )X XIP54

*Beam angle only for DEEP version

** Inner Case applicable only for DEEP versions.

*** The wireless dimming option includes driver and Bluetooth dimming accessory.

(25)

(30)

(38)

DEEP*

HIDE MINI RC

(HIDE MINI )RC

HIDE MINI RC DEEP

(HIDE MINI )RC DEEP

IP54IP20

Luminaire Colour:

( )XXX

OUTER

(B)

(W)White

Black

INNER

DEEP

(B)

(W)

(N)

White

Without

Black

(B)

(W)White

Black

Outer

Inner

Deep

HIDE MINI

ACR.067

Honeycomb

(as extra)

ACR.066

(as extra)

Linear Spread

ACR.065

(as extra)

Softening Lens

(SQ)

Square

Model

Round (RD)

Square (SQ)

HIDE RC DEEP LL-RD-WWW-G1-10

Ordering Code Example:

HIDE DEEP LL

Luminaire Colour Accessories

( )XX

( )0XStandard

Honeycomb

Linear Spread

Softening Lens

( )1X

( )2X

( )3X

COVER

( 0)X

IP RATE

IP20

( 1)XIP54

IP54IP20

ACR.056

Honeycomb

(as extra)

ACR.057

(as extra)

Linear Spread

ACR.059

(as extra)

Softening Lens

Shape

HIDE RC DEEP LL

(HIDE )RC DEEP LL

(SQD)Square Double

( )XXX

OUTER

(B)

(W)White

Black

INNER

DEEP

(B)

(W)White

Black

(B)

(W)White

Black

CRI80, CRI90

LED Source

GU10 (max 7.5W)

Lamp Holder

(G1)

Lamp

Not included
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HIDE RC Series

Beam

AngleName Dimming Option

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

AccessoriesCCT

(80) (90)80 90

CRI80, CRI90

LED Source

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless**

( 0)XX

( )XXX

EXTRAS

No Extras

( )0XXStandard

Honeycomb

Linear Spread

Softening Lens

( 1)XX

No Extras

Emergency Kit

( )1XX

( )2XX

( )3XX

COVER

(30C)

(30C)

(30C)

(30C)

(30C)

(40C)

(40C)

(40C)

(40C)

(40C)

(50C)

(50C)

(50C)

(50C)

(50C)

3000K

3000K

3000K

3000K

3000K

4000K

4000K

4000K

4000K

4000K

5000K

5000K

5000K

5000K

5000K

(27C)

(27C)

(27C)

(27C)

(27C)

(1830B)

2700K

2700K

2700K

2700K

2700K

1800K 3000K~

(30C)

(30C)

(40C)

(40C)

(50C)

(50C)

3000K

3000K

4000K

4000K

5000K

5000K

(27C)

(27C)

2700K

2700K

22º 50º~

(2250)

1590lm

1710lm

1830lm

1710lm

1380lm

1485lm

1590lm

1590lm

LIGHTSOURCE BY

Low Depth

7W

(LD7)

Standard

6.2W

Standard

12.2W

Standard

18W

Narrow

Beam 6W

Narrow

Beam 8W

Warm

Dimming

0.2~6W

(ST )6

(ST12)

(ST18)

(NB6)

(NB8)

(WD)

Zoom 6.4W

Zoom 13W

(ZM )6

(ZM13)

Luminaire Colour:

930lm

960lm

1020lm

1020lm

762lm

792lm

840lm

840lm

2067lm

2223lm

2379lm

2223lm

1794lm

1931lm

2067lm

2067lm

616lm

616lm

665lm

714lm

497lm

532lm

574lm

616lm

792lm

792lm

855lm

918lm

639lm

684lm

738lm

792lm

704lm

713lm

760lm

736lm

568lm

608lm

656lm

704lm

1306lm

1360lm

1435lm

1453lm

1098lm

1150lm

1236lm

1236lm

636lm 518lm

9º (09)

(90) (95)90 95

Ordering Code Example:

(DL)

(A1)

(PC)

(WL)

DALI

Analogue (1-10V)

Phase Cut

Wireless**

IP54IP20

( 0 )X X

IP RATE

IP20

( 1 )X XIP54

*Beam angle only for DEEP version.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

704lm

713lm

760lm

736lm

568lm

608lm

656lm

704lm

ACR.056

Honeycomb

(as extra)

ACR.057

(as extra)

Linear Spread

ACR.059

(as extra)

Softening Lens HIDE RC-RD-ST18-30C -35-WWW-DL-100-80

30º

19º (19)

35º (35)

50º (50)

27º

17º
3 º0
37º

(30)

(17)

(30)

(37)

DEEP*

(27)

DEEP*

19º (19)

35º (35)

50º (50)

17º
3 º0
37º

(17)

(30)

(37)

DEEP*

HIDE RC

(HIDE )RC

HIDE RC DEEP

(HIDE )RC DEEP

Shape

(SQ)

Square

(RD)

Round

(SQD)

Square
Double

( )XXX

OUTER

(B)

(W)White

Black

INNER

DEEP

(B)

(W)

(N)

White

Without

Black

(B)

(W)White

Black

Model

Watt per LED

Outer

Inner

Deep

HIDE
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HIDE RC SeriesCeiling Recessed

Beam

AngleName Dimming Option AccessoriesCCTShape

(80) (90)80 90

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless***

( 0)XX

( )XXX

EXTRAS

No Extras

( )0XXStandard

Honeycomb

Linear Spread

Softening Lens

( 1)XX

No Extras

Emergency Kit

( )1XX

( )2XX

( )3XX

COVER

(30C)

(30C)

(40C)

(40C)

(50C)

(50C)

3000K

3000K

4000K

4000K

5000K

5000K

(27C)

(27C)

2700K

2700K 528lm

528lm

570lm

570lm

426lm

456lm

492lm

528lm

Standard

3W

Standard

4. W3

(ST3)

(ST4)

Model

HIDE MINI RC DEEP-RD-ST -30C -38-WWW-DL-1004 -80

396lm

396lm

428lm

428lm

320lm

342lm

369lm

396lm

27º (27)

35º (35)

47º (47)

Ordering Code Example:

(RD)

Round

25º

3 º0

38º

( 0 )X X

IP RATE

IP 02

( 1 )X XIP54

*Beam angle only for DEEP version

** Inner Case applicable only for DEEP versions.

*** The wireless dimming option includes driver and Bluetooth dimming accessory.

(25)

(30)

(38)

DEEP*

HIDE MINI RC

(HIDE MINI )RC

HIDE MINI RC DEEP

(HIDE MINI )RC DEEP

IP54IP20

Luminaire Colour:

( )XXX

OUTER

(B)

(W)White

Black

INNER

DEEP

(B)

(W)

(N)

White

Without

Black

(B)

(W)White

Black

Outer

Inner

Deep

HIDE MINI

ACR.067

Honeycomb

(as extra)

ACR.066

(as extra)

Linear Spread

ACR.065

(as extra)

Softening Lens

(SQ)

Square

Model

Round (RD)

Square (SQ)

HIDE RC DEEP LL-RD-WWW-G1-10

Ordering Code Example:

HIDE DEEP LL

Luminaire Colour Accessories

( )XX

( )0XStandard

Honeycomb

Linear Spread

Softening Lens

( )1X

( )2X

( )3X

COVER

( 0)X

IP RATE

IP20

( 1)XIP54

IP54IP20

ACR.056

Honeycomb

(as extra)

ACR.057

(as extra)

Linear Spread

ACR.059

(as extra)

Softening Lens

Shape

HIDE RC DEEP LL

(HIDE )RC DEEP LL

(SQD)Square Double

( )XXX

OUTER

(B)

(W)White

Black

INNER

DEEP

(B)

(W)White

Black

(B)

(W)White

Black

CRI80, CRI90

LED Source

GU10 (max 7.5W)

Lamp Holder

(G1)

Lamp

Not included
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42mm

±20
o

42mm

Ceiling RecessedHIDE RC Series

Φ90mm

Φ79mm

1
0

m
m

7

5
m

m
4

8
m

m
7

1
2

m
m

7

9
m

m
5 1
1

m
m

5

1
0

m
m

7

7
4
m

m

1
m

m
2
7

1
m

m
4
7

1
1

m
m

5

1
m

m
3
5

HIDE RC Round

HIDE DEEP RC Round

110mm

1
1
0
m

m

95x95mm 186x95mm

1
1
0
m

m

203mm

1
m

m
1
3

6
0
m

m

9
3
m

m

1
m

m
3
3

1
0
1
m

m

1
m

m
2
1

1
m

m
1
3

8
0
m

m

1
m

m
3
3

1
m

m
5
3

1
m

m
2
1

1
m

m
4
1

(ST6), (NB6), (WD) (ST12), (NB8) (ST18)(LD7) (ZM6) (ZM13)

(ST6), (NB6), (WD) (ST12), (NB8) (ST18)(LD7) (ZM6) (ZM13)

HIDE RC Square

HIDE RC Square Double

HIDE DEEP RC Square

HIDE DEEP RC

Square Double

(ST6), (NB6), (WD) (ST12), (NB8) (ST18)(LD7) (ZM6) (ZM13)

(ST6), (NB6), (WD) (ST12), (NB8) (ST18)(LD7) (ZM6) (ZM13)

±20
o

HIDE

±20
o

±20
o

±20
o

±20
o

±20
o

±20
o

±20
o

±20
o

±20
o

±20
o

±20
o

±20
o

LL

LL

±20
o

±20
o

±20
o

±20
o

±20
o

±20
o

±20
o

±20
o

±20
o

±20
o

±20
o

±20
o

1
0
0
m

m5
8
m

m

1
0
0
m

m5
8
m

m
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HIDE RC SeriesCeiling Recessed

Φ50mm

Φ20mm

Φ57mm

Φ45mm

5
8
m

m

7
1
m

m
8
9
m

m

4
0
m

m

±20
o

360
o

±10
o

HIDE MINI RC Round

HIDE MINI DEEP RC Round

(ST3) (ST4)

(ST3) (ST4)

360
o

±10
o

360
o

±10
o

360
o

HIDE MINI

Φ58x58mm

65mm

6
5
m

m

54.5mm

4
2
.5

m
m

7
2
m

m

5
4
.5

m
m

HIDE MINI RC Square

HIDE MINI DEEP RC Square

6
0
.5

m
m

9
1
m

m

±20
o

360
o

±10
o

360
o

±10
o

360
o

±10
o

360
o
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42mm

±20
o

42mm

Ceiling RecessedHIDE RC Series

Φ90mm

Φ79mm

1
0

m
m

7

5
m

m
4

8
m

m
7

1
2

m
m

7

9
m

m
5 1
1

m
m

5

1
0

m
m

7

7
4
m

m

1
m

m
2
7

1
m

m
4
7

1
1

m
m

5

1
m

m
3
5

HIDE RC Round

HIDE DEEP RC Round

110mm

1
1
0
m

m

95x95mm 186x95mm

1
1
0
m

m

203mm

1
m

m
1
3

6
0
m

m

9
3
m

m

1
m

m
3
3

1
0
1
m

m

1
m

m
2
1

1
m

m
1
3

8
0
m

m

1
m

m
3
3

1
m

m
5
3

1
m

m
2
1

1
m

m
4
1

(ST6), (NB6), (WD) (ST12), (NB8) (ST18)(LD7) (ZM6) (ZM13)

(ST6), (NB6), (WD) (ST12), (NB8) (ST18)(LD7) (ZM6) (ZM13)

HIDE RC Square

HIDE RC Square Double

HIDE DEEP RC Square

HIDE DEEP RC

Square Double

(ST6), (NB6), (WD) (ST12), (NB8) (ST18)(LD7) (ZM6) (ZM13)

(ST6), (NB6), (WD) (ST12), (NB8) (ST18)(LD7) (ZM6) (ZM13)

±20
o

HIDE

±20
o

±20
o

±20
o

±20
o

±20
o

±20
o

±20
o

±20
o

±20
o

±20
o

±20
o

±20
o

LL

LL

±20
o

±20
o

±20
o

±20
o

±20
o

±20
o

±20
o

±20
o

±20
o

±20
o

±20
o

±20
o

1
0
0
m

m5
8
m

m

1
0
0
m

m5
8
m

m
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HIDE RC SeriesCeiling Recessed

Φ50mm

Φ20mm

Φ57mm

Φ45mm

5
8
m

m

7
1
m

m
8
9
m

m

4
0
m

m

±20
o

360
o

±10
o

HIDE MINI RC Round

HIDE MINI DEEP RC Round

(ST3) (ST4)

(ST3) (ST4)

360
o

±10
o

360
o

±10
o

360
o

HIDE MINI

Φ58x58mm

65mm

6
5
m

m

54.5mm

4
2
.5

m
m

7
2
m

m

5
4
.5

m
m

HIDE MINI RC Square

HIDE MINI DEEP RC Square

6
0
.5

m
m

9
1
m

m

±20
o

360
o

±10
o

360
o

±10
o

360
o

±10
o

360
o
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Ceiling RecessedHIDE RC Series

LD7

HIDE WH

800

1200

1600

2000

30º LOR 0.64

1600

2400

27º

HIDE DEEP WH

LOR 0.50

400

600

800

1000

1200

1400

1000

1500

2000

3200

4800

6400

19º LOR 0.76 35º 50ºLOR 0.82 LOR 0.79
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

4000

6000

1600

2400

1000

1500

2000

3000

17º LOR 0.58 30º 37ºLOR 0.55 LOR 0.40
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

ST6/ ST12/ ST18/ WD

HIDE WH HIDE DEEP BL

10000

15000

20000

25000

30000

16000

24000

9º LOR 0.78 9º LOR 0.71
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

NB6/ NB8

HIDE WH HIDE DEEP WH

2000

3000

4000

22º 50º

400

600

800

1000

1200

LOR 0.60 LOR 0.58 22º 50ºLOR 0.51 LOR 0.50

ZM6/ ZM13

2000

3000

4000

400

600

800

1000

1200

HIDE WH HIDE DEEP WH

HIDE

HIDE MINI

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

800

1200

1600

2000

2400

2000

3000

4000

2000

3000

4000

5000

6000

800

1200

1000

1500

2000

2500

3000

2000

3000

4000

35º LOR 0.7927º LOR 0.81 47º LOR 0.74 30º LOR 0.6125º LOR 0.57 38º LOR 0.52

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

0° 0°15° 15°30° 30°30° 30°15° 15°0° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

ST3 / ST4

HIDE WH HIDE DEEP BL
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Ceiling RecessedHIDE RC Series

LD7

HIDE WH

800

1200

1600

2000

30º LOR 0.64

1600

2400

27º

HIDE DEEP WH

LOR 0.50

400

600

800

1000

1200

1400

1000

1500

2000

3200

4800

6400

19º LOR 0.76 35º 50ºLOR 0.82 LOR 0.79
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

4000

6000

1600

2400

1000

1500

2000

3000

17º LOR 0.58 30º 37ºLOR 0.55 LOR 0.40
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

ST6/ ST12/ ST18/ WD

HIDE WH HIDE DEEP BL

10000

15000

20000

25000

30000

16000

24000

9º LOR 0.78 9º LOR 0.71
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

NB6/ NB8

HIDE WH HIDE DEEP WH

2000

3000

4000

22º 50º

400

600

800

1000

1200

LOR 0.60 LOR 0.58 22º 50ºLOR 0.51 LOR 0.50

ZM6/ ZM13

2000

3000

4000

400

600

800

1000

1200

HIDE WH HIDE DEEP WH

HIDE

HIDE MINI

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

800

1200

1600

2000

2400

2000

3000

4000

2000

3000

4000

5000

6000

800

1200

1000

1500

2000

2500

3000

2000

3000

4000

35º LOR 0.7927º LOR 0.81 47º LOR 0.74 30º LOR 0.6125º LOR 0.57 38º LOR 0.52

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

0° 0°15° 15°30° 30°30° 30°15° 15°0° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

ST3 / ST4

HIDE WH HIDE DEEP BL
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SANTI SANTI MINI

SANTI DEEP version is also available for LED lamps.

A

and is a series of elegant recessed downlights with extra small trim.

It is available either round or square.

Santi is also available in wash version.

Power consumption: varies from 3 to 18 watt.

Beam angle: varies from 9 to 50 degrees.

Accessories available: honeycomb, linear spread lens, softening lens.

vailable in black or white as standard but custom colours also available upon request.

Luminaire outer trim material: aluminium.

3 SDCM

L90/B10 50000h

Low UGR ensuring visual comfort (UGR<15 for DEEP version models).

Selection of IP protection: either IP20 or IP54 (face only).

SANTI Series Ceiling Recessed

450 ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

SANTI SeriesCeiling Recessed

SANTI

SANTI MINI

ADJ WASH
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SANTI SANTI MINI

SANTI DEEP version is also available for LED lamps.

A

and is a series of elegant recessed downlights with extra small trim.

It is available either round or square.

Santi is also available in wash version.

Power consumption: varies from 3 to 18 watt.

Beam angle: varies from 9 to 50 degrees.

Accessories available: honeycomb, linear spread lens, softening lens.

vailable in black or white as standard but custom colours also available upon request.

Luminaire outer trim material: aluminium.

3 SDCM

L90/B10 50000h

Low UGR ensuring visual comfort (UGR<15 for DEEP version models).

Selection of IP protection: either IP20 or IP54 (face only).

SANTI Series Ceiling Recessed
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SANTI SeriesCeiling Recessed

SANTI

SANTI MINI

ADJ WASH
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Beam

AngleName Dimming Option

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K 30º

AccessoriesCCTShape*

(80) (90)80 90

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless***

( 0)XX

( )XXX

EXTRAS

No Extras

( )0XXStandard

Honeycomb

Linear Spread

Softening Lens

( 1)XX

No Extras

Emergency Kit

( )1XX

( )2XX

( )3XX

COVER

(30C)

(30C)

(30C)

(30C)

(30C)

(40C)

(40C)

(40C)

(40C)

(40C)

(50C)

(50C)

(50C)

(50C)

(50C)

3000K

3000K

3000K

3000K

3000K

4000K

4000K

4000K

4000K

4000K

5000K

5000K

5000K

5000K

5000K

(27C)

(27C)

(27C)

(27C)

(27C)

(1830B)

2700K

2700K

2700K

2700K

2700K

1800K 3000K~

(30C)

(30C)

(40C)

(40C)

(50C)

(50C)

3000K

3000K

4000K

4000K

5000K

5000K

(27C)

(27C)

2700K

2700K

22º 50º~

(2250)

1590lm

1710lm

1830lm

1710lm

1380lm

1485lm

1590lm

1590lm

LIGHTSOURCE BY

Low Depth

7W

(LD7)

Standard

6.2W

Standard

12.2W

Standard

18W

Narrow

Beam 6W

Narrow

Beam 8W

Warm

Dimming

0.2~6W

(ST )6

(ST12)

(ST18)

(NB6)

(NB8)

(WD)

Zoom 6.4W

Zoom 13W

(ZM )6

(ZM13)

Model

SANTI W-RD-ST18-30C -32-WH-DL-100-80

930lm

960lm

1020lm

1020lm

762lm

792lm

840lm

840lm

2067lm

2223lm

2379lm

2223lm

1794lm

1931lm

2067lm

2067lm

616lm

616lm

665lm

714lm

497lm

532lm

574lm

616lm

792lm

792lm

855lm

918lm

639lm

684lm

738lm

792lm

704lm

713lm

760lm

736lm

568lm

608lm

656lm

704lm

1306lm

1360lm

1435lm

1453lm

1098lm

1150lm

1236lm

1236lm

636lm 518lm

9º (09)

(90) (95)90 95

Ordering Code Example:

(DL)

(A1)

(PC)

(WL)

DALI

Analogue (1-10V)

Phase Cut

Wireless***

IP54IP20

(SQ)

Square

(RD)

Round

( 0 )X X

IP RATE

IP20

( 1 )X XIP54

(30)

* SANTI .

** Beam angle only for WASH version.

* * The wireless dimming option includes driver and Bluetooth dimming accessory.

only available in round shape

*

704lm

713lm

760lm

736lm

568lm

608lm

656lm

704lm

SANTI

(SANTI)

SANTI ADJ

(SANTI A)

SANTI WASH

(SANTI W)

19º (19)

35º (35)

50º (50)

17º
23º
32º

(17)

(23)

(32)

WASH**

19º (19)

35º (35)

50º (50)

17º
23º
32º

(17)

(23)

(32)

WASH**

Luminaire

Colour

(BL)

(WH)White

Black

ACR.056

Honeycomb

(as extra)

ACR.057

(as extra)

Linear Spread

ACR.059

(as extra)

Softening Lens

Ceiling RecessedSANTI Series

SANTI

CRI80, CRI90

LED Source

452 ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

SANTI MINI

(SANTI )MINI

Beam

AngleName Dimming Option AccessoriesCCTShape

(80) (90)80 90

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless*

( 0)XX

( )XXX

EXTRAS

No Extras

( )0XXStandard

Honeycomb

Linear Spread

Softening Lens

( 1)XX

No Extras

Emergency Kit

( )1XX

( )2XX

( )3XX

COVER

(30C)

(30C)

(40C)

(40C)

(50C)

(50C)

3000K

3000K

4000K

4000K

5000K

5000K

(27C)

(27C)

2700K

2700K 528lm

528lm

570lm

570lm

426lm

456lm

492lm

528lm

Standard

3W

Standard

4. W3

(ST3)

(ST4)

Model

(BL)

(WH)White

Black

SANTI MINI 4 -80-RD-ST -30C -35-WH-DL-100

396lm

396lm

428lm

428lm

320lm

342lm

369lm

396lm

27º (27)

35º (35)

47º (47)

Ordering Code Example:

( 0 )X X

IP RATE

IP 02

( 1 )X XIP54

* The wireless dimming option includes driver and Bluetooth dimming accessory.

SANTI SeriesCeiling Recessed

IP54IP20SANTI MINI

ACR.067

Honeycomb

(as extra)

ACR.066

(as extra)

Linear Spread

ACR.065

(as extra)

Softening Lens

Luminaire

Colour

Model

Round (RD)

Square (SQ)

Outer Trim

SANTI A DEEP LL-RD-WW-G1-10

Ordering Code Example:

SANTI DEEP LL

SANTI DEEP LL

(SANTI DEEP )LL

SANTI DEEPADJ LL

(SANTI A DEEP )LL

SANTI DEEPWASH LL

(SANTI DEEP )W LL

(BB)

(WB)

(WW)

(BW)

White/White

White/Black

Black/Black

Black/White

Luminaire Colour: Accessories

( )XX

( )0XStandard

Honeycomb

Linear Spread

Softening Lens

( )1X

( )2X

( )3X

COVER

( 0)X

IP RATE

IP20

( 1)XIP54

IP54IP20

ACR.056

Honeycomb

(as extra)

ACR.057

(as extra)

Linear Spread

ACR.059

(as extra)

Softening Lens

(SQ)

Square

(RD)

Round

CRI80, CRI90

LED Source

GU10 (max 7.5W)

Lamp Holder

(G1)

Lamp

Not included
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Beam

AngleName Dimming Option

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K 30º

AccessoriesCCTShape*

(80) (90)80 90

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless***

( 0)XX

( )XXX

EXTRAS

No Extras

( )0XXStandard

Honeycomb

Linear Spread

Softening Lens

( 1)XX

No Extras

Emergency Kit

( )1XX

( )2XX

( )3XX

COVER

(30C)

(30C)

(30C)

(30C)

(30C)

(40C)

(40C)

(40C)

(40C)

(40C)

(50C)

(50C)

(50C)

(50C)

(50C)

3000K

3000K

3000K

3000K

3000K

4000K

4000K

4000K

4000K

4000K

5000K

5000K

5000K

5000K

5000K

(27C)

(27C)

(27C)

(27C)

(27C)

(1830B)

2700K

2700K

2700K

2700K

2700K

1800K 3000K~

(30C)

(30C)

(40C)

(40C)

(50C)

(50C)

3000K

3000K

4000K

4000K

5000K

5000K

(27C)

(27C)

2700K

2700K

22º 50º~

(2250)

1590lm

1710lm

1830lm

1710lm

1380lm

1485lm

1590lm

1590lm

LIGHTSOURCE BY

Low Depth

7W

(LD7)

Standard

6.2W

Standard

12.2W

Standard

18W

Narrow

Beam 6W

Narrow

Beam 8W

Warm

Dimming

0.2~6W

(ST )6

(ST12)

(ST18)

(NB6)

(NB8)

(WD)

Zoom 6.4W

Zoom 13W

(ZM )6

(ZM13)

Model

SANTI W-RD-ST18-30C -32-WH-DL-100-80

930lm

960lm

1020lm

1020lm

762lm

792lm

840lm

840lm

2067lm

2223lm

2379lm

2223lm

1794lm

1931lm

2067lm

2067lm

616lm

616lm

665lm

714lm

497lm

532lm

574lm

616lm

792lm

792lm

855lm

918lm

639lm

684lm

738lm

792lm

704lm

713lm

760lm

736lm

568lm

608lm

656lm

704lm

1306lm

1360lm

1435lm

1453lm

1098lm

1150lm

1236lm

1236lm

636lm 518lm

9º (09)

(90) (95)90 95

Ordering Code Example:

(DL)

(A1)

(PC)

(WL)

DALI

Analogue (1-10V)

Phase Cut

Wireless***

IP54IP20

(SQ)

Square

(RD)

Round

( 0 )X X

IP RATE

IP20

( 1 )X XIP54

(30)

* SANTI .

** Beam angle only for WASH version.

* * The wireless dimming option includes driver and Bluetooth dimming accessory.

only available in round shape

*

704lm

713lm

760lm

736lm

568lm

608lm

656lm

704lm

SANTI

(SANTI)

SANTI ADJ

(SANTI A)

SANTI WASH

(SANTI W)

19º (19)

35º (35)

50º (50)

17º
23º
32º

(17)

(23)

(32)

WASH**

19º (19)

35º (35)

50º (50)

17º
23º
32º

(17)

(23)

(32)

WASH**

Luminaire

Colour

(BL)

(WH)White

Black

ACR.056

Honeycomb

(as extra)

ACR.057

(as extra)

Linear Spread

ACR.059

(as extra)

Softening Lens

Ceiling RecessedSANTI Series

SANTI

CRI80, CRI90

LED Source
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SANTI MINI

(SANTI )MINI

Beam

AngleName Dimming Option AccessoriesCCTShape

(80) (90)80 90

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless*

( 0)XX

( )XXX

EXTRAS

No Extras

( )0XXStandard

Honeycomb

Linear Spread

Softening Lens

( 1)XX

No Extras

Emergency Kit

( )1XX

( )2XX

( )3XX

COVER

(30C)

(30C)

(40C)

(40C)

(50C)

(50C)

3000K

3000K

4000K

4000K

5000K

5000K

(27C)

(27C)

2700K

2700K 528lm

528lm

570lm

570lm

426lm

456lm

492lm

528lm

Standard

3W

Standard

4. W3

(ST3)

(ST4)

Model

(BL)

(WH)White

Black

SANTI MINI 4 -80-RD-ST -30C -35-WH-DL-100

396lm

396lm

428lm

428lm

320lm

342lm

369lm

396lm

27º (27)

35º (35)

47º (47)

Ordering Code Example:

( 0 )X X

IP RATE

IP 02

( 1 )X XIP54

* The wireless dimming option includes driver and Bluetooth dimming accessory.

SANTI SeriesCeiling Recessed

IP54IP20SANTI MINI

ACR.067

Honeycomb

(as extra)

ACR.066

(as extra)

Linear Spread

ACR.065

(as extra)

Softening Lens

Luminaire

Colour

Model

Round (RD)

Square (SQ)

Outer Trim

SANTI A DEEP LL-RD-WW-G1-10

Ordering Code Example:

SANTI DEEP LL

SANTI DEEP LL

(SANTI DEEP )LL

SANTI DEEPADJ LL

(SANTI A DEEP )LL

SANTI DEEPWASH LL

(SANTI DEEP )W LL

(BB)

(WB)

(WW)

(BW)

White/White

White/Black

Black/Black

Black/White

Luminaire Colour: Accessories

( )XX

( )0XStandard

Honeycomb

Linear Spread

Softening Lens

( )1X

( )2X

( )3X

COVER

( 0)X

IP RATE

IP20

( 1)XIP54

IP54IP20

ACR.056

Honeycomb

(as extra)

ACR.057

(as extra)

Linear Spread

ACR.059

(as extra)

Softening Lens

(SQ)

Square

(RD)

Round

CRI80, CRI90

LED Source

GU10 (max 7.5W)

Lamp Holder

(G1)

Lamp

Not included
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7
0

m
m

57mm

57mm

SANTI

Ceiling RecessedSANTI Series

±15
o

±15
o

±15
o

±15
o

±15
o

±15
o

1
0
7
m

m

1
2
7
m

m

1
m

m
4
7

7
3
m

m

1
1
4
m

m

1
3
4
m

m

Φ82mm

Φ77mm

Φ85mm

Φ79mm

1
0
7
m

m

1
2
7
m

m

1
m

m
4
7

7
2
m

m

1
1
4
m

m

1
3
4
m

m

85mm

8
5

m
m

7 x7 mm8 8

Φ100mm
100mm

1
0

0
m

m

Φ90mm 90x90mm

±15
o

1
0
6
m

m

1
2
6
m

m

1
6
m

m
4

8
0
m

m

1
1
6
m

m

1
3
6
m

m

±15
o

±15
o

±15
o

±15
o

±15
o

(ST6), (NB6), (WD) (ST12), (NB8) (ST18)(LD7) (ZM6) (ZM13)

(ST6), (NB6), (WD) (ST12), (NB8) (ST18)(LD7) (ZM6) (ZM13)

(ST6), (NB6), (WD) (ST12), (NB8) (ST18)(LD7) (ZM6) (ZM13)

SANTI ADJ

SANTI WASH

360
o

360
o

360
o

360
o

360
o

360
o

360
o

360
o

360
o

360
o

360
o

360
o

Φ40mm

Φ20mm

Φ45mm

Φ37mm

7
8
m

m

4
7
m

m

(ST3) (ST4)

SANTI

SANTI MINI

LL

LL

LL

SANTI DEEP LL

SANTI ADJ DEEP LL

SANTI WASH DEEP LL

±15
o

360
o

±15
o360

o

45mm

4
5

m
m

Φ20mm

Φ37mm

Φ40mm

1
0
0
m

m5
8
m

m

1
0
0
m

m5
8
m

m

1
0
0
m

m

5
8
m

m
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SANTI SeriesCeiling Recessed

1000

1500

2000

3000

LOR .0 5830º

1000

1500

2000

3000

LOR . 00 630º

SANTI WH SANTI ADJ WH SANTI WASH WH

LOR . 70 530º

800

1200

1600

2000

C0 - C180
C90 - C270

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

LD7

ST6/ ST12/ ST18/ WD

1600

2400

3200

3000

4500

6000

7500

800

1200

1600

2000

1000

1500

2000

2500

3000

800

1200

1600

1000

1500

2000

2000

3000

4000

5000

LOR 0.7819º LOR 0.8535º LOR 0.8150º

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

LOR 0.6319º LOR 0.5735º LOR 0.6150º

LOR .0 8417º LOR . 80 623º LOR . 70 532º

2000

3000

4000

800

1200

1600

2000

C0 - C180
C90 - C270

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

C0 - C180
C90 - C270

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

C0 - C180
C90 - C270

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

SANTI RD WH SANTI ADJ RD WH

SANTI WASH RD WH

NB6/ NB8

LOR .0 769º LOR . 00 79º

16000

24000

10000

15000

20000

25000

30000

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

SANTI RD WH SANTI ADJ RD WH

2000

3000

4000

22º 50º

400

600

800

1000

1200

LOR 0.78 LOR 0.81

ZM6/ ZM13

SANTI RD WH SANTI ADJ RD WH

2000

3000

4000

22º 50º

400

600

800

1000

1200

LOR 0.64 LOR 0.61

SANTI

SANTI MINI

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

800

1200

1000

1500

2000

2500

3000

2000

3000

4000

35º LOR 0.8327º LOR 0.83 47º LOR 0.75
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

ST3 / ST4
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7
0

m
m

57mm

57mm

SANTI

Ceiling RecessedSANTI Series

±15
o

±15
o

±15
o

±15
o

±15
o

±15
o

1
0
7
m

m

1
2
7
m

m

1
m

m
4
7

7
3
m

m

1
1
4
m

m

1
3
4
m

m

Φ82mm

Φ77mm

Φ85mm

Φ79mm

1
0
7
m

m

1
2
7
m

m

1
m

m
4
7

7
2
m

m

1
1
4
m

m

1
3
4
m

m

85mm

8
5

m
m

7 x7 mm8 8

Φ100mm
100mm

1
0

0
m

m

Φ90mm 90x90mm

±15
o

1
0
6
m

m

1
2
6
m

m

1
6
m

m
4

8
0
m

m

1
1
6
m

m

1
3
6
m

m

±15
o

±15
o

±15
o

±15
o

±15
o

(ST6), (NB6), (WD) (ST12), (NB8) (ST18)(LD7) (ZM6) (ZM13)

(ST6), (NB6), (WD) (ST12), (NB8) (ST18)(LD7) (ZM6) (ZM13)

(ST6), (NB6), (WD) (ST12), (NB8) (ST18)(LD7) (ZM6) (ZM13)

SANTI ADJ

SANTI WASH

360
o

360
o

360
o

360
o

360
o

360
o

360
o

360
o

360
o

360
o

360
o

360
o

Φ40mm

Φ20mm

Φ45mm

Φ37mm

7
8
m

m

4
7
m

m

(ST3) (ST4)

SANTI

SANTI MINI

LL

LL

LL

SANTI DEEP LL

SANTI ADJ DEEP LL

SANTI WASH DEEP LL

±15
o

360
o

±15
o360

o

45mm

4
5

m
m

Φ20mm

Φ37mm

Φ40mm

1
0
0
m

m5
8
m

m

1
0
0
m

m5
8
m

m

1
0
0
m

m

5
8
m

m
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SANTI SeriesCeiling Recessed

1000

1500

2000

3000

LOR .0 5830º

1000

1500

2000

3000

LOR . 00 630º

SANTI WH SANTI ADJ WH SANTI WASH WH

LOR . 70 530º

800

1200

1600

2000

C0 - C180
C90 - C270

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

LD7

ST6/ ST12/ ST18/ WD

1600

2400

3200

3000

4500

6000

7500

800

1200

1600

2000

1000

1500

2000

2500

3000

800

1200

1600

1000

1500

2000

2000

3000

4000

5000

LOR 0.7819º LOR 0.8535º LOR 0.8150º

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

LOR 0.6319º LOR 0.5735º LOR 0.6150º

LOR .0 8417º LOR . 80 623º LOR . 70 532º

2000

3000

4000

800

1200

1600

2000

C0 - C180
C90 - C270

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

C0 - C180
C90 - C270

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

C0 - C180
C90 - C270

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

SANTI RD WH SANTI ADJ RD WH

SANTI WASH RD WH

NB6/ NB8

LOR .0 769º LOR . 00 79º

16000

24000

10000

15000

20000

25000

30000

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

SANTI RD WH SANTI ADJ RD WH

2000

3000

4000

22º 50º

400

600

800

1000

1200

LOR 0.78 LOR 0.81

ZM6/ ZM13

SANTI RD WH SANTI ADJ RD WH

2000

3000

4000

22º 50º

400

600

800

1000

1200

LOR 0.64 LOR 0.61

SANTI

SANTI MINI

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

800

1200

1000

1500

2000

2500

3000

2000

3000

4000

35º LOR 0.8327º LOR 0.83 47º LOR 0.75
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

ST3 / ST4
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Golden Yachts - Yacht O'PARI
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Golden Yachts - Yacht O'PARI
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WHISPER RC Series Ceiling Recessed

�

�

�

�

�

�

�

�

�

Whisper is a high aesthetically downlight recessed or trimless.

It is available either round or square.

Luminaire outer trim material: aluminium.

Outer trim available in black or white as standard but custom colours also available upon request.

3 SDCM

L90/B10 50000h

Low UGR ensuring visual comfort (UGR<15 for DEEP version models).

Selection of IP protection: either IP20 or IP54 (face only).

available

WHISPER DEEP version is also available for LED lamps.

458

RC ADJ
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WHISPER RC SeriesCeiling Recessed

Beam

AngleName Dimming Option

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K 30º

AccessoriesCCTShape*

(80) (90)80 90

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless**

( 0)XX

( )XXX

EXTRAS

No Extras

( )0XXStandard

Honeycomb

Linear Spread

Softening Lens

( 1)XX

No Extras

Emergency Kit

( )1XX

( )2XX

( )3XX

COVER

(30C)

(30C)

(30C)

(30C)

(30C)

(40C)

(40C)

(40C)

(40C)

(40C)

(50C)

(50C)

(50C)

(50C)

(50C)

3000K

3000K

3000K

3000K

3000K

4000K

4000K

4000K

4000K

4000K

5000K

5000K

5000K

5000K

5000K

(27C)

(27C)

(27C)

(27C)

(27C)

(1830B)

2700K

2700K

2700K

2700K

2700K

1800K 3000K~

(30C)

(30C)

(40C)

(40C)

(50C)

(50C)

3000K

3000K

4000K

4000K

5000K

5000K

(27C)

(27C)

2700K

2700K

22º 50º~

(2250)

1590lm

1710lm

1830lm

1710lm

1380lm

1485lm

1590lm

1590lm

LIGHTSOURCE BY

Low Depth

7W

(LD7)

Standard

6.2W

Standard

12.2W

Standard

18W

Narrow

Beam 6W

Narrow

Beam 8W

Warm

Dimming

0.2~6W

(ST )6

(ST12)

(ST18)

(NB6)

(NB8)

(WD)

Zoom 6.4W

Zoom 13W

(ZM )6

(ZM13)

Model

Luminaire Colour:

rim/T Inner Case

(BB)

(WB)

(WW)

(BW)

White/White

White/Black

Black/Black

Black/White

WHISPER RC-RD-ST18-30C -37-WW-DL-100-80

930lm

960lm

1020lm

1020lm

762lm

792lm

840lm

840lm

2067lm

2223lm

2379lm

2223lm

1794lm

1931lm

2067lm

2067lm

616lm

616lm

665lm

714lm

497lm

532lm

574lm

616lm

792lm

792lm

855lm

918lm

639lm

684lm

738lm

792lm

704lm

713lm

760lm

736lm

568lm

608lm

656lm

704lm

1306lm

1360lm

1435lm

1453lm

1098lm

1150lm

1236lm

1236lm

636lm 518lm

18º (18)

37º (37)

52º (52)

9º (09)

(90) (95)90 95

Ordering Code Example:

(DL)

(A1)

(PC)

(WL)

DALI

Analogue (1-10V)

Phase Cut

Wireless***

IP54IP20

(SQ)

Square

(RD)

Round

( 0 )X X

IP RATE

IP20

( 1 )X XIP54

(30)WHISPER RC

(WHISPER RC)

WHISPER ADJ

(WHISPER )A

*

* The wireless dimming option includes driver and Bluetooth dimming accessory.

WHISPER ADJ only available in round shape

*

704lm

713lm

760lm

736lm

568lm

608lm

656lm

704lm

18º (18)

37º (37)

52º (52)

ACR.056

Honeycomb

(as extra)

ACR.057

(as extra)

Linear Spread

ACR.059

(as extra)

Softening Lens

CRI80, CRI90

LED Source
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WHISPER RC Series Ceiling Recessed
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Whisper is a high aesthetically downlight recessed or trimless.

It is available either round or square.

Luminaire outer trim material: aluminium.

Outer trim available in black or white as standard but custom colours also available upon request.

3 SDCM

L90/B10 50000h

Low UGR ensuring visual comfort (UGR<15 for DEEP version models).

Selection of IP protection: either IP20 or IP54 (face only).

available

WHISPER DEEP version is also available for LED lamps.

458

RC ADJ
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WHISPER RC SeriesCeiling Recessed

Beam

AngleName Dimming Option

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K 30º

AccessoriesCCTShape*

(80) (90)80 90

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless**

( 0)XX

( )XXX

EXTRAS

No Extras

( )0XXStandard

Honeycomb

Linear Spread

Softening Lens

( 1)XX

No Extras

Emergency Kit

( )1XX

( )2XX

( )3XX

COVER

(30C)

(30C)

(30C)

(30C)

(30C)

(40C)

(40C)

(40C)

(40C)

(40C)

(50C)

(50C)

(50C)

(50C)

(50C)

3000K

3000K

3000K

3000K

3000K

4000K

4000K

4000K

4000K

4000K

5000K

5000K

5000K

5000K

5000K

(27C)

(27C)

(27C)

(27C)

(27C)

(1830B)

2700K

2700K

2700K

2700K

2700K

1800K 3000K~

(30C)

(30C)

(40C)

(40C)

(50C)

(50C)

3000K

3000K

4000K

4000K

5000K

5000K

(27C)

(27C)

2700K

2700K

22º 50º~

(2250)

1590lm

1710lm

1830lm

1710lm

1380lm

1485lm

1590lm

1590lm

LIGHTSOURCE BY

Low Depth

7W

(LD7)

Standard

6.2W

Standard

12.2W

Standard

18W

Narrow

Beam 6W

Narrow

Beam 8W

Warm

Dimming

0.2~6W

(ST )6

(ST12)

(ST18)

(NB6)

(NB8)

(WD)

Zoom 6.4W

Zoom 13W

(ZM )6

(ZM13)

Model

Luminaire Colour:

rim/T Inner Case

(BB)

(WB)

(WW)

(BW)

White/White

White/Black

Black/Black

Black/White

WHISPER RC-RD-ST18-30C -37-WW-DL-100-80

930lm

960lm

1020lm

1020lm

762lm

792lm

840lm

840lm

2067lm

2223lm

2379lm

2223lm

1794lm

1931lm

2067lm

2067lm

616lm

616lm

665lm

714lm

497lm

532lm

574lm

616lm

792lm

792lm

855lm

918lm

639lm

684lm

738lm

792lm

704lm

713lm

760lm

736lm

568lm

608lm

656lm

704lm

1306lm

1360lm

1435lm

1453lm

1098lm

1150lm

1236lm

1236lm

636lm 518lm

18º (18)

37º (37)

52º (52)

9º (09)

(90) (95)90 95

Ordering Code Example:

(DL)

(A1)

(PC)

(WL)

DALI

Analogue (1-10V)

Phase Cut

Wireless***

IP54IP20

(SQ)

Square

(RD)

Round

( 0 )X X

IP RATE

IP20

( 1 )X XIP54

(30)WHISPER RC

(WHISPER RC)

WHISPER ADJ

(WHISPER )A

*

* The wireless dimming option includes driver and Bluetooth dimming accessory.

WHISPER ADJ only available in round shape

*

704lm

713lm

760lm

736lm

568lm

608lm

656lm

704lm

18º (18)

37º (37)

52º (52)

ACR.056

Honeycomb

(as extra)

ACR.057

(as extra)

Linear Spread

ACR.059

(as extra)

Softening Lens

CRI80, CRI90

LED Source
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Ceiling RecessedWHISPER RC Series

WHISPER RC DEEP LL

(WHISPER RC )DEEP LL

WHISPER ADJ DEEP LL

(WHISPER )A DEEP LL

Model

Round (RD)

Square (SQ)

WHISPER RC DEEP LL-RD-WW-G1-10

Ordering Code Example:

WHISPER DEEP LL

(BB)

(WB)

(WW)

(BW)

White/White

White/Black

Black/Black

Black/White

Luminaire Colour: Accessories

( )XX

( )0XStandard

Honeycomb

Linear Spread

Softening Lens

( )1X

( )2X

( )3X

COVER

( 0)X

IP RATE

IP20

( 1)XIP54

IP54IP20

ACR.056

Honeycomb

(as extra)

ACR.057

(as extra)

Linear Spread

ACR.059

(as extra)

Softening Lens

Shape*

* DEEP RetrofitWHISPER ADJ only available in round shape

GU10 (max 7.5W)

Lamp Holder

(G1)

Lamp

Not included

LD7

1000

1500

2000

3000

30º LOR 0.60
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

WHISPER RD BL

3200

4800

3200

4800

800

1200

1600

2000

2400

1000

1500

2000

2500

3000

800

1200

1600

400

600

800

1000

1200

1400

18º LOR 0.75 37º 52ºLOR 0.82 LOR 0.74 18º LOR 0.71 37º 52ºLOR 0.71 LOR 0.77
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

ST6/ ST12/ ST18/ WD

WHISPER RD BL WHISPER SQ BL

10000

15000

20000

25000

9º LOR 0.77
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

NB6/ NB8

WHISPER RD BL

2000

3000

4000

22º 50º

400

600

800

1000

1200

LOR 0.75 LOR 0.74

ZM6/ ZM13

WHISPER RD BL

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°
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40mm

40mm

WHISPER RC

WHISPER ADJ

Φ81mm

Φ67mm

81mm

8
1
m

m

67x67mm

Φ95mm

Φ82mm

±32
o

±32
o

±32
o

±32
o

±32
o

±32
o

8
7
m

m

1
0
7
m

m

1
m

m
2
7

5
4
m

m

9
5
m

m

1
m

m
1
5

8
7
m

m

1
0
7
m

m

1
m

m
2
7

5
4
m

m

9
5
m

m

1
m

m
1
5

(ST6), (NB6), (WD) (ST12), (NB8) (ST18)(LD7) (ZM6) (ZM13)

(ST6), (NB6), (WD) (ST12), (NB8) (ST18)(LD7) (ZM6) (ZM13) LL

±32
o

LL

WHISPER RC DEEP LL

WHISPER ADJ DEEP LL

1
0
0
m

m5
8
m

m

1
0
0
m

m5
8
m

m

WHISPER RC SeriesCeiling Recessed
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Ceiling RecessedWHISPER RC Series

WHISPER RC DEEP LL

(WHISPER RC )DEEP LL

WHISPER ADJ DEEP LL

(WHISPER )A DEEP LL

Model

Round (RD)

Square (SQ)

WHISPER RC DEEP LL-RD-WW-G1-10

Ordering Code Example:

WHISPER DEEP LL

(BB)

(WB)

(WW)

(BW)

White/White

White/Black

Black/Black

Black/White

Luminaire Colour: Accessories

( )XX

( )0XStandard

Honeycomb

Linear Spread

Softening Lens

( )1X

( )2X

( )3X

COVER

( 0)X

IP RATE

IP20

( 1)XIP54

IP54IP20

ACR.056

Honeycomb

(as extra)

ACR.057

(as extra)

Linear Spread

ACR.059

(as extra)

Softening Lens

Shape*

* DEEP RetrofitWHISPER ADJ only available in round shape

GU10 (max 7.5W)

Lamp Holder

(G1)

Lamp

Not included

LD7

1000

1500

2000

3000

30º LOR 0.60
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

WHISPER RD BL

3200

4800

3200

4800

800

1200

1600

2000

2400

1000

1500

2000

2500

3000

800

1200

1600

400

600

800

1000

1200

1400

18º LOR 0.75 37º 52ºLOR 0.82 LOR 0.74 18º LOR 0.71 37º 52ºLOR 0.71 LOR 0.77
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

ST6/ ST12/ ST18/ WD

WHISPER RD BL WHISPER SQ BL

10000

15000

20000

25000

9º LOR 0.77
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

NB6/ NB8

WHISPER RD BL

2000

3000

4000

22º 50º

400

600

800

1000

1200

LOR 0.75 LOR 0.74

ZM6/ ZM13

WHISPER RD BL

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°
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40mm

40mm

WHISPER RC

WHISPER ADJ

Φ81mm

Φ67mm

81mm

8
1
m

m

67x67mm

Φ95mm

Φ82mm

±32
o

±32
o

±32
o

±32
o

±32
o

±32
o

8
7
m

m

1
0
7
m

m

1
m

m
2
7

5
4
m

m

9
5
m

m

1
m

m
1
5

8
7
m

m

1
0
7
m

m

1
m

m
2
7

5
4
m

m

9
5
m

m

1
m

m
1
5

(ST6), (NB6), (WD) (ST12), (NB8) (ST18)(LD7) (ZM6) (ZM13)

(ST6), (NB6), (WD) (ST12), (NB8) (ST18)(LD7) (ZM6) (ZM13) LL

±32
o

LL

WHISPER RC DEEP LL

WHISPER ADJ DEEP LL

1
0
0
m

m5
8
m

m

1
0
0
m

m5
8
m

m

WHISPER RC SeriesCeiling Recessed
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RC RC Double
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Crush is a downlight available either recessed or trimless.

It is available in square form.

Power consumption: varies from 6 to 18 watt.

Beam angle: varies from 9 to 50 degrees.

Accessories available: honeycomb, linear spread lens, softening lens.

Luminaire outer trim material: aluminium.

Outer trim available in black or white as standard but custom colours also available upon request.

3 SDCM

L90/B10 50000h

Low UGR ensuring visual comfort (UGR<15 for DEEP version models).

Selection of IP protection: either IP20 or IP54 (face only).

CRUSH is also available for LED lamps.

CRUSH RC Series Ceiling Recessed
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CRUSH RC Series

Luminaire

Colour

(BL)

(WH)White

Black

Ceiling Recessed

Beam

AngleName Dimming Option

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K 30º

AccessoriesCCT

(80) (90)80 90

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless*

( 0)XX

( )XXX

EXTRAS

No Extras

( )0XXStandard

Honeycomb

Linear Spread

Softening Lens

( 1)XX

No Extras

Emergency Kit

( )1XX

( )2XX

( )3XX

COVER

(30C)

(30C)

(30C)

(30C)

(30C)

(40C)

(40C)

(40C)

(40C)

(40C)

(50C)

(50C)

(50C)

(50C)

(50C)

3000K

3000K

3000K

3000K

3000K

4000K

4000K

4000K

4000K

4000K

5000K

5000K

5000K

5000K

5000K

(27C)

(27C)

(27C)

(27C)

(27C)

(1830B)

2700K

2700K

2700K

2700K

2700K

1800K 3000K~

(30C)

(30C)

(40C)

(40C)

(50C)

(50C)

3000K

3000K

4000K

4000K

5000K

5000K

(27C)

(27C)

2700K

2700K

22º 50º~

(2250)

1590lm

1710lm

1830lm

1710lm

1380lm

1485lm

1590lm

1590lm

LIGHTSOURCE BY

Low Depth

7W

(LD7)

Standard

6.2W

Standard

12.2W

Standard

18W

Narrow

Beam 6W

Narrow

Beam 8W

Warm

Dimming

0.2~6W

(ST )6

(ST12)

(ST18)

(NB6)

(NB8)

(WD)

Zoom 6.4W

Zoom 13W

(ZM )6

(ZM13)

Model

Watt per LED

CRUSH RC-ST18-30C -50-WH-DL-100-80

930lm

960lm

1020lm

1020lm

762lm

792lm

840lm

840lm

2067lm

2223lm

2379lm

2223lm

1794lm

1931lm

2067lm

2067lm

616lm

616lm

665lm

714lm

497lm

532lm

574lm

616lm

792lm

792lm

855lm

918lm

639lm

684lm

738lm

792lm

704lm

713lm

760lm

736lm

568lm

608lm

656lm

704lm

1306lm

1360lm

1435lm

1453lm

1098lm

1150lm

1236lm

1236lm

636lm 518lm

19º (19)

35º (35)

50º (50)

9º (09)

(90) (95)90 95

Ordering Code Example:

(DL)

(A1)

(PC)

(WL)

DALI

Analogue (1-10V)

Phase Cut

Wireless*

IP54IP20

( 0 )X X

IP RATE

IP20

( 1 )X XIP54

(30)

* The wireless dimming option includes driver and Bluetooth dimming accessory.

704lm

713lm

760lm

736lm

568lm

608lm

656lm

704lm

CRUSH RC

(CRUSH RC)

CRUSH RC Double

(CRUSH RC )DB

19º (19)

35º (35)

50º (50)

ACR.056

Honeycomb

(as extra)

ACR.057

(as extra)

Linear Spread

ACR.059

(as extra)

Softening Lens

CRUSH

CRI80, CRI90

LED Source
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RC RC Double
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Crush is a downlight available either recessed or trimless.

It is available in square form.

Power consumption: varies from 6 to 18 watt.

Beam angle: varies from 9 to 50 degrees.

Accessories available: honeycomb, linear spread lens, softening lens.

Luminaire outer trim material: aluminium.

Outer trim available in black or white as standard but custom colours also available upon request.

3 SDCM

L90/B10 50000h

Low UGR ensuring visual comfort (UGR<15 for DEEP version models).

Selection of IP protection: either IP20 or IP54 (face only).

CRUSH is also available for LED lamps.

CRUSH RC Series Ceiling Recessed
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CRUSH RC Series

Luminaire

Colour

(BL)

(WH)White

Black

Ceiling Recessed

Beam

AngleName Dimming Option

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K 30º

AccessoriesCCT

(80) (90)80 90

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless*

( 0)XX

( )XXX

EXTRAS

No Extras

( )0XXStandard

Honeycomb

Linear Spread

Softening Lens

( 1)XX

No Extras

Emergency Kit

( )1XX

( )2XX

( )3XX

COVER

(30C)

(30C)

(30C)

(30C)

(30C)

(40C)

(40C)

(40C)

(40C)

(40C)

(50C)

(50C)

(50C)

(50C)

(50C)

3000K

3000K

3000K

3000K

3000K

4000K

4000K

4000K

4000K

4000K

5000K

5000K

5000K

5000K

5000K

(27C)

(27C)

(27C)

(27C)

(27C)

(1830B)

2700K

2700K

2700K

2700K

2700K

1800K 3000K~

(30C)

(30C)

(40C)

(40C)

(50C)

(50C)

3000K

3000K

4000K

4000K

5000K

5000K

(27C)

(27C)

2700K

2700K

22º 50º~

(2250)

1590lm

1710lm

1830lm

1710lm

1380lm

1485lm

1590lm

1590lm

LIGHTSOURCE BY

Low Depth

7W

(LD7)

Standard

6.2W

Standard

12.2W

Standard

18W

Narrow

Beam 6W

Narrow

Beam 8W

Warm

Dimming

0.2~6W

(ST )6

(ST12)

(ST18)

(NB6)

(NB8)

(WD)

Zoom 6.4W

Zoom 13W

(ZM )6

(ZM13)

Model

Watt per LED

CRUSH RC-ST18-30C -50-WH-DL-100-80

930lm

960lm

1020lm

1020lm

762lm

792lm

840lm

840lm

2067lm

2223lm

2379lm

2223lm

1794lm

1931lm

2067lm

2067lm

616lm

616lm

665lm

714lm

497lm

532lm

574lm

616lm

792lm

792lm

855lm

918lm

639lm

684lm

738lm

792lm

704lm

713lm

760lm

736lm

568lm

608lm

656lm

704lm

1306lm

1360lm

1435lm

1453lm

1098lm

1150lm

1236lm

1236lm

636lm 518lm

19º (19)

35º (35)

50º (50)

9º (09)

(90) (95)90 95

Ordering Code Example:

(DL)

(A1)

(PC)

(WL)

DALI

Analogue (1-10V)

Phase Cut

Wireless*

IP54IP20

( 0 )X X

IP RATE

IP20

( 1 )X XIP54

(30)

* The wireless dimming option includes driver and Bluetooth dimming accessory.

704lm

713lm

760lm

736lm

568lm

608lm

656lm

704lm

CRUSH RC

(CRUSH RC)

CRUSH RC Double

(CRUSH RC )DB

19º (19)

35º (35)

50º (50)

ACR.056

Honeycomb

(as extra)

ACR.057

(as extra)

Linear Spread

ACR.059

(as extra)

Softening Lens

CRUSH

CRI80, CRI90

LED Source
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Ceiling RecessedCRUSH RC Series

Model

CRUSH RC LL-WW-G1-10

Ordering Code Example:

CRUSH LL

(BB)

(WB)

(WW)

(BW)

White/White

White/Black

Black/Black

Black/White

Luminaire Colour: Accessories

( )XX

( )0XStandard

Honeycomb

Linear Spread

Softening Lens

( )1X

( )2X

( )3X

COVER

( 0)X

IP RATE

IP20

( 1)XIP54

IP54IP20

ACR.056

Honeycomb

(as extra)

ACR.057

(as extra)

Linear Spread

ACR.059

(as extra)

Softening Lens

CRUSH RC LL

(CRUSH RC )LL

CRUSH RC Double LL

(CRUSH RC )DB LL

Lamp

Not included
GU10 (max 7.5W)

Lamp Holder

(G1)

LD7

2000

3000

4000

22 50

400

600

800

1000

1200

LOR 0.66 LOR 0.62

NB6/ NB8 ZM6/ ZM13

LOR 30,530º

1000

1500

2000

2500

3000

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

ST6/ ST12/ ST18/ WD

LOR 0.65219º LOR 0.64335º LOR 0.62250º
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

3200

4800

1000

1500

2000

2500

3000

800

1200

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

LOR 590,79º

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

10000

15000

20000

25000

30000

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°
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36mm

93.5mm

9
3
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m
m

78x85mm

167mm

9
3
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m
m

151x85mm

8
m

m
4 1
0

m
m

4 1
2

m
m

4

5
1
m

m

9
2
m

m

1
1
2
m

m

±25
o

345
o

(ST6), (NB6), (WD) (ST12), (NB8) (ST18)(LD7) (ZM6) (ZM13)

CRUSH RC

CRUSH RC Double

LL

±25
o

345
o

±25
o

345
o

±25
o

345
o

±25
o

345
o

±25
o

345
o

±25
o

345
o

1
0
0
m

m5
8
m

m

Ceiling Recessed CRUSH RC Series
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Ceiling RecessedCRUSH RC Series

Model

CRUSH RC LL-WW-G1-10

Ordering Code Example:

CRUSH LL

(BB)

(WB)

(WW)

(BW)

White/White

White/Black

Black/Black

Black/White

Luminaire Colour: Accessories

( )XX

( )0XStandard

Honeycomb

Linear Spread

Softening Lens

( )1X

( )2X

( )3X

COVER

( 0)X

IP RATE

IP20

( 1)XIP54

IP54IP20

ACR.056

Honeycomb

(as extra)

ACR.057

(as extra)

Linear Spread

ACR.059

(as extra)

Softening Lens

CRUSH RC LL

(CRUSH RC )LL

CRUSH RC Double LL

(CRUSH RC )DB LL

Lamp

Not included
GU10 (max 7.5W)

Lamp Holder

(G1)

LD7

2000

3000

4000

22 50

400

600

800

1000

1200

LOR 0.66 LOR 0.62

NB6/ NB8 ZM6/ ZM13

LOR 30,530º

1000

1500

2000

2500

3000

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

ST6/ ST12/ ST18/ WD

LOR 0.65219º LOR 0.64335º LOR 0.62250º
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

3200

4800

1000

1500

2000

2500

3000

800

1200

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

LOR 590,79º

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

10000

15000

20000

25000

30000

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°
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36mm

93.5mm
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m
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0
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m
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m

m

9
2
m

m

1
1
2
m

m

±25
o

345
o

(ST6), (NB6), (WD) (ST12), (NB8) (ST18)(LD7) (ZM6) (ZM13)

CRUSH RC

CRUSH RC Double

LL

±25
o

345
o

±25
o

345
o

±25
o

345
o

±25
o

345
o

±25
o

345
o

±25
o

345
o

1
0
0
m

m5
8
m

m

Ceiling Recessed CRUSH RC Series
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POT Series Ceiling Recessed

�

�

�

�

�

�

�

�

POT is recessed downlight.

Luminaire outer trim material: aluminium.

Outer trim available in black or white as standard but custom colours also available upon request.

3 SDCM

L90/B10 50000h

Low UGR ensuring visual comfort (UGR<15 for DEEP version models).

Selection of IP protection: either IP20 or IP54 (face only).

a adjustable

POT DEEP version is also available for LED lamps.
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POT SeriesCeiling Recessed

Beam

AngleName Dimming Option

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

AccessoriesCCT

(80) (90)80 90

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless*

( 0)XX

( )XXX

EXTRAS

No Extras

( )0XXStandard

Honeycomb

Linear Spread

Softening Lens

( 1)XX

No Extras

Emergency Kit

( )1XX

( )2XX

( )3XX

COVER

(30C)

(30C)

(30C)

(30C)

(30C)

(40C)

(40C)

(40C)

(40C)

(40C)

(50C)

(50C)

(50C)

(50C)

(50C)

3000K

3000K

3000K

3000K

3000K

4000K

4000K

4000K

4000K

4000K

5000K

5000K

5000K

5000K

5000K

(27C)

(27C)

(27C)

(27C)

(27C)

(1830B)

2700K

2700K

2700K

2700K

2700K

1800K 3000K~

(30C)

(30C)

(40C)

(40C)

(50C)

(50C)

3000K

3000K

4000K

4000K

5000K

5000K

(27C)

(27C)

2700K

2700K

17ºx23º 35ºx45º~

(23-45)

1590lm

1710lm

1830lm

1710lm

1380lm

1485lm

1590lm

1590lm

LIGHTSOURCE BY

Low Depth

7W

(LD7)

Standard

6.2W

Standard

12.2W

Standard

18W

Narrow

Beam 6W

Narrow

Beam 8W

Warm

Dimming

0.2~6W

(ST )6

(ST12)

(ST18)

(NB6)

(NB8)

(WD)

Zoom 6.4W

Zoom 13W

(ZM )6

(ZM13)

Model

930lm

960lm

1020lm

1020lm

762lm

792lm

840lm

840lm

2067lm

2223lm

2379lm

2223lm

1794lm

1931lm

2067lm

2067lm

616lm

616lm

665lm

714lm

497lm

532lm

574lm

616lm

792lm

792lm

855lm

918lm

639lm

684lm

738lm

792lm

704lm

713lm

760lm

736lm

568lm

608lm

656lm

704lm

1306lm

1360lm

1435lm

1453lm

1098lm

1150lm

1236lm

1236lm

636lm 518lm

8ºx12º (12)

(90) (95)90 95

Ordering Code Example:

(DL)

(A1)

(PC)

(WL)

DALI

Analogue (1-10V)

Phase Cut

Wireless*

IP54IP20

( 0 )X X

IP RATE

IP20

( 1 )X XIP54

* The wireless dimming option includes driver and Bluetooth dimming accessory.

704lm

713lm

760lm

736lm

568lm

608lm

656lm

704lm

POT -80-ST18-30C -42-WH-DL-100

POT

(POT)

31ºx35º

20ºx28º (28)

32ºx42º (42)

42ºx50º (50)

(35)

ACR.056

Honeycomb

(as extra)

ACR.057

(as extra)

Linear Spread

ACR.059

(as extra)

Softening Lens

Luminaire

Colour

(BL)

(WH)White

Black

20ºx28º (28)

32ºx42º (42)

42ºx50º (50)

CRI80, CRI90

LED Source
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POT Series Ceiling Recessed

�

�

�

�

�

�

�

�

POT is recessed downlight.

Luminaire outer trim material: aluminium.

Outer trim available in black or white as standard but custom colours also available upon request.

3 SDCM

L90/B10 50000h

Low UGR ensuring visual comfort (UGR<15 for DEEP version models).

Selection of IP protection: either IP20 or IP54 (face only).

a adjustable

POT DEEP version is also available for LED lamps.
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POT SeriesCeiling Recessed

Beam

AngleName Dimming Option

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

AccessoriesCCT

(80) (90)80 90

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless*

( 0)XX

( )XXX

EXTRAS

No Extras

( )0XXStandard

Honeycomb

Linear Spread

Softening Lens

( 1)XX

No Extras

Emergency Kit

( )1XX

( )2XX

( )3XX

COVER

(30C)

(30C)

(30C)

(30C)

(30C)

(40C)

(40C)

(40C)

(40C)

(40C)

(50C)

(50C)

(50C)

(50C)

(50C)

3000K

3000K

3000K

3000K

3000K

4000K

4000K

4000K

4000K

4000K

5000K

5000K

5000K

5000K

5000K

(27C)

(27C)

(27C)

(27C)

(27C)

(1830B)

2700K

2700K

2700K

2700K

2700K

1800K 3000K~

(30C)

(30C)

(40C)

(40C)

(50C)

(50C)

3000K

3000K

4000K

4000K

5000K

5000K

(27C)

(27C)

2700K

2700K

17ºx23º 35ºx45º~

(23-45)

1590lm

1710lm

1830lm

1710lm

1380lm

1485lm

1590lm

1590lm

LIGHTSOURCE BY

Low Depth

7W

(LD7)

Standard

6.2W

Standard

12.2W

Standard

18W

Narrow

Beam 6W

Narrow

Beam 8W

Warm

Dimming

0.2~6W

(ST )6

(ST12)

(ST18)

(NB6)

(NB8)

(WD)

Zoom 6.4W

Zoom 13W

(ZM )6

(ZM13)

Model

930lm

960lm

1020lm

1020lm

762lm

792lm

840lm

840lm

2067lm

2223lm

2379lm

2223lm

1794lm

1931lm

2067lm

2067lm

616lm

616lm

665lm

714lm

497lm

532lm

574lm

616lm

792lm

792lm

855lm

918lm

639lm

684lm

738lm

792lm

704lm

713lm

760lm

736lm

568lm

608lm

656lm

704lm

1306lm

1360lm

1435lm

1453lm

1098lm

1150lm

1236lm

1236lm

636lm 518lm

8ºx12º (12)

(90) (95)90 95

Ordering Code Example:

(DL)

(A1)

(PC)

(WL)

DALI

Analogue (1-10V)

Phase Cut

Wireless*

IP54IP20

( 0 )X X

IP RATE

IP20

( 1 )X XIP54

* The wireless dimming option includes driver and Bluetooth dimming accessory.

704lm

713lm

760lm

736lm

568lm

608lm

656lm

704lm

POT -80-ST18-30C -42-WH-DL-100

POT

(POT)

31ºx35º

20ºx28º (28)

32ºx42º (42)

42ºx50º (50)

(35)

ACR.056

Honeycomb

(as extra)

ACR.057

(as extra)

Linear Spread

ACR.059

(as extra)

Softening Lens

Luminaire

Colour

(BL)

(WH)White

Black

20ºx28º (28)

32ºx42º (42)

42ºx50º (50)

CRI80, CRI90

LED Source
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46mm

Φ 68 mm

Φ75mm

9
5
m

m

1
1
5
m

m

1
3
5
m

m

6
0
m

m

1
0
2
m

m

1
2
2
m

m

ST 7W, NB 6W, WD ST 13W, NB 8W ST 18WLD 7W ZM 7W ZM 13W

50
o

50
o

50
o

50
o

50
o

50
o

Model

POT DEEP LL-WW-G1-10

Ordering Code Example:

POT DEEP LL

POT DEEP LL

( DEEP )POT LL

(BB)

(WB)

(WW)

(BW)

White/White

White/Black

Black/Black

Black/White

Luminaire Colour: Accessories

( )XX

( )0XStandard

Honeycomb

Linear Spread

Softening Lens

( )1X

( )2X

( )3X

COVER

( 0)X

IP RATE

IP20

( 1)XIP54

IP54IP20

ACR.056

Honeycomb

(as extra)

ACR.057

(as extra)

Linear Spread

ACR.059

(as extra)

Softening Lens

POT Series Ceiling Recessed

50
o

LL

1
0
0
m

m5
8
m

m

GU10 (max 7.5W)

Lamp Holder

(G1)

Lamp

Not included

LD7 NB6/ NB8 ZM6/ ZM13ST6/ ST12/ ST18/ WD

1600

2400

LOR 0.4731ºx35º

cd/klm η=100%
C0 - C180
C90 - C270

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

LOR 0.5920ºx28º

3000

4500

6000

7500

LOR 0.57 LOR 0.4432ºx42º 42ºx50º

1600

2400

800

1200

1600

2000

2400

cd/klm η=100%
C0 - C180
C90 - C270

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

cd/klm η=100%
C0 - C180
C90 - C270

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

cd/klm η=100%
C0 - C180
C90 - C270

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

10000

15000

20000

25000

30000

LOR 0.698ºx12º

cd/klm η=100%
C0 - C180
C90 - C270

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

2000

3000

4000

LOR 0.4317ºx23º LOR 0.3635ºx45º

800

1200

1600

2000

2400

cd/klm η=100%
C0 - C180
C90 - C270

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

cd/klm η=100%
C0 - C180
C90 - C270

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

POT WH
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46mm

Φ 68 mm

Φ75mm

9
5
m

m

1
1
5
m

m

1
3
5
m

m

6
0
m

m

1
0
2
m

m

1
2
2
m

m

ST 7W, NB 6W, WD ST 13W, NB 8W ST 18WLD 7W ZM 7W ZM 13W

50
o

50
o

50
o

50
o

50
o

50
o

Model

POT DEEP LL-WW-G1-10

Ordering Code Example:

POT DEEP LL

POT DEEP LL

( DEEP )POT LL

(BB)

(WB)

(WW)

(BW)

White/White

White/Black

Black/Black

Black/White

Luminaire Colour: Accessories

( )XX

( )0XStandard

Honeycomb

Linear Spread

Softening Lens

( )1X

( )2X

( )3X

COVER

( 0)X

IP RATE

IP20

( 1)XIP54

IP54IP20

ACR.056

Honeycomb

(as extra)

ACR.057

(as extra)

Linear Spread

ACR.059

(as extra)

Softening Lens

POT Series Ceiling Recessed

50
o

LL

1
0
0
m

m5
8
m

m

GU10 (max 7.5W)

Lamp Holder

(G1)

Lamp

Not included

LD7 NB6/ NB8 ZM6/ ZM13ST6/ ST12/ ST18/ WD

1600

2400

LOR 0.4731ºx35º

cd/klm η=100%
C0 - C180
C90 - C270

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

LOR 0.5920ºx28º

3000

4500

6000

7500

LOR 0.57 LOR 0.4432ºx42º 42ºx50º

1600

2400

800

1200

1600

2000

2400

cd/klm η=100%
C0 - C180
C90 - C270

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

cd/klm η=100%
C0 - C180
C90 - C270

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

cd/klm η=100%
C0 - C180
C90 - C270

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

10000

15000

20000

25000

30000

LOR 0.698ºx12º

cd/klm η=100%
C0 - C180
C90 - C270

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

2000

3000

4000

LOR 0.4317ºx23º LOR 0.3635ºx45º

800

1200

1600

2000

2400

cd/klm η=100%
C0 - C180
C90 - C270

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

cd/klm η=100%
C0 - C180
C90 - C270

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

POT WH
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POLAR RC Ceiling Recessed

Φ48mm 48mm

4
8
m

m6
7
m

m

87mm

Φ42mm 42 2x4 mm

Φ35mm
35mm

3
5
m

m

�

�

�

�

�

�

�

�

�

� sual 6

Polar is a miniaturized downlight available either recessed or trimless.

It is ideal in spaces with low depth ceiling due to its special design.

It is available either round or square.

Body material: aluminium.

Maximum driving current 700mA.

System Consumption@ 700mA 10 Watt.

Selection of IP protection: either IP40 or IP44.

3 SDCM

L90/B10 50000h

It has a low UGR ensuring vi comfort (UGR<1 ).
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Beam

Angle Dimming Option

(30C)

(35C)

(40C)

3000K

3500K

4000K

(27C)2700K

(50C)5000K

(PC)

(ND)

(00)

Phase Cut Dimmable

Non Dimmable

Without Driver

Type

Fixed (FX)

16º (NR)

20º (MD)

1 º2 (VN)

30º (WD)

684lm

684lm

738lm

639lm

792lm

855lm

855lm

792lm

918lm 792lm

CCT

(80) (90)80 90

Ordering Code Example:

POLAR RC-8-RD-44-30C-80-NR-FX-WB-PC

Colour :

Outer / nner trim

*

I

8 2. W ( )8

* Outer trim custom colours available upon request.

IP44IP40

IP

Protection

(44)

(40)IP40

IP44

44º (VW)

(BB)

(WB)

(WW)

(BW)

White/White

White/Black

Black/Black

Black/White

LED Power

4000

6000

8000

12000

4000

6000

8000

10000

12º LOR:0.87

12º LOR:0.84

3200

4800

3200

4800

16º LOR:0.87

16º LOR:0.83

2000

3000

4000

5000

6000

3200

4800

6400

20º LOR:0.85

20º LOR:0.77

1600

2400

1600

2400

30º LOR:0.88

30º LOR:0.84

800

1200

1600

800

1200

1600

2000

44º LOR:0.80

44º LOR:0.79

Round White

Round Black

4000

6000

8000

10000

12000

4000

6000

8000

10000

12000

12º LOR:0.82

12º LOR:0.76

3200

4800

3200

4800

6400

16º LOR:0.89

16º LOR:0.85

2000

3000

4000

6000

2000

3000

4000

5000

6000

20º LOR:0.89

20º LOR:0.80

1600

2400

3200

1600

2400

30º LOR:0.88

30º LOR:0.86

800

1200

1600

2000

800

1200

1600

2000

44º LOR:0.86

44º LOR:0.83

Square White

Square Black

Ceiling Recessed POLAR RC

Type

(SQ)

(RD)Round

Square

POLAR

Recessed

( RC)POLAR

Model

CRI80, CRI90

LED Source
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POLAR RC Ceiling Recessed

Φ48mm 48mm

4
8
m

m6
7
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m

87mm

Φ42mm 42 2x4 mm

Φ35mm
35mm
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m
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Polar is a miniaturized downlight available either recessed or trimless.

It is ideal in spaces with low depth ceiling due to its special design.

It is available either round or square.

Body material: aluminium.

Maximum driving current 700mA.

System Consumption@ 700mA 10 Watt.

Selection of IP protection: either IP40 or IP44.

3 SDCM

L90/B10 50000h

It has a low UGR ensuring vi comfort (UGR<1 ).
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Beam

Angle Dimming Option

(30C)

(35C)

(40C)

3000K

3500K

4000K

(27C)2700K

(50C)5000K

(PC)

(ND)

(00)

Phase Cut Dimmable

Non Dimmable

Without Driver

Type

Fixed (FX)

16º (NR)

20º (MD)

1 º2 (VN)

30º (WD)

684lm

684lm

738lm

639lm

792lm

855lm

855lm

792lm

918lm 792lm

CCT

(80) (90)80 90

Ordering Code Example:

POLAR RC-8-RD-44-30C-80-NR-FX-WB-PC

Colour :

Outer / nner trim

*

I

8 2. W ( )8

* Outer trim custom colours available upon request.

IP44IP40

IP

Protection

(44)

(40)IP40

IP44

44º (VW)

(BB)

(WB)

(WW)

(BW)

White/White

White/Black

Black/Black

Black/White

LED Power

4000

6000

8000

12000

4000

6000

8000

10000

12º LOR:0.87

12º LOR:0.84

3200

4800

3200

4800

16º LOR:0.87

16º LOR:0.83

2000

3000

4000

5000

6000

3200

4800

6400

20º LOR:0.85

20º LOR:0.77

1600

2400

1600

2400

30º LOR:0.88

30º LOR:0.84

800

1200

1600

800

1200

1600

2000

44º LOR:0.80

44º LOR:0.79

Round White

Round Black

4000

6000

8000

10000

12000

4000

6000

8000

10000

12000

12º LOR:0.82

12º LOR:0.76

3200

4800

3200

4800

6400

16º LOR:0.89

16º LOR:0.85

2000

3000

4000

6000

2000

3000

4000

5000

6000

20º LOR:0.89

20º LOR:0.80

1600

2400

3200

1600

2400

30º LOR:0.88

30º LOR:0.86

800

1200

1600

2000

800

1200

1600

2000

44º LOR:0.86

44º LOR:0.83

Square White

Square Black

Ceiling Recessed POLAR RC

Type

(SQ)

(RD)Round

Square

POLAR

Recessed

( RC)POLAR

Model

CRI80, CRI90

LED Source
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MANI is a downlight available in round & square.

Low UGR (UGR<10 for black colour)

3 SDCM

L90/B10 50000h

MANI

Φ48mm 6
8

m
m

56mm
Φ56mm

56mm

5
6

m
m

48x48mm

MANI ROUND MANI SQUARE

Ceiling Recessed

472

Beam

Angle** Dimming OptionType

(FX)

AccessoriesColour

Fixed

LIGHTSOURCE BY

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless***

Ordering Code Example: MANI R09-40B-FX-80-36-WH-DL-00

* Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** not available in Black colour for MANI ROUND.45º

*** The wireless dimming option includes driver and Bluetooth dimming accessory.

15º

24º

36º

(15)

(24)

(36)

Black

White

(BL)

(WH)

LED Power CCT* LED Source

(30B)3000K

(27B)2700K

1135lm

1180lm

1089lm

(40B)4000K

946lm

1014lm

908lm

(30B)3000K

(27B)2700K

817lm

850lm

785lm

(40B)4000K

681lm

730lm

654lm6.1W

(06)

8.9W

(09)

45º (45)

6000

15º LOR 0,55

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

Round Black

15º 24º24º 36º36ºLOR 0,74 LOR 0,54LOR 0,71 LOR 0,54LOR 0,70

Round White Round BlackRound White Round BlackRound White

15º LOR 0,69

Square Black

15º 24º24º 36º36ºLOR 0,70 LOR 0,68LOR 0,72 LOR 0,66LOR 0,75

Square White Square BlackSquare White Square BlackSquare White

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

45º LOR 0,62

Round White

45º LOR 0,64

Square White

45º LOR 0,49

Square Black

2000

3000

4000

5000

2000

3000

4000

5000

2000

3000

4000

2000

3000

4000

1600

2400

1000

1500

2000

3000

2000

3000

4000

5000

2000

3000

4000

5000

2000

3000

1600

2400

1000

1500

2000

2500

3000

800

1200

1600

2000

2400

800

1200

1600

2000

800

1200

1600

800

1200

Model

MANI Square

(MANI S)

MANI Round

(MANI R)

CRI80 CRI90

CRI

80 (80)

90 (90)

( )0X

( )XX
EXTRAS

COVER

No Extras

( )1XEmergency Kit

Standard ( )0X

ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

NORDIA

Φ75mm

7
0

m
m

75mm

7
5

m
m

White Black Stainless Steel

Round Square

Beam

AnglePower Dimming Option

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

(65C)6500K

(230PC)

(24ND)

(00)

24VDC
Non Dimmable

Without Driver

IP67

Type

Fixed (FX)

30º (30)

46º (46)

15º (15)

( )0X

( )XX
EXTRAS

COVER

No Extras

( )1XEmergency Kit

Standard

Honeycomb

Softening lens

( )0X

( )1X

( )2X

( )3XLine spread lens

Accessories

800

1200

cd/klm η=100%
C0 - C180
C90 - C270

46º LOR 0,869
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

1600

2400

3200

cd/klm η=100%
C0 - C180
C90 - C270

30º LOR 0,764
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

4000

6000

8000

10000

cd/klm η=100%
C0 - C180
C90 - C270

15º LOR 0,81
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

cd/klm η=100%
C0 - C180
C90 - C270

6º LOR 0,79
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

615lm

660lm

713lm

570lm

713lm

765lm

765lm

713lm

765lm -

CCT

Ordering Code Example: NORDIA 7-30C-90-46-RD-FX-SS-00-10

(SQ)Square

(RD)Round

Shape

(80) (90)80 90

20000

30000

50000

6.5W (7)

(BL)

(SS)

Black

Stainless

Steel

(WH)White

Colour*

230V
Phase Cut

�

�

�

�

�

�

�

�

�

�

�

�

�

�

�

Nordia is an outdoor recessed downlight available either round or square.

Nordia is also available in antiglare version in Black and White colour.

Body material: aluminium.

The luminaire can be customized with the use of softening lens, line spread lens and honeycomb supplied as extra.

Power cable HO5RN-F 2 0.75mm L= 1m

Cable outer dimeter: 6.5mm

Cable gland: IP67

Safety Glass: 6

Optics available: lenses

UGR<1 , 15 , ,

3 SDCM

L90/B10 50000h

Ingress Protection: IP67

IK Rate: IK0

Trim material: Either aluminium electrostatically painted (white, black or other RAL finishes on request) or stainless steel AISI 316.

x

mm

9 (6º º 30º 46º)

7

2

ACR.050

(as extra)

Softening lens

ACR.051

Line spread lens

(as extra)

ACR.053

Honeycomb

(as extra)

* Other RAL finishes available on request.

Φ65mm

CRI80, CRI90

LED SourceModel

NORDIA

( )NORDIA

6º (06)

440lm

475lm

410lm

440lm

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

380lm

410lm

440lm

355lm4.1W (4)

Ceiling Recessed
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MANI is a downlight available in round & square.

Low UGR (UGR<10 for black colour)

3 SDCM

L90/B10 50000h

MANI

Φ48mm 6
8

m
m

56mm
Φ56mm

56mm

5
6

m
m

48x48mm

MANI ROUND MANI SQUARE

Ceiling Recessed

472

Beam

Angle** Dimming OptionType

(FX)

AccessoriesColour

Fixed

LIGHTSOURCE BY

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless***

Ordering Code Example: MANI R09-40B-FX-80-36-WH-DL-00

* Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** not available in Black colour for MANI ROUND.45º

*** The wireless dimming option includes driver and Bluetooth dimming accessory.

15º

24º

36º

(15)

(24)

(36)

Black

White

(BL)

(WH)

LED Power CCT* LED Source

(30B)3000K

(27B)2700K

1135lm

1180lm

1089lm

(40B)4000K

946lm

1014lm

908lm

(30B)3000K

(27B)2700K

817lm

850lm

785lm

(40B)4000K

681lm

730lm

654lm6.1W

(06)

8.9W

(09)

45º (45)

6000

15º LOR 0,55

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

Round Black

15º 24º24º 36º36ºLOR 0,74 LOR 0,54LOR 0,71 LOR 0,54LOR 0,70

Round White Round BlackRound White Round BlackRound White

15º LOR 0,69

Square Black

15º 24º24º 36º36ºLOR 0,70 LOR 0,68LOR 0,72 LOR 0,66LOR 0,75

Square White Square BlackSquare White Square BlackSquare White

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

45º LOR 0,62

Round White

45º LOR 0,64

Square White

45º LOR 0,49

Square Black

2000

3000

4000

5000

2000

3000

4000

5000

2000

3000

4000

2000

3000

4000

1600

2400

1000

1500

2000

3000

2000

3000

4000

5000

2000

3000

4000

5000

2000

3000

1600

2400

1000

1500

2000

2500

3000

800

1200

1600

2000

2400

800

1200

1600

2000

800

1200

1600

800

1200

Model

MANI Square

(MANI S)

MANI Round

(MANI R)

CRI80 CRI90

CRI

80 (80)

90 (90)

( )0X

( )XX
EXTRAS

COVER

No Extras

( )1XEmergency Kit

Standard ( )0X
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NORDIA

Φ75mm

7
0

m
m

75mm

7
5

m
m

White Black Stainless Steel

Round Square

Beam

AnglePower Dimming Option

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

(65C)6500K

(230PC)

(24ND)

(00)

24VDC
Non Dimmable

Without Driver

IP67

Type

Fixed (FX)

30º (30)

46º (46)

15º (15)

( )0X

( )XX
EXTRAS

COVER

No Extras

( )1XEmergency Kit

Standard

Honeycomb

Softening lens

( )0X

( )1X

( )2X

( )3XLine spread lens

Accessories

800

1200

cd/klm η=100%
C0 - C180
C90 - C270

46º LOR 0,869
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

1600

2400

3200

cd/klm η=100%
C0 - C180
C90 - C270

30º LOR 0,764
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

4000

6000

8000

10000

cd/klm η=100%
C0 - C180
C90 - C270

15º LOR 0,81
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

cd/klm η=100%
C0 - C180
C90 - C270

6º LOR 0,79
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

615lm

660lm

713lm

570lm

713lm

765lm

765lm

713lm

765lm -

CCT

Ordering Code Example: NORDIA 7-30C-90-46-RD-FX-SS-00-10

(SQ)Square

(RD)Round

Shape

(80) (90)80 90

20000

30000

50000

6.5W (7)

(BL)

(SS)

Black

Stainless

Steel

(WH)White

Colour*

230V
Phase Cut

�

�

�

�

�

�

�

�

�

�

�

�

�

�

�

Nordia is an outdoor recessed downlight available either round or square.

Nordia is also available in antiglare version in Black and White colour.

Body material: aluminium.

The luminaire can be customized with the use of softening lens, line spread lens and honeycomb supplied as extra.

Power cable HO5RN-F 2 0.75mm L= 1m

Cable outer dimeter: 6.5mm

Cable gland: IP67

Safety Glass: 6

Optics available: lenses

UGR<1 , 15 , ,

3 SDCM

L90/B10 50000h

Ingress Protection: IP67

IK Rate: IK0

Trim material: Either aluminium electrostatically painted (white, black or other RAL finishes on request) or stainless steel AISI 316.

x

mm

9 (6º º 30º 46º)

7

2

ACR.050

(as extra)

Softening lens

ACR.051

Line spread lens

(as extra)

ACR.053

Honeycomb

(as extra)

* Other RAL finishes available on request.

Φ65mm

CRI80, CRI90

LED SourceModel

NORDIA

( )NORDIA

6º (06)

440lm

475lm

410lm

440lm

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

380lm

410lm

440lm

355lm4.1W (4)

Ceiling Recessed
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NORDIA WASH Ceiling Recessed

White Black Stainless Steel

Φ75mm

7
0

m
m

Φ65mm 75mm

7
5

m
m

Round Square

Ordering Code Example: NORDIA W4- 0C-90-AS-RD-FX-SS-00-3 0

Assymetric

27ºx42º

(AS)

Beam

AnglePower

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

IP67

Type

Fixed (FX)

380lm

410lm

440lm

355lm

440lm

475lm

410lm

440lm

CCT

(SQ)Square

(RD)Round

Shape

(80) (90)80 90

LOR 0,82

Assymetric

27ºx42º

400

600

800

1000

cd/klm η=100%
C0 - C180
C90 - C270

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

4.1W (4)

Dimming Option

(BL)

(SS)

Black

Stainless

Steel

(WH)White

Colour*

(230PC)

(24ND)

(00)

24VDC
Non Dimmable

Without Driver

230V
Phase Cut

(0)No Extras

(1)Emergency Kit

Extras

�

�

�

�

�

�

�

�

�

�

�

�

�

Nordia is an outdoor recessed downlight available either round or square.

It has minimal aesthetic.

Body material: aluminium.

Power cable HO5RN-F 2 0.75mm L= 1m

Cable outer dimeter: 6.5mm

Cable gland: IP67

Safety Glass: 6

Optics available: lenses

3 SDCM

L90/B10 50000h

Ingress Protection: IP67

IK Rate: IK0

Trim material: Either aluminium electrostatically painted (white, black or other RAL finishes on request) or stainless steel AISI 316.

x

mm

7

2

* Other RAL finishes available on request.

CRI80, CRI90

LED SourceModel

NORDIA

WASH

( W)NORDIA
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Φ75mm

7
0

m
m

75mm

7
5

m
m

Round Square White Black Stainless Steel

NORDIA DF (Diffused)

Diffused (DF)

Ordering Code Example: NORDIA DF2- 0B-80-DF-SQ-FX-SS-00-3 0

Beam

AnglePower

(30B)

(40B)

3000K

4000K

(27B)2700K

IP67

Type

Fixed (FX)

271lm

286lm

261lm

CCT

(SQ)Square

(RD)Round

Shape

(80)80

CRI80

LED Source

�

�

�

�

�

�

�

�

�

�

�

Nordia is an outdoor recessed downlight available either round or square.

It has minimal aesthetic.

Body material: aluminium.

Power cable HO5RN-F 2 0.75mm L= 1m

Cable outer dimeter: 6.5mm

Cable gland: IP67

Safety Glass: 6

Optics available: lenses

Ingress Protection: IP67

IK Rate: IK0

Trim material: Either aluminium electrostatically painted (white, black or other RAL finishes on request) or stainless steel AISI 316.

x

mm

7

2

2.1W (2)

cd/klm η=100%
C0 - C180
C90 - C270

LOR 0,15

200

300 45°

60°

75°

90°

105°105°

90°

75°

60°

45°

Diffused

Dimming Option

(BL)

(SS)

Black

Stainless

Steel

(WH)White

Colour*

(230PC)

(24ND)

(00)

24VDC
Non Dimmable

Without Driver

230V
Phase Cut

LIGHTSOURCE BY

(0)No Extras

(1)Emergency Kit

Extras

* Other RAL finishes available on request.

Φ65mm

Model

NORDIA

DIFFUSED

(NORDIA DF)

Ceiling Recessed
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NORDIA WASH Ceiling Recessed

White Black Stainless Steel

Φ75mm

7
0

m
m

Φ65mm 75mm

7
5

m
m

Round Square

Ordering Code Example: NORDIA W4- 0C-90-AS-RD-FX-SS-00-3 0

Assymetric

27ºx42º

(AS)

Beam

AnglePower

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

IP67

Type

Fixed (FX)

380lm

410lm

440lm

355lm

440lm

475lm

410lm

440lm

CCT

(SQ)Square

(RD)Round

Shape

(80) (90)80 90

LOR 0,82

Assymetric

27ºx42º

400

600

800

1000

cd/klm η=100%
C0 - C180
C90 - C270

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

4.1W (4)

Dimming Option

(BL)

(SS)

Black

Stainless

Steel

(WH)White

Colour*

(230PC)

(24ND)

(00)

24VDC
Non Dimmable

Without Driver

230V
Phase Cut

(0)No Extras

(1)Emergency Kit

Extras

�

�

�

�

�

�

�

�

�

�

�

�

�

Nordia is an outdoor recessed downlight available either round or square.

It has minimal aesthetic.

Body material: aluminium.

Power cable HO5RN-F 2 0.75mm L= 1m

Cable outer dimeter: 6.5mm

Cable gland: IP67

Safety Glass: 6

Optics available: lenses

3 SDCM

L90/B10 50000h

Ingress Protection: IP67

IK Rate: IK0

Trim material: Either aluminium electrostatically painted (white, black or other RAL finishes on request) or stainless steel AISI 316.

x

mm

7

2

* Other RAL finishes available on request.

CRI80, CRI90

LED SourceModel

NORDIA

WASH

( W)NORDIA
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Φ75mm

7
0

m
m

75mm

7
5

m
m

Round Square White Black Stainless Steel

NORDIA DF (Diffused)

Diffused (DF)

Ordering Code Example: NORDIA DF2- 0B-80-DF-SQ-FX-SS-00-3 0

Beam

AnglePower

(30B)

(40B)

3000K

4000K

(27B)2700K

IP67

Type

Fixed (FX)

271lm

286lm

261lm

CCT

(SQ)Square

(RD)Round

Shape

(80)80

CRI80

LED Source

�

�

�

�

�

�

�

�

�

�

�

Nordia is an outdoor recessed downlight available either round or square.

It has minimal aesthetic.

Body material: aluminium.

Power cable HO5RN-F 2 0.75mm L= 1m

Cable outer dimeter: 6.5mm

Cable gland: IP67

Safety Glass: 6

Optics available: lenses

Ingress Protection: IP67

IK Rate: IK0

Trim material: Either aluminium electrostatically painted (white, black or other RAL finishes on request) or stainless steel AISI 316.

x

mm

7

2

2.1W (2)

cd/klm η=100%
C0 - C180
C90 - C270

LOR 0,15

200

300 45°

60°

75°

90°

105°105°

90°

75°

60°

45°

Diffused

Dimming Option

(BL)

(SS)

Black

Stainless

Steel

(WH)White

Colour*

(230PC)

(24ND)

(00)

24VDC
Non Dimmable

Without Driver

230V
Phase Cut

LIGHTSOURCE BY

(0)No Extras

(1)Emergency Kit

Extras

* Other RAL finishes available on request.

Φ65mm

Model

NORDIA

DIFFUSED

(NORDIA DF)

Ceiling Recessed
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LIMA CR

�

�

�

�

�

�

�

�

�

�

Lima series is a complete series of die cast aluminium luminaires.

is available in different wattage consumption and each model is offered in different lumen outputs.

is available in different beam angles, diffused and wall wash applications.

includes models for recessed trimless installations.

In terms of LED, it is available in different CCTs as standard and it can also be offered upon request (depending on the model)

in tunable white TW and individual colours R,G,B,A.

3 SDCM

L90/B10 50000h

Low UGR (UGR<16 /black mask, UGR<19 /white mask)

Constant current

Indoor use: IP40

It

It

It and

.

LIMA 21RecessedLIMA 10Recessed

248x35mm

255mm

128x35mm

135mm

LIMA Recessed 4

55x35mm

64mm

4
2

m
m

5
8

m
m

4
2

m
m

5
8

m
m

4
2

m
m

5
8

m
m

Ceiling Recessed
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White/White White/Black Black/Black Black/White

Luminaire Colour: rim/ askT M

Ceiling Recessed

cd/klm η=100%
C0 - C180
C90 - C270

50º LOR 0,78
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

400

600

800

1000

1200

White (Mask)

800

1200

1600

cd/klm η=100%
C0 - C180
C90 - C270

50º LOR 0,70
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

Black (Mask)

1600

2400

cd/klm η=100%
C0 - C180
C90 - C270

30º LOR 0,83
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

White (Mask)

1600

2400

3200

cd/klm η=100%
C0 - C180
C90 - C270

30º LOR 0,76
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

Black (Mask)

2000

3000

4000

5000

6000

cd/klm η=100%
C0 - C180
C90 - C270

15º LOR 0,74
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

White (Mask)

3200

4800

6400

cd/klm η=100%
C0 - C180
C90 - C270

15º
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

LOR 0,63

Black (Mask)

477

LIMA 21 RC-30C-80-FX-30-WW-ND-00Ordering Code Example:

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless*

* The wireless dimming option includes driver and Bluetooth dimming accessory.

Beam

Angle Dimming Option AccessoriesType

15º (15)

(30)

Model

(LED Power)

30º

50º ( )50

Fixed (FX)LIMA 4W

Recessed

(LIMA 4 RC)

LIMA 10W

Recessed

LIMA 21W

Recessed

(LIMA 10 RC)

(LIMA 21 RC)

IP40

( )0X

( )XX
EXTRAS

COVER

No Extras

( )1XEmergency Kit

Standard ( )0X

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

CCT

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

Luminaire Colour:

rim/ askT M

(BB)

(WB)

(WW)

(BW)

White/White

White/Black

Black/Black

Black/White

LIMA CR

528lm

562lm

592lm

528lm

(80)80

1320lm

2640lm

1405lm

2810lm

1480lm

2960lm

1320lm

2640lm

CRI80, CRI90

LED Source

494lm

528lm

-

464lm

1235lm

1320lm

-

1 lm160

2470lm

2640lm

-

2320lm

(90)90
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LIMA CR

�

�

�

�

�

�

�

�

�

�

Lima series is a complete series of die cast aluminium luminaires.

is available in different wattage consumption and each model is offered in different lumen outputs.

is available in different beam angles, diffused and wall wash applications.

includes models for recessed trimless installations.

In terms of LED, it is available in different CCTs as standard and it can also be offered upon request (depending on the model)

in tunable white TW and individual colours R,G,B,A.

3 SDCM

L90/B10 50000h

Low UGR (UGR<16 /black mask, UGR<19 /white mask)

Constant current

Indoor use: IP40

It

It

It and

.

LIMA 21RecessedLIMA 10Recessed

248x35mm

255mm

128x35mm

135mm

LIMA Recessed 4

55x35mm

64mm

4
2

m
m

5
8

m
m

4
2

m
m

5
8

m
m

4
2

m
m

5
8

m
m

Ceiling Recessed
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White/White White/Black Black/Black Black/White

Luminaire Colour: rim/ askT M

Ceiling Recessed

cd/klm η=100%
C0 - C180
C90 - C270

50º LOR 0,78
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

400

600

800

1000

1200

White (Mask)

800

1200

1600

cd/klm η=100%
C0 - C180
C90 - C270

50º LOR 0,70
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

Black (Mask)

1600

2400

cd/klm η=100%
C0 - C180
C90 - C270

30º LOR 0,83
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

White (Mask)

1600

2400

3200

cd/klm η=100%
C0 - C180
C90 - C270

30º LOR 0,76
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

Black (Mask)

2000

3000

4000

5000

6000

cd/klm η=100%
C0 - C180
C90 - C270

15º LOR 0,74
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

White (Mask)

3200

4800

6400

cd/klm η=100%
C0 - C180
C90 - C270

15º
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

LOR 0,63

Black (Mask)

477

LIMA 21 RC-30C-80-FX-30-WW-ND-00Ordering Code Example:

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless*

* The wireless dimming option includes driver and Bluetooth dimming accessory.

Beam

Angle Dimming Option AccessoriesType

15º (15)

(30)

Model

(LED Power)

30º

50º ( )50

Fixed (FX)LIMA 4W

Recessed

(LIMA 4 RC)

LIMA 10W

Recessed

LIMA 21W

Recessed

(LIMA 10 RC)

(LIMA 21 RC)

IP40

( )0X

( )XX
EXTRAS

COVER

No Extras

( )1XEmergency Kit

Standard ( )0X

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

CCT

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

Luminaire Colour:

rim/ askT M

(BB)

(WB)

(WW)

(BW)

White/White

White/Black

Black/Black

Black/White

LIMA CR

528lm

562lm

592lm

528lm

(80)80

1320lm

2640lm

1405lm

2810lm

1480lm

2960lm

1320lm

2640lm

CRI80, CRI90

LED Source

494lm

528lm

-

464lm

1235lm

1320lm

-

1 lm160

2470lm

2640lm

-

2320lm

(90)90
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120mm

± °15

± °35

Installation Type A

Installation Type B

± °15

± °35

LIMA ARC DJUSTABLE

�

�

�

�

�

�

�

�

�

�

Lima series is a complete series of die cast aluminium luminaires.

is available in different wattage consumption and each model is offered in different lumen outputs.

is available in different beam angles, diffused and wall wash applications.

includes models for recessed trimless installations.

In terms of LED, it is available in different CCTs as standard and it can also be offered upon request (depending on the model)

in tunable white TW and individual colours R,G,B,A.

3 SDCM

L90/B10 50000h

Low UGR (UGR<16 /black mask, UGR<19 /white mask)

Constant current

Indoor use: IP40

It

It

It and

.

± °15

± °35

Ceiling Recessed

± °15

± °35

280mm

1
4

3
m

m

260mm

1
0

8
m

m

Lima W RC

Double Adjustable

42

280mm

9
0

m
m

260mm

160mm

148mm

160mm

148mm

1
4

3
m

m
1

0
8

m
m

1
0

8
m

m

9
0

m
m

1
0

8
m

m

Lima 21W RC

Double Adjustable

Lima 21W RC

AdjustableSingle

Lima 10W RC

Single Adjustable

260x128mm 148x128mm 260x75mm 142x75mm

120mm
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Ceiling Recessed

White/White White/Black Black/Black Black/White

Luminaire Colour: rim/ askT M

cd/klm η=100%
C0 - C180
C90 - C270

50º LOR 0,78
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

400

600

800

1000

1200

White (Mask)

800

1200

1600

cd/klm η=100%
C0 - C180
C90 - C270

50º LOR 0,70
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

Black (Mask)

1600

2400

cd/klm η=100%
C0 - C180
C90 - C270

30º LOR 0,83
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

White (Mask)

1600

2400

3200

cd/klm η=100%
C0 - C180
C90 - C270

30º LOR 0,76
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

Black (Mask)

2000

3000

4000

5000

6000

cd/klm η=100%
C0 - C180
C90 - C270

15º LOR 0,74
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

White (Mask)

3200

4800

6400

cd/klm η=100%
C0 - C180
C90 - C270

15º
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

LOR 0,63

Black (Mask)

Ordering Code Example: LIMA 21 RC SA-30C-80-AD-30-WW-ND-00

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless*

Beam

Angle Dimming Option AccessoriesType

15º (15)

(30)

Model

(LED Power)

30º

50º ( )50

Adjustable
(AD)

IP40

( )0X

( )XX
EXTRAS

COVER

No Extras

( )1XEmergency Kit

Standard ( )0X

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

CCT

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

Luminaire Colour:

rim/ askT M

(BB)

(WB)

(WW)

(BW)

White/White

White/Black

Black/Black

Black/White

LIMA 10W Recessed

Single Adjustable

(LIMA 10 RC SA)

LIMA 21W

Single Adjustable

Recessed

(LIMA 21 RC SA)

LIMA 21W

Double Adjustable

Recessed

(LIMA 21 RC DA)

LIMA 42W

Double Adjustable

Recessed

(LIMA 42 RC DA)

LIMA ARC DJUSTABLE

* The wireless dimming option includes driver and Bluetooth dimming accessory.

(80)80

CRI80, CRI90

LED Source

5280lm

5620lm

5920lm

5280lm

1320lm

1405lm

1480lm

1320lm

2640lm

2810lm

2960lm

2640lm

1235lm

1320lm

-

1 lm160

2470lm

2640lm

-

2320lm

4940lm

5280lm

-

464 lm0

(90)90
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120mm

± °15

± °35

Installation Type A

Installation Type B

± °15

± °35

LIMA ARC DJUSTABLE

�

�

�

�

�

�

�

�

�

�

Lima series is a complete series of die cast aluminium luminaires.

is available in different wattage consumption and each model is offered in different lumen outputs.

is available in different beam angles, diffused and wall wash applications.

includes models for recessed trimless installations.

In terms of LED, it is available in different CCTs as standard and it can also be offered upon request (depending on the model)

in tunable white TW and individual colours R,G,B,A.

3 SDCM

L90/B10 50000h

Low UGR (UGR<16 /black mask, UGR<19 /white mask)

Constant current

Indoor use: IP40

It

It

It and

.

± °15

± °35

Ceiling Recessed

± °15

± °35

280mm

1
4

3
m

m

260mm

1
0

8
m

m

Lima W RC

Double Adjustable

42

280mm

9
0

m
m

260mm

160mm

148mm

160mm

148mm

1
4

3
m

m
1

0
8

m
m

1
0

8
m

m

9
0

m
m

1
0

8
m

m

Lima 21W RC

Double Adjustable

Lima 21W RC

AdjustableSingle

Lima 10W RC

Single Adjustable

260x128mm 148x128mm 260x75mm 142x75mm

120mm
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Ceiling Recessed

White/White White/Black Black/Black Black/White

Luminaire Colour: rim/ askT M

cd/klm η=100%
C0 - C180
C90 - C270

50º LOR 0,78
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

400

600

800

1000

1200

White (Mask)

800

1200

1600

cd/klm η=100%
C0 - C180
C90 - C270

50º LOR 0,70
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

Black (Mask)

1600

2400

cd/klm η=100%
C0 - C180
C90 - C270

30º LOR 0,83
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

White (Mask)

1600

2400

3200

cd/klm η=100%
C0 - C180
C90 - C270

30º LOR 0,76
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

Black (Mask)

2000

3000

4000

5000

6000

cd/klm η=100%
C0 - C180
C90 - C270

15º LOR 0,74
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

White (Mask)

3200

4800

6400

cd/klm η=100%
C0 - C180
C90 - C270

15º
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

LOR 0,63

Black (Mask)

Ordering Code Example: LIMA 21 RC SA-30C-80-AD-30-WW-ND-00

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless*

Beam

Angle Dimming Option AccessoriesType

15º (15)

(30)

Model

(LED Power)

30º

50º ( )50

Adjustable
(AD)

IP40

( )0X

( )XX
EXTRAS

COVER

No Extras

( )1XEmergency Kit

Standard ( )0X

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

CCT

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

Luminaire Colour:

rim/ askT M

(BB)

(WB)

(WW)

(BW)

White/White

White/Black

Black/Black

Black/White

LIMA 10W Recessed

Single Adjustable

(LIMA 10 RC SA)

LIMA 21W

Single Adjustable

Recessed

(LIMA 21 RC SA)

LIMA 21W

Double Adjustable

Recessed

(LIMA 21 RC DA)

LIMA 42W

Double Adjustable

Recessed

(LIMA 42 RC DA)

LIMA ARC DJUSTABLE

* The wireless dimming option includes driver and Bluetooth dimming accessory.

(80)80

CRI80, CRI90

LED Source

5280lm

5620lm

5920lm

5280lm

1320lm

1405lm

1480lm

1320lm

2640lm

2810lm

2960lm

2640lm

1235lm

1320lm

-

1 lm160

2470lm

2640lm

-

2320lm

4940lm

5280lm

-

464 lm0

(90)90
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LIMA WASH RC

LIMA WASH 21LIMA WASH 10

248x35mm

255mm

128x35mm

135mm

4
2

m
m

5
8

m
m

�

�

�

�

�

�

�

�

�

Lima series is a complete series of die cast aluminium luminaires.

is available in different wattage consumption and each model is offered in different lumen outputs.

is available in different beam angles, diffused and wall wash applications.

includes models for recessed trimless installations.

In terms of LED, it is available in different CCTs as standard and it can also be offered upon request (depending on the model)

in tunable white TW and individual colours R,G,B,A.

3 SDCM

L90/B10 50000h

Constant current

Indoor use: IP40

It

It

It and

Ceiling Recessed

4
2

m
m

5
8

m
m
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White/Black Black/Black

Luminaire Colour: rim/ askT M

LIMA WASH RC

C0

C180

C270C90

Ceiling Recessed

CRI80, CRI90

LED Source

(80)80

400

600

800

1000

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

45 x75º º

Black (Mask)

LOR 0,28

Ordering Code Example: LIMA W21 RC-30C-80-FX-45-WB-ND-00

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless*

* The wireless dimming option includes driver and Bluetooth dimming accessory.

Beam

Angle Dimming Option AccessoriesType

Model

(LED Power)

Fixed (FX)LIMA WASH 10W

Recessed

LIMA WASH 21W

Recessed

(LIMA W10 RC)

(LIMA W21 RC)

IP40

( )0X

( )XX
EXTRAS

COVER

No Extras

( )1XEmergency Kit

Standard ( )0X

CCT

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

Luminaire Colour:

rim/ askT M

(BB)

(WB)White/Black

Black/Black

(45)45 x75
o o

1320lm

1405lm

1480lm

1320lm

2640lm

2810lm

2960lm

2640lm

1235lm

1320lm

-

1 lm160

2470lm

2640lm

-

2320lm

(90)90
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LIMA WASH RC

LIMA WASH 21LIMA WASH 10

248x35mm

255mm

128x35mm

135mm

4
2

m
m

5
8

m
m

�

�

�

�

�

�

�

�

�

Lima series is a complete series of die cast aluminium luminaires.

is available in different wattage consumption and each model is offered in different lumen outputs.

is available in different beam angles, diffused and wall wash applications.

includes models for recessed trimless installations.

In terms of LED, it is available in different CCTs as standard and it can also be offered upon request (depending on the model)

in tunable white TW and individual colours R,G,B,A.

3 SDCM

L90/B10 50000h

Constant current

Indoor use: IP40

It

It

It and

Ceiling Recessed

4
2

m
m

5
8

m
m

480 ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

White/Black Black/Black

Luminaire Colour: rim/ askT M

LIMA WASH RC

C0

C180

C270C90

Ceiling Recessed

CRI80, CRI90

LED Source

(80)80

400

600

800

1000

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

45 x75º º

Black (Mask)

LOR 0,28

Ordering Code Example: LIMA W21 RC-30C-80-FX-45-WB-ND-00

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless*

* The wireless dimming option includes driver and Bluetooth dimming accessory.

Beam

Angle Dimming Option AccessoriesType

Model

(LED Power)

Fixed (FX)LIMA WASH 10W

Recessed

LIMA WASH 21W

Recessed

(LIMA W10 RC)

(LIMA W21 RC)

IP40

( )0X

( )XX
EXTRAS

COVER

No Extras

( )1XEmergency Kit

Standard ( )0X

CCT

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

Luminaire Colour:

rim/ askT M

(BB)

(WB)White/Black

Black/Black

(45)45 x75
o o

1320lm

1405lm

1480lm

1320lm

2640lm

2810lm

2960lm

2640lm

1235lm

1320lm

-

1 lm160

2470lm

2640lm

-

2320lm

(90)90
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LIMA DIFFUSED RC

LIMA Diffused Recessed 21LIMA Diffused Recessed 10

248x35mm

255mm

128x35mm

135mm

4
2

m
m

5
8

m
m

LIMA Diffused Recessed 4

55x35mm

64mm

�

�

�

�

�

�

�

�

�

Lima series is a complete series of die cast aluminium luminaires.

is available in different wattage consumption and each model is offered in different lumen outputs.

is available in different beam angles, diffused and wall wash applications.

includes models for recessed trimless installations.

In terms of LED, it is available in different CCTs as standard and it can also be offered upon request (depending on the model)

in tunable white TW and individual colours R,G,B,A.

3 SDCM

L90/B10 50000h

Constant current

Indoor use: IP40

It

It

It and

Ceiling Recessed

4
2

m
m

5
8

m
m

4
2

m
m

5
8

m
m

482 ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

White Black

Luminaire Colour:

LIMA DIFFUSED RC

C0

C180

C270C90

200

300

400

500

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

Diffused (96º)

Ceiling Recessed

White

LOR 0,45

Ordering Code Example: LIMA DF 10 RC-30C-80-FX-DF-WH-ND-00

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless*

Beam

Angle Dimming Option AccessoriesType

(DF)

Model

(LED Power)

DiffusedFixed (FX)

IP40

( )0X

( )XX
EXTRAS

COVER

No Extras

( )1XEmergency Kit

Standard ( )0X(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

CCT

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

Luminaire Colour:

askM

(BL)

(WH)White

Black

LIMA Diffused 4W

Recessed

(LIMA DF 4 RC)

LIMA Diffused 10W

Recessed

LIMA Diffused 21W

Recessed

(LIMA DF 10 RC)

(LIMA DF 21 RC)

528lm

562lm

592lm

528lm

(80)80

1320lm

2640lm

1405lm

2810lm

1480lm

2960lm

1320lm

2640lm

CRI80, CRI90

LED Source

494lm

528lm

-

464lm

1235lm

1320lm

-

1 lm160

2470lm

2640lm

-

2320lm

(90)90

* The wireless dimming option includes driver and Bluetooth dimming accessory.
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LIMA DIFFUSED RC

LIMA Diffused Recessed 21LIMA Diffused Recessed 10

248x35mm

255mm

128x35mm

135mm

4
2

m
m

5
8

m
m

LIMA Diffused Recessed 4

55x35mm

64mm

�

�

�

�

�

�

�

�

�

Lima series is a complete series of die cast aluminium luminaires.

is available in different wattage consumption and each model is offered in different lumen outputs.

is available in different beam angles, diffused and wall wash applications.

includes models for recessed trimless installations.

In terms of LED, it is available in different CCTs as standard and it can also be offered upon request (depending on the model)

in tunable white TW and individual colours R,G,B,A.

3 SDCM

L90/B10 50000h

Constant current

Indoor use: IP40

It

It

It and

Ceiling Recessed

4
2

m
m

5
8

m
m

4
2

m
m

5
8

m
m
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White Black

Luminaire Colour:

LIMA DIFFUSED RC

C0

C180

C270C90

200

300

400

500

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

Diffused (96º)

Ceiling Recessed

White

LOR 0,45

Ordering Code Example: LIMA DF 10 RC-30C-80-FX-DF-WH-ND-00

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless*

Beam

Angle Dimming Option AccessoriesType

(DF)

Model

(LED Power)

DiffusedFixed (FX)

IP40

( )0X

( )XX
EXTRAS

COVER

No Extras

( )1XEmergency Kit

Standard ( )0X(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

CCT

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

Luminaire Colour:

askM

(BL)

(WH)White

Black

LIMA Diffused 4W

Recessed

(LIMA DF 4 RC)

LIMA Diffused 10W

Recessed

LIMA Diffused 21W

Recessed

(LIMA DF 10 RC)

(LIMA DF 21 RC)

528lm

562lm

592lm

528lm

(80)80

1320lm

2640lm

1405lm

2810lm

1480lm

2960lm

1320lm

2640lm

CRI80, CRI90

LED Source

494lm

528lm

-

464lm

1235lm

1320lm

-

1 lm160

2470lm

2640lm

-

2320lm

(90)90

* The wireless dimming option includes driver and Bluetooth dimming accessory.

483ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr



www. .com

LIMA IP44

�

�

�

�

�

�

�

�

Lima series is a complete series of die cast aluminium luminaires.

is available in different wattage consumption and each model is offered in different lumen outputs.

In terms of LED, it is available in different CCTs as standard and it can also be offered upon request (depending on the model)

in tunable white TW and individual colours R,G,B,A.

3 SDCM

L90/B10 50000h

Low UGR (UGR<16 /black mask, UGR<19 /white mask)

Constant current

I I

It

.

ngress Protection: P44

LIMA 4 IP44

57x36mm

69mm

4
8

m
m

6
5

m
m

5
7

m
m

8
m

m

LIMA 10 IP44

128x36mm

140mm

4
8

m
m

6
5

m
m

5
7

m
m

8
m

m

Ceiling Recessed
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White/White White/Black Black/Black Black/White

Luminaire Colour: rim/ askT M

LIMA IP44Ceiling Recessed

cd/klm η=100%
C0 - C180
C90 - C270

50º LOR 0,75
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

400

600

800

1000

1200

White (Mask)

800

1200

1600

cd/klm η=100%
C0 - C180
C90 - C270

50º LOR 0,67
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

Black (Mask)

1600

2400

cd/klm η=100%
C0 - C180
C90 - C270

30º LOR 0,80
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

White (Mask)

1600

2400

3200

cd/klm η=100%
C0 - C180
C90 - C270

30º LOR 0,73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

Black (Mask)

2000

3000

4000

5000

6000

cd/klm η=100%
C0 - C180
C90 - C270

15º LOR 0,71
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

White (Mask)

3200

4800

6400

cd/klm η=100%
C0 - C180
C90 - C270

15º
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

LOR 0,60

Black (Mask)

Ordering Code Example: LIMA 10 44RC-30C-80-FX-30-WW-ND-00

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless*

* The wireless dimming option includes driver and Bluetooth dimming accessory.

Beam

Angle Dimming Option AccessoriesType

15º (15)

(30)

Model

(LED Power)

30º

50º ( )50

Fixed (FX)LIMA 4W IP44

Recessed

(LIMA 4 44RC)

LIMA 10W IP44

Recessed

(LIMA 10 44RC)

IP44

( )0X

( )XX
EXTRAS

COVER

No Extras

( )1XEmergency Kit

Standard ( )0X

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

CCT

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

Luminaire Colour:

rim/ askT M

(BB)

(WB)

(WW)

(BW)

White/White

White/Black

Black/Black

Black/White

528lm

562lm

592lm

528lm

(80)80

1320lm

1405lm

1480lm

1320lm

CRI80, CRI90

LED Source

494lm

528lm

-

464lm

1235lm

1320lm

-

1 lm160

(90)90
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LIMA IP44

�

�

�

�

�

�

�

�

Lima series is a complete series of die cast aluminium luminaires.

is available in different wattage consumption and each model is offered in different lumen outputs.

In terms of LED, it is available in different CCTs as standard and it can also be offered upon request (depending on the model)

in tunable white TW and individual colours R,G,B,A.

3 SDCM

L90/B10 50000h

Low UGR (UGR<16 /black mask, UGR<19 /white mask)

Constant current

I I

It

.

ngress Protection: P44

LIMA 4 IP44

57x36mm

69mm

4
8

m
m

6
5

m
m

5
7

m
m

8
m

m

LIMA 10 IP44

128x36mm

140mm

4
8

m
m

6
5

m
m

5
7

m
m

8
m

m

Ceiling Recessed
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White/White White/Black Black/Black Black/White

Luminaire Colour: rim/ askT M

LIMA IP44Ceiling Recessed

cd/klm η=100%
C0 - C180
C90 - C270

50º LOR 0,75
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

400

600

800

1000

1200

White (Mask)

800

1200

1600

cd/klm η=100%
C0 - C180
C90 - C270

50º LOR 0,67
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

Black (Mask)

1600

2400

cd/klm η=100%
C0 - C180
C90 - C270

30º LOR 0,80
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

White (Mask)

1600

2400

3200

cd/klm η=100%
C0 - C180
C90 - C270

30º LOR 0,73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

Black (Mask)

2000

3000

4000

5000

6000

cd/klm η=100%
C0 - C180
C90 - C270

15º LOR 0,71
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

White (Mask)

3200

4800

6400

cd/klm η=100%
C0 - C180
C90 - C270

15º
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

LOR 0,60

Black (Mask)

Ordering Code Example: LIMA 10 44RC-30C-80-FX-30-WW-ND-00

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless*

* The wireless dimming option includes driver and Bluetooth dimming accessory.

Beam

Angle Dimming Option AccessoriesType

15º (15)

(30)

Model

(LED Power)

30º

50º ( )50

Fixed (FX)LIMA 4W IP44

Recessed

(LIMA 4 44RC)

LIMA 10W IP44

Recessed

(LIMA 10 44RC)

IP44

( )0X

( )XX
EXTRAS

COVER

No Extras

( )1XEmergency Kit

Standard ( )0X

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

CCT

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

Luminaire Colour:

rim/ askT M

(BB)

(WB)

(WW)

(BW)

White/White

White/Black

Black/Black

Black/White

528lm

562lm

592lm

528lm

(80)80

1320lm

1405lm

1480lm

1320lm

CRI80, CRI90

LED Source

494lm

528lm

-

464lm

1235lm

1320lm

-

1 lm160

(90)90
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LIMA IP65

LIMA 10 IP65

128x36mm

140mm
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Lima series is a complete series of die cast aluminium luminaires.

is available in different wattage consumption and each model is offered in different lumen outputs.

In terms of LED, it is available in different CCTs as standard and it can also be offered upon request (depending on the model)

in tunable white TW and individual colours R,G,B,A.

3 SDCM

L90/B10 50000h

Low UGR (UGR<16 /black mask, UGR<19 /white mask)

Constant current

I I

It

.

ngress Protection: P65 (face only)

LIMA 21 IP65

248x36mm

260mm

4
8

m
m

6
6

m
m

5
6

m
m

1
0

m
m

LIMA 4 IP65

57x36mm

69mm

4
8

m
m

6
6

m
m

5
6

m
m

1
0

m
m

Ceiling Recessed
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White/White White/Black Black/Black Black/White

Luminaire Colour: rim/ askT M

LIMA IP65Ceiling Recessed

cd/klm η=100%
C0 - C180
C90 - C270

50º LOR 0,75
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

400

600

800

1000

1200

White (Mask)

800

1200

1600

cd/klm η=100%
C0 - C180
C90 - C270

50º LOR 0,67
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

Black (Mask)

1600

2400

cd/klm η=100%
C0 - C180
C90 - C270

30º LOR 0,80
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

White (Mask)

1600

2400

3200

cd/klm η=100%
C0 - C180
C90 - C270

30º LOR 0,73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

Black (Mask)

2000

3000

4000

5000

6000

cd/klm η=100%
C0 - C180
C90 - C270

15º LOR 0,71
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

White (Mask)

3200

4800

6400

cd/klm η=100%
C0 - C180
C90 - C270

15º
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

LOR 0,60

Black (Mask)

Ordering Code Example: LIMA 21 65RC-30C-80-FX-30-WW-ND-00

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless*

* The wireless dimming option includes driver and Bluetooth dimming accessory.

Beam

Angle Dimming Option AccessoriesType

15º (15)

(30)

Model

(LED Power)

30º

50º ( )50

Fixed (FX)LIMA 4W IP65

Recessed

(LIMA 4 65RC)

LIMA 10W IP65

Recessed

LIMA 21W IP65

Recessed

(LIMA 10 65RC)

(LIMA 21 65RC)

IP65

( )0X

( )XX
EXTRAS

COVER

No Extras

( )1XEmergency Kit

Standard ( )0X

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

CCT

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

Luminaire Colour:

rim/ askT M

(BB)

(WB)

(WW)

(BW)

White/White

White/Black

Black/Black

Black/White

528lm

562lm

592lm

528lm

(80)80

1320lm

2640lm

1405lm

2810lm

1480lm

2960lm

1320lm

2640lm

CRI80, CRI90

LED Source

494lm

528lm

-

464lm

1235lm

1320lm

-

1 lm160

2470lm

2640lm

-

2320lm

(90)90
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LIMA IP65

LIMA 10 IP65

128x36mm

140mm
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Lima series is a complete series of die cast aluminium luminaires.

is available in different wattage consumption and each model is offered in different lumen outputs.

In terms of LED, it is available in different CCTs as standard and it can also be offered upon request (depending on the model)

in tunable white TW and individual colours R,G,B,A.

3 SDCM

L90/B10 50000h

Low UGR (UGR<16 /black mask, UGR<19 /white mask)

Constant current

I I

It

.

ngress Protection: P65 (face only)

LIMA 21 IP65

248x36mm

260mm

4
8

m
m

6
6

m
m

5
6

m
m

1
0

m
m

LIMA 4 IP65

57x36mm

69mm

4
8

m
m

6
6

m
m

5
6

m
m

1
0

m
m

Ceiling Recessed
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White/White White/Black Black/Black Black/White

Luminaire Colour: rim/ askT M

LIMA IP65Ceiling Recessed

cd/klm η=100%
C0 - C180
C90 - C270

50º LOR 0,75
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

400

600

800

1000

1200

White (Mask)

800

1200

1600

cd/klm η=100%
C0 - C180
C90 - C270

50º LOR 0,67
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

Black (Mask)

1600

2400

cd/klm η=100%
C0 - C180
C90 - C270

30º LOR 0,80
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

White (Mask)

1600

2400

3200

cd/klm η=100%
C0 - C180
C90 - C270

30º LOR 0,73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

Black (Mask)

2000

3000

4000

5000

6000

cd/klm η=100%
C0 - C180
C90 - C270

15º LOR 0,71
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

White (Mask)

3200

4800

6400

cd/klm η=100%
C0 - C180
C90 - C270

15º
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

LOR 0,60

Black (Mask)

Ordering Code Example: LIMA 21 65RC-30C-80-FX-30-WW-ND-00

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless*

* The wireless dimming option includes driver and Bluetooth dimming accessory.

Beam

Angle Dimming Option AccessoriesType

15º (15)

(30)

Model

(LED Power)

30º

50º ( )50

Fixed (FX)LIMA 4W IP65

Recessed

(LIMA 4 65RC)

LIMA 10W IP65

Recessed

LIMA 21W IP65

Recessed

(LIMA 10 65RC)

(LIMA 21 65RC)

IP65

( )0X

( )XX
EXTRAS

COVER

No Extras

( )1XEmergency Kit

Standard ( )0X

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

CCT

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

Luminaire Colour:

rim/ askT M

(BB)

(WB)

(WW)

(BW)

White/White

White/Black

Black/Black

Black/White

528lm

562lm

592lm

528lm

(80)80

1320lm

2640lm

1405lm

2810lm

1480lm

2960lm

1320lm

2640lm

CRI80, CRI90

LED Source

494lm

528lm

-

464lm

1235lm

1320lm

-

1 lm160

2470lm

2640lm

-

2320lm

(90)90
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White Black

Luminaire Colour: rimT

403x36mm

412mm

4
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m
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4
3
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m

271x36mm

4
5

m
m

4
3

m
m

280mm

137x36mm

4
5

m
m

4
3

m
m

148mm

65x36mm

4
5

m
m

4
3

m
m

75mm

36x36mm

4
5

m
m

4
3

m
m

45mm

LANE 2W LANE 4W LANE 10.5W LANE 21W LANE 31W

�

�

�

�

�

�

�

�

L series is a complete series of die cast aluminium luminaires.

is available in different wattage consumption and each model is offered in different lumen outputs.

In terms of LED, it is available in different CCTs as standard and it can also be offered upon request (depending on the model)

in tunable white TW and individual colours R,G,B,A.

3 SDCM

L90/B10 50000h

Low UGR (UGR<16 /black mask, UGR<19 /white mask)

Constant current

Indoor use: IP40

ane

It

.

Ceiling RecessedLANE RC
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Ceiling Recessed

cd/klm η=100%
C0 - C180
C90 - C270

15º LOR 0,69
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

3200

4800

1600

2400

3200

800

1200

1600

2000

2400

cd/klm η=100%
C0 - C180
C90 - C270

30º LOR 0,71
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

cd/klm η=100%
C0 - C180
C90 - C270

45º LOR 0,65
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

LANE RC

489

Ordering Code Example:

LANE 21 RC-30C-80-FX-30-WH-ND-00

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless*

* The wireless dimming option includes driver and Bluetooth dimming accessory.

Beam

Angle Dimming Option AccessoriesType

15º (15)

(30)

Model

(LED Power)

30º

45º (45)

Fixed (FX)

IP40

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

247lm

264lm

-

232lm

CCT

(90)90

CRI90

LED Source

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

494lm

528lm

-

464lm

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

Luminaire

Colour:

Trim

(BL)

(WH)White

Black

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

LANE 2W Recessed

(LANE 2 RC)

LANE 4W Recessed

LANE 10W Recessed

(LANE 4 RC)

(LANE 10 RC)

LANE 21W Recessed

LANE 31W Recessed

(LANE RC)21

(LANE 3 RC)1

(0)

EXTRAS

No Extras

(1)Emergency Kit

264lm

281lm

296lm

264lm

(80)80

CRI80

LED Source

528lm

1320lm

562lm

1405lm

592lm

1480lm

528lm

1320lm

2640lm

3960lm

2810lm

4215lm

2960lm

4440lm

2640lm

3960lm

1235lm

1320lm

-

1 lm160

2470lm

3 lm705

2640lm

3960lm

-

-

2320lm

3 0lm48
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White Black

Luminaire Colour: rimT

403x36mm

412mm
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280mm

137x36mm
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148mm

65x36mm
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75mm

36x36mm

4
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4
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m
m

45mm

LANE 2W LANE 4W LANE 10.5W LANE 21W LANE 31W
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L series is a complete series of die cast aluminium luminaires.

is available in different wattage consumption and each model is offered in different lumen outputs.

In terms of LED, it is available in different CCTs as standard and it can also be offered upon request (depending on the model)

in tunable white TW and individual colours R,G,B,A.

3 SDCM

L90/B10 50000h

Low UGR (UGR<16 /black mask, UGR<19 /white mask)

Constant current

Indoor use: IP40

ane

It

.

Ceiling RecessedLANE RC
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Ceiling Recessed

cd/klm η=100%
C0 - C180
C90 - C270

15º LOR 0,69
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

3200

4800

1600

2400

3200

800

1200

1600

2000

2400

cd/klm η=100%
C0 - C180
C90 - C270

30º LOR 0,71
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

cd/klm η=100%
C0 - C180
C90 - C270

45º LOR 0,65
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

LANE RC

489

Ordering Code Example:

LANE 21 RC-30C-80-FX-30-WH-ND-00

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless*

* The wireless dimming option includes driver and Bluetooth dimming accessory.

Beam

Angle Dimming Option AccessoriesType

15º (15)

(30)

Model

(LED Power)

30º

45º (45)

Fixed (FX)

IP40

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

247lm

264lm

-

232lm

CCT

(90)90

CRI90

LED Source

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

494lm

528lm

-

464lm

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

Luminaire

Colour:

Trim

(BL)

(WH)White

Black

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K

LANE 2W Recessed

(LANE 2 RC)

LANE 4W Recessed

LANE 10W Recessed

(LANE 4 RC)

(LANE 10 RC)

LANE 21W Recessed

LANE 31W Recessed

(LANE RC)21

(LANE 3 RC)1

(0)

EXTRAS

No Extras

(1)Emergency Kit

264lm

281lm

296lm

264lm

(80)80

CRI80

LED Source

528lm

1320lm

562lm

1405lm

592lm

1480lm

528lm

1320lm

2640lm

3960lm

2810lm

4215lm

2960lm

4440lm

2640lm

3960lm

1235lm

1320lm

-

1 lm160

2470lm

3 lm705

2640lm

3960lm

-

-

2320lm

3 0lm48
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LANE 21 RC ADJ

�

�

�

�

�

�

�

L series is a complete series of die cast aluminium luminaires.

In terms of LED, it is available in different CCTs as standard and it can also be offered upon request (depending on the model)

in tunable white TW and individual colours R,G,B,A.

3 SDCM

L90/B10 50000h

Low UGR (UGR<16 /black mask, UGR<19 /white mask)

Constant current

Indoor use: IP40

ane

.

Ceiling Recessed

285x70mm3
6

m
m

5
3

m
m

272mm

305mm

8
6

m
m

284mm 66mm

40
o

40
o

Luminaire Colour: rimT

White Black

Ordering Code Example: LANE RCA-21-30C-80-30-AD-WH-ND-0

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless*

* The wireless dimming option includes driver and Bluetooth dimming accessory.

Beam

Angle Dimming Option AccessoriesType

15º (15)

(30)

LED Power

30º

45º (45)

Adjustable (AD)

IP40

CCT

(90)90

Luminaire

Colour:

Trim

(BL)

(WH)White

Black(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K21W (21)

cd/klm η=100%
C0 - C180
C90 - C270

15º LOR 0,69
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

3200

4800

1600

2400

3200

800

1200

1600

2000

2400

cd/klm η=100%
C0 - C180
C90 - C270

30º LOR 0,71
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

cd/klm η=100%
C0 - C180
C90 - C270

45º LOR 0,65
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

(0)

EXTRAS

No Extras

(1)Emergency Kit

(80)80

CRI80, CRI90

LED Source

2640lm

2810lm

2960lm

2640lm

2470lm

2640lm

-

2320lm

Model

LANE

Recessed

Adjustable

(LANE RCA)

490 ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr
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LANE 21 RC ADJ

�

�

�

�

�

�

�

L series is a complete series of die cast aluminium luminaires.

In terms of LED, it is available in different CCTs as standard and it can also be offered upon request (depending on the model)

in tunable white TW and individual colours R,G,B,A.

3 SDCM

L90/B10 50000h

Low UGR (UGR<16 /black mask, UGR<19 /white mask)

Constant current

Indoor use: IP40

ane

.

Ceiling Recessed

285x70mm3
6

m
m

5
3

m
m

272mm

305mm

8
6

m
m

284mm 66mm

40
o

40
o

Luminaire Colour: rimT

White Black

Ordering Code Example: LANE RCA-21-30C-80-30-AD-WH-ND-0

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless*

* The wireless dimming option includes driver and Bluetooth dimming accessory.

Beam

Angle Dimming Option AccessoriesType

15º (15)

(30)

LED Power

30º

45º (45)

Adjustable (AD)

IP40

CCT

(90)90

Luminaire

Colour:

Trim

(BL)

(WH)White

Black(30C)

(40C)

(65C)

3000K

4000K

6500K

(27C)2700K21W (21)

cd/klm η=100%
C0 - C180
C90 - C270

15º LOR 0,69
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

3200

4800

1600

2400

3200

800

1200

1600

2000

2400

cd/klm η=100%
C0 - C180
C90 - C270

30º LOR 0,71
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

cd/klm η=100%
C0 - C180
C90 - C270

45º LOR 0,65
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

(0)

EXTRAS

No Extras

(1)Emergency Kit

(80)80

CRI80, CRI90

LED Source

2640lm

2810lm

2960lm

2640lm

2470lm

2640lm

-

2320lm

Model

LANE

Recessed

Adjustable

(LANE RCA)

490 ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr
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Φ85mmΦ85mm
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m
m

4
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Adjustable

on one axis

Fixed

30
o

0
o

Adjustable

Φ71mmΦ71mm

Adjustable

on one axis
30

o

0
o

1
0

8
m

m
(6

.1
W

)

1
2

2
m

m
(1

0
.3

W
)

Ceiling RecessedFOCUS RC

�

�

�

�

�

�

�

Focus is a series of recessed downlights.

Offered with IP module or with GU10 lampholder (max 7.5 Watt).

Available either fixed or adjustable.

Outer ring offered in white or black colour, inner ring availbale in white, black, gold or silver colour.

3 SDCM

L90/B10 50000h

Low UGR

44 (face only) LED

(UGR<10)

360º

Φ75mmΦ75mm

360º
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GU10 (max 7.5W)FOCUS Recessed LL

(FOCUS RC LL)

TypeModel

Ordering Code Example: FOCUS RC LL-FX-WH-BL-G1

Lamp Holder

(G1)

(FX)Fixed

(AD)Adjustable

Beam

Angle Dimming Option Accessories

LIGHTSOURCE BY

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless***

Ordering Code Example: FOCUS RC-6-30B-90-32-AD-WB-00-00

CCT*

(80)80

CRI80, CRI90

LED Source

(90)90

(30B)3000K

(27B)2700K

(40B)4000K

(30B)3000K

(27B)2700K

(40B)4000K

1435lm

1479lm

1379lm

1180lm

1265lm

1138lm

845lm

879lm

812lm

705lm

733lm

677lm

* K, K, .

*

CCT: 3500 5000 6500K available upon request

** Other RAL colours available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

(00)No Extra

(01)Emergency Kit

Warm dimming 3000K to 1800K (6W)

C
C

T
(K

)

5.97 5.01 4.11 3.21 2.33 1.47 0.65 0

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700

(A1)

(PC)

(WL)

Analogue (1-10V)

Phase Cut

Wireless***

(95)95

(1830B) 518lm1800K-3000K

(DL)DALI

Ceiling Recessed

Model

(LED Power)

6.1W

10.3W

Warm

Dimming

6.1W

(10)

(6)

(WD)

Name

FOCUS RC

FOCUS

Recessed

(FOCUS RC)

Type

(FX)Fixed

(AD)Adjustable

Luminaire

Colour

( )XX
Trim

(B)

(W)White
Black

Inner

Inner

White

Black

Gold

Silver

(W)

(B)

(G)

(S)

Trim

Luminaire

Colour

( )XX
Trim

(B)

(W)White
Black

Inner

White

Black

Gold

Silver

(W)

(B)

(G)

(S)

18º (18)

(24)24º

32º (32)

48º (48)

Lamp

Not included

2000

3000

4000

2000

3000

4000

5000

1000

1500

2000

2500

3000

800

1200

1600

2000

6º LOR 0,796º6º6º LOR 0,79LOR 0,79LOR 0,79
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°
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Adjustable

on one axis

Fixed
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Adjustable

Φ71mmΦ71mm

Adjustable

on one axis
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Ceiling RecessedFOCUS RC

�

�

�

�

�

�

�

Focus is a series of recessed downlights.

Offered with IP module or with GU10 lampholder (max 7.5 Watt).

Available either fixed or adjustable.

Outer ring offered in white or black colour, inner ring availbale in white, black, gold or silver colour.

3 SDCM

L90/B10 50000h

Low UGR

44 (face only) LED

(UGR<10)

360º

Φ75mmΦ75mm

360º
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GU10 (max 7.5W)FOCUS Recessed LL

(FOCUS RC LL)

TypeModel

Ordering Code Example: FOCUS RC LL-FX-WH-BL-G1

Lamp Holder

(G1)

(FX)Fixed

(AD)Adjustable

Beam

Angle Dimming Option Accessories

LIGHTSOURCE BY

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless***

Ordering Code Example: FOCUS RC-6-30B-90-32-AD-WB-00-00

CCT*

(80)80

CRI80, CRI90

LED Source

(90)90

(30B)3000K

(27B)2700K

(40B)4000K

(30B)3000K

(27B)2700K

(40B)4000K

1435lm

1479lm

1379lm

1180lm

1265lm

1138lm

845lm

879lm

812lm

705lm

733lm

677lm

* K, K, .

*

CCT: 3500 5000 6500K available upon request

** Other RAL colours available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

(00)No Extra

(01)Emergency Kit

Warm dimming 3000K to 1800K (6W)

C
C

T
(K

)

5.97 5.01 4.11 3.21 2.33 1.47 0.65 0

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700

(A1)

(PC)

(WL)

Analogue (1-10V)

Phase Cut

Wireless***

(95)95

(1830B) 518lm1800K-3000K

(DL)DALI

Ceiling Recessed

Model

(LED Power)

6.1W

10.3W

Warm

Dimming

6.1W

(10)

(6)

(WD)

Name

FOCUS RC

FOCUS

Recessed

(FOCUS RC)

Type

(FX)Fixed

(AD)Adjustable

Luminaire

Colour

( )XX
Trim

(B)

(W)White
Black

Inner

Inner

White

Black

Gold

Silver

(W)

(B)

(G)

(S)

Trim

Luminaire

Colour

( )XX
Trim

(B)

(W)White
Black

Inner

White

Black

Gold

Silver

(W)

(B)

(G)

(S)

18º (18)

(24)24º

32º (32)

48º (48)

Lamp

Not included

2000

3000

4000

2000

3000

4000

5000

1000

1500

2000

2500

3000

800

1200

1600

2000

6º LOR 0,796º6º6º LOR 0,79LOR 0,79LOR 0,79
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

493ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr



www. .com

ERIS Ceiling Recessed

Φ165mm

±25º

6
m

m
.5

1
0

8
m

m

Φ180mm

Φ128mm Φ1 mm28

2
.5

m
m

1
m

m
1

2

Φ1 mm38

L Adjustable L Fixed

�

�

�

�

�

ERIS series is a recessed downlight available either fixed or adjustable.

It is offered in four different power consumptions and in a vast variety of beam angles.

Outer case vailable in white or black colour. Inner case available in white, black, silver or gold colour.

90/B10 50.000h

a

3 SDCM

L

6
m

m
.5

1
0

m
m

2

Φ1 mm48

Φ1 mm03

2
.5

m
m

1
m

m
0

3

Φ mm114

M Adjustable M Fixed

±25º

Φ mm137 Φ mm104
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Ceiling Recessed ERIS

LIGHTSOURCE BY

Monochromatic, WD RGBW

Beam

Angle** Dimming OptionType

(AD)

Accessories

Adjustable

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless***

LED Power CCT*

(80)80

CRI

LED Source

(90)90

(30B)3000K

(27B)2700K

3586lm

3691lm

3375lm

(40B)4000K

2911lm

3080lm

2784lm

3734lm(50B)5000K 3227lm

(30B)3000K

(27B)2700K

2633lm

2710lm

2477lm

(40B)4000K

2138lm

2261lm

2044lm

2741lm(50B)5000K 2370lm

24.8W (25)

17.2W (17)

(32)

(24)

(40)

32º

24º

40º

(FX)Fixed

( )0X

Extras

Cover

No Extras

( )1XEmergency

Standard ( )0X

( )1XHoneycomb****

Model

ERIS M

(ERIS M)

Ordering Code Example: ERIS L-32-30B-90-40-AD-WB-00-10

* Models with CCTs of 3500K & 6500K are available upon request.

**

*

ERIS M: 40 /52 & ERIS L: 40 /60 are offered with glass.º º º º

º º º º

** The wireless dimming option includes driver and Bluetooth dimming accessory.

**** Honeycomb applicable only for ERIS M: 40 /52 & ERIS L: 40 /60 . Please refer to relevant polar curves for final luminaire output.

(52)52º

Luminaire

Colour

( )XX
Outer

(B)

(W)White
Black

Inner

White
Black
Silver
Gold

(B)

(W)

(S)

(G)

( )XX

(30B)3000K

(27B)2700K

5378lm

5535lm

5062lm

(40B)4000K

4365lm

4620lm

4175lm

5600lm(50B)5000K 4840lm

(30B)3000K

(27B)2700K

4610lm

4745lm

4339lm

(40B)4000K

3742lm

3960lm

3579lm

4800lm(50B)5000K 4149lm

38.5W (39)

32.4W (32)

(20)

(12)

(30)

20º

12º

30º

(40)40º

ERIS L

(ERIS L)

(60)60º

23.9W (24) Warm Dimmable

1800K~3000K
(WD)

30.7W (31)

(95)95

2840lm

2210lm

Warm Dimmable

1800K~3000K
(WD)

(95)95

R G B W

29.5W (30) RGBW 2075lm(RGBW)

R G B W

42W (42) RGBW 2695lm(RGBW)

(40)40º

(52)52º

(40)40º

(60)60º

(DL)

(00)

(DX)

(WL)

DALI

Without Driver

DMX

Wireless**

(DL)

(00)

(DX)

(WL)

DALI

Without Driver

DMX

Wireless**
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ERIS Ceiling Recessed

Φ165mm

±25º

6
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Φ128mm Φ1 mm28
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Φ1 mm38

L Adjustable L Fixed

�

�

�

�

�

ERIS series is a recessed downlight available either fixed or adjustable.

It is offered in four different power consumptions and in a vast variety of beam angles.

Outer case vailable in white or black colour. Inner case available in white, black, silver or gold colour.

90/B10 50.000h

a

3 SDCM

L
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m
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Ceiling Recessed ERIS

LIGHTSOURCE BY

Monochromatic, WD RGBW

Beam

Angle** Dimming OptionType

(AD)

Accessories

Adjustable

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless***

LED Power CCT*

(80)80

CRI

LED Source

(90)90

(30B)3000K

(27B)2700K

3586lm

3691lm

3375lm

(40B)4000K

2911lm

3080lm

2784lm

3734lm(50B)5000K 3227lm

(30B)3000K

(27B)2700K

2633lm

2710lm

2477lm

(40B)4000K

2138lm

2261lm

2044lm

2741lm(50B)5000K 2370lm

24.8W (25)

17.2W (17)

(32)

(24)

(40)

32º

24º

40º

(FX)Fixed

( )0X

Extras

Cover

No Extras

( )1XEmergency

Standard ( )0X

( )1XHoneycomb****

Model

ERIS M

(ERIS M)

Ordering Code Example: ERIS L-32-30B-90-40-AD-WB-00-10

* Models with CCTs of 3500K & 6500K are available upon request.

**

*

ERIS M: 40 /52 & ERIS L: 40 /60 are offered with glass.º º º º

º º º º

** The wireless dimming option includes driver and Bluetooth dimming accessory.

**** Honeycomb applicable only for ERIS M: 40 /52 & ERIS L: 40 /60 . Please refer to relevant polar curves for final luminaire output.

(52)52º

Luminaire

Colour

( )XX
Outer

(B)

(W)White
Black

Inner

White
Black
Silver
Gold

(B)

(W)

(S)

(G)

( )XX

(30B)3000K

(27B)2700K

5378lm

5535lm

5062lm

(40B)4000K

4365lm

4620lm

4175lm

5600lm(50B)5000K 4840lm

(30B)3000K

(27B)2700K

4610lm

4745lm

4339lm

(40B)4000K

3742lm

3960lm

3579lm

4800lm(50B)5000K 4149lm

38.5W (39)

32.4W (32)

(20)

(12)

(30)

20º

12º

30º

(40)40º

ERIS L

(ERIS L)

(60)60º

23.9W (24) Warm Dimmable

1800K~3000K
(WD)

30.7W (31)

(95)95

2840lm

2210lm

Warm Dimmable

1800K~3000K
(WD)

(95)95

R G B W

29.5W (30) RGBW 2075lm(RGBW)

R G B W

42W (42) RGBW 2695lm(RGBW)

(40)40º

(52)52º

(40)40º

(60)60º

(DL)

(00)

(DX)

(WL)

DALI

Without Driver

DMX

Wireless**

(DL)

(00)

(DX)

(WL)

DALI

Without Driver

DMX

Wireless**
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Inner Colour:

White, Black, Silver, Gold

Outer Colour:

White, Black

Adjustable Fixed

4000

6000

8000

10000

12000

2000

3000

4000

5000

1000

1500

2000

3000

800

1200

800

1200

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

12º LOR 0.76

I Colour:nner WHITE

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

20º LOR 0.80
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

30º LOR 0.82
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

40º LOR 0.85
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

60º LOR 0.70

2000

3000

1000

1500

2000

800

1200

1600

2000

400

600

800

1000

1200

1400

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

32º LOR 0.86
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

24º LOR 0.85
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

40º LOR 0.78
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

52º LOR 0.74

ERIS M

ERIS L
I Colour:nner WHITE
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105°
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60°

45°
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36º LOR 0.48
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

46º LOR 0.41

1000

1500

2000

2500

3000

800

1200

1600

2000

2400

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

32º LOR 0.49
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

36º LOR 0.40

Honeycomb

Honeycomb

800

1200

1600

400

600

800

800

1200

1600

400

600

800

1000

1200

40º LOR 0.55 50º LOR 0.54

40º LOR 0.68 60º LOR 0.63

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

RGBW

RGBW

ERIS Ceiling Recessed

HoneycombWhite Black Silver Gold

Warm dimming 3000K to 1800K

C
C

T
(K

)

30.7 27.1 19.9 12.8 6.023.5 16.3 9.4 2.9

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700
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MERLYN XL
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Merlyn .

Available in 18 / 25 /32 Watt.

Available with honeycomb, line spread and softening lens .

3 SDCM

L90/B10 50000h

UGR<10

series consists of adjustable downlights in round or square form

as extra

Φ170mm

1
7

0
m

m

1
6

0
m

m

170mm
Φ150mm

Line spread lens

Softening lens

Honeycomb

LIGHTSOURCE BY

3200

4800

cd/klm η=100%
C0 - C180
C90 - C270

24º LOR 0.61
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

3000

4500

6000

2000

3000

4000

cd/klm η=100%
C0 - C180
C90 - C270

15º LOR 0.43
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

cd/klm η=100%
C0 - C180
C90 - C270

38º LOR 0.40
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

Model Dimming Option

(30L)

( L)35

3000K

3500K

(27L)2700K

( )XX

AccessoriesCCT

CRI95

LED Source

LIGHTSOURCE BY

2115lm

2177lm

2250lm

2000lm

2313lm

2763lm

2845lm

2940m

2613lm

3022lm

Ordering Code Example: MERLYN XLR25-40L-AD-95-38-WH-ND-00

*Lightsource by LUMINUS for 18W & 25W, and by BRIDGELUX for 32W

** The wireless dimming option includes driver and Bluetooth dimming accessory.

(40L)

(50L)

4000K

5000K

(30L)

( L)35

3000K

3500K

(27L)2700K

(40L)

(50L)

4000K

5000K

(ND)

Without Driver

Non-Dimmable

Analogue (1-10V)

DMX

DALI

(A1)

(DL)

(DX)

(00)

(WL)Wireless**

MERLYN XL

Round

(MERLYN XLR)

( )0X

EXTRAS

COVER

No Extras

( )1XEmergency Kit

Standard

Honeycomb

Line spread lens

Softening lens

( )0X

( )1X

( )2X

( )3X

(30B)

( B)35

3000K

3500K

(27B)2700K

CRI80

4766lm

4877lm

4906lm

4485lm

4962lm

(40B)

(50B)

4000K

5000K

CRI 09

3868lm

4009lm

4092lm

3701lm

4289lm

(for 18W & 25W) (for 32W)

LED Power*

18W (18)

25W (25)

32W (32)

MERLYN XL

Square

(MERLYN XLS)

Beam

AngleType

(AD)

24º (24)

38º (38)

Colour

White

Black

(WH)

(BL)

Adjustable

CRI

80 (80)

90

95

(90)

(95)

Ceiling Recessed
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Inner Colour:

White, Black, Silver, Gold

Outer Colour:

White, Black

Adjustable Fixed
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I Colour:nner WHITE
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60°

45°
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45°
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75°
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45°
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30º LOR 0.82
105°
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45°

105°
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75°

60°

45°

0° 15° 30°30° 15°

40º LOR 0.85
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

60º LOR 0.70

2000

3000

1000

1500

2000

800

1200

1600

2000

400

600

800

1000

1200

1400
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75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

32º LOR 0.86
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

24º LOR 0.85
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

40º LOR 0.78
105°

90°

75°

60°

45°

105°
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75°
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45°

0° 15° 30°30° 15°

52º LOR 0.74

ERIS M

ERIS L
I Colour:nner WHITE

800

1200

1600
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1000

1200
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90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

36º LOR 0.48
105°
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75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

46º LOR 0.41

1000

1500

2000

2500

3000

800

1200

1600

2000

2400

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

32º LOR 0.49
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

36º LOR 0.40

Honeycomb

Honeycomb

800

1200

1600

400

600

800

800

1200

1600

400

600

800

1000

1200

40º LOR 0.55 50º LOR 0.54

40º LOR 0.68 60º LOR 0.63

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

RGBW

RGBW

ERIS Ceiling Recessed

HoneycombWhite Black Silver Gold

Warm dimming 3000K to 1800K

C
C

T
(K

)

30.7 27.1 19.9 12.8 6.023.5 16.3 9.4 2.9

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700
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MERLYN XL
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Merlyn .

Available in 18 / 25 /32 Watt.

Available with honeycomb, line spread and softening lens .

3 SDCM

L90/B10 50000h

UGR<10

series consists of adjustable downlights in round or square form

as extra

Φ170mm

1
7

0
m

m

1
6

0
m

m

170mm
Φ150mm

Line spread lens

Softening lens

Honeycomb

LIGHTSOURCE BY

3200

4800

cd/klm η=100%
C0 - C180
C90 - C270

24º LOR 0.61
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

3000

4500

6000

2000

3000

4000

cd/klm η=100%
C0 - C180
C90 - C270

15º LOR 0.43
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

cd/klm η=100%
C0 - C180
C90 - C270

38º LOR 0.40
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

Model Dimming Option

(30L)

( L)35

3000K

3500K

(27L)2700K

( )XX

AccessoriesCCT

CRI95

LED Source

LIGHTSOURCE BY

2115lm

2177lm

2250lm

2000lm

2313lm

2763lm

2845lm

2940m

2613lm

3022lm

Ordering Code Example: MERLYN XLR25-40L-AD-95-38-WH-ND-00

*Lightsource by LUMINUS for 18W & 25W, and by BRIDGELUX for 32W

** The wireless dimming option includes driver and Bluetooth dimming accessory.

(40L)

(50L)

4000K

5000K

(30L)

( L)35

3000K

3500K

(27L)2700K

(40L)

(50L)

4000K

5000K

(ND)

Without Driver

Non-Dimmable

Analogue (1-10V)

DMX

DALI

(A1)

(DL)

(DX)

(00)

(WL)Wireless**

MERLYN XL

Round

(MERLYN XLR)

( )0X

EXTRAS

COVER

No Extras

( )1XEmergency Kit

Standard

Honeycomb

Line spread lens

Softening lens

( )0X

( )1X

( )2X

( )3X

(30B)

( B)35

3000K

3500K

(27B)2700K

CRI80

4766lm

4877lm

4906lm

4485lm

4962lm

(40B)

(50B)

4000K

5000K

CRI 09

3868lm

4009lm

4092lm

3701lm

4289lm

(for 18W & 25W) (for 32W)

LED Power*

18W (18)

25W (25)

32W (32)

MERLYN XL

Square

(MERLYN XLS)

Beam

AngleType

(AD)

24º (24)

38º (38)

Colour

White

Black

(WH)

(BL)

Adjustable

CRI

80 (80)

90

95

(90)

(95)

Ceiling Recessed
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Φ115mm
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115mm
Φ100mm

30º

Ceiling Recessed
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MERLYN

�

�

�

�

�

�

�

Merlyn is

Available with honeycomb, line spread and softening lens .

3 SDCM

L90/B10 50000h

UGR<10

a recessed adjustable downlight in round or square form.

Available in 9/13 watt & 6/12 watt (WD).

as extra

IP40

ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

Line spread lens Softening lens Honeycomb

Beam

AngleModel Dimming Option

(30L)

( L)35

3000K

3500K

(27L)2700K

Type

(AD)

24º (24)

38º (38)

( )XX

AccessoriesCCT LED Source

LIGHTSOURCE BY

1020lm

1051lm

1093lm

958lm

1103lm

1334lm

1375lm

1429lm

1252lm

1443lm

Ordering Code Example: MERLYN S09-30L-AD-95-24-WH-ND-00

* The wireless dimming option includes driver and Bluetooth dimming accessory.

(40L)

(50L)

4000K

5000K

(30L)

( L)35

3000K

3500K

(27L)2700K

(40L)

(50L)

4000K

5000K

Colour

White

Black

(WH)

(BL) (ND)

Without Driver

Non-Dimmable

Analogue (1-10V)

DMX

DALI

(A1)

(DL)

(DX)

(00)

(WL)Wireless*

Adjustable

( )0X

EXTRAS

COVER

No Extras

( )1XEmergency

Standard

Honeycomb

Line spread

Softening lens

( )0X

( )1X

( )2X

( )3X

MERLYNCeiling Recessed

Warm dimming 3000K to 1800K (6W)

C
C

T
(K

)

5.97 5.01 4.11 3.21 2.33 1.47 0.65 0

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700

Warm dimming 3000K to 1800K (12W)

C
C

T
(K

)

11.8 9.98 8.20 6.45 4.74 3.08 1.45 0

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700

LIGHTSOURCE BY

Warm Dimmable

1800K~3000K

20º (20)

38º (38)

MERLYN

Square

(MERLYN S)

Analogue (1-10V)

Phase Cut

(A1)

(PC)

(WL)Wireless*

DALI (DL)

Warm Dimmable

1800K~3000K

518lm

1045lm

LED Power

9W (09)

13W (13)

6W (WD6)

11.8W (WD12)

MERLYN

Round

(MERLYN R)

Monochromatic WD

IP40

CRI

95 (95)

(1830B)

(1830B)
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Ceiling Recessed
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MERLYN

�

�

�

�

�

�

�

Merlyn is

Available with honeycomb, line spread and softening lens .

3 SDCM

L90/B10 50000h

UGR<10

a recessed adjustable downlight in round or square form.

Available in 9/13 watt & 6/12 watt (WD).

as extra

IP40

ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

Line spread lens Softening lens Honeycomb

Beam

AngleModel Dimming Option

(30L)

( L)35

3000K

3500K

(27L)2700K

Type

(AD)

24º (24)

38º (38)

( )XX

AccessoriesCCT LED Source

LIGHTSOURCE BY

1020lm

1051lm

1093lm

958lm

1103lm

1334lm

1375lm

1429lm

1252lm

1443lm

Ordering Code Example: MERLYN S09-30L-AD-95-24-WH-ND-00

* The wireless dimming option includes driver and Bluetooth dimming accessory.

(40L)

(50L)

4000K

5000K

(30L)

( L)35

3000K

3500K

(27L)2700K

(40L)

(50L)

4000K

5000K

Colour

White

Black

(WH)

(BL) (ND)

Without Driver

Non-Dimmable

Analogue (1-10V)

DMX

DALI

(A1)

(DL)

(DX)

(00)

(WL)Wireless*

Adjustable

( )0X

EXTRAS

COVER

No Extras

( )1XEmergency

Standard

Honeycomb

Line spread

Softening lens

( )0X

( )1X

( )2X

( )3X

MERLYNCeiling Recessed

Warm dimming 3000K to 1800K (6W)

C
C

T
(K

)

5.97 5.01 4.11 3.21 2.33 1.47 0.65 0

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700

Warm dimming 3000K to 1800K (12W)

C
C

T
(K

)

11.8 9.98 8.20 6.45 4.74 3.08 1.45 0

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700

LIGHTSOURCE BY

Warm Dimmable

1800K~3000K

20º (20)

38º (38)

MERLYN

Square

(MERLYN S)

Analogue (1-10V)

Phase Cut

(A1)

(PC)

(WL)Wireless*

DALI (DL)

Warm Dimmable

1800K~3000K

518lm

1045lm

LED Power

9W (09)

13W (13)

6W (WD6)

11.8W (WD12)

MERLYN

Round

(MERLYN R)

Monochromatic WD

IP40

CRI

95 (95)

(1830B)

(1830B)
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30
o

Adjustable

Fixed

Φ102mm

116mm (6.1W)

128mm (10.3W)

Φ102mm

116mm (6.1W)

128mm (10.3W)

Φ98x150h

Φ98x150h

MERLYN IP44 Ceiling Recessed

�

�

�

�

�

�

�

�

Merlyn IP44 is a fixed downlight available with LED or with GU10 lamp holder for LED lamps

.

.

.

.

.

High antiglare rate due to its depth

Material : aluminium die cast

Variety of colour combinations

Variety of accessories: honeycomb/spread lens/soft lens/ line spread lens

3 SDCM

L90/B10 50000h

Ingress Protection: IP44 (face only)

30
o

Retrofit Adjustable

Retrofit Fixed

Φ98x150h

Φ98x150h

500 ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

Inner ring for accessories Honeycomb Linear Spread Softening Lens Spread LensWhite-White White-Black White-Gold Black-Black Black-Gold

Beam

Angle Dimming Option

(30B)3000K

(27B)2700K

Type

(AD)

( )XX

AccessoriesCCT* LED Source

845lm

879lm

812lm

(40B)4000K

Colour**

Adjustable

( )0X

EXTRAS

COVER

No Extras

( )1XEmergency

Standard

Honeycomb

Line spread

Softening lens

( )0X

( )1X

( )2X

( )3X

LIGHTSOURCE BY

705lm

733lm

677lm

(30B)3000K

(27B)2700K

1435lm

1479lm

1379lm

(40B)4000K

1180lm

1265lm

1138lm

16º (16)

(25)25º

36º (36)

50º (50)
Fixed
(FX)

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless ***

Spread Lens ( )4X

Ordering Code Example: MERLYN 44R10-30B-FX-90-50- W-ND-00W

* Models with CCTs of 3500K, 5000K & 6500K are available upon request.

*

** Other RAL colours available upon request

** The wireless dimming option includes driver and Bluetooth dimming accessory.

Lamp Holder

MERLYN IP44

Retrofit

(MERLYN 44 RE)

Model Trim Colour

White-White

White-Black

White-Gold

Black-Black

Black-Gold

MERLYN 44 REOrdering Code Example: -RD-BG-FX-G1

(WW)

(WB)

(WG)

(BB)

(BG)

(G1)GU10

Warm dimming 3000K to 1800K (6W)

C
C

T
(K

)

5.97 5.01 4.11 3.21 2.33 1.47 0.65 0

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700

Ceiling Recessed

501

MERLYN IP44

Analogue (1-10V)

Phase Cut

(A1)

(PC)

(WL)Wireless**

DALI (DL)

Share

Round

Square

(RD)

(SQ)

Type

(AD)Adjustable

Fixed (FX)

518lmWarm Dimmable

1800K~3000K

Model

MERLYN IP44

Square

(MERLYN 44S)

LED Power

6.1W

(06)

10.3W

(10)

MERLYN IP44

Round

(MERLYN 44R)

6.1W

(WD6)

IP44

CRI

80 (80)

90

95

(90)

(95)

CRI95

CRI80 CRI 09

(1890B)

Lamp

Not included

White-White

White-Black

White-Gold

Black-Black

Black-Gold

(WW)

(WB)

(WG)

(BB)

(BG)
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30
o

Adjustable

Fixed

Φ102mm

116mm (6.1W)

128mm (10.3W)

Φ102mm

116mm (6.1W)

128mm (10.3W)

Φ98x150h

Φ98x150h

MERLYN IP44 Ceiling Recessed

�

�

�

�

�

�

�

�

Merlyn IP44 is a fixed downlight available with LED or with GU10 lamp holder for LED lamps

.

.

.

.

.

High antiglare rate due to its depth

Material : aluminium die cast

Variety of colour combinations

Variety of accessories: honeycomb/spread lens/soft lens/ line spread lens

3 SDCM

L90/B10 50000h

Ingress Protection: IP44 (face only)

30
o

Retrofit Adjustable

Retrofit Fixed

Φ98x150h

Φ98x150h

500 ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

Inner ring for accessories Honeycomb Linear Spread Softening Lens Spread LensWhite-White White-Black White-Gold Black-Black Black-Gold

Beam

Angle Dimming Option

(30B)3000K

(27B)2700K

Type

(AD)

( )XX

AccessoriesCCT* LED Source

845lm

879lm

812lm

(40B)4000K

Colour**

Adjustable

( )0X

EXTRAS

COVER

No Extras

( )1XEmergency

Standard

Honeycomb

Line spread

Softening lens

( )0X

( )1X

( )2X

( )3X

LIGHTSOURCE BY

705lm

733lm

677lm

(30B)3000K

(27B)2700K

1435lm

1479lm

1379lm

(40B)4000K

1180lm

1265lm

1138lm

16º (16)

(25)25º

36º (36)

50º (50)
Fixed
(FX)

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless ***

Spread Lens ( )4X

Ordering Code Example: MERLYN 44R10-30B-FX-90-50- W-ND-00W

* Models with CCTs of 3500K, 5000K & 6500K are available upon request.

*

** Other RAL colours available upon request

** The wireless dimming option includes driver and Bluetooth dimming accessory.

Lamp Holder

MERLYN IP44

Retrofit

(MERLYN 44 RE)

Model Trim Colour

White-White

White-Black

White-Gold

Black-Black

Black-Gold

MERLYN 44 REOrdering Code Example: -RD-BG-FX-G1

(WW)

(WB)

(WG)

(BB)

(BG)

(G1)GU10

Warm dimming 3000K to 1800K (6W)

C
C

T
(K

)

5.97 5.01 4.11 3.21 2.33 1.47 0.65 0

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700

Ceiling Recessed

501

MERLYN IP44

Analogue (1-10V)

Phase Cut

(A1)

(PC)

(WL)Wireless**

DALI (DL)

Share

Round

Square

(RD)

(SQ)

Type

(AD)Adjustable

Fixed (FX)

518lmWarm Dimmable

1800K~3000K

Model

MERLYN IP44

Square

(MERLYN 44S)

LED Power

6.1W

(06)

10.3W

(10)

MERLYN IP44

Round

(MERLYN 44R)

6.1W

(WD6)

IP44

CRI

80 (80)

90

95

(90)

(95)

CRI95

CRI80 CRI 09

(1890B)

Lamp

Not included

White-White

White-Black

White-Gold

Black-Black

Black-Gold

(WW)

(WB)

(WG)

(BB)

(BG)
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Magnetic installation

CASTALIA R

�

�

�

�

�

Recessed spots for indoor use.

Ideal for antiglare lighting installations.

Easy magnetic installation.

3 SDCM

L90/B10 50000h

� Offered with IP44 (face only) LED module or suitable for GU10 LED lamps.

Ceiling Recessed

Φ85mm

8
5

m
m

85mm

Φ 04 mm

Φ72mm

3
m

m

Round Square

1
2

0
m

m
(1

0
.3

W
)

Φ 04 mm 1
0

5
m

m
(6

.1
W

,
W

D
)

Φ72mm4
5

m
m

(w
it
h

o
u

t
la

m
p

)

3
m

m

LL
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3000

4500

6000

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

2000

3000

4000

5000

1600

2400

3200

1000

1500

2000

cd/klm η=100%
C0 - C180
C90 - C270

cd/klm cd/klmη=100% η=100%
C0 - C180 C0 - C180
C90 - C270 C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

14º 20º 30º 36º

C0

C180

C270C90

Beam

Angle Dimming OptionType AccessoriesColour**

LIGHTSOURCE BY

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless***

Ordering Code Example: CASTALIA RR06-30B-FX-90-36-WH-DL-00

CCT* LED Source

(30B)3000K

(27B)2700K

(40B)4000K

(30B)3000K

(27B)2700K

(40B)4000K

White

Black

(WH)

(BL)(FX)

Fixed

1435lm

1479lm

1379lm

1180lm

1265lm

1138lm

845lm

879lm

812lmCASTALIA R

(CASTALIA R) 705lm

733lm

677lmRound

Square

(R)

(S)

Shape

14º (14)

(20)20º

30º (30)

36º (36)

* K, K, .

*

CCT: 3500 5000 6500K available upon request

** Other RAL colours available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

(00)No Extra

(01)Emergency Kit

Warm dimming 3000K to 1800K (6W)

C
C

T
(K

)

5.97 5.01 4.11 3.21 2.33 1.47 0.65 0

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700

(A1)

(PC)

(WL)

Analogue (1-10V)

Phase Cut

Wireless***

(95)95(1830B) 518lm1800K-3000K

(DL)DALI

CASTALIA R LL

(CASTALIA R LL)

TypeModel

Fixed (FX)Round (RD)

Square (SQ)

Shape Colour*

White (WH)

Black (BL)

* Other RAL colours available upon request

Ordering Code Example: CASTALIA R LL-RD-WH-FX-G1

Ceiling Recessed CASTALIA R

CASTALIA R LL

Model

(LED Power)

6.1W

10.3W

Warm

Dimming

6.1W

(10)

( 6)0

(WD )06

Name

GU10 (max 7.5W)

Lamp Holder

(G1)

Lamp

Not included

CRI80 CRI90

CRI95

CRI

80 (80)

90 (90)
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Magnetic installation

CASTALIA R

�

�

�

�

�

Recessed spots for indoor use.

Ideal for antiglare lighting installations.

Easy magnetic installation.

3 SDCM

L90/B10 50000h

� Offered with IP44 (face only) LED module or suitable for GU10 LED lamps.

Ceiling Recessed

Φ85mm

8
5

m
m

85mm

Φ 04 mm

Φ72mm

3
m

m

Round Square

1
2

0
m

m
(1
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.3

W
)
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0
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W
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)
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5

m
m
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h

o
u
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m
p

)

3
m

m
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3000

4500

6000

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

2000

3000

4000

5000

1600

2400

3200

1000

1500

2000

cd/klm η=100%
C0 - C180
C90 - C270

cd/klm cd/klmη=100% η=100%
C0 - C180 C0 - C180
C90 - C270 C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

14º 20º 30º 36º

C0

C180

C270C90

Beam

Angle Dimming OptionType AccessoriesColour**

LIGHTSOURCE BY

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless***

Ordering Code Example: CASTALIA RR06-30B-FX-90-36-WH-DL-00

CCT* LED Source

(30B)3000K

(27B)2700K

(40B)4000K

(30B)3000K

(27B)2700K

(40B)4000K

White

Black

(WH)

(BL)(FX)

Fixed

1435lm

1479lm

1379lm

1180lm

1265lm

1138lm

845lm

879lm

812lmCASTALIA R

(CASTALIA R) 705lm

733lm

677lmRound

Square

(R)

(S)

Shape

14º (14)

(20)20º

30º (30)

36º (36)

* K, K, .

*

CCT: 3500 5000 6500K available upon request

** Other RAL colours available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

(00)No Extra

(01)Emergency Kit

Warm dimming 3000K to 1800K (6W)

C
C

T
(K

)

5.97 5.01 4.11 3.21 2.33 1.47 0.65 0

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700

(A1)

(PC)

(WL)

Analogue (1-10V)

Phase Cut

Wireless***

(95)95(1830B) 518lm1800K-3000K

(DL)DALI

CASTALIA R LL

(CASTALIA R LL)

TypeModel

Fixed (FX)Round (RD)

Square (SQ)

Shape Colour*

White (WH)

Black (BL)

* Other RAL colours available upon request

Ordering Code Example: CASTALIA R LL-RD-WH-FX-G1

Ceiling Recessed CASTALIA R

CASTALIA R LL

Model

(LED Power)

6.1W

10.3W

Warm

Dimming

6.1W

(10)

( 6)0

(WD )06

Name

GU10 (max 7.5W)

Lamp Holder

(G1)

Lamp

Not included

CRI80 CRI90

CRI95

CRI

80 (80)

90 (90)
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Magnetic installation
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CASTALIA S

�

�

�

�

�

Recessed spots for indoor use.

Ideal for antiglare lighting installations.

Easy magnetic installation.

3 SDCM

L90/B10 50000h

� Offered with IP44 (face only) LED module or suitable for GU10 LED lamps.

Ceiling Recessed

Φ72mm

4
5

m
m
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3
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m

LL

Φ72mm
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3200

4800

2000

3000

4000

6000

1600

2400

C0

C180

C270C90

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

18º 22º 30º Warm dimming 3000K to 1800K (6W)

C
C

T
(K

)

5.97 5.01 4.11 3.21 2.33 1.47 0.65 0

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700

Ceiling Recessed CASTALIA S

CASTALIA S LL

(CASTALIA S LL)

TypeModel

Fixed (FX)Round (RD)

Shape Colour*

White (WH)

Black (BL)

* Other RAL colours available upon request

Ordering Code Example: CASTALIA S LL-RD-WH-FX-G1

CASTALIA S LL

GU10 (max 7.5W)

Lamp Holder

(G1)

Lamp

Not included

Beam

Angle Dimming OptionType AccessoriesColour**

LIGHTSOURCE BY

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless***

Ordering Code Example: CASTALIA SR06-30B-FX-90-22-WH-DL-00

CCT* LED Source

(30B)3000K

(27B)2700K

(40B)4000K

(30B)3000K

(27B)2700K

(40B)4000K

White

Black

(WH)

(BL)(FX)

Fixed

1435lm

1479lm

1379lm

1180lm

1265lm

1138lm

845lm

879lm

812lmCASTALIA S

(CASTALIA S) 705lm

733lm

677lmRound (R)

Shape

* K, K, .

*

CCT: 3500 5000 6500K available upon request

** Other RAL colours available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

(00)No Extra

(01)Emergency Kit

(A1)

(PC)

(WL)

Analogue (1-10V)

Phase Cut

Wireless***

(95)95(1830B) 518lm1800K-3000K

(DL)DALI

Model

(LED Power)

6.1W

10.3W

Warm

Dimming

6.1W

(10)

( 6)0

(WD )06

Name

CRI80 CRI90

CRI95

CRI

80 (80)

90 (90)

18º (18)

(22)22º

30º (30)
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Magnetic installation
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CASTALIA S

�

�

�

�

�

Recessed spots for indoor use.

Ideal for antiglare lighting installations.

Easy magnetic installation.

3 SDCM

L90/B10 50000h

� Offered with IP44 (face only) LED module or suitable for GU10 LED lamps.

Ceiling Recessed

Φ72mm
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Φ72mm
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3200

4800

2000

3000

4000

6000

1600

2400

C0

C180

C270C90

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

18º 22º 30º Warm dimming 3000K to 1800K (6W)

C
C

T
(K

)

5.97 5.01 4.11 3.21 2.33 1.47 0.65 0

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700

Ceiling Recessed CASTALIA S

CASTALIA S LL

(CASTALIA S LL)

TypeModel

Fixed (FX)Round (RD)

Shape Colour*

White (WH)

Black (BL)

* Other RAL colours available upon request

Ordering Code Example: CASTALIA S LL-RD-WH-FX-G1

CASTALIA S LL

GU10 (max 7.5W)

Lamp Holder

(G1)

Lamp

Not included

Beam

Angle Dimming OptionType AccessoriesColour**

LIGHTSOURCE BY

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless***

Ordering Code Example: CASTALIA SR06-30B-FX-90-22-WH-DL-00

CCT* LED Source

(30B)3000K

(27B)2700K

(40B)4000K

(30B)3000K

(27B)2700K

(40B)4000K

White

Black

(WH)

(BL)(FX)

Fixed

1435lm

1479lm

1379lm

1180lm

1265lm

1138lm

845lm

879lm

812lmCASTALIA S

(CASTALIA S) 705lm

733lm

677lmRound (R)

Shape

* K, K, .

*

CCT: 3500 5000 6500K available upon request

** Other RAL colours available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

(00)No Extra

(01)Emergency Kit

(A1)

(PC)

(WL)

Analogue (1-10V)

Phase Cut

Wireless***

(95)95(1830B) 518lm1800K-3000K

(DL)DALI

Model

(LED Power)

6.1W

10.3W

Warm

Dimming

6.1W

(10)

( 6)0

(WD )06

Name

CRI80 CRI90

CRI95

CRI

80 (80)

90 (90)

18º (18)

(22)22º

30º (30)
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� Recessed spots for indoor use.

Ideal for antiglare lighting installations.

Easy magnetic installation.

�

�

�

�

�

Adjustable on one axis.

3 SDCM

L90/B10 50000h

� Offered with IP44 (face only) LED module or suitable for GU10 LED lamps.

Magnetic installation

Φ85mm

30mm

4
6

m
m

8
5

m
m
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m

Adjustable

on one axis
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2000

3000

4000

6000

2000

3000

4000

5000

1600

2400

3200

800

1200

1600

2400

18 x22º º 25 x20º º 34ºx28º 50 x20º º

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

C0

C180

C270C90

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

Warm dimming 3000K to 1800K (6W)

C
C

T
(K

)

5.97 5.01 4.11 3.21 2.33 1.47 0.65 0

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700

Ceiling Recessed CASTALIA E

CASTALIA E LL

(CASTALIA E LL)

TypeModel

Round (RD)

Square (SQ)

Shape Colour*

White (WH)

Black (BL)

* Other RAL colours available upon request

Ordering Code Example: CASTALIA E LL-RD-WH-AD-G1

CASTALIA E LL

GU10 (max 7.5W)

Lamp Holder

(G1)

Lamp

Not included
(AD)Adjustable

Beam

Angle Dimming OptionType AccessoriesColour**

LIGHTSOURCE BY

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless***

Ordering Code Example: CASTALIA ER10-30B-AD-90-34-WH-DL-00

CCT* LED Source

(30B)3000K

(27B)2700K

(40B)4000K

(30B)3000K

(27B)2700K

(40B)4000K

White

Black

(WH)

(BL)

1435lm

1479lm

1379lm

1180lm

1265lm

1138lm

845lm

879lm

812lmCASTALIA E

(CASTALIA E) 705lm

733lm

677lmRound

Square

(R)

(S)

Shape

* K, K, .

*

CCT: 3500 5000 6500K available upon request

** Other RAL colours available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

(00)

No Extra

(01)

Emergency Kit

(A1)

(PC)

(WL)

Analogue (1-10V)

Phase Cut

Wireless***

(95)95(1830B) 518lm1800K-3000K

(DL)DALI

Model

(LED Power)

6.1W

10.3W

Warm

Dimming

6.1W

(10)

( 6)0

(WD )06

Name

CRI80 CRI90

CRI95

CRI

80 (80)

90 (90)(AD)

Adjustable 18 x22º º (18)

(25)25 x20º º

34ºx28º (34)

50 x20º º (50)
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� Recessed spots for indoor use.

Ideal for antiglare lighting installations.

Easy magnetic installation.

�

�

�

�

�

Adjustable on one axis.

3 SDCM

L90/B10 50000h

� Offered with IP44 (face only) LED module or suitable for GU10 LED lamps.

Magnetic installation

Φ85mm

30mm

4
6

m
m
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85mm

30mm
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Adjustable

on one axis
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2000

3000

4000

6000

2000

3000

4000

5000

1600

2400

3200

800

1200

1600

2400

18 x22º º 25 x20º º 34ºx28º 50 x20º º

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

C0

C180

C270C90

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

Warm dimming 3000K to 1800K (6W)

C
C

T
(K

)

5.97 5.01 4.11 3.21 2.33 1.47 0.65 0

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700

Ceiling Recessed CASTALIA E

CASTALIA E LL

(CASTALIA E LL)

TypeModel

Round (RD)

Square (SQ)

Shape Colour*

White (WH)

Black (BL)

* Other RAL colours available upon request

Ordering Code Example: CASTALIA E LL-RD-WH-AD-G1

CASTALIA E LL

GU10 (max 7.5W)

Lamp Holder

(G1)

Lamp

Not included
(AD)Adjustable

Beam

Angle Dimming OptionType AccessoriesColour**

LIGHTSOURCE BY

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless***

Ordering Code Example: CASTALIA ER10-30B-AD-90-34-WH-DL-00

CCT* LED Source

(30B)3000K

(27B)2700K

(40B)4000K

(30B)3000K

(27B)2700K

(40B)4000K

White

Black

(WH)

(BL)

1435lm

1479lm

1379lm

1180lm

1265lm

1138lm

845lm

879lm

812lmCASTALIA E

(CASTALIA E) 705lm

733lm

677lmRound

Square

(R)

(S)

Shape

* K, K, .

*

CCT: 3500 5000 6500K available upon request

** Other RAL colours available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

(00)

No Extra

(01)

Emergency Kit

(A1)

(PC)

(WL)

Analogue (1-10V)

Phase Cut

Wireless***

(95)95(1830B) 518lm1800K-3000K

(DL)DALI

Model

(LED Power)

6.1W

10.3W

Warm

Dimming

6.1W

(10)

( 6)0

(WD )06

Name

CRI80 CRI90

CRI95

CRI

80 (80)

90 (90)(AD)

Adjustable 18 x22º º (18)

(25)25 x20º º

34ºx28º (34)

50 x20º º (50)
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Magnetic installation

Φ85mm

3
1

m
m

63mm

� Recessed spots for indoor use.

Ideal for antiglare lighting installations.

Easy magnetic installation.

�

�

�

�

�

Adjustable on one axis.

3 SDCM

L90/B10 50000h

� Offered with IP44 (face only) LED module or suitable for GU10 LED lamps.

Adjustable

on one axis
+15
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0
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2000

3000

4000

2000

3000

4000

800

1200

1600

2000

2400

1500

2000

2500

3000

cd/klm η=100%
C0 - C180
C90 - C270

cd/klm η=100%
C0 - C180
C90 - C270

cd/klm cd/klmη=100% η=100%
C0 - C180 C0 - C180
C90 - C270 C90 - C270

18 x22º º 25 x20º º 34ºx28º 3 50 x 0º º

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

C0

C180

C270C90

Warm dimming 3000K to 1800K (6W)

C
C

T
(K

)

5.97 5.01 4.11 3.21 2.33 1.47 0.65 0

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700

Ceiling Recessed CASTALIA H

CASTALIA H LL

(CASTALIA H LL)

TypeModel

Round (RD)

Shape Colour*

White (WH)

Black (BL)

* Other RAL colours available upon request

Ordering Code Example: CASTALIA H LL-RD-WH-AD-G1

CASTALIA H LL

GU10 (max 7.5W)

Lamp Holder

(G1)

Lamp

Not included
(AD)Adjustable

Beam

Angle Dimming OptionType AccessoriesColour**

LIGHTSOURCE BY

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless***

Ordering Code Example: CASTALIA HR10-30B-AD-90-25-WH-DL-00

CCT* LED Source

(30B)3000K

(27B)2700K

(40B)4000K

(30B)3000K

(27B)2700K

(40B)4000K

White

Black

(WH)

(BL)

1435lm

1479lm

1379lm

1180lm

1265lm

1138lm

845lm

879lm

812lmCASTALIA H

(CASTALIA H) 705lm

733lm

677lmRound (R)

Shape

* K, K, .

*

CCT: 3500 5000 6500K available upon request

** Other RAL colours available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

(00)

No Extra

(01)

Emergency Kit

(A1)

(PC)

(WL)

Analogue (1-10V)

Phase Cut

Wireless***

(95)95(1830B) 518lm1800K-3000K

(DL)DALI

Model

(LED Power)

6.1W

10.3W

Warm

Dimming

6.1W

(10)

( 6)0

(WD )06

Name

CRI80 CRI90

CRI95

CRI

80 (80)

90 (90)(AD)

Adjustable 18 x22º º (18)

(25)25 x20º º

34ºx28º (34)

30 x50º º (30)
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Magnetic installation

Φ85mm

3
1

m
m

63mm

� Recessed spots for indoor use.

Ideal for antiglare lighting installations.

Easy magnetic installation.

�

�

�

�

�

Adjustable on one axis.

3 SDCM

L90/B10 50000h

� Offered with IP44 (face only) LED module or suitable for GU10 LED lamps.

Adjustable

on one axis
+15
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2000

3000

4000

2000

3000

4000

800

1200

1600

2000

2400

1500

2000

2500

3000

cd/klm η=100%
C0 - C180
C90 - C270

cd/klm η=100%
C0 - C180
C90 - C270

cd/klm cd/klmη=100% η=100%
C0 - C180 C0 - C180
C90 - C270 C90 - C270

18 x22º º 25 x20º º 34ºx28º 3 50 x 0º º

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

C0

C180

C270C90

Warm dimming 3000K to 1800K (6W)

C
C

T
(K

)

5.97 5.01 4.11 3.21 2.33 1.47 0.65 0

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700

Ceiling Recessed CASTALIA H

CASTALIA H LL

(CASTALIA H LL)

TypeModel

Round (RD)

Shape Colour*

White (WH)

Black (BL)

* Other RAL colours available upon request

Ordering Code Example: CASTALIA H LL-RD-WH-AD-G1

CASTALIA H LL

GU10 (max 7.5W)

Lamp Holder

(G1)

Lamp

Not included
(AD)Adjustable

Beam

Angle Dimming OptionType AccessoriesColour**

LIGHTSOURCE BY

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless***

Ordering Code Example: CASTALIA HR10-30B-AD-90-25-WH-DL-00

CCT* LED Source

(30B)3000K

(27B)2700K

(40B)4000K

(30B)3000K

(27B)2700K

(40B)4000K

White

Black

(WH)

(BL)

1435lm

1479lm

1379lm

1180lm

1265lm

1138lm

845lm

879lm

812lmCASTALIA H

(CASTALIA H) 705lm

733lm

677lmRound (R)

Shape

* K, K, .

*

CCT: 3500 5000 6500K available upon request

** Other RAL colours available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

(00)

No Extra

(01)

Emergency Kit

(A1)

(PC)

(WL)

Analogue (1-10V)

Phase Cut

Wireless***

(95)95(1830B) 518lm1800K-3000K

(DL)DALI

Model

(LED Power)

6.1W

10.3W

Warm

Dimming

6.1W

(10)

( 6)0

(WD )06

Name

CRI80 CRI90

CRI95

CRI

80 (80)

90 (90)(AD)

Adjustable 18 x22º º (18)

(25)25 x20º º

34ºx28º (34)

30 x50º º (30)
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Magnetic installation
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CASTALIA A

�

�

�

�

�

Recessed spots for indoor use.

Ideal for antiglare lighting installations.

Easy magnetic installation.

3 SDCM

L90/B10 50000h

� Offered with IP44 (face only) LED module or suitable for GU10 LED lamps.

Ceiling Recessed

Φ72mm
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Φ72mm
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2000

3000

4000

1000

1500

2000

2500

800

1200

1600

2000

2400

400

600

800

1000

1200

1400

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

18º 24º 32º 55º

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

C0

C180

C270C90

Warm dimming 3000K to 1800K (6W)

C
C

T
(K

)

5.97 5.01 4.11 3.21 2.33 1.47 0.65 0

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700

Ceiling Recessed CASTALIA A

CASTALIA A LL

(CASTALIA A LL)

TypeModel

Fixed (FX)Round (RD)

Shape Colour*

White (WH)

Black (BL)

* Other RAL colours available upon request

Ordering Code Example: CASTALIA A LL-RD-WH-FX-G1

CASTALIA A LL

GU10 (max 7.5W)

Lamp Holder

(G1)

Lamp

Not included

Beam

Angle Dimming OptionType AccessoriesColour**

LIGHTSOURCE BY

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless***

Ordering Code Example: CASTALIA AR06-30B-FX-80-55-WH-DL-00

CCT* LED Source

(30B)3000K

(27B)2700K

(40B)4000K

(30B)3000K

(27B)2700K

(40B)4000K

White

Black

(WH)

(BL)(FX)

Fixed

1435lm

1479lm

1379lm

1180lm

1265lm

1138lm

845lm

879lm

812lmCASTALIA A

(CASTALIA A) 705lm

733lm

677lmRound (R)

Shape

* K, K, .

*

CCT: 3500 5000 6500K available upon request

** Other RAL colours available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

(00)No Extra

(01)Emergency Kit

(A1)

(PC)

(WL)

Analogue (1-10V)

Phase Cut

Wireless***

(95)95(1830B) 518lm1800K-3000K

(DL)DALI

Model

(LED Power)

6.1W

10.3W

Warm

Dimming

6.1W

(10)

( 6)0

(WD )06

Name

CRI80 CRI90

CRI95

CRI

80 (80)

90 (90)

18º (18)

(24)24º

32º (32)

55º (55)
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Magnetic installation

Φ85mm

Φ59mm

2
3

m
m

Φ39mm

3
m

m

1
2

0
m

m
(1

0
.3

W
)

1
0

5
m

m
(6

.1
W

)

CASTALIA A

�

�

�

�

�

Recessed spots for indoor use.

Ideal for antiglare lighting installations.

Easy magnetic installation.

3 SDCM

L90/B10 50000h

� Offered with IP44 (face only) LED module or suitable for GU10 LED lamps.

Ceiling Recessed

Φ72mm

4
5

m
m

(w
it
h

o
u

t
la

m
p

)

3
m

m

LL

Φ72mm
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2000

3000

4000

1000

1500

2000

2500

800

1200

1600

2000

2400

400

600

800

1000

1200

1400

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

18º 24º 32º 55º

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

C0

C180

C270C90

Warm dimming 3000K to 1800K (6W)

C
C

T
(K

)

5.97 5.01 4.11 3.21 2.33 1.47 0.65 0

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700

Ceiling Recessed CASTALIA A

CASTALIA A LL

(CASTALIA A LL)

TypeModel

Fixed (FX)Round (RD)

Shape Colour*

White (WH)

Black (BL)

* Other RAL colours available upon request

Ordering Code Example: CASTALIA A LL-RD-WH-FX-G1

CASTALIA A LL

GU10 (max 7.5W)

Lamp Holder

(G1)

Lamp

Not included

Beam

Angle Dimming OptionType AccessoriesColour**

LIGHTSOURCE BY

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless***

Ordering Code Example: CASTALIA AR06-30B-FX-80-55-WH-DL-00

CCT* LED Source

(30B)3000K

(27B)2700K

(40B)4000K

(30B)3000K

(27B)2700K

(40B)4000K

White

Black

(WH)

(BL)(FX)

Fixed

1435lm

1479lm

1379lm

1180lm

1265lm

1138lm

845lm

879lm

812lmCASTALIA A

(CASTALIA A) 705lm

733lm

677lmRound (R)

Shape

* K, K, .

*

CCT: 3500 5000 6500K available upon request

** Other RAL colours available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

(00)No Extra

(01)Emergency Kit

(A1)

(PC)

(WL)

Analogue (1-10V)

Phase Cut

Wireless***

(95)95(1830B) 518lm1800K-3000K

(DL)DALI

Model

(LED Power)

6.1W

10.3W

Warm

Dimming

6.1W

(10)

( 6)0

(WD )06

Name

CRI80 CRI90

CRI95

CRI

80 (80)

90 (90)

18º (18)

(24)24º

32º (32)

55º (55)
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Magnetic installation

Φ85mm

Φ59mm

3
6

m
m

1
5

m
m

Φ48mm

� Recessed spots for indoor use.

Ideal for antiglare lighting installations.

Easy magnetic installation.

Offered with IP44 (face only) LED module or suitable for GU10 LED lamps.

�

�

�

�

�

�

Adjustable on one axis.

3 SDCM

L90/B10 50000h

Adjustable

on one axis
+15

o

0
o

CASTALIA W Ceiling Recessed

Φ72mm

3
m
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1000

1500

2000

2500

3000

800

1200

1600

2000

2400

800

1200

1600

2000

400

600

800

1000

1200

22 x18º º 25 x20º º 34ºx28º 50 x45º º

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°
C0

C180

C270C90

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

Warm dimming 3000K to 1800K (6W)

C
C

T
(K

)

5.97 5.01 4.11 3.21 2.33 1.47 0.65 0

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700

Ceiling Recessed CASTALIA W

CASTALIA W LL

(CASTALIA W LL)

TypeModel

Round (RD)

Shape Colour*

White (WH)

Black (BL)

* Other RAL colours available upon request

Ordering Code Example: CASTALIA W LL-RD-WH-AD-G1

CASTALIA W LL

GU10 (max 7.5W)

Lamp Holder

(G1)

Lamp

Not included
(AD)Adjustable

Beam

Angle Dimming OptionType AccessoriesColour**

LIGHTSOURCE BY

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless***

Ordering Code Example: CASTALIA WR10-30B-AD-90-25-WH-DL-00

CCT* LED Source

(30B)3000K

(27B)2700K

(40B)4000K

(30B)3000K

(27B)2700K

(40B)4000K

White

Black

(WH)

(BL)

1435lm

1479lm

1379lm

1180lm

1265lm

1138lm

845lm

879lm

812lmCASTALIA W

(CASTALIA W) 705lm

733lm

677lmRound (R)

Shape

* K, K, .

*

CCT: 3500 5000 6500K available upon request

** Other RAL colours available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

(00)

No Extra

(01)

Emergency Kit

(A1)

(PC)

(WL)

Analogue (1-10V)

Phase Cut

Wireless***

(95)95(1830B) 518lm1800K-3000K

(DL)DALI

Model

(LED Power)

6.1W

10.3W

Warm

Dimming

6.1W

(10)

( 6)0

(WD )06

Name

CRI80 CRI90

CRI95

CRI

80 (80)

90 (90)(AD)

Adjustable 22 x18º º (22)

(25)25 x20º º

34ºx28º (34)

50 x45º º (50)
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Magnetic installation

Φ85mm

Φ59mm

3
6

m
m

1
5

m
m

Φ48mm

� Recessed spots for indoor use.

Ideal for antiglare lighting installations.

Easy magnetic installation.

Offered with IP44 (face only) LED module or suitable for GU10 LED lamps.

�

�

�

�

�

�

Adjustable on one axis.

3 SDCM

L90/B10 50000h

Adjustable

on one axis
+15

o

0
o

CASTALIA W Ceiling Recessed

Φ72mm
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1000

1500

2000

2500

3000

800

1200

1600

2000

2400

800

1200

1600

2000

400

600

800

1000

1200

22 x18º º 25 x20º º 34ºx28º 50 x45º º

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°
C0

C180

C270C90

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

Warm dimming 3000K to 1800K (6W)

C
C

T
(K

)

5.97 5.01 4.11 3.21 2.33 1.47 0.65 0

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700

Ceiling Recessed CASTALIA W

CASTALIA W LL

(CASTALIA W LL)

TypeModel

Round (RD)

Shape Colour*

White (WH)

Black (BL)

* Other RAL colours available upon request

Ordering Code Example: CASTALIA W LL-RD-WH-AD-G1

CASTALIA W LL

GU10 (max 7.5W)

Lamp Holder

(G1)

Lamp

Not included
(AD)Adjustable

Beam

Angle Dimming OptionType AccessoriesColour**

LIGHTSOURCE BY

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless***

Ordering Code Example: CASTALIA WR10-30B-AD-90-25-WH-DL-00

CCT* LED Source

(30B)3000K

(27B)2700K

(40B)4000K

(30B)3000K

(27B)2700K

(40B)4000K

White

Black

(WH)

(BL)

1435lm

1479lm

1379lm

1180lm

1265lm

1138lm

845lm

879lm

812lmCASTALIA W

(CASTALIA W) 705lm

733lm

677lmRound (R)

Shape

* K, K, .

*

CCT: 3500 5000 6500K available upon request

** Other RAL colours available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

(00)

No Extra

(01)

Emergency Kit

(A1)

(PC)

(WL)

Analogue (1-10V)

Phase Cut

Wireless***

(95)95(1830B) 518lm1800K-3000K

(DL)DALI

Model

(LED Power)

6.1W

10.3W

Warm

Dimming

6.1W

(10)

( 6)0

(WD )06

Name

CRI80 CRI90

CRI95

CRI

80 (80)

90 (90)(AD)

Adjustable 22 x18º º (22)

(25)25 x20º º

34ºx28º (34)

50 x45º º (50)
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�

�

�

�

�

BORRELY is an adjustable recessed downlight available single or double.

High efficiency deep reflector with clear cover glass.

.

3 SDCM

L90/B10 50.000h

Heat sink is of die-cast aluminium

BORRELY Ceiling Recessed

Φ78mm

Φ98mm

Φ110mm

7
7

m
m

+/-25

110mm

6
7

m
m

+/-25

110mm

12W 9W

1
1

0
m

m

110mm

Φ78mm

98x98mm

1
1

0
m

m

220mm

Φ78mm

208x98mm

7
7

m
m

220mm

24W

6
7

m
m

220mm

17W

+/-25+/-25+/-25+/-25
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LIGHTSOURCE BY

Ceiling Recessed BORRELY

(30B)3000K

(27B)2700K

(40B)4000K

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless**

(30B)

(30B)

3000K

3000K

(27B)

(27B)

2700K

2700K

(40B)4000K

(57B)5700K

1036lm

2090lm

(A1)

(PC)

(WL)

Analogue (1-10V)

Phase Cut

Wireless*

(DL)DALI

Warm Dimmable

1800K~3000K

(1830B)

Warm Dimmable

1800K~3000K

(1830B)

2270lm

2360lm

2178lm

1892lm

2028lm

1816lm

-

-

-

3314lm

-

3412lm

3150lm

-

2724lm

-

2920lm

2626lm

-

3576lm -

-

-

2392lm

-

2242lm

-

BORRELY

DOUBLE

Square

(BORRELY DS)

17.8W (18)

24.4W (24)

25W (25)

12W (WD12)

23.6W (WD24)

CRI80 CRI90 CRI97

CRI95

80 (80)

90

97

(90)

(97)

95 (95)

Beam

Angle Dimming OptionType

(AD)

AccessoriesCCT* LED Source Colour

Adjustable

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless**

( )0X

( )XX
EXTRAS

COVER

No Extras

( )1XEmergency

Standard ( )0X38º (38) White

(WH) Diffuser ( )1X

(A1)

(PC)

(WL)

Analogue (1-10V)

Phase Cut

Wireless*

(DL)DALI

Model LED Power CRI

80 (80)

90

97

(90)

(97)

95 (95)

BORRELY

Round

(BORRELY R)

BORRELY

Square

(BORRELY S)

(30B)3000K

(27B)2700K

1 lm135

1 lm180

1089lm

(40B)4000K

946lm

1 lm014

908lm

-

-

-

(30B)

(30B)

3000K

3000K

(27B)

(27B)

2700K

2700K

1 lm657

-

1 lm706

1575lm

-

(40B)4000K

1362lm

-

1460lm

1313lm

-

1788lm(57B)5700K -

-

-

1196lm

-

1121lm

-

518lm

1045lm

Warm Dimmable

1800K~3000K

(1830B)

Warm Dimmable

1800K~3000K

(1830B)

8.9W (09)

12.2W (12)

12.5W (13)

6W (WD06)

11.8W (WD12)

CRI80 CRI90 CRI97

CRI95

Warm dimming 3000K to 1800K (6W)

C
C

T
(K

)

5.97 5.01 4.11 3.21 2.33 1.47 0.65 0

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700

Warm dimming 3000K to 1800K (12W)

C
C

T
(K

)

11.8 9.98 8.20 6.45 4.74 3.08 1.45 0

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700
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�

�

�

�

�

BORRELY is an adjustable recessed downlight available single or double.

High efficiency deep reflector with clear cover glass.

.

3 SDCM

L90/B10 50.000h

Heat sink is of die-cast aluminium

BORRELY Ceiling Recessed

Φ78mm

Φ98mm

Φ110mm

7
7

m
m

+/-25

110mm

6
7

m
m

+/-25

110mm

12W 9W

1
1

0
m

m

110mm

Φ78mm

98x98mm

1
1

0
m

m

220mm

Φ78mm

208x98mm

7
7

m
m

220mm

24W

6
7

m
m

220mm

17W

+/-25+/-25+/-25+/-25
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LIGHTSOURCE BY

Ceiling Recessed BORRELY

(30B)3000K

(27B)2700K

(40B)4000K

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless**

(30B)

(30B)

3000K

3000K

(27B)

(27B)

2700K

2700K

(40B)4000K

(57B)5700K

1036lm

2090lm

(A1)

(PC)

(WL)

Analogue (1-10V)

Phase Cut

Wireless*

(DL)DALI

Warm Dimmable

1800K~3000K

(1830B)

Warm Dimmable

1800K~3000K

(1830B)

2270lm

2360lm

2178lm

1892lm

2028lm

1816lm

-

-

-

3314lm

-

3412lm

3150lm

-

2724lm

-

2920lm

2626lm

-

3576lm -

-

-

2392lm

-

2242lm

-

BORRELY

DOUBLE

Square

(BORRELY DS)

17.8W (18)

24.4W (24)

25W (25)

12W (WD12)

23.6W (WD24)

CRI80 CRI90 CRI97

CRI95

80 (80)

90

97

(90)

(97)

95 (95)

Beam

Angle Dimming OptionType

(AD)

AccessoriesCCT* LED Source Colour

Adjustable

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless**

( )0X

( )XX
EXTRAS

COVER

No Extras

( )1XEmergency

Standard ( )0X38º (38) White

(WH) Diffuser ( )1X

(A1)

(PC)

(WL)

Analogue (1-10V)

Phase Cut

Wireless*

(DL)DALI

Model LED Power CRI

80 (80)

90

97

(90)

(97)

95 (95)

BORRELY

Round

(BORRELY R)

BORRELY

Square

(BORRELY S)

(30B)3000K

(27B)2700K

1 lm135

1 lm180

1089lm

(40B)4000K

946lm

1 lm014

908lm

-

-

-

(30B)

(30B)

3000K

3000K

(27B)

(27B)

2700K

2700K

1 lm657

-

1 lm706

1575lm

-

(40B)4000K

1362lm

-

1460lm

1313lm

-

1788lm(57B)5700K -

-

-

1196lm

-

1121lm

-

518lm

1045lm

Warm Dimmable

1800K~3000K

(1830B)

Warm Dimmable

1800K~3000K

(1830B)

8.9W (09)

12.2W (12)

12.5W (13)

6W (WD06)

11.8W (WD12)

CRI80 CRI90 CRI97

CRI95

Warm dimming 3000K to 1800K (6W)

C
C

T
(K

)

5.97 5.01 4.11 3.21 2.33 1.47 0.65 0

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700

Warm dimming 3000K to 1800K (12W)

C
C

T
(K

)

11.8 9.98 8.20 6.45 4.74 3.08 1.45 0

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700
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Φ55mm 4
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15º

69mm

55x55mm
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9

m
m

69mm

Φ25mm

6 mm7.5

Φ25mm +/-20º

6 mm7.5
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VESTA is a small sized downlight available in round or square form.

Increased efficiency.

3 SDCM

L90/B10 50.000h

VESTA Ceiling Recessed

516

Beam

Angle Dimming OptionType

(AD)

AccessoriesColour

Adjustable

LIGHTSOURCE BY

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless**

( )0X

( )XX
EXTRAS

COVER

No Extras

( )1XEmergency

Standard ( )0X

Ordering Code Example: VESTA R06-40B-AD-80-43-WH-DL-00

* Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

43º (43) White (WH)

LED Power CCT* LED Source

(30B)3000K

(27B)2700K

817lm

850lm

785lm

(40B)4000K

681lm

730lm

654lm6.1W (06)

(A1)Analogue (1-10V)40º (4 )06W (WD06)

(DL)DALI

(PC)

(WL)

Phase Cut

Wireless**

Warm dimming 3000K to 1800K (6W)

C
C

T
(K

)

5.97 5.01 4.11 3.21 2.33 1.47 0.65 0

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700

518lmWarm Dimmable

1800K~3000K

(1830B)

Model

VESTA

Round

(VESTA R)

VESTA

Square

(VESTA S)

CRI80 CRI90

CRI95

CRI

80 (80)

90 (90)

95 (95)
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ELISE

78x78mm86.5mm

8
4

m
m

73mm

8
6

.5
m

m

86.5mm

Φ45mm

Beam

Angle Dimming OptionType

(FX)

AccessoriesColour

Fixed

LIGHTSOURCE BY

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless**

( )0X

( )XX
EXTRAS

COVER

No Extras

( )1XEmergency

Standard ( )0X

Ordering Code Example: ELISE 12-40B-FX-90-45-WH-DL-00

* Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

18º

40º

45º

(18)

(40)

(45)

White (WH)

LED Power CCT*

CRI80

LED Source

CRI90 CRI97

(30B)3000K

(27B)2700K

2445lm

2518lm

2302lm

(40B)4000K

1985lm

2100lm

1899lm

2445lm(57B)5700K

12.3W (12)

17.7W (18)

-

1299lm

-

1216lm

-

(30B)3000K

(27B)2700K

1766lm

1818lm

1662lm

(40B)4000K

1434lm

1517lm

1372lm

1766lm(57B)5700K -

1299lm

-

1216lm

-

Ceiling Recessed

517

�

�

�

�

ELISE is a square downlight available in white outer trim.

High efficiency deep reflector.

3 SDCM

L90/B10 50.000h

Warm dimming 3000K to 1800K (6W)

C
C

T
(K

)

5.97 5.01 4.11 3.21 2.33 1.47 0.65 0

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700

Warm dimming 3000K to 1800K (12W)

C
C

T
(K

)

11.8 9.98 8.20 6.45 4.74 3.08 1.45 0

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700

6W (WD06)

11.8W (WD12)

CRI95

518lm

1045lm

(A1)

(PC)

(WL)

Analogue (1-10V)

Phase Cut

Wireless*

(DL)DALI

Warm Dimmable

1800K~3000K (1830B)

Model

ELISE

(ELISE)

CRI

80 (80)

90

97

(90)

(97)

95 (95)
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Φ55mm 4
8

m
m

15º

69mm

55x55mm
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m

69mm

Φ25mm

6 mm7.5

Φ25mm +/-20º

6 mm7.5

�

�
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�

VESTA is a small sized downlight available in round or square form.

Increased efficiency.

3 SDCM

L90/B10 50.000h

VESTA Ceiling Recessed

516

Beam

Angle Dimming OptionType

(AD)

AccessoriesColour

Adjustable

LIGHTSOURCE BY

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless**

( )0X

( )XX
EXTRAS

COVER

No Extras

( )1XEmergency

Standard ( )0X

Ordering Code Example: VESTA R06-40B-AD-80-43-WH-DL-00

* Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

43º (43) White (WH)

LED Power CCT* LED Source

(30B)3000K

(27B)2700K

817lm

850lm

785lm

(40B)4000K

681lm

730lm

654lm6.1W (06)

(A1)Analogue (1-10V)40º (4 )06W (WD06)

(DL)DALI

(PC)

(WL)

Phase Cut

Wireless**

Warm dimming 3000K to 1800K (6W)

C
C

T
(K

)

5.97 5.01 4.11 3.21 2.33 1.47 0.65 0

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700

518lmWarm Dimmable

1800K~3000K

(1830B)

Model

VESTA

Round

(VESTA R)

VESTA

Square

(VESTA S)

CRI80 CRI90

CRI95

CRI

80 (80)

90 (90)

95 (95)
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ELISE

78x78mm86.5mm

8
4

m
m

73mm

8
6

.5
m

m

86.5mm

Φ45mm

Beam

Angle Dimming OptionType

(FX)

AccessoriesColour

Fixed

LIGHTSOURCE BY

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless**

( )0X

( )XX
EXTRAS

COVER

No Extras

( )1XEmergency

Standard ( )0X

Ordering Code Example: ELISE 12-40B-FX-90-45-WH-DL-00

* Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

18º

40º

45º

(18)

(40)

(45)

White (WH)

LED Power CCT*

CRI80

LED Source

CRI90 CRI97

(30B)3000K

(27B)2700K

2445lm

2518lm

2302lm

(40B)4000K

1985lm

2100lm

1899lm

2445lm(57B)5700K

12.3W (12)

17.7W (18)

-

1299lm

-

1216lm

-

(30B)3000K

(27B)2700K

1766lm

1818lm

1662lm

(40B)4000K

1434lm

1517lm

1372lm

1766lm(57B)5700K -

1299lm

-

1216lm

-

Ceiling Recessed

517

�

�

�

�

ELISE is a square downlight available in white outer trim.

High efficiency deep reflector.

3 SDCM

L90/B10 50.000h

Warm dimming 3000K to 1800K (6W)

C
C

T
(K

)

5.97 5.01 4.11 3.21 2.33 1.47 0.65 0

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700

Warm dimming 3000K to 1800K (12W)

C
C

T
(K

)

11.8 9.98 8.20 6.45 4.74 3.08 1.45 0

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700

6W (WD06)

11.8W (WD12)

CRI95

518lm

1045lm

(A1)

(PC)

(WL)

Analogue (1-10V)

Phase Cut

Wireless*

(DL)DALI

Warm Dimmable

1800K~3000K (1830B)

Model

ELISE

(ELISE)

CRI

80 (80)

90

97

(90)

(97)

95 (95)
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JUPITER is a fixed downlight available with clear or frosted glass.

Luminaire: Die cast aluminium.

IP65 (face only)

3 SDCM

L90/B10 50000h

JUPITER

White

Diffused glass

White

Clear glass

White

Diffused glass

White

Clear glass

Nickel Satin

Diffused glass

Nickel Satin

Clear glass

Square (upon request)

Nickel Satin

Diffused glass

Nickel Satin

Clear glass

Round

Ceiling Recessed

72mm

Φ mm84

Φ mm43

84mm84mm

9
3

m
m

(6
.1

W
)

1
0

8
m

m
(1

0
.3

W
)
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LIGHTSOURCE BY

Ordering Code Example: JUPITER 10-30B-80-32-FX-WH-ND-0

* K, K, .CCT: 3500 5000 6500K available upon request

** The wireless dimming option includes driver and Bluetooth dimming accessory.

Beam

AnglePower

(30B)

(40B)

3000K

4000K

(27B)2700K

Type

Fixed (FX) (0)No Extras

(1)Emergency Kit

Extras

705lm

733lm

677lm

845lm

879lm

812lm

CCT

(80) (90)80 90

CRI80, CRI90

LED Source Colour

White

Nickel Satin

(WH)

(NS)

Dimming Option

(DL)

(A1)

(ND)

(00)

(PC)

(PS)

(DX)

(WL)

DALI

Analogue (1..10V)

Non Dimmable

Without Driver

Phase Cut

Push Switch

DMX

Wireless **

(DF)Diffused

18º (18)

(24)24º

32º (32)

40º (40)

(30B)

(40B)

3000K

4000K

(27B)2700K

1180lm

1265lm

1138lm

1435lm

1479lm

1379lm

6.1W (6)

10.3W (10)

IP65

Face only

18º

400

600

800

1000

1200

800

1200

1600

2400

1000

1500

2000

2500

3000

2000

3000

4000

2000

3000

4000

105°

90°

75°

60°

45° 45°

60°

75°

90°

105°

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°30° 15° 0°

105° 105° 105° 105°

90° 90° 90° 90°

75° 75° 75° 75°

60° 60° 60° 60°

45° 45° 45° 45°45° 45° 45° 45°

60° 60° 60° 60°

75° 75° 75° 75°

90° 90° 90° 90°

105° 105° 105° 105°

cd/klm cd/klm cd/klm cd/klmη=100% η=100% η=100% η=100%
C0 - C180 C0 - C180 C0 - C180 C0 - C180
C90 - C270 C90 - C270 C90 - C270 C90 - C270

15° 15° 15° 15°30° 30° 30° 30°30° 30° 30° 30°15° 15° 15° 15°0° 0° 0° 0°

24º 32º 40º DiffusedºLOR 0.46 LOR 0.45 LOR 0.42 LOR 0.39 LOR 0.44

(A1)

(PC)

(WL)

Analogue (1..10V)

Phase Cut

Wireless *

6.1W (6)

(DL)DALI

519

Ceiling Recessed

Warm dimming 3000K to 1800K (6W)

C
C

T
(K

)

5.97 5.01 4.11 3.21 2.33 1.47 0.65 0

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700

(95)95

518lmWarm Dimmable

1800K~3000K

(WD)

Model

JUPITER

(JUPITER)
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JUPITER is a fixed downlight available with clear or frosted glass.

Luminaire: Die cast aluminium.

IP65 (face only)

3 SDCM

L90/B10 50000h

JUPITER

White

Diffused glass

White

Clear glass

White

Diffused glass

White

Clear glass

Nickel Satin

Diffused glass

Nickel Satin

Clear glass

Square (upon request)

Nickel Satin

Diffused glass

Nickel Satin

Clear glass

Round

Ceiling Recessed

72mm

Φ mm84

Φ mm43

84mm84mm

9
3

m
m

(6
.1

W
)

1
0

8
m

m
(1

0
.3

W
)
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LIGHTSOURCE BY

Ordering Code Example: JUPITER 10-30B-80-32-FX-WH-ND-0

* K, K, .CCT: 3500 5000 6500K available upon request

** The wireless dimming option includes driver and Bluetooth dimming accessory.

Beam

AnglePower

(30B)

(40B)

3000K

4000K

(27B)2700K

Type

Fixed (FX) (0)No Extras

(1)Emergency Kit

Extras

705lm

733lm

677lm

845lm

879lm

812lm

CCT

(80) (90)80 90

CRI80, CRI90

LED Source Colour

White

Nickel Satin

(WH)

(NS)

Dimming Option

(DL)

(A1)

(ND)

(00)

(PC)

(PS)

(DX)

(WL)

DALI

Analogue (1..10V)

Non Dimmable

Without Driver

Phase Cut

Push Switch

DMX

Wireless **

(DF)Diffused

18º (18)

(24)24º

32º (32)

40º (40)

(30B)

(40B)

3000K

4000K

(27B)2700K

1180lm

1265lm

1138lm

1435lm

1479lm

1379lm

6.1W (6)

10.3W (10)

IP65

Face only

18º

400

600

800

1000

1200

800

1200

1600

2400

1000

1500

2000

2500

3000

2000

3000

4000

2000

3000

4000

105°

90°

75°

60°

45° 45°

60°

75°

90°

105°

cd/klm η=100%
C0 - C180
C90 - C270

15° 30°30° 15° 0°

105° 105° 105° 105°

90° 90° 90° 90°

75° 75° 75° 75°

60° 60° 60° 60°

45° 45° 45° 45°45° 45° 45° 45°

60° 60° 60° 60°

75° 75° 75° 75°

90° 90° 90° 90°

105° 105° 105° 105°

cd/klm cd/klm cd/klm cd/klmη=100% η=100% η=100% η=100%
C0 - C180 C0 - C180 C0 - C180 C0 - C180
C90 - C270 C90 - C270 C90 - C270 C90 - C270

15° 15° 15° 15°30° 30° 30° 30°30° 30° 30° 30°15° 15° 15° 15°0° 0° 0° 0°

24º 32º 40º DiffusedºLOR 0.46 LOR 0.45 LOR 0.42 LOR 0.39 LOR 0.44

(A1)

(PC)

(WL)

Analogue (1..10V)

Phase Cut

Wireless *

6.1W (6)

(DL)DALI

519

Ceiling Recessed

Warm dimming 3000K to 1800K (6W)

C
C

T
(K

)

5.97 5.01 4.11 3.21 2.33 1.47 0.65 0

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700

(95)95

518lmWarm Dimmable

1800K~3000K

(WD)

Model

JUPITER

(JUPITER)
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Code Colour Lamp

Maximum

Consumption

NICKEL BRUSHALE.032 35WMR16

WHITE 35WMR16

70mm

70mmALE.033

Diameter

84mm

84mm

Fixed

Fixed

*Available in square upon request for MOQ.

IP Rate

IP65

IP65

TypeGlass

Frosted

Frosted

NICKEL BRUSHALE.056 35WMR16

WHITE 35WMR16

70mm

70mmALE.057

84mm

84mm

Fixed

Fixed

IP65

IP65

Clear

Clear

Φ84mm

8
m

m
1

�

�

�

�

AVRA is a downlight suitable for LED lamps available with clear or frosted glass.

Luminaire: Die-cast aluminium.

Ideal for lighting in bathrooms, spa, fitting rooms, etc.

IP65 (face only).

AVRA

Φ70mm

Φ mm41.5 Φ mm41.5

3
2

m
m

3
8

m
m

8 mm1

Lamp & lamp holder

Not included

IP65

Face only

Ceiling Recessed
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Code Colour Lamp

Maximum

Consumption

NICKEL BRUSHALE.032 35WMR16

WHITE 35WMR16

70mm

70mmALE.033

Diameter

84mm

84mm

Fixed

Fixed

*Available in square upon request for MOQ.

IP Rate

IP65

IP65

TypeGlass

Frosted

Frosted

NICKEL BRUSHALE.056 35WMR16

WHITE 35WMR16

70mm

70mmALE.057

84mm

84mm

Fixed

Fixed

IP65

IP65

Clear

Clear

Φ84mm

8
m

m
1

�

�

�

�

AVRA is a downlight suitable for LED lamps available with clear or frosted glass.

Luminaire: Die-cast aluminium.

Ideal for lighting in bathrooms, spa, fitting rooms, etc.

IP65 (face only).

AVRA

Φ70mm

Φ mm41.5 Φ mm41.5

3
2

m
m

3
8

m
m

8 mm1

Lamp & lamp holder

Not included

IP65

Face only

Ceiling Recessed
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Code No.LED Watt / Current** DimensionsModel Finish

ALI.226 TORN 1 3000K Φ35x5 mm0 60º White Dimmable

ALI.227 5600K

*Other colours available upon request.

**Adjustable intensity with ELECTRON dimmable constant current LED drivers.

ALI.228 TORN MINI Φ23 0x5 mm 30º

ALI.229

1W / 350mA

20mm

Φ23mm

5
0

m
m

30mm

Φ35mm

TORN MINITORN

TORN / TORN MINI

�

�

�

�

TORN & TORN MINI miniaturized dimmable constant current LED spot.

Ideal for decorative lighting.

Luminaire body: aluminium.

� 3 SDCM

L90/B10 50000h

Lighting management options:

On-Off/DALI/0..10V/1..10V/DMX512/PHASE CUT/IR/RF/PUSH BUTTON/Bluetooth

Beam

Angle

Ceiling Recessed

522

5
0

m
m

CCT*

3000K

5600K

ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

Φ25mm

25mm

1
.5

m
m

3
9

m
m

16mm

Φ20mm

25mm1
.5

m
m

7
3

m
m

16mm

Accessories

101mm

70mm
163mm

7
0

m
m

1
0

1
m

m

3
9

m
m

93x93mm 151x29mm

(Barolo LEDs not included)

ASI.050 ASI.051 ASI.052

0.8W / 250mA

1W / 350mA

BAROLO

�

�

�

�

BAROLO is a small sized constant current downlight.

Available in 30º & 60º.

3 SDCM

L90/B10 50000h

Lighting management options:

On-Off/DALI/0..10V/1..10V/DMX512/PHASE CUT/IR/RF/PUSH BUTTON/Bluetooth

Ceiling Recessed

Φ20mm

88mm 57mm

60x60mm

4
m

m

6
9

m
m

(1
W

) 150mm

3
5

m
m

(0
.8

W
)

*Other colours available upon request.

**Adjustable intensity with ELECTRON dimmable constant current LED drivers.

Code No.LED Watt Current** Diameter

LED.230 0.8W1 250mA 25mm 30º Dimmable6000K

LED.231

LED.232

4000K

3000K

0.8W / 250mA

LED.233 60º
LED.234

LED.235

CCT*

Beam

Angle

1 25mm 30º Dimmable

60º

LED.227

LED.228

LED.229

LED.236

LED.237

LED.238

1W 350mA

1W / 350mA

523

Φ25mm

4
m

m

6
9

m
m

(1
W

)

3
5

m
m

(0
.8

W
)

4
m

m

6
9

m
m

(1
W

)

3
5

m
m

(0
.8

W
)

6000K

4000K

3000K

6000K

4000K

3000K

6000K

4000K

3000K
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Code No.LED Watt / Current** DimensionsModel Finish

ALI.226 TORN 1 3000K Φ35x5 mm0 60º White Dimmable

ALI.227 5600K

*Other colours available upon request.

**Adjustable intensity with ELECTRON dimmable constant current LED drivers.

ALI.228 TORN MINI Φ23 0x5 mm 30º

ALI.229

1W / 350mA

20mm

Φ23mm

5
0

m
m

30mm

Φ35mm

TORN MINITORN

TORN / TORN MINI

�

�

�

�

TORN & TORN MINI miniaturized dimmable constant current LED spot.

Ideal for decorative lighting.

Luminaire body: aluminium.

� 3 SDCM

L90/B10 50000h

Lighting management options:

On-Off/DALI/0..10V/1..10V/DMX512/PHASE CUT/IR/RF/PUSH BUTTON/Bluetooth

Beam

Angle

Ceiling Recessed

522

5
0

m
m

CCT*

3000K

5600K
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Φ25mm

25mm

1
.5

m
m

3
9

m
m

16mm

Φ20mm

25mm1
.5

m
m

7
3

m
m

16mm

Accessories

101mm

70mm
163mm

7
0

m
m

1
0

1
m

m

3
9

m
m

93x93mm 151x29mm

(Barolo LEDs not included)

ASI.050 ASI.051 ASI.052

0.8W / 250mA

1W / 350mA

BAROLO

�

�

�

�

BAROLO is a small sized constant current downlight.

Available in 30º & 60º.

3 SDCM

L90/B10 50000h

Lighting management options:

On-Off/DALI/0..10V/1..10V/DMX512/PHASE CUT/IR/RF/PUSH BUTTON/Bluetooth

Ceiling Recessed

Φ20mm

88mm 57mm

60x60mm

4
m

m

6
9

m
m

(1
W

) 150mm

3
5

m
m

(0
.8

W
)

*Other colours available upon request.

**Adjustable intensity with ELECTRON dimmable constant current LED drivers.

Code No.LED Watt Current** Diameter

LED.230 0.8W1 250mA 25mm 30º Dimmable6000K

LED.231

LED.232

4000K

3000K

0.8W / 250mA

LED.233 60º
LED.234

LED.235

CCT*

Beam

Angle

1 25mm 30º Dimmable

60º

LED.227

LED.228

LED.229

LED.236

LED.237

LED.238

1W 350mA

1W / 350mA

523

Φ25mm

4
m

m

6
9

m
m

(1
W

)

3
5

m
m

(0
.8

W
)

4
m

m

6
9

m
m

(1
W

)

3
5

m
m

(0
.8

W
)

6000K

4000K

3000K

6000K

4000K

3000K

6000K

4000K

3000K

ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr



www. .com

Code No.LED Watt / Current** DimensionsModel Finish

ALI.216 CUBIC 1 3000K 25x25x58mm 30º Aluminium MAT Dimmable

ALI.217 5600K

*Other colours available upon request.

**Adjustable intensity with ELECTRON dimmable constant current LED drivers.

ALI.218

ALI.220

EYE

EYE

SQUARE

Φ23x mm36

23x23x36mm

120º

120º

Nickel Mat

Nickel Mat

ALI.219

ALI.221

1W / 350mA

20mm

Φ23mm

36mm

20mm

23mm

23mm
36mm

20mm

58mm

25mm

25mm

CUBIC EYE EYE

SQUARE

CUBIC / EYE / EYE SQUARE

�

�

�

Decorative small sized downlights.

Luminaire body: aluminium.

� 3 SDCM

L90/B10 50000h

Lighting management options:

On-Off/DALI/0..10V/1..10V/DMX512/PHASE CUT/IR/RF/PUSH BUTTON/Bluetooth

Beam

AngleCCT*

5600K

3000K

3000K

5600K

Ceiling Recessed
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Code No.LED Watt / Current** DimensionsModel Finish

ALI.222 1 3000K 1W / 350mA Φ4 x mm0 46 Diffused Frost Diffuser Dimmable

ALI.223 5600K

*Other colours available upon request.

**Adjustable intensity with ELECTRON dimmable constant current LED drivers.

ALI.224 3000K 40x40x mm46

ALI.225 5600K

FRAME

FRAME SQUARE

30mm

38mm

Φ 04 mm

8mm

4
0

m
m

40mm38mm 8mm

FRAME FRAME SQUARE

�

�

�

�

�

Decorative small sized recessed downlights.

Diffused light emission.

Round and Square shape.

3 SDCM

L90/B10 50000h

Lighting management options:

On-Off/DALI/0..10V/1..10V/DMX512/PHASE CUT/IR/RF/PUSH BUTTON/Bluetooth

FRAME / FRAME SQUARE

Beam

Angle

30mm

CCT*

Ceiling Recessed
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Code No.LED Watt / Current** DimensionsModel Finish

ALI.216 CUBIC 1 3000K 25x25x58mm 30º Aluminium MAT Dimmable

ALI.217 5600K

*Other colours available upon request.

**Adjustable intensity with ELECTRON dimmable constant current LED drivers.

ALI.218

ALI.220

EYE

EYE

SQUARE

Φ23x mm36

23x23x36mm

120º

120º

Nickel Mat

Nickel Mat

ALI.219

ALI.221

1W / 350mA

20mm

Φ23mm

36mm

20mm

23mm

23mm
36mm

20mm

58mm

25mm

25mm

CUBIC EYE EYE

SQUARE

CUBIC / EYE / EYE SQUARE

�

�

�

Decorative small sized downlights.

Luminaire body: aluminium.

� 3 SDCM

L90/B10 50000h

Lighting management options:

On-Off/DALI/0..10V/1..10V/DMX512/PHASE CUT/IR/RF/PUSH BUTTON/Bluetooth

Beam

AngleCCT*

5600K

3000K

3000K

5600K

Ceiling Recessed
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Code No.LED Watt / Current** DimensionsModel Finish

ALI.222 1 3000K 1W / 350mA Φ4 x mm0 46 Diffused Frost Diffuser Dimmable

ALI.223 5600K

*Other colours available upon request.

**Adjustable intensity with ELECTRON dimmable constant current LED drivers.

ALI.224 3000K 40x40x mm46

ALI.225 5600K

FRAME

FRAME SQUARE

30mm

38mm

Φ 04 mm

8mm

4
0

m
m

40mm38mm 8mm

FRAME FRAME SQUARE

�

�

�

�

�

Decorative small sized recessed downlights.

Diffused light emission.

Round and Square shape.

3 SDCM

L90/B10 50000h

Lighting management options:

On-Off/DALI/0..10V/1..10V/DMX512/PHASE CUT/IR/RF/PUSH BUTTON/Bluetooth

FRAME / FRAME SQUARE

Beam

Angle

30mm

CCT*

Ceiling Recessed

525ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr



www. .com

Code No.LED Watt/Current** DimensionsModel Finish

ALI.206 1 3000K 1W / 350mA Φ60 85x mm Diffused Chromed Aluminium Dimmable

ALI.207 5600K

ALI.208

ALI.210

ALI.212

Φ30 83x mm

Φ30 83x mm

Φ23 95x mm

ALI.209

ALI.211

ALI.213

CRYSTAL

RHOMB

BALL

DIAMOND

50mm

Φ60mm

8
5

m
m4

m
m

5

Φ30mm

8
3

m
m

3
0

m
m

8
3

m
m

20mm

3
m

m
0

9
5

m
m

4
0

m
m

6
7

m
m

12mm

2
8

m
m

CRYSTAL RHOMB BALL DIAMOND DIAMOND MINI

*Other colours available upon request.

**Adjustable intensity with ELECTRON dimmable constant current LED drivers.

�

�

�

Decorative small sized downlights.

Dimmable Constant Current LED Spots 350mA.

Available in different forms creating various lighting patterns.

Lighting management options:

On-Off/DALI/0..10V/1..10V/DMX512/PHASE CUT/IR/RF/PUSH BUTTON/Bluetooth

STARLIGHT SERIES

ALI. 142 0.5W / 160mA Φ12x67mm

ALI. 521

DIAMOND MINI

No.LED Watt DimensionsModel FinishColour

1 RGB 0.25W Φ23x65mm Diffused Chromed Aluminium DimmableDIAMOND RGB /CC*

6
5

m
m

4
0

m
m

Voltage

5VDC

*CC=Common Cathode

2
5

m
m

Φ30mm

20mm

Φ23mm

20mm

Φ12mm

Monochromatic RGB

Ceiling Recessed

526

Lighting management options:

DALI/DMX512/PHASE CUT/IR/RF/Bluetooth

Beam

Angle

Beam

Angle

CCT*

3000K

3000K

3000K

3000K

5600K

5600K

5600K

5600K
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Code No.LED Watt / Current** DimensionsModel Finish

ALI.230 1 3000K 1W / 350mA Φ26 31x mm 40º Chromed

Aluminium

Dimmable

ALI.231 5600K

*Other colours available upon request.

**Adjustable intensity with ELECTRON dimmable constant current LED drivers.

ALI.232 3000K Φ26 42x mm 20º

ALI.233 5600K

DECO-S

DECO-M

4
2

m
m

75º

2
7

m
m

20mm

Φ26mm3
1

m
m

10mm

1
5

m
m

DECO-S DECO-M

�

�

�

�

�

�

Decorative small sized downlights.

Low UGR for ensuring visual comfort.

Ideal for decorative lighting and retail applications.

High flexibility through adjustable movement.

Made by pure aluminium, chromed aluminium finish.

� 3 SDCM

L90/B10 50000h

Lighting management options:

On-Off/DALI/0..10V/1..10V/DMX512/PHASE CUT/IR/RF/PUSH BUTTON/Bluetooth

DECO-S / DECO-M

Beam

Angle

Ceiling Recessed

527

20mm

Φ26mm

10mm
75º

CCT*
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Code No.LED Watt/Current** DimensionsModel Finish

ALI.206 1 3000K 1W / 350mA Φ60 85x mm Diffused Chromed Aluminium Dimmable

ALI.207 5600K

ALI.208

ALI.210

ALI.212

Φ30 83x mm

Φ30 83x mm

Φ23 95x mm

ALI.209

ALI.211

ALI.213

CRYSTAL

RHOMB

BALL

DIAMOND

50mm

Φ60mm

8
5

m
m4

m
m

5

Φ30mm

8
3

m
m

3
0

m
m

8
3

m
m

20mm

3
m

m
0

9
5

m
m

4
0

m
m

6
7

m
m

12mm

2
8

m
m

CRYSTAL RHOMB BALL DIAMOND DIAMOND MINI

*Other colours available upon request.

**Adjustable intensity with ELECTRON dimmable constant current LED drivers.

�

�

�

Decorative small sized downlights.

Dimmable Constant Current LED Spots 350mA.

Available in different forms creating various lighting patterns.

Lighting management options:

On-Off/DALI/0..10V/1..10V/DMX512/PHASE CUT/IR/RF/PUSH BUTTON/Bluetooth

STARLIGHT SERIES

ALI. 142 0.5W / 160mA Φ12x67mm

ALI. 521

DIAMOND MINI

No.LED Watt DimensionsModel FinishColour

1 RGB 0.25W Φ23x65mm Diffused Chromed Aluminium DimmableDIAMOND RGB /CC*

6
5

m
m

4
0

m
m

Voltage

5VDC

*CC=Common Cathode

2
5

m
m

Φ30mm

20mm

Φ23mm

20mm

Φ12mm

Monochromatic RGB

Ceiling Recessed

526

Lighting management options:

DALI/DMX512/PHASE CUT/IR/RF/Bluetooth

Beam

Angle

Beam

Angle

CCT*

3000K

3000K

3000K

3000K

5600K

5600K

5600K

5600K
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Code No.LED Watt / Current** DimensionsModel Finish

ALI.230 1 3000K 1W / 350mA Φ26 31x mm 40º Chromed

Aluminium

Dimmable

ALI.231 5600K

*Other colours available upon request.

**Adjustable intensity with ELECTRON dimmable constant current LED drivers.

ALI.232 3000K Φ26 42x mm 20º

ALI.233 5600K

DECO-S

DECO-M

4
2

m
m

75º

2
7

m
m

20mm

Φ26mm3
1

m
m

10mm

1
5

m
m

DECO-S DECO-M

�

�

�

�

�

�

Decorative small sized downlights.

Low UGR for ensuring visual comfort.

Ideal for decorative lighting and retail applications.

High flexibility through adjustable movement.

Made by pure aluminium, chromed aluminium finish.

� 3 SDCM

L90/B10 50000h

Lighting management options:

On-Off/DALI/0..10V/1..10V/DMX512/PHASE CUT/IR/RF/PUSH BUTTON/Bluetooth

DECO-S / DECO-M

Beam

Angle

Ceiling Recessed

527

20mm

Φ26mm

10mm
75º

CCT*
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Code No.LED WattColour* Current** DiameterModel

ALI.101 1W1 5600KULTRA 350mA Φ25mm 120º Dimmable

ALI.102 3000K

Φ25mm

17mm

2
4

m
m

Φ48mm

36mm

2
5

m
m

ALI.104 BLUE

18mm

ALI.111 5600KACRYLIC Φ48mm DIFUSE

ALI.112 3000K

ALI.113 BLUE

ALI.114 RED

ALI.115 GREEN

37mm

2
3

m
m

Φ48mm

36mm

ALI.107 5600KANTI-GLARE Φ48mm 120º

ALI.108 3000K

37mm

ALI.109 5600KMOVABLE Φ49.5mm 30º

ALI.110 3000K

Φ49.5mm

2
4

m
m

37mm

42.5mm

*Other colours available upon request.

**Adjustable intensity with ELECTRON dimmable constant current LED drivers.

�

�

�

PETITE series ideal for decorative lighting.

3 SDCM

L90/B10 50000h

Lighting management options:

On-Off/DALI/0..10V/1..10V/DMX512/PHASE CUT/IR/RF/PUSH BUTTON/Bluetooth

PETITE SERIES

Beam

Angle

Ceiling Recessed

528 ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

EVO I

IP20

Φ43mm

Φ52mm

Φ33mm

2
0

m
m

Code No.LED WattCCT CurrentModel

ALI.134 2W1 3000KEVO I 700mA 25º

�

�

�

�

�

EVO I is a low depth downlight, suitable in applications with limited space.

Adjustable : tilt

Material: aluminium.

Colour: anodized aluminum (silver).

Indoor use only

Lighting management options:

On-Off/DALI/0..10V/1..10V/DMX512/PHASE CUT/IR/RF/PUSH BUTTON/Bluetooth

+/
_

25 .

.

o

Beam

Angle IP Rate

IP20

2
m

m
4

±25
o

Ceiling Recessed

529ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr



www. .com

Code No.LED WattColour* Current** DiameterModel

ALI.101 1W1 5600KULTRA 350mA Φ25mm 120º Dimmable

ALI.102 3000K

Φ25mm

17mm

2
4

m
m

Φ48mm

36mm

2
5

m
m

ALI.104 BLUE

18mm

ALI.111 5600KACRYLIC Φ48mm DIFUSE

ALI.112 3000K

ALI.113 BLUE

ALI.114 RED

ALI.115 GREEN

37mm

2
3

m
m

Φ48mm

36mm

ALI.107 5600KANTI-GLARE Φ48mm 120º

ALI.108 3000K

37mm

ALI.109 5600KMOVABLE Φ49.5mm 30º

ALI.110 3000K

Φ49.5mm

2
4

m
m

37mm

42.5mm

*Other colours available upon request.

**Adjustable intensity with ELECTRON dimmable constant current LED drivers.

�

�

�

PETITE series ideal for decorative lighting.

3 SDCM

L90/B10 50000h

Lighting management options:

On-Off/DALI/0..10V/1..10V/DMX512/PHASE CUT/IR/RF/PUSH BUTTON/Bluetooth

PETITE SERIES

Beam

Angle

Ceiling Recessed
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EVO I

IP20

Φ43mm

Φ52mm

Φ33mm

2
0

m
m

Code No.LED WattCCT CurrentModel

ALI.134 2W1 3000KEVO I 700mA 25º

�

�

�

�

�

EVO I is a low depth downlight, suitable in applications with limited space.

Adjustable : tilt

Material: aluminium.

Colour: anodized aluminum (silver).

Indoor use only

Lighting management options:

On-Off/DALI/0..10V/1..10V/DMX512/PHASE CUT/IR/RF/PUSH BUTTON/Bluetooth

+/
_

25 .

.

o

Beam

Angle IP Rate

IP20

2
m

m
4

±25
o

Ceiling Recessed
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ZETA

�

�

�

�

�

�

ZETA downlight.

High efficiency deep reflector with clear cover glass.

BRIDGELUX

CREE (RGBW)

3 SDCM

L90/B10 50.000h

White CCT at 4000K. (Other CCTs are available upon request)

L80/B10 50.000h

195mm

Ceiling Recessed

530

Honeycomb louver

accessory

205mm

195mm

1
8

5
m

m
(1

2
W

,
1

8
W

)

2
1

5
m

m
(3

1
W

,
R

G
B

W
)

ZETA
(BRIDGELUX, CREE) Monochromatic RGBW

Beam

AnglePower Dimming OptionType AccessoriesCCT* LED Source Colour

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless***

Model

LIGHTSOURCE BY

* BRIDGELUX: Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

* CREE RGBW: Other colour combinations available upon request.

CRI

80 (80)

90

97

(90)

(97)

Ordering Code Examples: ZETA 31-30B-FX-90-39-BL-ND-00

ZETA

(ZETA)

(30B)3000K

(27B)2700K

2637lm

2714lm

2482lm

(40B)4000K

2140lm

2265lm

2048lm

2637lm(57B)5700K -

1 9lm93

-

1 lm815

-

(30B)3000K

(27B)2700K

1766lm

1818lm

1662lm

(40B)4000K

1434lm

1517lm

1372lm

1766lm(57B)5700K -

1299lm

-

1216lm

-

17.5W

(18)

31.3W

(31)

12.3W

(12)

(30B)3000K

(27B)2700K

4792lm

4933lm

4510lm

(40B)4000K

3890lm

4115lm

3721lm

4792lm(57B)5700K -

3524lm

-

3298lm

-

CRI80 CRI90 CRI97

(FX)Fixed 14º

25º

39º

(14)

(39)

(25)

White

Black (BL)

(WH)

( )0X

( )XX
EXTRAS

COVER

No Extras

( )1XEmergency

Standard ( )0X

Honeycomb ( )1X

(DL)

(00)

(DX)

(WL)

DALI

Without Driver

DMX

Wireless***

25º

39º

( )25

( )39

( )0X

( )XX
EXTRAS

COVER

No Extras

Standard ( )0X

RGBW

2075lm

(RGBW)

29.5W

(30)

42.5W

(43)

2695lm

R G B W

for Monochromatic for RGBW
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ZETA MINI

175mm

160mm

1
7

3
m

m
(1

W
,

W
)

2
0

3
m

m
(3

1
W

,
R

G
B

W
)

2
1
8

�

�

�

�

�

�

ZETA MINI downlight.

High efficiency deep reflector with clear cover glass.

BRIDGELUX

CREE (RGBW)

3 SDCM

L90/B10 50.000h

White CCT at 4000K. (Other CCTs are available upon request)

L80/B10 50.000h

ZETA MINI
(BRIDGELUX, CREE) Monochromatic RGBW

160mm

Ceiling Recessed

Honeycomb louver

accessory

Beam

AnglePower Dimming OptionType AccessoriesCCT* LED Source Colour

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless***

Model

* BRIDGELUX: Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

* CREE RGBW: Other colour combinations available upon request.

CRI

80 (80)

90

97

(90)

(97)

Ordering Code Examples: ZETA MINI 31-30B-FX-90-39-BL-ND-00

(30B)3000K

(27B)2700K

2637lm

2714lm

2482lm

(40B)4000K

2140lm

2265lm

2048lm

2637lm(57B)5700K -

1 9lm93

-

1 lm815

-

(30B)3000K

(27B)2700K

1766lm

1818lm

1662lm

(40B)4000K

1434lm

1517lm

1372lm

1766lm(57B)5700K -

1299lm

-

1216lm

-

17.5W

(18)

31.3W

(31)

12.3W

(12)

(30B)3000K

(27B)2700K

4792lm

4933lm

4510lm

(40B)4000K

3890lm

4115lm

3721lm

4792lm(57B)5700K -

3524lm

-

3298lm

-

CRI80 CRI90 CRI97

(FX)Fixed 14º

25º

39º

(14)

(39)

(25)

White

Black (BL)

(WH)

( )0X

( )XX
EXTRAS

COVER

No Extras

( )1XEmergency

Standard ( )0X

Honeycomb ( )1X

(DL)

(00)

(DX)

(WL)

DALI

Without Driver

DMX

Wireless***

25º

39º

( )25

( )39

( )0X

( )XX
EXTRAS

COVER

No Extras

Standard ( )0X

RGBW

2075lm

(RGBW)

29.5W

(30)

42.5W

(43)

2695lm

R G B W

LIGHTSOURCE BY

for Monochromatic for RGBW

ZETA MINI

(ZETA MINI)
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ZETA
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ZETA downlight.

High efficiency deep reflector with clear cover glass.

BRIDGELUX

CREE (RGBW)

3 SDCM

L90/B10 50.000h

White CCT at 4000K. (Other CCTs are available upon request)

L80/B10 50.000h

195mm

Ceiling Recessed

530

Honeycomb louver

accessory

205mm

195mm
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ZETA
(BRIDGELUX, CREE) Monochromatic RGBW

Beam

AnglePower Dimming OptionType AccessoriesCCT* LED Source Colour

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless***

Model

LIGHTSOURCE BY

* BRIDGELUX: Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

* CREE RGBW: Other colour combinations available upon request.

CRI

80 (80)

90

97

(90)

(97)

Ordering Code Examples: ZETA 31-30B-FX-90-39-BL-ND-00

ZETA

(ZETA)

(30B)3000K

(27B)2700K

2637lm

2714lm

2482lm

(40B)4000K

2140lm

2265lm

2048lm

2637lm(57B)5700K -

1 9lm93

-

1 lm815

-

(30B)3000K

(27B)2700K

1766lm

1818lm

1662lm

(40B)4000K

1434lm

1517lm

1372lm

1766lm(57B)5700K -

1299lm

-

1216lm

-

17.5W

(18)

31.3W

(31)

12.3W

(12)

(30B)3000K

(27B)2700K

4792lm

4933lm

4510lm

(40B)4000K

3890lm

4115lm

3721lm

4792lm(57B)5700K -

3524lm

-

3298lm

-

CRI80 CRI90 CRI97

(FX)Fixed 14º

25º

39º

(14)

(39)

(25)

White

Black (BL)

(WH)

( )0X

( )XX
EXTRAS

COVER

No Extras

( )1XEmergency

Standard ( )0X

Honeycomb ( )1X

(DL)

(00)

(DX)

(WL)

DALI

Without Driver

DMX

Wireless***

25º

39º

( )25

( )39

( )0X

( )XX
EXTRAS

COVER

No Extras

Standard ( )0X

RGBW

2075lm

(RGBW)

29.5W

(30)

42.5W

(43)

2695lm

R G B W

for Monochromatic for RGBW
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ZETA MINI

175mm

160mm
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ZETA MINI downlight.

High efficiency deep reflector with clear cover glass.

BRIDGELUX

CREE (RGBW)

3 SDCM

L90/B10 50.000h

White CCT at 4000K. (Other CCTs are available upon request)

L80/B10 50.000h

ZETA MINI
(BRIDGELUX, CREE) Monochromatic RGBW

160mm

Ceiling Recessed

Honeycomb louver

accessory

Beam

AnglePower Dimming OptionType AccessoriesCCT* LED Source Colour

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless***

Model

* BRIDGELUX: Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

* CREE RGBW: Other colour combinations available upon request.

CRI

80 (80)

90

97

(90)

(97)

Ordering Code Examples: ZETA MINI 31-30B-FX-90-39-BL-ND-00

(30B)3000K

(27B)2700K

2637lm

2714lm

2482lm

(40B)4000K

2140lm

2265lm

2048lm

2637lm(57B)5700K -

1 9lm93

-

1 lm815

-

(30B)3000K

(27B)2700K

1766lm

1818lm

1662lm

(40B)4000K

1434lm

1517lm

1372lm

1766lm(57B)5700K -

1299lm

-

1216lm

-

17.5W

(18)

31.3W

(31)

12.3W

(12)

(30B)3000K

(27B)2700K

4792lm

4933lm

4510lm

(40B)4000K

3890lm

4115lm

3721lm

4792lm(57B)5700K -

3524lm

-

3298lm

-

CRI80 CRI90 CRI97

(FX)Fixed 14º

25º

39º

(14)

(39)

(25)

White

Black (BL)

(WH)

( )0X

( )XX
EXTRAS

COVER

No Extras

( )1XEmergency

Standard ( )0X

Honeycomb ( )1X

(DL)

(00)

(DX)

(WL)

DALI

Without Driver

DMX

Wireless***

25º

39º

( )25

( )39

( )0X

( )XX
EXTRAS

COVER

No Extras

Standard ( )0X

RGBW

2075lm

(RGBW)

29.5W

(30)

42.5W

(43)

2695lm

R G B W

LIGHTSOURCE BY

for Monochromatic for RGBW

ZETA MINI

(ZETA MINI)
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105mm

121mm

84mm

KRONOS

Honeycomb louver

accessory

Ceiling Recessed

532

121mm
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KRONOS downlight.

High efficiency deep reflector with clear cover glass.

BRIDGELUX

CREE (RGBW)

3 SDCM

L90/B10 50.000h

White CCT at 4000K. (Other CCTs are available upon request)

L80/B10 50.000h

Monochromatic RGBWKRONOS
(BRIDGELUX, CREE)

Beam

AnglePower Dimming OptionType AccessoriesCCT* LED Source Colour

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless***

Model

LIGHTSOURCE BY

* BRIDGELUX: Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

* CREE RGBW: Other colour combinations available upon request.

CRI

80 (80)

90

97

(90)

(97)

Ordering Code Examples: KRONOS 31-30B-FX-90-38-BL-ND-00

(30B)3000K

(27B)2700K

2637lm

2714lm

2482lm

(40B)4000K

2140lm

2265lm

2048lm

2637lm(57B)5700K -

1 9lm93

-

1 lm815

-

(30B)3000K

(27B)2700K

1766lm

1818lm

1662lm

(40B)4000K

1434lm

1517lm

1372lm

1766lm(57B)5700K -

1299lm

-

1216lm

-

17.5W

(18)

31.3W

(31)

12.3W

(12)

(30B)3000K

(27B)2700K

4792lm

4933lm

4510lm

(40B)4000K

3890lm

4115lm

3721lm

4792lm(57B)5700K -

3524lm

-

3298lm

-

CRI80 CRI90 CRI97

(FX)Fixed

(DL)

(00)

(DX)

(WL)

DALI

Without Driver

DMX

Wireless***
( )0X

( )XX
EXTRAS

COVER

No Extras

Standard ( )0X

RGBW (RGBW)

R G B W

for Monochromatic for RGBW

KRONOS

(KRONOS)

16º

26º

38º

(16)

( 6)2

( 8)3

White

Black

Grey

Nickel
Satin

Gold

(WH)

(GR)

(GL)

(NS)

(BL)

( )0X

( )XX
EXTRAS

COVER

No Extras

( )1XEmergency

Standard ( )0X

Diffuser ( )1X

Honeycomb ( )2X

12.5W

(13)

18W

(18)

29.5W

(30)

42.5W

(43)

960lm

1245lm

2075lm

2695lm

26º

38º

( 6)2

( 8)3
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ALTRA

Honeycomb louver

accessory
105mm

120mm
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ALTRA downlight.

High efficiency deep reflector with clear cover glass.

3 SDCM

L90/B10 50.000h

15º

Ceiling Recessed

Beam

AnglePower Dimming OptionType AccessoriesCCT* LED Source Colour

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless***

Model

LIGHTSOURCE BY

* Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

CRI

80 (80)

90

97

(90)

(97)

Ordering Code Examples: ALTRA 18-30B-AD-90-59-BL-ND-00

(30B)3000K

(27B)2700K

2637lm

2714lm

2482lm

(40B)4000K

2140lm

2265lm

2048lm

2637lm(57B)5700K -

1 9lm93

-

1 lm815

-

(30B)3000K

(27B)2700K

1766lm

1818lm

1662lm

(40B)4000K

1434lm

1517lm

1372lm

1766lm(57B)5700K -

1299lm

-

1216lm

-

17.5W

(18)

31.3W

(31)

12.3W

(12)

(30B)3000K

(27B)2700K

4792lm

4933lm

4510lm

(40B)4000K

3890lm

4115lm

3721lm

4792lm(57B)5700K -

3524lm

-

3298lm

-

CRI80 CRI90 CRI97

White

Black

Grey

Nickel
Satin

Gold

(WH)

(GR)

(GL)

(NS)

(BL)

ALTRA

(ALTRA)

21º

43º

59º

(21)

(59)

(43)

Adjustable
(AD)

( )0X

( )XX
EXTRAS

COVER

No Extras

( )1XEmergency

Standard ( )0X

Honeycomb ( )1X
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105mm

121mm

84mm

KRONOS

Honeycomb louver

accessory

Ceiling Recessed

532

121mm
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KRONOS downlight.

High efficiency deep reflector with clear cover glass.

BRIDGELUX

CREE (RGBW)

3 SDCM

L90/B10 50.000h

White CCT at 4000K. (Other CCTs are available upon request)

L80/B10 50.000h

Monochromatic RGBWKRONOS
(BRIDGELUX, CREE)

Beam

AnglePower Dimming OptionType AccessoriesCCT* LED Source Colour

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless***

Model

LIGHTSOURCE BY

* BRIDGELUX: Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

* CREE RGBW: Other colour combinations available upon request.

CRI

80 (80)

90

97

(90)

(97)

Ordering Code Examples: KRONOS 31-30B-FX-90-38-BL-ND-00

(30B)3000K

(27B)2700K

2637lm

2714lm

2482lm

(40B)4000K

2140lm

2265lm

2048lm

2637lm(57B)5700K -

1 9lm93

-

1 lm815

-

(30B)3000K

(27B)2700K

1766lm

1818lm

1662lm

(40B)4000K

1434lm

1517lm

1372lm

1766lm(57B)5700K -

1299lm

-

1216lm

-

17.5W

(18)

31.3W

(31)

12.3W

(12)

(30B)3000K

(27B)2700K

4792lm

4933lm

4510lm

(40B)4000K

3890lm

4115lm

3721lm

4792lm(57B)5700K -

3524lm

-

3298lm

-

CRI80 CRI90 CRI97

(FX)Fixed

(DL)

(00)

(DX)

(WL)

DALI

Without Driver

DMX

Wireless***
( )0X

( )XX
EXTRAS

COVER

No Extras

Standard ( )0X

RGBW (RGBW)

R G B W

for Monochromatic for RGBW

KRONOS

(KRONOS)

16º

26º

38º

(16)

( 6)2

( 8)3

White

Black

Grey

Nickel
Satin

Gold

(WH)

(GR)

(GL)

(NS)

(BL)

( )0X

( )XX
EXTRAS

COVER

No Extras

( )1XEmergency

Standard ( )0X

Diffuser ( )1X

Honeycomb ( )2X

12.5W

(13)

18W

(18)

29.5W

(30)

42.5W

(43)

960lm

1245lm

2075lm

2695lm

26º

38º

( 6)2

( 8)3
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ALTRA

Honeycomb louver

accessory
105mm

120mm

1
3

0
m

m
(1

W
,

W
)

1
6

0
m

m
(3

1
W

)

2
1
8

�

�

�

�

ALTRA downlight.

High efficiency deep reflector with clear cover glass.

3 SDCM

L90/B10 50.000h

15º

Ceiling Recessed

Beam

AnglePower Dimming OptionType AccessoriesCCT* LED Source Colour

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless***

Model

LIGHTSOURCE BY

* Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

CRI

80 (80)

90

97

(90)

(97)

Ordering Code Examples: ALTRA 18-30B-AD-90-59-BL-ND-00

(30B)3000K

(27B)2700K

2637lm

2714lm

2482lm

(40B)4000K

2140lm

2265lm

2048lm

2637lm(57B)5700K -

1 9lm93

-

1 lm815

-

(30B)3000K

(27B)2700K

1766lm

1818lm

1662lm

(40B)4000K

1434lm

1517lm

1372lm

1766lm(57B)5700K -

1299lm

-

1216lm

-

17.5W

(18)

31.3W

(31)

12.3W

(12)

(30B)3000K

(27B)2700K

4792lm

4933lm

4510lm

(40B)4000K

3890lm

4115lm

3721lm

4792lm(57B)5700K -

3524lm

-

3298lm

-

CRI80 CRI90 CRI97

White

Black

Grey

Nickel
Satin

Gold

(WH)

(GR)

(GL)

(NS)

(BL)

ALTRA

(ALTRA)

21º

43º

59º

(21)

(59)

(43)

Adjustable
(AD)

( )0X

( )XX
EXTRAS

COVER

No Extras

( )1XEmergency

Standard ( )0X

Honeycomb ( )1X
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TALUS RC

145mm

Φ180mm

1
3

1
m

m

�

�

TALUS Recessed downlight available in white or black colour.

3 SDCM

L90/B10 50.000h

Dimmable options.

3 SDCM

L90/B10 50.000h

White CCT at 4000K. (Other CCTs are available upon request).

Monochromatic, TW

WD

RGBW

�

�

�

�

�

Anti-glare Shield Accessories

Black MattWhite Matt

Ceiling Recessed

534

Monochromatic RGBW
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Ordering Code Example: TALUS RC31-30B-FX-90-60-BL-00-20

*

* Models with CCTs of 3500K, 5000K & 6500K are available upon request.

* Other colour combinations available upon request.

*** The wireless dimming option includes driver and Bluetooth dimming accessory.

(20)

(38)

20º

38º

(DL)

(00)

(DX)

(WL)

DALI

Without Driver

DMX

Wireless***

RGBW** (RGBW)

Warm dimming 3000K to 1800K

C
C

T
(K

)

30.7 27.1 19.9 12.8 6.023.5 16.3 9.4 2.9

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700

Beam

Angle Dimming OptionType AccessoriesColour

LIGHTSOURCE BY

(DL)

(A1)

(ND)

(00)

(PC)

(DX)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

DMX

LED Power CCT* LED Source

(30B)3000K

(27B)2700K

4792lm

4933lm

4510lm

(40B)4000K

3890lm

4115lm

3721lm

4792lm(57B)5700K -

3524lm

-

3298lm

-

(30B)3000K

(27B)2700K

3847lm

3960lm

3621lm

(40B)4000K

3123lm

3304lm

2987lm

3847m(57B)5700K -

2829m

-

2647lm

-

White

Black

(WH)

(BL)(35)

(20)

(60)

35º

20º

60º

(FX)

Fixed

( )0X

( )XX
EXTRAS

No Extras

White Matt ( )1X

Black Matt ( )2X

Warm Dimmable

1800K~3000K

(1830B)

23.9W

(24)

31.3W

(31)

37.1W

(37) (30B)3000K

(27B)2700K

5524lm

5687lm

5199lm

(40B)4000K

4484lm

4744lm

4289lm

5524lm(57B)5700K -

4062lm

-

3802lm

-

(Trailing Edge Dimmer)

ANTI-GLARE SHIELD

(DL)

(00)

(DX)

DALI

Without Driver

DMX

30.7W

(WD31)

2840lm

(DL)

(A1)

(00)

(PC)

(DX)

DALI

Analogue (1-10V)

Without Driver

Phase Cut

DMX

(Trailing Edge Dimmer)

29.5W

(30)

42.5W

(43)

2075lm

2695lm

TALUS RC

(TALUS RC)

Model

Ceiling Recessed TALUS RC

Tunable White

2700K~5700K

(TWB)2 . W3 9

(2 )4

3 . W4 8

(3 )5

2252lm
(Both CCTs driven)

3188lm
(Both CCTs driven)

Monochromatic, TW, WD RGBW

R G B W

CRI80 CRI90 CRI97

CRI95

CRI

80 (80)

90

97

(90)

(97)

90 (90)

CRI90

95 (95)
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TALUS RC

145mm

Φ180mm

1
3

1
m

m

�

�

TALUS Recessed downlight available in white or black colour.

3 SDCM

L90/B10 50.000h

Dimmable options.

3 SDCM

L90/B10 50.000h

White CCT at 4000K. (Other CCTs are available upon request).

Monochromatic, TW

WD

RGBW

�

�

�

�

�

Anti-glare Shield Accessories

Black MattWhite Matt

Ceiling Recessed

534

Monochromatic RGBW

ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

Ordering Code Example: TALUS RC31-30B-FX-90-60-BL-00-20

*

* Models with CCTs of 3500K, 5000K & 6500K are available upon request.

* Other colour combinations available upon request.

*** The wireless dimming option includes driver and Bluetooth dimming accessory.

(20)

(38)

20º

38º

(DL)

(00)

(DX)

(WL)

DALI

Without Driver

DMX

Wireless***

RGBW** (RGBW)

Warm dimming 3000K to 1800K

C
C

T
(K

)

30.7 27.1 19.9 12.8 6.023.5 16.3 9.4 2.9

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700

Beam

Angle Dimming OptionType AccessoriesColour

LIGHTSOURCE BY

(DL)

(A1)

(ND)

(00)

(PC)

(DX)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

DMX

LED Power CCT* LED Source

(30B)3000K

(27B)2700K

4792lm

4933lm

4510lm

(40B)4000K

3890lm

4115lm

3721lm

4792lm(57B)5700K -

3524lm

-

3298lm

-

(30B)3000K

(27B)2700K

3847lm

3960lm

3621lm

(40B)4000K

3123lm

3304lm

2987lm

3847m(57B)5700K -

2829m

-

2647lm

-

White

Black

(WH)

(BL)(35)

(20)

(60)

35º

20º

60º

(FX)

Fixed

( )0X

( )XX
EXTRAS

No Extras

White Matt ( )1X

Black Matt ( )2X

Warm Dimmable

1800K~3000K

(1830B)

23.9W

(24)

31.3W

(31)

37.1W

(37) (30B)3000K

(27B)2700K

5524lm

5687lm

5199lm

(40B)4000K

4484lm

4744lm

4289lm

5524lm(57B)5700K -

4062lm

-

3802lm

-

(Trailing Edge Dimmer)

ANTI-GLARE SHIELD

(DL)

(00)

(DX)

DALI

Without Driver

DMX

30.7W

(WD31)

2840lm

(DL)

(A1)

(00)

(PC)

(DX)

DALI

Analogue (1-10V)

Without Driver

Phase Cut

DMX

(Trailing Edge Dimmer)

29.5W

(30)

42.5W

(43)

2075lm

2695lm

TALUS RC

(TALUS RC)

Model

Ceiling Recessed TALUS RC

Tunable White

2700K~5700K

(TWB)2 . W3 9

(2 )4

3 . W4 8

(3 )5

2252lm
(Both CCTs driven)

3188lm
(Both CCTs driven)

Monochromatic, TW, WD RGBW

R G B W

CRI80 CRI90 CRI97

CRI95

CRI

80 (80)

90

97

(90)

(97)

90 (90)

CRI90

95 (95)
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TALUS ADJ RC

� TALUS adjustable recessed downlight available in white or black colour.

3 SDCM

L90/B10 50.000h

Monochromatic, TW, WD

�

�

Ceiling Recessed

536

165-180mm

Φ200mm

1
0

5
m

m

Φ120mm

165mm

Tilt: 20±
o

ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

Warm dimming 3000K to 1800K

C
C

T
(K

)

30.7 27.1 19.9 12.8 6.023.5 16.3 9.4 2.9

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700

Ceiling Recessed TALUS ADJ RC

Ordering Code Example: TALUS A RC31-30B-80-AD-38-BL-00-00

* Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** .

*** 110 only for diffused cover.

Beam angle values are only valid for clear cover

º

Dimming OptionType AccessoriesColour

LIGHTSOURCE BY

(DL)

(A1)

(ND)

(00)

(PB)

(DX)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

DMX

LED Power CCT*

(80)80

CRI80, CRI90, CRI97

LED Source

(90)90 (97)97

(30B)3000K

(27B)2700K

4792lm

4933lm

4510lm

(40B)4000K

3890lm

4115lm

3721lm

4792lm(57B)5700K -

3524lm

-

3298lm

-

(30B)3000K

(27B)2700K

3847lm

3960lm

3621lm

(40B)4000K

3123lm

3304lm

2987lm

3847m(57B)5700K -

2829m

-

2647lm

-

White

Black

(WH)

(BL)(AD)

Adjustable

Warm Dimmable

1800K~3000K

(1830B)

23.9W

(24)

31.3W

(31)

37.1W

(37) (30B)3000K

(27B)2700K

5524lm

5687lm

5199lm

(40B)4000K

4484lm

4744lm

4289lm

5524lm(57B)5700K -

4062lm

-

3802lm

-

30.7W

(WD31)

(95)95

2962lm

(DL)

(A1)

(00)

(PC)

(DX)

DALI

Analogue (1-10V)

Without Driver

Phase Cut

DMX

(Trailing Edge Dimmer)

TALUS

ADJ RC

(TALUS A RC)

Model

Tunable White

2700K~5700K

(TWB)2 . W3 9

(2 )4

3 . W4 8

(3 )5

(90)90

2252lm
(Both CCTs driven)

3188lm
(Both CCTs driven)

Push Botton

(PC)Phase Cut
(Trailing Edge Dimmer)

( )0X

( )XX
EXTRAS

No Extras

( )0X

( )1X

COVER

Center Frost

Diffused

Clear

( )2X

Beam

Angle

(20)

(38)

(60)

20º

38º

60º

(110)11 º***0

( )15

(3 )5

( )55

15º**

35º**

55º**

(110)11 º***0
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TALUS ADJ RC

� TALUS adjustable recessed downlight available in white or black colour.

3 SDCM

L90/B10 50.000h

Monochromatic, TW, WD

�

�

Ceiling Recessed

536

165-180mm

Φ200mm

1
0

5
m

m

Φ120mm

165mm

Tilt: 20±
o

ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

Warm dimming 3000K to 1800K

C
C

T
(K

)

30.7 27.1 19.9 12.8 6.023.5 16.3 9.4 2.9

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700

Ceiling Recessed TALUS ADJ RC

Ordering Code Example: TALUS A RC31-30B-80-AD-38-BL-00-00

* Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** .

*** 110 only for diffused cover.

Beam angle values are only valid for clear cover

º

Dimming OptionType AccessoriesColour

LIGHTSOURCE BY

(DL)

(A1)

(ND)

(00)

(PB)

(DX)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

DMX

LED Power CCT*

(80)80

CRI80, CRI90, CRI97

LED Source

(90)90 (97)97

(30B)3000K

(27B)2700K

4792lm

4933lm

4510lm

(40B)4000K

3890lm

4115lm

3721lm

4792lm(57B)5700K -

3524lm

-

3298lm

-

(30B)3000K

(27B)2700K

3847lm

3960lm

3621lm

(40B)4000K

3123lm

3304lm

2987lm

3847m(57B)5700K -

2829m

-

2647lm

-

White

Black

(WH)

(BL)(AD)

Adjustable

Warm Dimmable

1800K~3000K

(1830B)

23.9W

(24)

31.3W

(31)

37.1W

(37) (30B)3000K

(27B)2700K

5524lm

5687lm

5199lm

(40B)4000K

4484lm

4744lm

4289lm

5524lm(57B)5700K -

4062lm

-

3802lm

-

30.7W

(WD31)

(95)95

2962lm

(DL)

(A1)

(00)

(PC)

(DX)

DALI

Analogue (1-10V)

Without Driver

Phase Cut

DMX

(Trailing Edge Dimmer)

TALUS

ADJ RC

(TALUS A RC)

Model

Tunable White

2700K~5700K

(TWB)2 . W3 9

(2 )4

3 . W4 8

(3 )5

(90)90

2252lm
(Both CCTs driven)

3188lm
(Both CCTs driven)

Push Botton

(PC)Phase Cut
(Trailing Edge Dimmer)

( )0X

( )XX
EXTRAS

No Extras

( )0X

( )1X

COVER

Center Frost

Diffused

Clear

( )2X

Beam

Angle

(20)

(38)

(60)

20º

38º

60º

(110)11 º***0

( )15

(3 )5

( )55

15º**

35º**

55º**

(110)11 º***0
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RODITA

�

�

�

RODITA downlight with a tilt of 60 .

High efficiency deep reflector.

Luminaire body: aluminium.

3 SDCM (for monochromatic models).

L90/B10 50.000h

White CCT at 4000K. (Other CCTs are available upon request).

L80/B10 50.000h

o

Monochromatic:

RGBW:

�

�

�

�

6
8

m
m

RODITA 12W & RGBW

100mm

85 85x mm

1
1

0
m

m

145mm

138x138mm

RODITA 31W

60 60

1
0

0
m

m

100mm

1
4

5
m

m

145mm

Ceiling Recessed

538

Beam

Angle Dimming OptionType AccessoriesColour

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless***

Ordering Code Example: RODITA 12-40B-AD-80-40-WH-DL-00

LED Power CCT* LED Source

(30B)3000K

(27B)2700K

1766lm

1818lm

1662lm

(40B)4000K

1434lm

1517lm

1372lm

1766lm(57B)5700K -

1299lm

-

1216lm

-

12.3W

(12)

( )0X

( )XX
EXTRAS

COVER

No Extras

( )1XEmergency****

Standard ( )0X40º (40)Adjustable

(AD)

White
(WH)

31.3W

(31) (30B)3000K

(27B)2700K

4792lm

4933lm

4510lm

(40B)4000K

3890lm

4115lm

3721lm

4792lm(57B)5700K -

3524lm

-

3298lm

-

(DL)

(00)

(DX)

(WL)

DALI

Without Driver

DMX

Wireless***

RGBW (RGBW)

LIGHTSOURCE BY

960lm

Monochromatic RGBW

12.5W

(13)

Monochromatic RGBW

Model

RODITA

(RODITA)

R G B W

CRI80 CRI90 CRI97

CRI

80 (80)

90

97

(90)

(97)

* BRIDGELUX: Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

* CREE RGBW: Other colour combinations available upon request.

**** Emergency only for monochromatic versions.
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Ceiling Recessed SORENA

1
2

5
m

m

151mm

138mm

SORENA 1 W & RGBW 17.5W8

60

360

1
5

0
m

m

1 mm86

1 mm70

SORENA 3 W & RGBW 31.3W1

360

60

� SORENA downlight with a tilt of 60 and rotation of 360 .

High purity aluminium.

3 SDCM (for monochromatic models).

L90/B10 50.000h

White CCT at 4000K. (Other CCTs are available upon request).

L80/B10 50.000h

o o

Monochromatic:

RGBW:

�

�

�

�

�

Monochromatic RGBW

Beam

Angle Dimming OptionType AccessoriesColour

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless***

Ordering Code Example: SORENA 31-30B-AD-90-20-WH-DL-00

CCT* LED Source

( )0X

( )XX
EXTRAS

COVER

No Extras

( )1XEmergency****

Standard ( )0X38º (38)Adjustable

(AD)

White

(WH)

(DL)

(00)

(DX)

(WL)

DALI

Without Driver

DMX

Wireless***

RGBW (RGBW)

LIGHTSOURCE BY

960lm

Monochromatic RGBW

(30B)3000K

(27B)2700K

4792lm

4933lm

4510lm

(40B)4000K

3890lm

4115lm

3721lm

4792lm(57B)5700K -

3524lm

-

3298lm

-

(30B)3000K

(27B)2700K

2637lm

2714lm

2482lm

(40B)4000K

2140lm

2265lm

2048lm

2637lm(57B)5700K -

1 9lm93

-

1 lm815

-

20º (20)

1245lm

2075lm

24º (24)

LED Power

17.5W

(18)

31.3W

(31)

12.5W

(13)

Model

SORENA

(SORENA)

18W

(18)

29.5W

(30)

R G B W

CRI80 CRI90 CRI97

CRI

80 (80)

90

97

(90)

(97)

* BRIDGELUX: Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

* CREE RGBW: Other colour combinations available upon request.

**** Emergency only for monochromatic versions.
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RODITA

�

�

�

RODITA downlight with a tilt of 60 .

High efficiency deep reflector.

Luminaire body: aluminium.

3 SDCM (for monochromatic models).

L90/B10 50.000h

White CCT at 4000K. (Other CCTs are available upon request).

L80/B10 50.000h

o

Monochromatic:

RGBW:

�

�

�

�

6
8

m
m

RODITA 12W & RGBW

100mm

85 85x mm

1
1

0
m

m

145mm

138x138mm

RODITA 31W

60 60

1
0

0
m

m

100mm

1
4

5
m

m

145mm

Ceiling Recessed

538

Beam

Angle Dimming OptionType AccessoriesColour

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless***

Ordering Code Example: RODITA 12-40B-AD-80-40-WH-DL-00

LED Power CCT* LED Source

(30B)3000K

(27B)2700K

1766lm

1818lm

1662lm

(40B)4000K

1434lm

1517lm

1372lm

1766lm(57B)5700K -

1299lm

-

1216lm

-

12.3W

(12)

( )0X

( )XX
EXTRAS

COVER

No Extras

( )1XEmergency****

Standard ( )0X40º (40)Adjustable

(AD)

White
(WH)

31.3W

(31) (30B)3000K

(27B)2700K

4792lm

4933lm

4510lm

(40B)4000K

3890lm

4115lm

3721lm

4792lm(57B)5700K -

3524lm

-

3298lm

-

(DL)

(00)

(DX)

(WL)

DALI

Without Driver

DMX

Wireless***

RGBW (RGBW)

LIGHTSOURCE BY

960lm

Monochromatic RGBW

12.5W

(13)

Monochromatic RGBW

Model

RODITA

(RODITA)

R G B W

CRI80 CRI90 CRI97

CRI

80 (80)

90

97

(90)

(97)

* BRIDGELUX: Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

* CREE RGBW: Other colour combinations available upon request.

**** Emergency only for monochromatic versions.
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Ceiling Recessed SORENA

1
2

5
m

m

151mm

138mm

SORENA 1 W & RGBW 17.5W8

60

360

1
5

0
m

m

1 mm86

1 mm70

SORENA 3 W & RGBW 31.3W1

360

60

� SORENA downlight with a tilt of 60 and rotation of 360 .

High purity aluminium.

3 SDCM (for monochromatic models).

L90/B10 50.000h

White CCT at 4000K. (Other CCTs are available upon request).

L80/B10 50.000h

o o

Monochromatic:

RGBW:

�

�

�

�

�

Monochromatic RGBW

Beam

Angle Dimming OptionType AccessoriesColour

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

(WL)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Wireless***

Ordering Code Example: SORENA 31-30B-AD-90-20-WH-DL-00

CCT* LED Source

( )0X

( )XX
EXTRAS

COVER

No Extras

( )1XEmergency****

Standard ( )0X38º (38)Adjustable

(AD)

White

(WH)

(DL)

(00)

(DX)

(WL)

DALI

Without Driver

DMX

Wireless***

RGBW (RGBW)

LIGHTSOURCE BY

960lm

Monochromatic RGBW

(30B)3000K

(27B)2700K

4792lm

4933lm

4510lm

(40B)4000K

3890lm

4115lm

3721lm

4792lm(57B)5700K -

3524lm

-

3298lm

-

(30B)3000K

(27B)2700K

2637lm

2714lm

2482lm

(40B)4000K

2140lm

2265lm

2048lm

2637lm(57B)5700K -

1 9lm93

-

1 lm815

-

20º (20)

1245lm

2075lm

24º (24)

LED Power

17.5W

(18)

31.3W

(31)

12.5W

(13)

Model

SORENA

(SORENA)

18W

(18)

29.5W

(30)

R G B W

CRI80 CRI90 CRI97

CRI

80 (80)

90

97

(90)

(97)

* BRIDGELUX: Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

* CREE RGBW: Other colour combinations available upon request.

**** Emergency only for monochromatic versions.
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200-230mm

1
1

5
m

m

Ceiling Recessed

Φ2 05 mm

�

�

�

�

�

�

�

�

�

RONELO adjustable downlight with consumption of up to 62 watt.

High efficiency deep reflector with clear cover glass.

Ideal easy replacement in existing theater houselighting.

Dimmable options.

Increased efficiency.

3 SDCM

L /B 0 50.000h

White CCT at 4000K. (Other CCTs are available upon request).

L80/B10 50.000h

Monochromatic:

RGBW:

90 1

±30
o

RONELO

Ordering Code Example: RONELO 53-40B-80-AD-66-WH-ND-00

(20)

(45)

20º

45º

(DL)

(00)

(DX)

(WL)

DALI

Without Driver

DMX

Wireless****

RGBW (RGBW)

Beam

Angle Dimming OptionType AccessoriesColour

LIGHTSOURCE BY

LED Power CCT*

(80)80

CRI80, CRI90**

LED Source

(90)90

(30B)3000K

(27B)2700K

8572lm

8824lm

8068lm

(40B)4000K

6958lm

7362lm

6656lm

8572lm(57B)5700K -

(30B)3000K

(27B)2700K

7438lm

7657lm

7001lm

(40B)4000K

6038lm

6388lm

5776lm

7438m(57B)5700K -

(AD)

Adjustable

( )0X

( )XX
EXTRAS

No Extras

Standard ( )0X

Diffuser ( )1X

45.2W (45)

53.3W (53)

61.5W (62)

(30B)3000K

(27B)2700K

9682lm

9967lm

9112lm

(40B)4000K

7859lm

8315lm

7518lm

9682lm(57B)5700K -

Cover

29.5W (30)

42.5W (43)

2075lm

2695lm

RONELO

(RONELO)

Model

Monochromatic RGBW

(38)

(18)

(66)66º

38º

18º

(110)110º

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut*****

Push Button

DMX***

(WL)Wireless****

Frosted Center ( )2X

* BRIDGELUX: Models with CCTs of 3500K, 5000K & 6500K are available upon request.

* CREE RGBW: Other colour combinations available upon request.

**CRI90 Available up to 5000K. CRI97 Available upon request.

*** DMX is only available at 43W.

**** The wireless dimming option includes driver and Bluetooth dimming accessory.

***** Only for 47W or lower.

(65)65º

White (WH)

Black (BL)

( )0X

( )XX
EXTRAS

No Extras

Standard ( )0X

Cover

Monochromatic RGBW

540

R G B W

(AD)

Adjustable

White (WH)

Black (BL)
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PELO

�
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PELO downlight module suitable for direct installation in ceilings (PL replacement).

Module with integrated electronics.

120mm

Φ230mm

Φ185mm

PELO 22.7W

Φ180mm

Φ135mm

PELO 11.6W

Beam

Angle Dimming OptionType Colour

(ND)Non Dimmable 230VAC

Ordering Code Example: PELO 23- 40T-FX-80-90-WH-ND

Model CCT LED Source

(30T)3000K 1020lm

1070lm(40T)4000K

1070lm(65T)6500K

White (WH)

(90)

(60)

90º

60º(FX)Fixed

Luminous Efficacy

PELO 11.6W: 88lm/W 92( ,3000K) (4000K), (6500K)lm/W 92lm/W

PELO 22.7W: 90lm/W 94( ,3000K) (4000K), (6500K)lm/W 96lm/W

PELO

(PELO)

(30T)3000K 2040lm

2140lm(40T)4000K

2160lm(65T)6500K

Power

11.6W (1 )2

22.7W (2 )3

CRI80

CRI

80 (80)

541

Ceiling Recessed
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200-230mm
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Ceiling Recessed

Φ2 05 mm
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�
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�

RONELO adjustable downlight with consumption of up to 62 watt.

High efficiency deep reflector with clear cover glass.

Ideal easy replacement in existing theater houselighting.

Dimmable options.

Increased efficiency.

3 SDCM

L /B 0 50.000h

White CCT at 4000K. (Other CCTs are available upon request).

L80/B10 50.000h

Monochromatic:

RGBW:

90 1

±30
o

RONELO

Ordering Code Example: RONELO 53-40B-80-AD-66-WH-ND-00

(20)

(45)

20º

45º

(DL)

(00)

(DX)

(WL)

DALI

Without Driver

DMX

Wireless****

RGBW (RGBW)

Beam

Angle Dimming OptionType AccessoriesColour

LIGHTSOURCE BY

LED Power CCT*

(80)80

CRI80, CRI90**

LED Source

(90)90

(30B)3000K

(27B)2700K

8572lm

8824lm

8068lm

(40B)4000K

6958lm

7362lm

6656lm

8572lm(57B)5700K -

(30B)3000K

(27B)2700K

7438lm

7657lm

7001lm

(40B)4000K

6038lm

6388lm

5776lm

7438m(57B)5700K -

(AD)

Adjustable

( )0X

( )XX
EXTRAS

No Extras

Standard ( )0X

Diffuser ( )1X

45.2W (45)

53.3W (53)

61.5W (62)

(30B)3000K

(27B)2700K

9682lm

9967lm

9112lm

(40B)4000K

7859lm

8315lm

7518lm

9682lm(57B)5700K -

Cover

29.5W (30)

42.5W (43)

2075lm

2695lm

RONELO

(RONELO)

Model

Monochromatic RGBW

(38)

(18)

(66)66º

38º

18º

(110)110º

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut*****

Push Button

DMX***

(WL)Wireless****

Frosted Center ( )2X

* BRIDGELUX: Models with CCTs of 3500K, 5000K & 6500K are available upon request.

* CREE RGBW: Other colour combinations available upon request.

**CRI90 Available up to 5000K. CRI97 Available upon request.

*** DMX is only available at 43W.

**** The wireless dimming option includes driver and Bluetooth dimming accessory.

***** Only for 47W or lower.

(65)65º

White (WH)

Black (BL)

( )0X

( )XX
EXTRAS

No Extras

Standard ( )0X

Cover

Monochromatic RGBW

540

R G B W

(AD)

Adjustable

White (WH)

Black (BL)
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PELO downlight module suitable for direct installation in ceilings (PL replacement).

Module with integrated electronics.

120mm

Φ230mm

Φ185mm

PELO 22.7W

Φ180mm

Φ135mm

PELO 11.6W

Beam

Angle Dimming OptionType Colour

(ND)Non Dimmable 230VAC

Ordering Code Example: PELO 23- 40T-FX-80-90-WH-ND

Model CCT LED Source

(30T)3000K 1020lm

1070lm(40T)4000K

1070lm(65T)6500K

White (WH)

(90)

(60)

90º

60º(FX)Fixed

Luminous Efficacy

PELO 11.6W: 88lm/W 92( ,3000K) (4000K), (6500K)lm/W 92lm/W

PELO 22.7W: 90lm/W 94( ,3000K) (4000K), (6500K)lm/W 96lm/W

PELO

(PELO)

(30T)3000K 2040lm

2140lm(40T)4000K

2160lm(65T)6500K

Power

11.6W (1 )2

22.7W (2 )3

CRI80

CRI

80 (80)

541

Ceiling Recessed
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