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*Suitable for plasterboard 9-15mm

Code

Maximum

Consumption

E27PCR.017

Voltage

40W 220-240VAC IP202.3Kg

Lamp

Holder

Not included

Model

ART-R Φ 273mm

1
5

0
m

m

2 0mm7

ART R

Suitable for

plasterboard 9mm-15mm

Plaster

IP RateWeight

616

Ceiling Trimless
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DISC SF
(Surface)

Ceiling Surface

Ø Ø Ø Ø Ø Ø270, 400, 580, 850, 1130, 1420mm

8
0

m
m

LED source up to 214efficacy lm/W ( )4000K

Luminaire efficacy lm/Wup to 143 ( )4000K

�

�

�

�

�

�

�

�

�

�

�

�

�

It consists of two models: High Power and High Efficiency.

It is offered with a Low Glare (UGR<22*) as an option in the High Power model.

It is offered with a Low UGR (UGR<19*) as an option in the High Efficiency model.

Luminaire material: Aluminium.

Cover material: PMMA

Powder Coated: Black (RAL9005), White (RAL9003), or Grey (RAL7037) as standard.

Custom luminaire colours also available on request.

Low tolerances for colour temperature (MacAdam 3).

Lumen maintenance L80/B10 50.000h

Emergency Function capability. (3 hours, with build-in rechargeable battery).

Indoor Use: IP40

Disc is a complete series of round luminaires available surface, pendant, recessed and trimless application.

The surface version is offered either with Direct illumination (DISC SF) or with Direct illumination combined with

a decorative Indirect lighting effect (DISC SF DECO).

for

*Glare Evaluation: X=4H / Y=8H, S=0,25H, Reflection factors: 70/50/20

618

Available upon request:

Custom luminaire colours
Emergency version
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DISC SF
(Surface)

Ceiling Surface

Ø Ø Ø Ø Ø Ø270, 400, 580, 850, 1130, 1420mm

8
0

m
m

LED source up to 214efficacy lm/W ( )4000K

Luminaire efficacy lm/Wup to 143 ( )4000K

�

�

�

�

�

�

�

�

�

�

�

�

�

It consists of two models: High Power and High Efficiency.

It is offered with a Low Glare (UGR<22*) as an option in the High Power model.

It is offered with a Low UGR (UGR<19*) as an option in the High Efficiency model.

Luminaire material: Aluminium.

Cover material: PMMA

Powder Coated: Black (RAL9005), White (RAL9003), or Grey (RAL7037) as standard.

Custom luminaire colours also available on request.

Low tolerances for colour temperature (MacAdam 3).

Lumen maintenance L80/B10 50.000h

Emergency Function capability. (3 hours, with build-in rechargeable battery).

Indoor Use: IP40

Disc is a complete series of round luminaires available surface, pendant, recessed and trimless application.

The surface version is offered either with Direct illumination (DISC SF) or with Direct illumination combined with

a decorative Indirect lighting effect (DISC SF DECO).

for

*Glare Evaluation: X=4H / Y=8H, S=0,25H, Reflection factors: 70/50/20

618

Available upon request:

Custom luminaire colours
Emergency version
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DISC SF
(Surface)

Ceiling Surface

Ordering Code Example: DISC - -30- W -SF HP BL 58 058-80 LG-230-ND-0

Model VoltageWatt / DiameterCCT Type

230VAC

(230)

3000K

4000K

(30)

(40)

(A1)

(ND)

(WL)

Non
Dimmable

Wireless

Dimming Option

(DL)DALI

Extras

Opal
(OP)

Low Glare
(LG)

Analogue
(1-10V)

27cm/11.9W 1910lm(12W027)

DISC

High Power

Surface

( F HP)DISC S

40cm/26.2W 3970lm(26W040)

58cm/57.4W 8670lm(58W058)

85cm/123.8W 17980lm(124W085)

113cm/214.8W 31060lm(215W113)

142cm/336.6W 49550lm(337W142)

2070lm

4170lm

9110lm

18900lm

32650lm

52200lm

CRI**

IP40

LED Source LED Source

CRI**

Emergency (1)

Standard (0)

Fuction

Opal
(OP)

Low UGR
(LU)

27cm/4.5W 810lm(05W027)

40cm/9.8W 1680lm(10W040)

58cm/21.2W 3640lm(21W058)

85cm/45.7W 7430lm(46W085)

113cm/79.4W 12830lm(80W113)

142cm/124.4W 20590lm(124W142)

880lm

1770lm

3830lm

7810lm

13490lm

21700lm

HIGH EFFICIENCY

HIGH POWER 3000K 4000K

3000K 4000K

(80)80 (80)80

(80)80 (80)80DISC

High Efficiency

Surface

( SF HE)DISC

Luminaire

Colour*

White

Black

(WH)

(BL)

Grey
(GR]

* Custom luminaire colours available upon request.

** Available in CRI90 upon request.

*** Low Glare (UGR<22), Low UGR (UGR<19)

***

***

LIGHTSOURCE BY

620 ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

DISC SF
(Surface)

Ceiling Surface

12W 26W 58W 124W 215W 337W

5W 10W 21W 46W 80W 124W

Ø1420mmØ1130mmØ850mmØ580mmØ400mmØ270mm

HIGH POWER

HIGH EFFICIENCY

DISC Surface

Opal LOR 0.74 Low Glare LOR 0.73

HIGH POWER HIGH EFFICIENCY

Opal LOR 0.74 Low UGR LOR 0.73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

200

300

400

500

160

240

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

160

240

200

300

400

500

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

1.18KgsWeight 2.59Kgs 4.48Kgs 9.40Kgs 15.30Kgs 23.70Kgs
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DISC SF
(Surface)

Ceiling Surface

Ordering Code Example: DISC - -30- W -SF HP BL 58 058-80 LG-230-ND-0

Model VoltageWatt / DiameterCCT Type

230VAC

(230)

3000K

4000K

(30)

(40)

(A1)

(ND)

(WL)

Non
Dimmable

Wireless

Dimming Option

(DL)DALI

Extras

Opal
(OP)

Low Glare
(LG)

Analogue
(1-10V)

27cm/11.9W 1910lm(12W027)

DISC

High Power

Surface

( F HP)DISC S

40cm/26.2W 3970lm(26W040)

58cm/57.4W 8670lm(58W058)

85cm/123.8W 17980lm(124W085)

113cm/214.8W 31060lm(215W113)

142cm/336.6W 49550lm(337W142)

2070lm

4170lm

9110lm

18900lm

32650lm

52200lm

CRI**

IP40

LED Source LED Source

CRI**

Emergency (1)

Standard (0)

Fuction

Opal
(OP)

Low UGR
(LU)

27cm/4.5W 810lm(05W027)

40cm/9.8W 1680lm(10W040)

58cm/21.2W 3640lm(21W058)

85cm/45.7W 7430lm(46W085)

113cm/79.4W 12830lm(80W113)

142cm/124.4W 20590lm(124W142)

880lm

1770lm

3830lm

7810lm

13490lm

21700lm

HIGH EFFICIENCY

HIGH POWER 3000K 4000K

3000K 4000K

(80)80 (80)80

(80)80 (80)80DISC

High Efficiency

Surface

( SF HE)DISC

Luminaire

Colour*

White

Black

(WH)

(BL)

Grey
(GR]

* Custom luminaire colours available upon request.

** Available in CRI90 upon request.

*** Low Glare (UGR<22), Low UGR (UGR<19)

***

***

LIGHTSOURCE BY
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DISC SF
(Surface)

Ceiling Surface

12W 26W 58W 124W 215W 337W

5W 10W 21W 46W 80W 124W

Ø1420mmØ1130mmØ850mmØ580mmØ400mmØ270mm

HIGH POWER

HIGH EFFICIENCY

DISC Surface

Opal LOR 0.74 Low Glare LOR 0.73

HIGH POWER HIGH EFFICIENCY

Opal LOR 0.74 Low UGR LOR 0.73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

200

300

400

500

160

240

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

160

240

200

300

400

500

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

1.18KgsWeight 2.59Kgs 4.48Kgs 9.40Kgs 15.30Kgs 23.70Kgs

621ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr



www. .com

DISC SF DECO Ceiling Surface

Ø Ø Ø Ø Ø Ø270, 400, 580, 850, 1130, 1420mm

8
0

m
m

LED source up to 214efficacy lm/W ( )4000K

Luminaire efficacy lm/Wup to 143 ( )4000K

�

�

�

�

�

�

�

�

�

�

�

�

�

It consists of two models: High Power and High Efficiency.

It is offered with a Low Glare (UGR<22*) as an option in the High Power model.

It is offered with a Low UGR (UGR<19*) as an option in the High Efficiency model.

Luminaire material: Aluminium.

Cover material: PMMA

Powder Coated: Black (RAL9005), White (RAL9003), or Grey (RAL7037) as standard.

Custom luminaire colours also available on request.

Low tolerances for colour temperature (MacAdam 3).

Lumen maintenance L80/B10 50.000h

Emergency Function capability. (3 hours, with build-in rechargeable battery).

Indoor Use: IP40

Disc is a complete series of round luminaires available surface, pendant, recessed and trimless application.

The surface version is offered either with Direct illumination combined with a decorative Indirect lighting effect

(DISC SF DECO) or with only Direct illumination (DISC SF).

for

*Glare Evaluation: X=4H / Y=8H, S=0,25H, Reflection factors: 70/50/20

6
0

m
m

622

Available upon request:

Custom luminaire colours
Emergency version
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DISC SF DECO Ceiling Surface

Ø Ø Ø Ø Ø Ø270, 400, 580, 850, 1130, 1420mm

8
0

m
m

LED source up to 214efficacy lm/W ( )4000K

Luminaire efficacy lm/Wup to 143 ( )4000K

�

�

�

�

�

�

�

�

�

�

�

�

�

It consists of two models: High Power and High Efficiency.

It is offered with a Low Glare (UGR<22*) as an option in the High Power model.

It is offered with a Low UGR (UGR<19*) as an option in the High Efficiency model.

Luminaire material: Aluminium.

Cover material: PMMA

Powder Coated: Black (RAL9005), White (RAL9003), or Grey (RAL7037) as standard.

Custom luminaire colours also available on request.

Low tolerances for colour temperature (MacAdam 3).

Lumen maintenance L80/B10 50.000h

Emergency Function capability. (3 hours, with build-in rechargeable battery).

Indoor Use: IP40

Disc is a complete series of round luminaires available surface, pendant, recessed and trimless application.

The surface version is offered either with Direct illumination combined with a decorative Indirect lighting effect

(DISC SF DECO) or with only Direct illumination (DISC SF).

for

*Glare Evaluation: X=4H / Y=8H, S=0,25H, Reflection factors: 70/50/20

6
0

m
m

622

Available upon request:

Custom luminaire colours
Emergency version

ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr



www. .com

Ceiling SurfaceDISC SF DECO

Ordering Code Example: DISC - -30- W -SF DECO HP BL 58 058-80 LG-230-ND-0

Model VoltageWatt / DiameterCCT Type

230VAC

(230)

3000K

4000K

(30)

(40)

(A1)

(ND)

(WL)

Non
Dimmable

Wireless

Dimming Option

(DL)DALI

Extras

Opal
(OP)

Low Glare
(LG)

Analogue
(1-10V)

27cm/11.9W 1910lm(12W027)

DISC SF DECO

High Power

( SF DECO HP)DISC

40cm/26.2W 3970lm(26W040)

58cm/57.4W 8670lm(58W058)

85cm/123.8W 17980lm(124W085)

113cm/214.8W 31060lm(215W113)

142cm/336.6W 49550lm(337W142)

2070lm

4170lm

9110lm

18900lm

32650lm

52200lm

CRI**

IP40

LED Source LED Source

CRI**

Emergency (1)

Standard (0)

Fuction

Opal
(OP)

Low UGR
(LU)

27cm/4.5W 810lm(05W027)

40cm/9.8W 1680lm(10W040)

58cm/21.2W 3640lm(21W058)

85cm/45.7W 7430lm(46W085)

113cm/79.4W 12830lm(80W113)

142cm/124.4W 20590lm(124W142)

880lm

1770lm

3830lm

7810lm

13490lm

21700lm

HIGH EFFICIENCY

HIGH POWER 3000K 4000K

3000K 4000K

(80)80 (80)80

(80)80 (80)80DISC SF DECO

High Efficiency

( SF DECO HE)DISC

Luminaire

Colour*

White

Black

(WH)

(BL)

Grey
(GR]

Direct lighting

Decoration lighting

* Custom luminaire colours available upon request.

** Available in CRI90 upon request.

*** Low Glare (UGR<22), Low UGR (UGR<19)

***

***

LIGHTSOURCE BY
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Ceiling Surface DISC SF DECO

12W 26W 58W 124W 215W 337W

5W 10W 21W 46W 80W 124W

Ø1420mmØ1130mmØ850mmØ580mmØ400mmØ270mm

HIGH POWER

HIGH EFFICIENCY

DISC SF DECO

Opal LOR 0.74 Low Glare LOR 0.73

HIGH POWER HIGH EFFICIENCY

Opal LOR 0.74 Low UGR LOR 0.73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

200

300

400

500

160

240

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

160

240

200

300

400

500

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

1.18KgsWeight 2.59Kgs 4.48Kgs 9.40Kgs 15.30Kgs 23.70Kgs
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Ceiling SurfaceDISC SF DECO

Ordering Code Example: DISC - -30- W -SF DECO HP BL 58 058-80 LG-230-ND-0

Model VoltageWatt / DiameterCCT Type

230VAC

(230)

3000K

4000K

(30)

(40)

(A1)

(ND)

(WL)

Non
Dimmable

Wireless

Dimming Option

(DL)DALI

Extras

Opal
(OP)

Low Glare
(LG)

Analogue
(1-10V)

27cm/11.9W 1910lm(12W027)

DISC SF DECO

High Power

( SF DECO HP)DISC

40cm/26.2W 3970lm(26W040)

58cm/57.4W 8670lm(58W058)

85cm/123.8W 17980lm(124W085)

113cm/214.8W 31060lm(215W113)

142cm/336.6W 49550lm(337W142)

2070lm

4170lm

9110lm

18900lm

32650lm

52200lm

CRI**

IP40

LED Source LED Source

CRI**

Emergency (1)

Standard (0)

Fuction

Opal
(OP)

Low UGR
(LU)

27cm/4.5W 810lm(05W027)

40cm/9.8W 1680lm(10W040)

58cm/21.2W 3640lm(21W058)

85cm/45.7W 7430lm(46W085)

113cm/79.4W 12830lm(80W113)

142cm/124.4W 20590lm(124W142)

880lm

1770lm

3830lm

7810lm

13490lm

21700lm

HIGH EFFICIENCY

HIGH POWER 3000K 4000K

3000K 4000K

(80)80 (80)80

(80)80 (80)80DISC SF DECO

High Efficiency

( SF DECO HE)DISC

Luminaire

Colour*

White

Black

(WH)

(BL)

Grey
(GR]

Direct lighting

Decoration lighting

* Custom luminaire colours available upon request.

** Available in CRI90 upon request.

*** Low Glare (UGR<22), Low UGR (UGR<19)

***

***

LIGHTSOURCE BY
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Ceiling Surface DISC SF DECO

12W 26W 58W 124W 215W 337W

5W 10W 21W 46W 80W 124W

Ø1420mmØ1130mmØ850mmØ580mmØ400mmØ270mm

HIGH POWER

HIGH EFFICIENCY

DISC SF DECO

Opal LOR 0.74 Low Glare LOR 0.73

HIGH POWER HIGH EFFICIENCY

Opal LOR 0.74 Low UGR LOR 0.73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

200

300

400

500

160

240

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

160

240

200

300

400

500

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

1.18KgsWeight 2.59Kgs 4.48Kgs 9.40Kgs 15.30Kgs 23.70Kgs
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ECLIPSE SF
(Surface)

Ceiling Surface

�

�

�

�

�

�

�

�

�

�

�

�

�

ECLIPSE

20.8

8

is a complete series of round luminaires available surface, pendant, recessed and trimless application.

The surface version is offered either with Direct illumination (ECLIPSE SF) or with Direct illumination combined with

a decorative Indirect lighting effect (ECLIPSE SF DECO).

It consists of two models: High Power and High Efficiency.

It is offered with a Low Glare (UGR< *) as an option in the High Power model.

It is offered with a Low UGR (UGR<1 *) as an option in the High Efficiency model.

Luminaire material: Aluminium.

Cover material: PMMA

Powder Coated: Black (RAL9005), White (RAL9003), or Grey (RAL7037) as standard.

Custom luminaire colours also available on request.

Low tolerances for colour temperature (MacAdam 3).

Lumen maintenance L80/B10 50.000h

Emergency Function capability. (3 hours, with build-in rechargeable battery).

Indoor Use: IP40

for

*Glare Evaluation: X=4H / Y=8H, S=0,25H, Reflection factors: 70/50/20

Ø Ø Ø Ø580, 850, 1130, 1420mm

8
0

m
m

77

90

Ø Ø Ø Ø400, 670, 950, 1240mm

LED source up to 195efficacy lm/W ( )4000K

Luminaire efficacy lm/Wup to 119 ( )4000K

626

Available upon request:

Custom luminaire colours
Emergency version
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ECLIPSE SF
(Surface)

Ceiling Surface

�

�

�

�

�

�

�

�

�

�

�

�

�

ECLIPSE

20.8

8

is a complete series of round luminaires available surface, pendant, recessed and trimless application.

The surface version is offered either with Direct illumination (ECLIPSE SF) or with Direct illumination combined with

a decorative Indirect lighting effect (ECLIPSE SF DECO).

It consists of two models: High Power and High Efficiency.

It is offered with a Low Glare (UGR< *) as an option in the High Power model.

It is offered with a Low UGR (UGR<1 *) as an option in the High Efficiency model.

Luminaire material: Aluminium.

Cover material: PMMA

Powder Coated: Black (RAL9005), White (RAL9003), or Grey (RAL7037) as standard.

Custom luminaire colours also available on request.

Low tolerances for colour temperature (MacAdam 3).

Lumen maintenance L80/B10 50.000h

Emergency Function capability. (3 hours, with build-in rechargeable battery).

Indoor Use: IP40

for

*Glare Evaluation: X=4H / Y=8H, S=0,25H, Reflection factors: 70/50/20

Ø Ø Ø Ø580, 850, 1130, 1420mm

8
0

m
m

77

90

Ø Ø Ø Ø400, 670, 950, 1240mm

LED source up to 195efficacy lm/W ( )4000K

Luminaire efficacy lm/Wup to 119 ( )4000K

626

Available upon request:

Custom luminaire colours
Emergency version
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ECLIPSE SF
(Surface)

Ceiling Surface

ECLIPSE

High Power

Surface

( F HP)ECLIPSE S

IP40

ECLIPSE

High Efficiency

Surface

( SF HE)ECLIPSE

230VAC

(230)

3000K

4000K

(30)

(40)

(A1)

(ND)

(WL)

Non
Dimmable

Wireless

(DL)DALI

Opal
(OP)

Low Glare
(LG)

Analogue
(1-10V)

58cm/46.2W 6910lm(46W058)

85cm/75W 11070lm(75W085)

113cm/104.5W 15490lm(105W113)

142cm/134.1W 19960lm(134W142)

7310lm

11740lm

16390lm

21100lm

Emergency (1)

Standard (0)

Fuction

Opal
(OP)

Low UGR
(LU)

58cm/17.6W 2940lm(18W058)

85cm/26.7W 4450lm(27W085)

113cm/37.2W 6230lm(37W113)

142cm/47.8W 8020lm(48W142)

HIGH EFFICIENCY

HIGH POWER 3000K 4000K

3000K 4000K

(80)80 (80)80

(80)80 (80)80

White

Black

(WH)

(BL)

Grey
(GR]

***

***
3110lm

4720lm

6590lm

8480lm

Ordering Code Example: ECLIPSE SF HP BL 105W113-80 LG-230-ND-0- -30- -

Model VoltageWatt / DiameterCCT Type Dimming Option Extras

CRI**

LED Source LED Source

CRI**Luminaire

Colour*

* Custom luminaire colours available upon request.

** Available in CRI90 upon request.

*** Low Glare (UGR<20.8), Low UGR (UGR<18)

LIGHTSOURCE BY
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ECLIPSE SF
(Surface)

Ceiling Surface

46W 75W 105W 134W

18W 27W 37W 48W

Ø1420mmØ1130mmØ850mmØ580mm

HIGH POWER

HIGH EFFICIENCY

ECLIPSE Surface

Weight 3.63Kgs 5.48Kgs 7.42Kgs 10Kgs

Opal LOR 0.6 Low Glare LOR 0.66

HIGH POWER HIGH EFFICIENCY

Opal LOR 0.6 Low UGR LOR 0.67

200

300

400

500

200

300

400

500

160

240

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

160

240

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

629

Metal drilling Template for ECLIPSE SF Ø58cmPRH.111

Metal drilling Template for ECLIPSE SF Ø85cm

Metal drilling Template for ECLIPSE SF Ø113cm

Metal drilling Template for ECLIPSE SF Ø142cm

PRH.112

PRH.113

PRH.114

Optional accessories
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ECLIPSE SF
(Surface)

Ceiling Surface

ECLIPSE

High Power

Surface

( F HP)ECLIPSE S

IP40

ECLIPSE

High Efficiency

Surface

( SF HE)ECLIPSE

230VAC

(230)

3000K

4000K

(30)

(40)

(A1)

(ND)

(WL)

Non
Dimmable

Wireless

(DL)DALI

Opal
(OP)

Low Glare
(LG)

Analogue
(1-10V)

58cm/46.2W 6910lm(46W058)

85cm/75W 11070lm(75W085)

113cm/104.5W 15490lm(105W113)

142cm/134.1W 19960lm(134W142)

7310lm

11740lm

16390lm

21100lm

Emergency (1)

Standard (0)

Fuction

Opal
(OP)

Low UGR
(LU)

58cm/17.6W 2940lm(18W058)

85cm/26.7W 4450lm(27W085)

113cm/37.2W 6230lm(37W113)

142cm/47.8W 8020lm(48W142)

HIGH EFFICIENCY

HIGH POWER 3000K 4000K

3000K 4000K

(80)80 (80)80

(80)80 (80)80

White

Black

(WH)

(BL)

Grey
(GR]

***

***
3110lm

4720lm

6590lm

8480lm

Ordering Code Example: ECLIPSE SF HP BL 105W113-80 LG-230-ND-0- -30- -

Model VoltageWatt / DiameterCCT Type Dimming Option Extras

CRI**

LED Source LED Source

CRI**Luminaire

Colour*

* Custom luminaire colours available upon request.

** Available in CRI90 upon request.

*** Low Glare (UGR<20.8), Low UGR (UGR<18)

LIGHTSOURCE BY
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ECLIPSE SF
(Surface)

Ceiling Surface

46W 75W 105W 134W

18W 27W 37W 48W

Ø1420mmØ1130mmØ850mmØ580mm

HIGH POWER

HIGH EFFICIENCY

ECLIPSE Surface

Weight 3.63Kgs 5.48Kgs 7.42Kgs 10Kgs

Opal LOR 0.6 Low Glare LOR 0.66

HIGH POWER HIGH EFFICIENCY

Opal LOR 0.6 Low UGR LOR 0.67

200

300

400

500

200

300

400

500

160

240

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

160

240

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

629

Metal drilling Template for ECLIPSE SF Ø58cmPRH.111

Metal drilling Template for ECLIPSE SF Ø85cm

Metal drilling Template for ECLIPSE SF Ø113cm

Metal drilling Template for ECLIPSE SF Ø142cm

PRH.112

PRH.113

PRH.114

Optional accessories
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ECLIPSE SF DECO Ceiling Surface

77

90

8
0

m
m

LED source up to 195efficacy lm/W ( )4000K

Luminaire efficacy lm/Wup to 119 ( )4000K

�

�

�

�

�

�

�

�

�

�

�

�

�

ECLIPSE is a complete series of round luminaires available surface, pendant, recessed and trimless application.

The surface version is offered either with Direct illumination combined with a decorative Indirect lighting effect

(ECLIPSE SF DECO) or with only Direct illumination (ECLIPSE SF).

It consists of two models: High Power and High Efficiency.

It is offered with a Low Glare (UGR< *) as an option in the High Power model.

It is offered with a Low UGR (UGR<1 *) as an option in the High Efficiency model.

Luminaire material: Aluminium.

Cover material: PMMA

Powder Coated: Black (RAL9005), White (RAL9003), or Grey (RAL7037) as standard.

Custom luminaire colours also available on request.

Low tolerances for colour temperature (MacAdam 3).

Lumen maintenance L80/B10 50.000h

Emergency Function capability. (3 hours, with build-in rechargeable battery).

Indoor Use: IP40

20.8

8

for

*Glare Evaluation: X=4H / Y=8H, S=0,25H, Reflection factors: 70/50/20

Ø Ø Ø Ø580, 850, 1130, 1420mm

Ø Ø Ø Ø400, 670, 950, 1240mm

6
0

m
m

630

Available upon request:

Custom luminaire colours
Emergency version
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ECLIPSE SF DECO Ceiling Surface

77

90

8
0

m
m

LED source up to 195efficacy lm/W ( )4000K

Luminaire efficacy lm/Wup to 119 ( )4000K

�

�

�

�

�

�

�

�

�

�

�

�

�

ECLIPSE is a complete series of round luminaires available surface, pendant, recessed and trimless application.

The surface version is offered either with Direct illumination combined with a decorative Indirect lighting effect

(ECLIPSE SF DECO) or with only Direct illumination (ECLIPSE SF).

It consists of two models: High Power and High Efficiency.

It is offered with a Low Glare (UGR< *) as an option in the High Power model.

It is offered with a Low UGR (UGR<1 *) as an option in the High Efficiency model.

Luminaire material: Aluminium.

Cover material: PMMA

Powder Coated: Black (RAL9005), White (RAL9003), or Grey (RAL7037) as standard.

Custom luminaire colours also available on request.

Low tolerances for colour temperature (MacAdam 3).

Lumen maintenance L80/B10 50.000h

Emergency Function capability. (3 hours, with build-in rechargeable battery).

Indoor Use: IP40

20.8

8

for

*Glare Evaluation: X=4H / Y=8H, S=0,25H, Reflection factors: 70/50/20

Ø Ø Ø Ø580, 850, 1130, 1420mm

Ø Ø Ø Ø400, 670, 950, 1240mm

6
0

m
m

630

Available upon request:

Custom luminaire colours
Emergency version
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Ceiling SurfaceECLIPSE SF DECO

Direct lighting

Decoration lighting

ECLIPSE

High Power

SF DECO

( F DECO HP)ECLIPSE S

IP40

ECLIPSE

High Efficiency

SF DECO

( SF DECO HE)ECLIPSE

230VAC

(230)

3000K

4000K

(30)

(40)

(A1)

(ND)

(WL)

Non
Dimmable

Wireless

(DL)DALI

Opal
(OP)

Low Glare
(LG)

Analogue
(1-10V)

58cm/46.2W 6910lm(46W058)

85cm/75W 11070lm(75W085)

113cm/104.5W 15490lm(105W113)

142cm/134.1W 19960lm(134W142)

7310lm

11740lm

16390lm

21100lm

Emergency (1)

Standard (0)

Fuction

Opal
(OP)

Low UGR
(LU)

58cm/17.6W 2940lm(18W058)

85cm/26.7W 4450lm(27W085)

113cm/37.2W 6230lm(37W113)

142cm/47.8W 8020lm(48W142)

HIGH EFFICIENCY

HIGH POWER 3000K 4000K

3000K 4000K

(80)80 (80)80

(80)80 (80)80

White

Black

(WH)

(BL)

Grey
(GR]

***

***
3110lm

4720lm

6590lm

8480lm

Ordering Code Example: ECLIPSE SF DECO HP BL 105W113-80 LG-230-ND-0- -30- -

Model VoltageWatt / DiameterCCT Type Dimming Option Extras

CRI**

LED Source LED Source

CRI**Luminaire

Colour*

* Custom luminaire colours available upon request.

** Available in CRI90 upon request.

*** Low Glare (UGR<20.8), Low UGR (UGR<18)

LIGHTSOURCE BY
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Ceiling Surface ECLIPSE SF DECO

46W 75W 105W 134W

18W 27W 37W 48W

Ø1420mmØ1130mmØ850mmØ580mm

HIGH POWER

HIGH EFFICIENCY

ECLIPSE SF DECO

Weight 3.63Kgs 5.48Kgs 7.42Kgs 10Kgs

Opal LOR 0.6 Low Glare LOR 0.66

HIGH POWER HIGH EFFICIENCY

Opal LOR 0.6 Low UGR LOR 0.67

200

300

400

500

200

300

400

500

160

240

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

160

240

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

633

Metal drilling Template for ECLIPSE SF DECO Ø58cmPRH.111

Metal drilling Template for ECLIPSE SF DECO Ø85cm

Metal drilling Template for ECLIPSE SF DECO Ø113cm

Metal drilling Template for ECLIPSE SF DECO Ø142cm

PRH.112

PRH.113

PRH.114

Optional accessories
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Ceiling SurfaceECLIPSE SF DECO

Direct lighting

Decoration lighting

ECLIPSE

High Power

SF DECO

( F DECO HP)ECLIPSE S

IP40

ECLIPSE

High Efficiency

SF DECO

( SF DECO HE)ECLIPSE

230VAC

(230)

3000K

4000K

(30)

(40)

(A1)

(ND)

(WL)

Non
Dimmable

Wireless

(DL)DALI

Opal
(OP)

Low Glare
(LG)

Analogue
(1-10V)

58cm/46.2W 6910lm(46W058)

85cm/75W 11070lm(75W085)

113cm/104.5W 15490lm(105W113)

142cm/134.1W 19960lm(134W142)

7310lm

11740lm

16390lm

21100lm

Emergency (1)

Standard (0)

Fuction

Opal
(OP)

Low UGR
(LU)

58cm/17.6W 2940lm(18W058)

85cm/26.7W 4450lm(27W085)

113cm/37.2W 6230lm(37W113)

142cm/47.8W 8020lm(48W142)

HIGH EFFICIENCY

HIGH POWER 3000K 4000K

3000K 4000K

(80)80 (80)80

(80)80 (80)80

White

Black

(WH)

(BL)

Grey
(GR]

***

***
3110lm

4720lm

6590lm

8480lm

Ordering Code Example: ECLIPSE SF DECO HP BL 105W113-80 LG-230-ND-0- -30- -

Model VoltageWatt / DiameterCCT Type Dimming Option Extras

CRI**

LED Source LED Source

CRI**Luminaire

Colour*

* Custom luminaire colours available upon request.

** Available in CRI90 upon request.

*** Low Glare (UGR<20.8), Low UGR (UGR<18)

LIGHTSOURCE BY
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Ceiling Surface ECLIPSE SF DECO

46W 75W 105W 134W

18W 27W 37W 48W

Ø1420mmØ1130mmØ850mmØ580mm

HIGH POWER

HIGH EFFICIENCY

ECLIPSE SF DECO

Weight 3.63Kgs 5.48Kgs 7.42Kgs 10Kgs

Opal LOR 0.6 Low Glare LOR 0.66

HIGH POWER HIGH EFFICIENCY

Opal LOR 0.6 Low UGR LOR 0.67

200

300

400

500

200

300

400

500

160

240

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

160

240

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

633

Metal drilling Template for ECLIPSE SF DECO Ø58cmPRH.111

Metal drilling Template for ECLIPSE SF DECO Ø85cm

Metal drilling Template for ECLIPSE SF DECO Ø113cm

Metal drilling Template for ECLIPSE SF DECO Ø142cm

PRH.112

PRH.113

PRH.114

Optional accessories
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LOOP SF
(Surface)

Ceiling Surface

�

�

�

�

�

�

�

�

�

�

�

�

�

LOOP square with ed corner foris a complete series of round luminaires available surface, pendant, recessed and trimless application.

The surface version is offered either with Direct illumination (LOOP SF) or with Direct illumination combined with

a decorative Indirect lighting effect (LOOP SF DECO).

It consists of two models: High Power and High Efficiency.

It is offered with a Low Glare (UGR<21.8*) as an option in the High Power model.

It is offered with a Low UGR (UGR<18.6*) as an option in the High Efficiency model.

Luminaire material: Aluminium.

Cover material: PMMA

Powder Coated: Black (RAL9005), White (RAL9003), or Grey (RAL7037) as standard.

Custom luminaire colours also available on request.

Low tolerances for colour temperature (MacAdam 3).

Lumen maintenance L80/B10 50.000h

Emergency Function capability. (3 hours, with build-in rechargeable battery).

Indoor Use: IP40

*Glare Evaluation: X=4H / Y=8H, S=0,25H, Reflection factors: 70/50/20

8
0

m
m

300x300mm

450x450mm

590x590mm

860x860mm

1130x1130mm

1400x1400mm

LED source up to 197efficacy lm/W ( )4000K

Luminaire efficacy lm/Wup to 132 ( )4000K

634

Available upon request:

Custom luminaire colours
Emergency version

ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr



www. .com

LOOP SF
(Surface)

Ceiling Surface

�

�

�

�

�

�

�

�

�

�

�

�

�

LOOP square with ed corner foris a complete series of round luminaires available surface, pendant, recessed and trimless application.

The surface version is offered either with Direct illumination (LOOP SF) or with Direct illumination combined with

a decorative Indirect lighting effect (LOOP SF DECO).

It consists of two models: High Power and High Efficiency.

It is offered with a Low Glare (UGR<21.8*) as an option in the High Power model.

It is offered with a Low UGR (UGR<18.6*) as an option in the High Efficiency model.

Luminaire material: Aluminium.

Cover material: PMMA

Powder Coated: Black (RAL9005), White (RAL9003), or Grey (RAL7037) as standard.

Custom luminaire colours also available on request.

Low tolerances for colour temperature (MacAdam 3).

Lumen maintenance L80/B10 50.000h

Emergency Function capability. (3 hours, with build-in rechargeable battery).

Indoor Use: IP40

*Glare Evaluation: X=4H / Y=8H, S=0,25H, Reflection factors: 70/50/20

8
0

m
m

300x300mm

450x450mm

590x590mm

860x860mm

1130x1130mm

1400x1400mm

LED source up to 197efficacy lm/W ( )4000K

Luminaire efficacy lm/Wup to 132 ( )4000K

634

Available upon request:

Custom luminaire colours
Emergency version
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LOOP SF
(Surface)

Ceiling Surface

Emergency (1)

Standard (0)

Fuction

Ordering Code Example: LOOP - -30- -SF HP BL 154W8686-80 LG-230-ND-0

Model VoltageWatt / DiameterCCT Type

230VAC

(230)

3000K

4000K

(30)

(40) (A1)

(ND)

(WL)

Non
Dimmable

Wireless

(DL)DALI

Extras

Opal
(OP)

Low Glare
(LG)

Analogue
(1-10V)

30x30cm/17.6W 2660lm(18W3030)

45x45cm/39.5W 5860lm(40W4545)

59x59cm/75W 10720lm(75W5959)

86x86cm/153.5W 22150lm(154W8686)

113x113cm/272.8W 39380lm(273W113113)

140x140cm/426.3W 61540lm(426W140140)

* Custom luminaire colours available upon request.

** Available in CRI90 upon request.

*** Low Glare (UGR<2 ), Low UGR (UGR<1 )1,8 8,6

2780lm

6160lm

11270lm

23290lm

41400lm

64700lm

CRI**

IP40

LED Source LED Source

CRI**

Opal
(OP)

Low UGR
(LU)

/6.6W 1130lm

/13.4W 2250lm

/25.9W 4200lm

/58.3W 9450lm

/103.7W 16790lm

/162W 26230lm

1180lm

2370lm

4410lm

9930lm

17650lm

27580lm

HIGH EFFICIENCY

HIGH POWER 3000K 4000K

3000K 4000K

(80)80 (80)80

(80)80 (80)80

Luminaire

Colour*

White

Black

(WH)

(BL)

Grey
(GR]

LOOP Surface

High Power

( SF HP)LOOP

LOOP Surface

High Efficiency

( SF HE)LOOP

***

***
30x30cm

45x45cm

59x59cm

86x86cm

113x113cm

140x140cm

(07W3030)

(13W4545)

(26W5959)

(58W8686)

(104W113113)

(162W140140)

Dimming

Option

LIGHTSOURCE BY
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LOOP SF
(Surface)

Ceiling Surface

Opal LOR 0.74 Low Glare LOR 0.73

HIGH POWER HIGH EFFICIENCY

Opal LOR 0.74 Low UGR LOR 0.73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

200

300

400

500

160

240

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

160

240

200

300

400

500

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

18W 40W 75W 154W 273W 426W

7W 13W 26W 58W 104W 162W

HIGH POWER

HIGH EFFICIENCY

LOOP Surface

1.55KgsWeight 3.46Kgs 6.24Kgs 11.70Kgs 18.80Kgs 28Kgs

1400x1400mm1130x1130mm860x860mm590x590mm450x450mm300x300mm
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LOOP SF
(Surface)

Ceiling Surface

Emergency (1)

Standard (0)

Fuction

Ordering Code Example: LOOP - -30- -SF HP BL 154W8686-80 LG-230-ND-0

Model VoltageWatt / DiameterCCT Type

230VAC

(230)

3000K

4000K

(30)

(40) (A1)

(ND)

(WL)

Non
Dimmable

Wireless

(DL)DALI

Extras

Opal
(OP)

Low Glare
(LG)

Analogue
(1-10V)

30x30cm/17.6W 2660lm(18W3030)

45x45cm/39.5W 5860lm(40W4545)

59x59cm/75W 10720lm(75W5959)

86x86cm/153.5W 22150lm(154W8686)

113x113cm/272.8W 39380lm(273W113113)

140x140cm/426.3W 61540lm(426W140140)

* Custom luminaire colours available upon request.

** Available in CRI90 upon request.

*** Low Glare (UGR<2 ), Low UGR (UGR<1 )1,8 8,6

2780lm

6160lm

11270lm

23290lm

41400lm

64700lm

CRI**

IP40

LED Source LED Source

CRI**

Opal
(OP)

Low UGR
(LU)

/6.6W 1130lm

/13.4W 2250lm

/25.9W 4200lm

/58.3W 9450lm

/103.7W 16790lm

/162W 26230lm

1180lm

2370lm

4410lm

9930lm

17650lm

27580lm

HIGH EFFICIENCY

HIGH POWER 3000K 4000K

3000K 4000K

(80)80 (80)80

(80)80 (80)80

Luminaire

Colour*

White

Black

(WH)

(BL)

Grey
(GR]

LOOP Surface

High Power

( SF HP)LOOP

LOOP Surface

High Efficiency

( SF HE)LOOP

***

***
30x30cm

45x45cm

59x59cm

86x86cm

113x113cm

140x140cm

(07W3030)

(13W4545)

(26W5959)

(58W8686)

(104W113113)

(162W140140)

Dimming

Option

LIGHTSOURCE BY

636 ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

LOOP SF
(Surface)

Ceiling Surface

Opal LOR 0.74 Low Glare LOR 0.73

HIGH POWER HIGH EFFICIENCY

Opal LOR 0.74 Low UGR LOR 0.73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

200

300

400

500

160

240

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

160

240

200

300

400

500

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

18W 40W 75W 154W 273W 426W

7W 13W 26W 58W 104W 162W

HIGH POWER

HIGH EFFICIENCY

LOOP Surface

1.55KgsWeight 3.46Kgs 6.24Kgs 11.70Kgs 18.80Kgs 28Kgs

1400x1400mm1130x1130mm860x860mm590x590mm450x450mm300x300mm
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LOOP SF DECO Ceiling Surface

8
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m
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�
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�

�

�

�

�

�

�

�

LOOP is a complete series of surface, pendant, recessed and trimless application.

The surface version is offered either with Direct illumination combined with a decorative Indirect lighting effect

(LOOP SF DECO) or with only Direct illumination (LOOP SF).

It consists of two models: High Power and High Efficiency.

It is offered with a Low Glare (UGR<2 *) as an option in the High Power model.

It is offered with a Low UGR (UGR<1 *) as an option in the High Efficiency model.

Luminaire material: Aluminium.

Cover material: PMMA

Powder Coated: Black (RAL9005), White (RAL9003), or Grey (RAL7037) as standard.

Custom luminaire colours also available on request.

Low tolerances for colour temperature (MacAdam 3).

Lumen maintenance L80/B10 50.000h

Emergency Function capability. (3 hours, with build-in rechargeable battery).

Indoor Use: IP40

1.8

8.6

round luminaires availablesquare with ed corner for

*Glare Evaluation: X=4H / Y=8H, S=0,25H, Reflection factors: 70/50/20

300x300mm

450x450mm

590x590mm

860x860mm

1130x1130mm

1400x1400mm

LED source up to 197efficacy lm/W ( )4000K

Luminaire efficacy lm/Wup to 132 ( )4000K

6
0

m
m

638

Available upon request:

Custom luminaire colours
Emergency version
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LOOP SF DECO Ceiling Surface
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LOOP is a complete series of surface, pendant, recessed and trimless application.

The surface version is offered either with Direct illumination combined with a decorative Indirect lighting effect

(LOOP SF DECO) or with only Direct illumination (LOOP SF).

It consists of two models: High Power and High Efficiency.

It is offered with a Low Glare (UGR<2 *) as an option in the High Power model.

It is offered with a Low UGR (UGR<1 *) as an option in the High Efficiency model.

Luminaire material: Aluminium.

Cover material: PMMA

Powder Coated: Black (RAL9005), White (RAL9003), or Grey (RAL7037) as standard.

Custom luminaire colours also available on request.

Low tolerances for colour temperature (MacAdam 3).

Lumen maintenance L80/B10 50.000h

Emergency Function capability. (3 hours, with build-in rechargeable battery).

Indoor Use: IP40

1.8

8.6

round luminaires availablesquare with ed corner for

*Glare Evaluation: X=4H / Y=8H, S=0,25H, Reflection factors: 70/50/20

300x300mm

450x450mm

590x590mm

860x860mm

1130x1130mm

1400x1400mm

LED source up to 197efficacy lm/W ( )4000K

Luminaire efficacy lm/Wup to 132 ( )4000K

6
0

m
m

638

Available upon request:

Custom luminaire colours
Emergency version
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Ceiling SurfaceLOOP SF DECO

Direct lighting

Decoration lighting

Emergency (1)

Standard (0)

Fuction

Ordering Code Example: LOOP - -30- -SF DECO HP BL 154W8686-80 LG-230-ND-0

Model VoltageWatt / DiameterCCT Type

230VAC

(230)

3000K

4000K

(30)

(40) (A1)

(ND)

(WL)

Non
Dimmable

Wireless

(DL)DALI

Extras

Opal
(OP)

Low Glare
(LG)

Analogue
(1-10V)

30x30cm/17.6W 2660lm(18W3030)

45x45cm/39.5W 5860lm(40W4545)

59x59cm/75W 10720lm(75W5959)

86x86cm/153.5W 22150lm(154W8686)

113x113cm/272.8W 39380lm(273W113113)

140x140cm/426.3W 61540lm(426W140140)

* Custom luminaire colours available upon request.

** Available in CRI90 upon request.

*** Low Glare (UGR<21.8), Low UGR (UGR<18.6)

2780lm

6160lm

11270lm

23290lm

41400lm

64700lm

CRI**

IP40

LED Source LED Source

CRI**

Opal
(OP)

Low UGR
(LU)

/6.6W 1130lm

/13.4W 2250lm

/25.9W 4200lm

/58.3W 9450lm

/103.7W 16790lm

/162W 26230lm

1180lm

2370lm

4410lm

9930lm

17650lm

27580lm

HIGH EFFICIENCY

HIGH POWER 3000K 4000K

3000K 4000K

(80)80 (80)80

(80)80 (80)80

Luminaire

Colour*

White

Black

(WH)

(BL)

Grey
(GR]

LOOP SF DECO

High Power

( SF DECO HP)LOOP

LOOP SF DECO

High Efficiency

( SF DECO HE)LOOP

***

***
30x30cm

45x45cm

59x59cm

86x86cm

113x113cm

140x140cm

(07W3030)

(13W4545)

(26W5959)

(58W8686)

(104W113113)

(162W140140)

Dimming

Option

LIGHTSOURCE BY

640 ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

Ceiling Surface LOOP SF DECO

Opal LOR 0.74 Low Glare LOR 0.73

HIGH POWER HIGH EFFICIENCY

Opal LOR 0.74 Low UGR LOR 0.73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

200

300

400

500

160

240

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

160

240

200

300

400

500

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

18W 40W 75W 154W 273W 426W

7W 13W 26W 58W 104W 162W

HIGH POWER

HIGH EFFICIENCY

LOOP SF DECO

1.55KgsWeight 3.46Kgs 6.24Kgs 11.70Kgs 18.80Kgs 28Kgs

1400x1400mm1130x1130mm860x860mm590x590mm450x450mm300x300mm
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Ceiling SurfaceLOOP SF DECO

Direct lighting

Decoration lighting

Emergency (1)

Standard (0)

Fuction

Ordering Code Example: LOOP - -30- -SF DECO HP BL 154W8686-80 LG-230-ND-0

Model VoltageWatt / DiameterCCT Type

230VAC

(230)

3000K

4000K

(30)

(40) (A1)

(ND)

(WL)

Non
Dimmable

Wireless

(DL)DALI

Extras

Opal
(OP)

Low Glare
(LG)

Analogue
(1-10V)

30x30cm/17.6W 2660lm(18W3030)

45x45cm/39.5W 5860lm(40W4545)

59x59cm/75W 10720lm(75W5959)

86x86cm/153.5W 22150lm(154W8686)

113x113cm/272.8W 39380lm(273W113113)

140x140cm/426.3W 61540lm(426W140140)

* Custom luminaire colours available upon request.

** Available in CRI90 upon request.

*** Low Glare (UGR<21.8), Low UGR (UGR<18.6)

2780lm

6160lm

11270lm

23290lm

41400lm

64700lm

CRI**

IP40

LED Source LED Source

CRI**

Opal
(OP)

Low UGR
(LU)

/6.6W 1130lm

/13.4W 2250lm

/25.9W 4200lm

/58.3W 9450lm

/103.7W 16790lm

/162W 26230lm

1180lm

2370lm

4410lm

9930lm

17650lm

27580lm

HIGH EFFICIENCY

HIGH POWER 3000K 4000K

3000K 4000K

(80)80 (80)80

(80)80 (80)80

Luminaire

Colour*

White

Black

(WH)

(BL)

Grey
(GR]

LOOP SF DECO

High Power

( SF DECO HP)LOOP

LOOP SF DECO

High Efficiency

( SF DECO HE)LOOP

***

***
30x30cm

45x45cm

59x59cm

86x86cm

113x113cm

140x140cm

(07W3030)

(13W4545)

(26W5959)

(58W8686)

(104W113113)

(162W140140)

Dimming

Option

LIGHTSOURCE BY

640 ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

Ceiling Surface LOOP SF DECO

Opal LOR 0.74 Low Glare LOR 0.73

HIGH POWER HIGH EFFICIENCY

Opal LOR 0.74 Low UGR LOR 0.73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

200

300

400

500

160

240

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

160

240

200

300

400

500

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

18W 40W 75W 154W 273W 426W

7W 13W 26W 58W 104W 162W

HIGH POWER

HIGH EFFICIENCY

LOOP SF DECO

1.55KgsWeight 3.46Kgs 6.24Kgs 11.70Kgs 18.80Kgs 28Kgs

1400x1400mm1130x1130mm860x860mm590x590mm450x450mm300x300mm
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ORBIT SF
(Surface)

Ceiling Surface
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ORBIT

20.8

8

is a complete series of surface, pendant, recessed and trimless application.

The surface version is offered either with Direct illumination (ORBIT SF) or with Direct illumination combined with

a decorative Indirect lighting effect (ORBIT SF DECO).

It consists of two models: High Power and High Efficiency.

It is offered with a Low Glare (UGR< *) as an option in the High Power model.

It is offered with a Low UGR (UGR<1 *) as an option in the High Efficiency model.

Luminaire material: Aluminium.

Cover material: PMMA

Powder Coated: Black (RAL9005), White (RAL9003), or Grey (RAL7037) as standard.

Custom luminaire colours also available on request.

Low tolerances for colour temperature (MacAdam 3).

Lumen maintenance L80/B10 50.000h

Emergency Function capability. (3 hours, with build-in rechargeable battery).

Indoor Use: IP40

round luminaires availablesquare with ed corner for

*Glare Evaluation: X=4H / Y=8H, S=0,25H, Reflection factors: 70/50/20

LED source up to 197efficacy lm/W ( )4000K

Luminaire efficacy lm/Wup to 120 ( )4000K

590x590mm

860x860mm

1130x1130mm

1400x1400mm

41 41

68 68

95 95

22 22

0x 0mm

0x 0mm

0x 0mm

1 0x1 0mm

642

Available upon request:

Custom luminaire colours
Emergency version
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ORBIT SF
(Surface)

Ceiling Surface
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ORBIT

20.8

8

is a complete series of surface, pendant, recessed and trimless application.

The surface version is offered either with Direct illumination (ORBIT SF) or with Direct illumination combined with

a decorative Indirect lighting effect (ORBIT SF DECO).

It consists of two models: High Power and High Efficiency.

It is offered with a Low Glare (UGR< *) as an option in the High Power model.

It is offered with a Low UGR (UGR<1 *) as an option in the High Efficiency model.

Luminaire material: Aluminium.

Cover material: PMMA

Powder Coated: Black (RAL9005), White (RAL9003), or Grey (RAL7037) as standard.

Custom luminaire colours also available on request.

Low tolerances for colour temperature (MacAdam 3).

Lumen maintenance L80/B10 50.000h

Emergency Function capability. (3 hours, with build-in rechargeable battery).

Indoor Use: IP40

round luminaires availablesquare with ed corner for

*Glare Evaluation: X=4H / Y=8H, S=0,25H, Reflection factors: 70/50/20

LED source up to 197efficacy lm/W ( )4000K

Luminaire efficacy lm/Wup to 120 ( )4000K

590x590mm

860x860mm

1130x1130mm

1400x1400mm

41 41

68 68

95 95

22 22

0x 0mm

0x 0mm

0x 0mm

1 0x1 0mm

642

Available upon request:

Custom luminaire colours
Emergency version
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ORBIT SF
(Surface)

Ceiling Surface

Ordering Code Example: ORBIT - -30- -SF HP WH 94W8686-80 LG-230-ND-0

Model VoltageWatt / DiameterCCT Type

230VAC

(230)

3000K

4000K

(30)

(40) (A1)

(ND)

(WL)

Non
Dimmable

Wireless

(DL)DALI

Extras

Opal
(OP)

Low Glare
(LG)

Analogue
(1-10V)

59x59cm/61.6W 9210lm(62W5959)

86x86cm/93.6W 14050lm(94W8686)

113x113cm/128.7W 19320lm(129W113113)

140x140cm/163.9W 24590lm(164W140140)

* Custom luminaire colours available upon request.

** Available in CRI90 upon request.

*** Low Glare (UGR< ), Low UGR (UGR<1 )20,8 8

9750lm

14860lm

20430lm

26000lm

CRI**

IP40

LED Source LED Source

CRI**

Opal
(OP)

Low UGR
(LU)

/23.4W 3920lm

/32.8W 5560lm

/45.1W 7650lm

/57.4W 9730lm

4150lm

5880lm

8090lm

10290lm

HIGH EFFICIENCY

HIGH POWER 3000K 4000K

3000K 4000K

(80)80 (80)80

(80)80 (80)80

Luminaire

Colour*

White

Black

(WH)

(BL)

Grey
(GR]

ORBIT Surface

High Power

( SF HP)ORBIT

ORBIT Surface

High Efficiency

( SF HE)ORBIT

***

***
59x59cm

86x86cm

113x113cm

140x140cm

(23W5959)

(33W8686)

(45W113113)

(57W140140)

Dimming

Option

Emergency (1)

Standard (0)

Fuction

LIGHTSOURCE BY

644 ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

ORBIT SF
(Surface)

Ceiling Surface

Opal LOR 0.6 Low Glare LOR 0.66

HIGH POWER HIGH EFFICIENCY

Opal LOR 0.6 Low UGR LOR 0.67

200

300

400

500

200

300

400

500

160

240

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

160

240

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

62W 94W 129W 164W

23W 33W 45W 57W

HIGH POWER

HIGH EFFICIENCY

ORBIT Surface

Weight 4.40Kgs 6.66Kgs 9Kgs 11.9Kgs

1400x1400mm1130x1130mm860x860mm590x590mm

645

Metal drilling Template for ORBIT SF 59x59cmPRH.115

Metal drilling Template for ORBIT SF 86x86cm

Metal drilling Template for ORBIT SF 113x113cm

Metal drilling Template for ORBIT SF 140x140cm

PRH.116

PRH.117

PRH.118

Optional accessories

ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr
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ORBIT SF
(Surface)

Ceiling Surface

Ordering Code Example: ORBIT - -30- -SF HP WH 94W8686-80 LG-230-ND-0

Model VoltageWatt / DiameterCCT Type

230VAC

(230)

3000K

4000K

(30)

(40) (A1)

(ND)

(WL)

Non
Dimmable

Wireless

(DL)DALI

Extras

Opal
(OP)

Low Glare
(LG)

Analogue
(1-10V)

59x59cm/61.6W 9210lm(62W5959)

86x86cm/93.6W 14050lm(94W8686)

113x113cm/128.7W 19320lm(129W113113)

140x140cm/163.9W 24590lm(164W140140)

* Custom luminaire colours available upon request.

** Available in CRI90 upon request.

*** Low Glare (UGR< ), Low UGR (UGR<1 )20,8 8

9750lm

14860lm

20430lm

26000lm

CRI**

IP40

LED Source LED Source

CRI**

Opal
(OP)

Low UGR
(LU)

/23.4W 3920lm

/32.8W 5560lm

/45.1W 7650lm

/57.4W 9730lm

4150lm

5880lm

8090lm

10290lm

HIGH EFFICIENCY

HIGH POWER 3000K 4000K

3000K 4000K

(80)80 (80)80

(80)80 (80)80

Luminaire

Colour*

White

Black

(WH)

(BL)

Grey
(GR]

ORBIT Surface

High Power

( SF HP)ORBIT

ORBIT Surface

High Efficiency

( SF HE)ORBIT

***

***
59x59cm

86x86cm

113x113cm

140x140cm

(23W5959)

(33W8686)

(45W113113)

(57W140140)

Dimming

Option

Emergency (1)

Standard (0)

Fuction

LIGHTSOURCE BY

644 ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

ORBIT SF
(Surface)

Ceiling Surface

Opal LOR 0.6 Low Glare LOR 0.66

HIGH POWER HIGH EFFICIENCY

Opal LOR 0.6 Low UGR LOR 0.67
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300

400

500

200

300

400

500

160

240

105°

90°

75°

60°

45°
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75°

60°

45°

0° 15° 30°30° 15° 0°
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90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

160

240

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

62W 94W 129W 164W

23W 33W 45W 57W

HIGH POWER

HIGH EFFICIENCY

ORBIT Surface

Weight 4.40Kgs 6.66Kgs 9Kgs 11.9Kgs

1400x1400mm1130x1130mm860x860mm590x590mm

645

Metal drilling Template for ORBIT SF 59x59cmPRH.115

Metal drilling Template for ORBIT SF 86x86cm

Metal drilling Template for ORBIT SF 113x113cm

Metal drilling Template for ORBIT SF 140x140cm

PRH.116

PRH.117

PRH.118

Optional accessories
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ORBIT SF DECO Ceiling Surface
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ORBIT

20.8

8

is a complete series of surface, pendant, recessed and trimless application.

The surface version is offered either with Direct illumination combined with a decorative Indirect lighting effect

(ORBIT SF DECO) or with only Direct illumination (ORBIT SF).

It consists of two models: High Power and High Efficiency.

It is offered with a Low Glare (UGR< *) as an option in the High Power model.

It is offered with a Low UGR (UGR<1 *) as an option in the High Efficiency model.

Luminaire material: Aluminium.

Cover material: PMMA

Powder Coated: Black (RAL9005), White (RAL9003), or Grey (RAL7037) as standard.

Custom luminaire colours also available on request.

Low tolerances for colour temperature (MacAdam 3).

Lumen maintenance L80/B10 50.000h

Emergency Function capability. (3 hours, with build-in rechargeable battery).

Indoor Use: IP40

round luminaires availablesquare with ed corner for

*Glare Evaluation: X=4H / Y=8H, S=0,25H, Reflection factors: 70/50/20

646

Available upon request:

Custom luminaire colours
Emergency version
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ORBIT SF DECO Ceiling Surface
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ORBIT

20.8

8

is a complete series of surface, pendant, recessed and trimless application.

The surface version is offered either with Direct illumination combined with a decorative Indirect lighting effect

(ORBIT SF DECO) or with only Direct illumination (ORBIT SF).

It consists of two models: High Power and High Efficiency.

It is offered with a Low Glare (UGR< *) as an option in the High Power model.

It is offered with a Low UGR (UGR<1 *) as an option in the High Efficiency model.

Luminaire material: Aluminium.

Cover material: PMMA

Powder Coated: Black (RAL9005), White (RAL9003), or Grey (RAL7037) as standard.

Custom luminaire colours also available on request.

Low tolerances for colour temperature (MacAdam 3).

Lumen maintenance L80/B10 50.000h

Emergency Function capability. (3 hours, with build-in rechargeable battery).

Indoor Use: IP40

round luminaires availablesquare with ed corner for

*Glare Evaluation: X=4H / Y=8H, S=0,25H, Reflection factors: 70/50/20
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Available upon request:

Custom luminaire colours
Emergency version
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Ceiling SurfaceORBIT SF DECO

Ordering Code Example: ORBIT - -30- -SF DECO HP WH 94W8686-80 LG-230-ND-0

Model VoltageWatt / DiameterCCT Type

230VAC

(230)

3000K

4000K

(30)

(40) (A1)

(ND)

(WL)

Non
Dimmable

Wireless

(DL)DALI

Extras

Opal
(OP)

Low Glare
(LG)

Analogue
(1-10V)

59x59cm/61.6W 9210lm(62W5959)

86x86cm/93.6W 14050lm(94W8686)

113x113cm/128.7W 19320lm(129W113113)

140x140cm/163.9W 24590lm(164W140140)

* Custom luminaire colours available upon request.

** Available in CRI90 upon request.

*** Low Glare (UGR< ), Low UGR (UGR<1 )20,8 8

9750lm

14860lm

20430lm

26000lm

CRI**

IP40

LED Source LED Source

CRI**

Opal
(OP)

Low UGR
(LU)

/23.4W 3920lm

/32.8W 5560lm

/45.1W 7650lm

/57.4W 9730lm

4150lm

5880lm

8090lm

10290lm

HIGH EFFICIENCY

HIGH POWER 3000K 4000K

3000K 4000K

(80)80 (80)80

(80)80 (80)80

Luminaire

Colour*

White

Black

(WH)

(BL)

Grey
(GR]

ORBIT SF DECO

High Power

( SF DECO HP)ORBIT

ORBIT SF DECO

High Efficiency

( SF DECO HE)ORBIT

***

***
59x59cm

86x86cm

113x113cm

140x140cm

(23W5959)

(33W8686)

(45W113113)

(57W140140)

Dimming

Option

Emergency (1)

Standard (0)

Fuction

LIGHTSOURCE BY

648 ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

Ceiling Surface ORBIT SF DECO

Opal LOR 0.6 Low Glare LOR 0.66

HIGH POWER HIGH EFFICIENCY

Opal LOR 0.6 Low UGR LOR 0.67

200

300

400

500

200

300

400

500

160

240

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

160

240

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15° 0°

62W 94W 129W 164W

23W 33W 45W 57W

HIGH POWER

HIGH EFFICIENCY

ORBIT SF DECO

Weight 4.40Kgs 6.66Kgs 9Kgs 11.9Kgs

1400x1400mm1130x1130mm860x860mm590x590mm

649

Metal drilling Template for ORBIT SF DECO 59x59cmPRH.115

Metal drilling Template for ORBIT SF DECO 86x86cm

Metal drilling Template for ORBIT SF DECO 113x113cm

Metal drilling Template for ORBIT SF DECO 140x140cm

PRH.116

PRH.117

PRH.118

Optional accessories
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Ceiling SurfaceORBIT SF DECO

Ordering Code Example: ORBIT - -30- -SF DECO HP WH 94W8686-80 LG-230-ND-0

Model VoltageWatt / DiameterCCT Type

230VAC

(230)

3000K

4000K

(30)

(40) (A1)

(ND)

(WL)

Non
Dimmable

Wireless

(DL)DALI

Extras

Opal
(OP)

Low Glare
(LG)

Analogue
(1-10V)

59x59cm/61.6W 9210lm(62W5959)

86x86cm/93.6W 14050lm(94W8686)

113x113cm/128.7W 19320lm(129W113113)

140x140cm/163.9W 24590lm(164W140140)

* Custom luminaire colours available upon request.

** Available in CRI90 upon request.

*** Low Glare (UGR< ), Low UGR (UGR<1 )20,8 8

9750lm

14860lm

20430lm

26000lm

CRI**

IP40

LED Source LED Source

CRI**

Opal
(OP)

Low UGR
(LU)

/23.4W 3920lm

/32.8W 5560lm

/45.1W 7650lm

/57.4W 9730lm

4150lm

5880lm

8090lm

10290lm

HIGH EFFICIENCY

HIGH POWER 3000K 4000K

3000K 4000K

(80)80 (80)80

(80)80 (80)80

Luminaire

Colour*

White

Black

(WH)

(BL)

Grey
(GR]

ORBIT SF DECO

High Power

( SF DECO HP)ORBIT

ORBIT SF DECO

High Efficiency

( SF DECO HE)ORBIT

***

***
59x59cm

86x86cm

113x113cm

140x140cm

(23W5959)

(33W8686)

(45W113113)

(57W140140)

Dimming

Option

Emergency (1)

Standard (0)

Fuction

LIGHTSOURCE BY
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Ceiling Surface ORBIT SF DECO

Opal LOR 0.6 Low Glare LOR 0.66

HIGH POWER HIGH EFFICIENCY

Opal LOR 0.6 Low UGR LOR 0.67
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90°
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45°
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62W 94W 129W 164W

23W 33W 45W 57W

HIGH POWER

HIGH EFFICIENCY

ORBIT SF DECO

Weight 4.40Kgs 6.66Kgs 9Kgs 11.9Kgs

1400x1400mm1130x1130mm860x860mm590x590mm

649

Metal drilling Template for ORBIT SF DECO 59x59cmPRH.115

Metal drilling Template for ORBIT SF DECO 86x86cm

Metal drilling Template for ORBIT SF DECO 113x113cm

Metal drilling Template for ORBIT SF DECO 140x140cm

PRH.116

PRH.117

PRH.118

Optional accessories
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Reform 30 is a complete series of miniaturized downlights available recessed, trimless or surface.

It is available in round form.

Power consumption: watt and watt.

Beam angle varies from to degrees.

Accessories available: honeycomb.

Luminaire material: aluminium construction/ PC part .

It is offered in white and/or black colour as standard but RAL colours also are available on request.

Low UGR ensuring vis comfort .

3 6.3

28 50

s

External driver only.

ual (UGR<14 /black inner ring)

Emergency kit only for external use.

3 SDCM

L90/B10 50.000h

REFORM 30 SFSP3-40C-80-36-AD-WWB-00-00

Ordering Code Example:

Adjustable (AD) (00)Without Driver

* Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** External.

Dimming OptionType

Model

(LED Power)

Beam

Angle

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

CCT*

(80) (90)80 90

CRI80

LED Source

CRI90

LED Source

28º (28)

50º ( )50

36º ( )36

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

REFORM 30 Surface Spot

REFORM

W

30

Surface Spot 3

(REFORM 30 SFSP3)

REFORM

W

30

Surface Spot 6.3

(REFORM 30 SFSP6)

2
2

m
m

6
0

m
m

8
m

m

Φ30mm 8 º5

340º

Φ40mm

396lm

396lm

4 lm28

4 lm28

3 lm20

3 lm42

3 lm69

396lm

669lm

669lm

7 lm22

7 lm22

5 lm40

577lm

6 lm23

669lm

2000

3000

4000

1600

2400

3200

1000

1500

2000

2500

3000

1000

1500

2000

800

1200

1600

2000

800

1200

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

28º LOR 0.81
105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

0° 0°15° 15°30° 30°30° 30°15° 15°

36º 50ºLOR 0.735 LOR 0.73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

28º LOR 0.86
105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

0° 0°15° 15°30° 30°30° 30°15° 15°

36º 50ºLOR 0.81 LOR 0.82

I ring colour:nner

BLACK

I ring colour:nner

WHITE

AccessoriesLuminaire Colour

( )XXX
Base

(B)

(W)White
Black

Spot

Inner Ring

(B)

(W)White
Black

(B)

(W)White
Black

( )XX

(1)

(0)Standard
Honeycomb

Extras

(1)

(0)No Extras
Emergency**

Base

Spot

Inner Ring

Honeycomb

650

Ceiling Surface

ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

Townhouse, Lefkada, Greece

Lighting Design: Idea Design Ltd

Architect: Ioanna Zavitsanou

Photo: Gavriil Papadiotis
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Reform 30 is a complete series of miniaturized downlights available recessed, trimless or surface.

It is available in round form.

Power consumption: watt and watt.

Beam angle varies from to degrees.

Accessories available: honeycomb.

Luminaire material: aluminium construction/ PC part .

It is offered in white and/or black colour as standard but RAL colours also are available on request.

Low UGR ensuring vis comfort .

3 6.3

28 50

s

External driver only.

ual (UGR<14 /black inner ring)

Emergency kit only for external use.

3 SDCM

L90/B10 50.000h

REFORM 30 SFSP3-40C-80-36-AD-WWB-00-00

Ordering Code Example:

Adjustable (AD) (00)Without Driver

* Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** External.

Dimming OptionType

Model

(LED Power)

Beam

Angle

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

CCT*

(80) (90)80 90

CRI80

LED Source

CRI90

LED Source

28º (28)

50º ( )50

36º ( )36

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

REFORM 30 Surface Spot

REFORM

W

30

Surface Spot 3

(REFORM 30 SFSP3)

REFORM

W

30

Surface Spot 6.3

(REFORM 30 SFSP6)

2
2

m
m

6
0

m
m

8
m

m

Φ30mm 8 º5

340º

Φ40mm

396lm

396lm

4 lm28

4 lm28

3 lm20

3 lm42

3 lm69

396lm

669lm

669lm

7 lm22

7 lm22

5 lm40

577lm

6 lm23

669lm

2000

3000

4000

1600

2400

3200

1000

1500

2000

2500

3000

1000

1500

2000

800

1200

1600

2000

800

1200

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

28º LOR 0.81
105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

0° 0°15° 15°30° 30°30° 30°15° 15°

36º 50ºLOR 0.735 LOR 0.73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

0° 15° 30°30° 15°

28º LOR 0.86
105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

0° 0°15° 15°30° 30°30° 30°15° 15°

36º 50ºLOR 0.81 LOR 0.82

I ring colour:nner

BLACK

I ring colour:nner

WHITE

AccessoriesLuminaire Colour

( )XXX
Base

(B)

(W)White
Black

Spot

Inner Ring

(B)

(W)White
Black

(B)

(W)White
Black

( )XX

(1)

(0)Standard
Honeycomb

Extras

(1)

(0)No Extras
Emergency**

Base

Spot

Inner Ring

Honeycomb

650

Ceiling Surface
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Townhouse, Lefkada, Greece

Lighting Design: Idea Design Ltd

Architect: Ioanna Zavitsanou

Photo: Gavriil Papadiotis
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REFORM 52 Surface Spot

REFORM 52 SFSP1 -40C-80-33-AD-WWB-00-102

Ordering Code Example:

Adjustable (AD)

(ND)

(00)

Non Dimmable

Without Driver

* Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** External.

Dimming Option AccessoriesType

Model

(LED Power)

REFORM

W

52

Surface Spot 8.2

(REFORM 52 SFSP8)

6º (06)

REFORM

12W

52

Surface Spot

(REFORM 52 SFSP1 )2 ( )0X

( )XX
EXTRAS

No Extras

Standard

Honeycomb

Line spread lens

Softening lens

( )0X

( )1X

( )2X

( )3X

21º (21)

44º (44)

33º (33)

Beam

Angle

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

CCT*

(80) (90)80 90

CRI80

LED Source

CRI90

LED Source

779lm

779lm

841lm

903lm

628lm

673lm

726lm

779lm

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K 1590lm

1710lm

1830lm

1710lm

1380lm

1485lm

1590lm

1590lm

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15°

6º LOR 0.73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15°

33º LOR 0.73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15°

44º LOR 0.54
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15°

21º LOR 0.69

1000

1500

2000

0°0°

3200

4800

0°0°

1600

2400

0°0°

20000

30000

40000

50000

60000

0°0°

I ring colour:nner

BLACK

0°

16000

24000

3200

4800

6400

1000

1500

2000

2500

3000

800

1200

1600

2400

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0°0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0°0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0°0°

6º LOR 0.85 21º LOR 0.85 44º LOR 0.6733º LOR 0.86

I ring colour:nner

WHITE

Line spread lens Softening lensHoneycomb

8 º5

3 04 º

Φ52mm

2
8

m
m

9
2

m
m

1
0

m
m

Φ52mm

�

�

�

�

�

�
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Reform 52 is a complete series of downlights available recessed, trimless or surface.

It is available in round form.

Power consumption : 12watt and 8.2watt.

Beam angle varies from 6 to 44 degrees.

Accessories available: honeycomb, line spread lens or softening lens.

Luminaire material: aluminium construction/ PC part .

It is offered in white and/or black colour as standard but RAL colours also are available on request.

Low UGR ensuring vis comfort 2 .

s

ual (UGR<1 /black inner ring)

3 SDCM

L90/B10 50.000h

Luminaire Colour

( )XXX
Base

(B)

(W)White
Black

Spot

Inner Ring

(B)

(W)White
Black

(B)

(W)White
Black

Base

Spot

Inner Ring

652

Emergency** ( )1X

Ceiling Surface
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90º

3 04 º

Φ75mm

2
5

m
m

1
5

0
m

m

1
0

m
m

Φ75mm

REFORM 75 Surface Spot

REFORM SFSP1 -40C-80- -AD-WWB-00-1075 8 50

Ordering Code Example:

Adjustable (AD)

(ND)

(00)

Non Dimmable

Without Driver

* Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** External.

Dimming Option AccessoriesType

Model

(LED Power)

REFORM 75

18WSurface Spot

(REFORM SFSP 875 1 )

REFORM 75

23.5WSurface Spot

(REFORM SFSP )75 24

( )XX

Standard

Honeycomb

Line spread lens

Softening lens

( )0X

( )1X

( )2X

( )3X

17º ( )17

50º ( )50

27º ( )27

Beam

Angle

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

CCT*

(80) (90)80 90

CRI80

LED Source

CRI90

LED Source

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K 2919lm

3102lm

3192lm

3230lm

2409lm

2512lm

2663lm

2791lm

27º LOR 0.766 50º LOR 0.79317º LOR 0.73

I ring colour:nner

BLACK

17º LOR 0.755 50º LOR 0.80927º LOR 0.814

I ring colour:nner

WHITE

Line spread lens Softening lensHoneycomb

�

�

�

�

�

�

�

�

�

�

Reform is series of downlights available recessed or surface.

It is available in round form.

Power consumption : watt and watt.

Beam angle varies from to degrees.

Accessories available: honeycomb, line spread lens or softening lens.

Luminaire material: aluminium construction/ PC part .

It is offered in white and/or black colour as standard but RAL colours also are available on request.

Low UGR ensuring vis comfort 5 .

75

23.5 18

17 50

s

ual (UGR<1 /black inner ring)

3 SDCM

L90/B10 50.000h

Luminaire Colour

( )XXX
Base

(B)

(W)White
Black

Spot

Inner Ring

(B)

(W)White
Black

(B)

(W)White
Black

Base

Spot

Inner Ring

2067lm

2223lm

2379lm

2223lm

1794lm

1931lm

2067lm

2067lm

4000

6000

8000

10000

4000

6000

8000

10000

2000

3000

5000

2000

3000

800

1200

800

1200

0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0°

Ceiling Surface

653

( )0X

EXTRAS

No Extras

Emergency** ( )1X
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REFORM 52 Surface Spot

REFORM 52 SFSP1 -40C-80-33-AD-WWB-00-102

Ordering Code Example:

Adjustable (AD)

(ND)

(00)

Non Dimmable

Without Driver

* Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** External.

Dimming Option AccessoriesType

Model

(LED Power)

REFORM

W

52

Surface Spot 8.2

(REFORM 52 SFSP8)

6º (06)

REFORM

12W

52

Surface Spot

(REFORM 52 SFSP1 )2 ( )0X

( )XX
EXTRAS

No Extras

Standard

Honeycomb

Line spread lens

Softening lens

( )0X

( )1X

( )2X

( )3X

21º (21)

44º (44)

33º (33)

Beam

Angle

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

CCT*

(80) (90)80 90

CRI80

LED Source

CRI90

LED Source

779lm

779lm

841lm

903lm

628lm

673lm

726lm

779lm

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K 1590lm

1710lm

1830lm

1710lm

1380lm

1485lm

1590lm

1590lm

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15°

6º LOR 0.73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15°

33º LOR 0.73
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15°

44º LOR 0.54
105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15°

21º LOR 0.69

1000

1500

2000

0°0°

3200

4800

0°0°

1600

2400

0°0°

20000

30000

40000

50000

60000

0°0°

I ring colour:nner

BLACK

0°

16000

24000

3200

4800

6400

1000

1500

2000

2500

3000

800

1200

1600

2400

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0°0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0°0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0°0°

6º LOR 0.85 21º LOR 0.85 44º LOR 0.6733º LOR 0.86

I ring colour:nner

WHITE

Line spread lens Softening lensHoneycomb

8 º5

3 04 º

Φ52mm

2
8

m
m

9
2

m
m

1
0

m
m

Φ52mm

�

�

�

�

�

�

�

�

�

�

Reform 52 is a complete series of downlights available recessed, trimless or surface.

It is available in round form.

Power consumption : 12watt and 8.2watt.

Beam angle varies from 6 to 44 degrees.

Accessories available: honeycomb, line spread lens or softening lens.

Luminaire material: aluminium construction/ PC part .

It is offered in white and/or black colour as standard but RAL colours also are available on request.

Low UGR ensuring vis comfort 2 .

s

ual (UGR<1 /black inner ring)

3 SDCM

L90/B10 50.000h

Luminaire Colour

( )XXX
Base

(B)

(W)White
Black

Spot

Inner Ring

(B)

(W)White
Black

(B)

(W)White
Black

Base

Spot

Inner Ring
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Emergency** ( )1X

Ceiling Surface

ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

90º
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Φ75mm
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Φ75mm

REFORM 75 Surface Spot

REFORM SFSP1 -40C-80- -AD-WWB-00-1075 8 50

Ordering Code Example:

Adjustable (AD)

(ND)

(00)

Non Dimmable

Without Driver

* Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** External.

Dimming Option AccessoriesType

Model

(LED Power)

REFORM 75

18WSurface Spot

(REFORM SFSP 875 1 )

REFORM 75

23.5WSurface Spot

(REFORM SFSP )75 24

( )XX

Standard

Honeycomb

Line spread lens

Softening lens

( )0X

( )1X

( )2X

( )3X

17º ( )17

50º ( )50

27º ( )27

Beam

Angle

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K

CCT*

(80) (90)80 90

CRI80

LED Source

CRI90

LED Source

(30C)

(40C)

(50C)

3000K

4000K

5000K

(27C)2700K 2919lm

3102lm

3192lm

3230lm

2409lm

2512lm

2663lm

2791lm

27º LOR 0.766 50º LOR 0.79317º LOR 0.73

I ring colour:nner

BLACK

17º LOR 0.755 50º LOR 0.80927º LOR 0.814

I ring colour:nner

WHITE

Line spread lens Softening lensHoneycomb

�

�

�

�

�

�

�

�

�

�

Reform is series of downlights available recessed or surface.

It is available in round form.

Power consumption : watt and watt.

Beam angle varies from to degrees.

Accessories available: honeycomb, line spread lens or softening lens.

Luminaire material: aluminium construction/ PC part .

It is offered in white and/or black colour as standard but RAL colours also are available on request.

Low UGR ensuring vis comfort 5 .

75

23.5 18

17 50

s

ual (UGR<1 /black inner ring)

3 SDCM

L90/B10 50.000h

Luminaire Colour

( )XXX
Base

(B)

(W)White
Black

Spot

Inner Ring

(B)

(W)White
Black

(B)

(W)White
Black

Base

Spot

Inner Ring

2067lm

2223lm

2379lm

2223lm

1794lm

1931lm

2067lm

2067lm

4000

6000

8000

10000

4000

6000

8000

10000

2000

3000

5000

2000

3000

800

1200

800

1200

0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0° 0°

105°

90°

75°

60°

45°

105°

90°

75°

60°

45°

15° 30°30° 15° 0°

Ceiling Surface
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( )0X

EXTRAS

No Extras

Emergency** ( )1X
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Phase Cut Dimmable
(Leading Edge)
230VAC (230D)

LACERTA

360

52mm

1
4

7
m

m

97mm

1
0

0
m

m

Φ52mm

360

�

�

�

LACERTA surface light has a slim and elegant design and is the perfect solution for highly demanding spaces.

hase Cut Dimmable / Leading Edge only.P

3 SDCM

L90/B10 50.000h

Low UGR ensuring visual comfort.

�

�

Beam

Angle Dimming OptionType

(AD)

Colour

Adjustable

Ordering Code Example:

LACERTA 10- 40C-90-33-AD-WB-230D

Model

(LED Power) CCT*

(80)80

CRI80, CRI90

LED Source

(90)90

(30C)3000K

(27C)2700K

920lm

991lm

920lm

(40C)4000K

696lm

802lm

650lm

991lm(57C)5700K -

White/Black (WB)

(33)

(22)

(43)

33º

22º

43º

LACERTA 10W

(LACERTA 10)

* Available in other CCT upon request

654

Ceiling Surface

ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

ADORNO Surface Spotlight Retrofit

Φ60mm

9
8

m
m

2
5

m
m

1
3

4
m

m

Φ60mm

90
o

330
o

Lamp

Holder

ADORNO

Spotlight

Surface

Retrofit

( SFSR)ADORNO

TypeModel

Adjustable (AD) (G1)

Outer Colour - Inner Colour

ADORNO SFSR-WB-AD-G1-1

Ordering Code Example:

White-Black

White-White

White-Gold

Black-Black

Black-White

Black-Gold

(WB)

(WW)

(WG)

(BB)

(BW)

(BG)

Honeycomb Linear Spread Softening Lens Spread Lens

(0)Standard

Honeycomb

Linear Spread

Softening Lens

Spread Lens

(1)

(2)

(3)

(4)

Accessories

Black-WhiteBlack-Black Black-Gold

White-WhiteWhite-Black White-Gold

�

�

�

�

�

Adorno series with GU10 lampholder (lamp not included).

Powder coated Aluminium housing

Minimal aesthetic for contemporary architectural design

Available in white or black colour for the outer housing and in white, black or gold for the inner housing

Available with accessories: : honeycomb spread lens

surface spotlight , max 7.5W

.

.

.

, linear , softening lens, spread lens.

GU10 (max 7.5W)

Lamp

Not included

Ceiling Surface
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Phase Cut Dimmable
(Leading Edge)
230VAC (230D)

LACERTA

360

52mm

1
4

7
m

m

97mm

1
0

0
m

m

Φ52mm

360

�

�

�

LACERTA surface light has a slim and elegant design and is the perfect solution for highly demanding spaces.

hase Cut Dimmable / Leading Edge only.P

3 SDCM

L90/B10 50.000h

Low UGR ensuring visual comfort.

�

�

Beam

Angle Dimming OptionType

(AD)

Colour

Adjustable

Ordering Code Example:

LACERTA 10- 40C-90-33-AD-WB-230D

Model

(LED Power) CCT*

(80)80

CRI80, CRI90

LED Source

(90)90

(30C)3000K

(27C)2700K

920lm

991lm

920lm

(40C)4000K

696lm

802lm

650lm

991lm(57C)5700K -

White/Black (WB)

(33)

(22)

(43)

33º

22º

43º

LACERTA 10W

(LACERTA 10)

* Available in other CCT upon request

654

Ceiling Surface
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ADORNO Surface Spotlight Retrofit

Φ60mm

9
8

m
m

2
5

m
m

1
3

4
m

m

Φ60mm

90
o

330
o

Lamp

Holder

ADORNO

Spotlight

Surface

Retrofit

( SFSR)ADORNO

TypeModel

Adjustable (AD) (G1)

Outer Colour - Inner Colour

ADORNO SFSR-WB-AD-G1-1

Ordering Code Example:

White-Black

White-White

White-Gold

Black-Black

Black-White

Black-Gold

(WB)

(WW)

(WG)

(BB)

(BW)

(BG)

Honeycomb Linear Spread Softening Lens Spread Lens

(0)Standard

Honeycomb

Linear Spread

Softening Lens

Spread Lens

(1)

(2)

(3)

(4)

Accessories

Black-WhiteBlack-Black Black-Gold

White-WhiteWhite-Black White-Gold

�

�

�

�

�

Adorno series with GU10 lampholder (lamp not included).

Powder coated Aluminium housing

Minimal aesthetic for contemporary architectural design

Available in white or black colour for the outer housing and in white, black or gold for the inner housing

Available with accessories: : honeycomb spread lens

surface spotlight , max 7.5W

.

.

.

, linear , softening lens, spread lens.

GU10 (max 7.5W)

Lamp

Not included

Ceiling Surface
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ADORNO SF Retrofit

Honeycomb Linear Spread Softening Lens Spread Lens Black-WhiteBlack-Black Black-Gold

White-WhiteWhite-Black White-Gold

Φ60mm

1
0

6
m

m
�

�

�

�

�

Adorno series with GU10 lampholder (lamp not included).

Powder coated Aluminium housing

Minimal aesthetic for contemporary architectural design

Available in white or black colour for the outer housing and in white, black or gold for the inner housing

Available with accessories: : honeycomb spread lens

surface light , max 7.5W

.

.

.

, linear , softening lens, spread lens.

Lamp

HolderTypeModel

Fixed (FX) (G1)

Outer Colour - Inner Colour

ADORNO SFR-WB-FX-G1-1

Ordering Code Example:

White-Black

White-White

White-Gold

Black-Black

Black-White

Black-Gold

(WB)

(WW)

(WG)

(BB)

(BW)

(BG)

(0)Standard

Honeycomb

Linear Spread

Softening Lens

Spread Lens

(1)

(2)

(3)

(4)

Accessories

GU10 (max 7.5W)ADORNO SF Retrofit

(ADORNO SFR)

Lamp

Not included

Ceiling Surface

656 ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

Townhouse, Lefkada, Greece

Lighting Design: Idea Design Ltd

Architect: Ioanna Zavitsanou

Photo: Gavriil Papadiotis
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ADORNO SF Retrofit

Honeycomb Linear Spread Softening Lens Spread Lens Black-WhiteBlack-Black Black-Gold

White-WhiteWhite-Black White-Gold

Φ60mm

1
0

6
m

m

�

�

�

�

�

Adorno series with GU10 lampholder (lamp not included).

Powder coated Aluminium housing

Minimal aesthetic for contemporary architectural design

Available in white or black colour for the outer housing and in white, black or gold for the inner housing

Available with accessories: : honeycomb spread lens

surface light , max 7.5W

.

.

.

, linear , softening lens, spread lens.

Lamp

HolderTypeModel

Fixed (FX) (G1)

Outer Colour - Inner Colour

ADORNO SFR-WB-FX-G1-1

Ordering Code Example:

White-Black

White-White

White-Gold

Black-Black

Black-White

Black-Gold

(WB)

(WW)

(WG)

(BB)

(BW)

(BG)

(0)Standard

Honeycomb

Linear Spread

Softening Lens

Spread Lens

(1)

(2)

(3)

(4)

Accessories

GU10 (max 7.5W)ADORNO SF Retrofit

(ADORNO SFR)

Lamp

Not included

Ceiling Surface

656 ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

Townhouse, Lefkada, Greece

Lighting Design: Idea Design Ltd

Architect: Ioanna Zavitsanou

Photo: Gavriil Papadiotis
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MORETTO

9
4

m
m

Φ94mm
Φ94mm

�

�

�

�

�

Moretto series of surface luminaires is available in single round or square and in double square form.

It is available in white or black colour.

It is supplied either with Bridgelux LED or with GU10 lamp holder (max 7.5W).

3SDCM

L90/B10 50.000h

Ceiling Surface

658

94mm94mm

9
4

m
m

9
4

m
m

187mm

9
4

m
m

9
4

m
m

187mm

±20º

340º

±20º

340º

±20º

340º

±20º

340º

Round Square Square Double

ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

* Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

Dimming OptionColour

LIGHTSOURCE BY

Ordering Code Example: MORETTO R 09-40B-90-46-AD-WH-230ND

White

Black

(WH)

(BL) Non-Dimmable
230VAC (230ND)Adjustable (AD)

Type

Beam

AngleCCT*

(80) (90)80 90

LED Power

per LED

6.1W (06)

8.9W (09)

Model

CRI80, CRI90

LED Source

per LED

MORETTO

(MORETTO) (30B)3000K

(27B)2700K

(40B)4000K

(30B)3000K

(27B)2700K

(40B)4000K

817lm

850lm

785lm

681lm

730lm

654lm

1135lm

1180lm

1089lm

946lm

1014lm

908lm

Phase Cut Dimmable
230VAC (230D)

Shape

(S)Square

(R)Round

(SD)Square

Double

Ceiling Surface

659

MORETTO

Ordering Code Example: MORETTO RR-G1-AD-BL

Lamp Holder per Lamp

(G1)GU10 (max 7.5W)
Lamp

Not included

Colour

White

Black

(WH)

(BL)

Adjustable (AD)

TypeModel

MORETTO Retrofit

(MORETTO RF)

Shape

(S)Square

(R)Round

(SD)
Square

Double

46º (46)

30º (30)

ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr



www. .com

MORETTO

9
4
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Φ94mm
Φ94mm
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�

�

�

Moretto series of surface luminaires is available in single round or square and in double square form.

It is available in white or black colour.

It is supplied either with Bridgelux LED or with GU10 lamp holder (max 7.5W).

3SDCM

L90/B10 50.000h

Ceiling Surface

658

94mm94mm
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m
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187mm

9
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187mm

±20º

340º

±20º

340º

±20º

340º

±20º

340º

Round Square Square Double
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* Models with CCTs of 3500K, 5000K & 6500K are available upon request.

** The wireless dimming option includes driver and Bluetooth dimming accessory.

Dimming OptionColour

LIGHTSOURCE BY

Ordering Code Example: MORETTO R 09-40B-90-46-AD-WH-230ND

White

Black

(WH)

(BL) Non-Dimmable
230VAC (230ND)Adjustable (AD)

Type

Beam

AngleCCT*

(80) (90)80 90

LED Power

per LED

6.1W (06)

8.9W (09)

Model

CRI80, CRI90

LED Source

per LED

MORETTO

(MORETTO) (30B)3000K

(27B)2700K

(40B)4000K

(30B)3000K

(27B)2700K

(40B)4000K

817lm

850lm

785lm

681lm

730lm

654lm

1135lm

1180lm

1089lm

946lm

1014lm

908lm

Phase Cut Dimmable
230VAC (230D)

Shape

(S)Square

(R)Round

(SD)Square

Double

Ceiling Surface

659

MORETTO

Ordering Code Example: MORETTO RR-G1-AD-BL

Lamp Holder per Lamp

(G1)GU10 (max 7.5W)
Lamp

Not included

Colour

White

Black

(WH)

(BL)

Adjustable (AD)

TypeModel

MORETTO Retrofit

(MORETTO RF)

Shape

(S)Square

(R)Round

(SD)
Square

Double

46º (46)

30º (30)
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�

�

TALUS fixed downlight is available for surface and pendant installation.

3 SDCM

L90/B10 50.000h�

TALUS

2
1

5
m

m

186mm

Φ mm186

Pendant model

Ceiling Surface

Beam

Angle Dimming Option***Type AccessoriesColour

LIGHTSOURCE BY

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Model

(LED Power*) CCT**

(80)80

CRI80, CRI90

LED Source

(90)90

(30B)3000K

(27B)2700K

4792lm

4933lm

4510lm

(40B)4000K

3890lm

4115lm

3721lm

4792lm(57B)5700K -

(30B)3000K

(27B)2700K

3847lm

3960lm

3621lm

(40B)4000K

3123lm

3304lm

2987lm

3847lm(57B)5700K -

White

Black

(WH)

(BL)(40)

(20)

(60)

40º

20º

60º

(FX)FixedTALUS Surface 23.9W

(TALUS SF 24)

TALUS Pendant 23.9W

(TALUS PD 24)

TALUS 31.3WSurface

(TALUS SF 31)

TALUS 31.3WPendant

(TALUS PD 31)

(Trailing Edge Dimmer)

( )0X

( )XX
EXTRAS

No Extras

ANTI-GLARE SHIELD

( X)1

( X)2

( X)3

Black Matt

Gold Matt

White Matt

Ordering Code Example: TALUS SF31-30B-80-FX-60-BL-DL-20

* In 31

* Models with CCTs of 3500K, 5000K & 6500K are available upon request.

W models the driver must be externally installed.

*

for Pendant (24W & 31W) and 31W Surface models*** DMX drivers must be externally installed.

660

Warm dimming 3000K to 1800K

C
C

T
(K

)

30.7 27.1 19.9 12.8 6.023.5 16.3 9.4 2.9

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700

Warm Dimmable

1800K~3000K

(WD)

2840lm(95)95

CRI95 LED Source

TALUS WD 30.7WSurface

(TALUS WD SF 31)

TALUS WD 30.7WPendant

(TALUS WD PD 31)
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90mm

90

350
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�

LYRA is a surface projector available in 15 watt.

3 SDCM

L90/B10 - 50.000h�

LYRA

Beam

Angle Dimming OptionType

(AD)

Colour

Adjustable

LIGHTSOURCE BY

Ordering Code Example: LYRA 15-30B-AD-80-40-BL-ND

Model

(LED Power) CCT* LED Source

(30B)3000K

(27B)2700K

1340lm

1420lm

1230lm

(35B)3500K

1500lm(40B)4000K

White

Black

(WH)

(BL)(40)

(16)

40º

16ºLYRA 14.7W

(LYRA 15)

(50B)5000K 1680lm

1680lm(56B)5600K

* 5000K & 5600K only available in CRI70.

Non-Dimmable230VAC (ND)

CRI

70* (70)

80 (80)

Ceiling Surface
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�

�

TALUS fixed downlight is available for surface and pendant installation.

3 SDCM

L90/B10 50.000h�

TALUS

2
1

5
m

m

186mm

Φ mm186

Pendant model

Ceiling Surface

Beam

Angle Dimming Option***Type AccessoriesColour

LIGHTSOURCE BY

(DL)

(A1)

(ND)

(00)

(PC)

(PB)

(DX)

DALI

Analogue (1-10V)

Non Dimmable

Without Driver

Phase Cut

Push Button

DMX

Model

(LED Power*) CCT**

(80)80

CRI80, CRI90

LED Source

(90)90

(30B)3000K

(27B)2700K

4792lm

4933lm

4510lm

(40B)4000K

3890lm

4115lm

3721lm

4792lm(57B)5700K -

(30B)3000K

(27B)2700K

3847lm

3960lm

3621lm

(40B)4000K

3123lm

3304lm

2987lm

3847lm(57B)5700K -

White

Black

(WH)

(BL)(40)

(20)

(60)

40º

20º

60º

(FX)FixedTALUS Surface 23.9W

(TALUS SF 24)

TALUS Pendant 23.9W

(TALUS PD 24)

TALUS 31.3WSurface

(TALUS SF 31)

TALUS 31.3WPendant

(TALUS PD 31)

(Trailing Edge Dimmer)

( )0X

( )XX
EXTRAS

No Extras

ANTI-GLARE SHIELD

( X)1

( X)2

( X)3

Black Matt

Gold Matt

White Matt

Ordering Code Example: TALUS SF31-30B-80-FX-60-BL-DL-20

* In 31

* Models with CCTs of 3500K, 5000K & 6500K are available upon request.

W models the driver must be externally installed.

*

for Pendant (24W & 31W) and 31W Surface models*** DMX drivers must be externally installed.

660

Warm dimming 3000K to 1800K

C
C

T
(K

)

30.7 27.1 19.9 12.8 6.023.5 16.3 9.4 2.9

LED Power (W)

3100

2900

2700

2500

2300

2100

1900

1700

Warm Dimmable

1800K~3000K

(WD)

2840lm(95)95

CRI95 LED Source

TALUS WD 30.7WSurface

(TALUS WD SF 31)

TALUS WD 30.7WPendant

(TALUS WD PD 31)
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LYRA is a surface projector available in 15 watt.

3 SDCM

L90/B10 - 50.000h�

LYRA

Beam

Angle Dimming OptionType

(AD)

Colour

Adjustable

LIGHTSOURCE BY

Ordering Code Example: LYRA 15-30B-AD-80-40-BL-ND

Model

(LED Power) CCT* LED Source

(30B)3000K

(27B)2700K

1340lm

1420lm

1230lm

(35B)3500K

1500lm(40B)4000K

White

Black

(WH)

(BL)(40)

(16)

40º

16ºLYRA 14.7W

(LYRA 15)

(50B)5000K 1680lm

1680lm(56B)5600K

* 5000K & 5600K only available in CRI70.

Non-Dimmable230VAC (ND)

CRI

70* (70)

80 (80)

Ceiling Surface
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Code

Maximum

Consumption

AR111PCS.004

Voltage

100W 12VAC IP203.4Kg

Lamp

Holder

Not included

Model

ARIES ROUND

AR111PCS.005 100W 12VAC IP204.5KgNot includedARIES SQUARE

ARIES ROUND ARIES SQUARE

223mm

Φ200mm

225mm

190mm
190mm

PCS.004 PCS.005

ARIES Ceiling Surface

662

Lamp IP Rate

Plaster

luminaires

Weight

ELECTRON SA, PROFESSIONAL LIGHTING SYSTEMS - 68 Antiohias Str, N.Philadelphia, 14341 Athens, Greece, info@electron.gr, www.electron.gr

Gx5.3PCS.001 35W 12VAC IP201.2KgNot includedBAREL ROUND

160mm

132mm

132mm

160mm

Φ132mm

Gx5.3PCS.002 35W 12VAC IP201.6KgNot includedBAREL SQUARE

BAREL ROUND BAREL SQUARE

PCS.001 PCS.002

BARELCeiling Surface

663

Code

Maximum

Consumption Voltage

Lamp

HolderModel Lamp IP Rate

Plaster

luminaires

Weight
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Code

Maximum

Consumption

AR111PCS.004

Voltage

100W 12VAC IP203.4Kg

Lamp

Holder

Not included

Model

ARIES ROUND

AR111PCS.005 100W 12VAC IP204.5KgNot includedARIES SQUARE

ARIES ROUND ARIES SQUARE

223mm

Φ200mm

225mm

190mm
190mm

PCS.004 PCS.005

ARIES Ceiling Surface

662

Lamp IP Rate

Plaster

luminaires

Weight
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Gx5.3PCS.001 35W 12VAC IP201.2KgNot includedBAREL ROUND

160mm

132mm

132mm

160mm

Φ132mm

Gx5.3PCS.002 35W 12VAC IP201.6KgNot includedBAREL SQUARE

BAREL ROUND BAREL SQUARE

PCS.001 PCS.002

BARELCeiling Surface

663

Code

Maximum

Consumption Voltage

Lamp

HolderModel Lamp IP Rate

Plaster

luminaires

Weight
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GU10PCS.003 35W 220-240VAC IP201.98KgNot includedATLAS

90mm

90mm

135mm

PCS.003

ATLAS

ATLAS Ceiling Surface

664

Code

Maximum

Consumption Voltage

Lamp

HolderModel Lamp IP Rate

Plaster

luminaires

Weight
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